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FRAME+ Aluminium door 75 DI 
System benefi ts

Technology in detail

Tests
Uf -values up to 1.3 W/(m2K) 
Air permeablitiy up to Class 4
Water tightness up to Class 9A
Resistance to wind load up to Class C4
Burglar resistance RC3
Operating forces Class 2

■ Excellent product features
 –  Featuring UD-values of up to 0.69 W/(m²K) for use in passive 

houses, tested by ift Rosenheim.
 –  Innovative insulating bar material THERMORIT with very low 

thermal conductivity and suitable for composite coating and 
anodizing.

 –  Two circumferential sealing levels and special contours
guarantee high tightness and durable functionality with low 
operating forces.

 –  Composite insulation of the profile cavities by means of
highly effective insulation inserts.

 –  Insulation of the glazing rebate by means of a glazing rebate 
insulating block with large ventilation spaces.

■ Innovative door sill concept
 – No barrier to access with excellent sealing.
 – Outstanding insulation in the sill area to 1.6 W/(m2K).
 –  Two-piece sill connector subsequently interchangeable – 

simple fitting.
 – Thermally separate aluminium sill with replaceable seal.
 –  Door sill base structure with standard extensions from

the FRAME+ series.

■ Optimum planning
 –  Due to its diverse combination possibilities ideally suited

for projects, curtain walls as well as house and apartment 
construction. 

 –  Structurally stretched profile geometries enable sash
dimensions of up to 4.15 m² and sash weights of up to
250 kg. 

 –  Infill thicknesses of 10 to 56 mm in the fixed section,
22 to 68 mm in the sash.

■  Effi cient processing
 –  Reduced storage by modular system units.
 –  Identical base profiles regardless of the element combination.
 –  No necessity of insertion profiles in the area of the door

rebate, which are complex to process.
 –  Can be combined with the window series FRAME+ 75 WI 

and FRAME+ 75 WA.
 –  Smooth rebate geometries also enable the installation of

wide fittings (e.g. hidden door closer, roller hinge)
    –  Profile systems adjusted to the customary geometries

of fittings.  
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FRAME+ Aluminium door 75 DI
System benefi ts

Reliability assured by tested quality

Inward opening Outward opening
Single-winged Two-winged Single-winged Two-winged

Air permeablitiy EN 14351-1 Class 4 Class 4/31 Class 4/31 Class 4/31

Resistance to wind load
EN 12210 Class C4 Class C3 Class C4/C31 Class C3

Water tightness EN 12208 Class 9A Class 7A Class 8A/5A1 Class 7A/5A1

Operating forces EN 12217 Class 2 Class 1 Class 2 Class 2

Burglar resistance EN 1627 Class RC3 Class RC3 Class RC3 Class RC3
1 Value is referred to the execution with roller hinge.

■  Technical data – Tests
based on EN 14351-1 product standard for windows and exterior doors

■ FRAME+ – Quality you can rely upon
 –  The FRAME+ door system has undergone rigourous testing 

according to the product standard for windows and exterior 
doors and achieved the following classifications.
These-values are at the same time the base for simplified
CE marking of windows.
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FRAME+ Aluminium door 75 DI 
System benefi ts

■ Harmonious and stylish
 –  Three different design versions Basic Style, Modern Style 

und Classic Style offer a wide range of individual design
options.

 –  Nearly any design – from an expressive linear composition to 
soft flowing shapes – can be created with the FRAME+ door 
system.

 –  Reduction of strong contrasts due to the possibility of using 
grey gasktets.

 –  All design variants are connectable in any combination.

Design variants

Basic Style
–  Stands out with its clear lines.
– Building depth of frame 75 mm.
– Building depth of sash 87 mm.

Modern Style
–  Soft flowing shapes due to

rounded contours.
–  Building depth of frame

and sash 87 mm.

Classic Style
–  Distinguished lines due to

slanted contours.
–  Building depth of frame

and sash 87 mm.
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FRAME+ Aluminium door 75 DI
System benefi ts

Curtain wall connection/panels

■ Integration outer frame
with infi ll thickness 24 mm and 36 mm

 –  Variant: exterior concealed leaf.
 –  New clamping zone for triple glazing from 36 mm to 56 mm.
 – Timesaving and quick assembly.
 –  Efficient installation.
 –  Easy fitting, even in highly thermally insulated façades

with triple glazing.
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FRAME+ Aluminium door 75 DI 
System benefi ts

■ Screw-on hinge
 –  Inward and outward opening.
 –  Anchor screw or mounting plate.
 – Aluminium.
 – Two and three part options.
 –  Three-dimensional adjustment after installation.
 – Adjustments without unhinging the leaf.
 –  Sash weights up to 200 kg

(depending on the fitting type the required 
number of fittings per door). 

Hinges and looks

■ Roller hinge
 –  Inward and outward opening.
 – Stainless steel and aluminium.
 –  Horizontal adjustment ± 2 mm via internal

adjustment device.
 –  Height adjustment by means of the eccentric 

on the upper hinge (adjustment range ± 3 mm).
 – Gasket rebate 7 mm.
 –  Sash weights up to 250 kg

(depending on the fitting type the required 
number of fittings per door).

■ Locks
 –  Commercial dummy mullion geometries, 

U-dummy mullion  24 x 6 mm.
 – Catch-locks with bolt.
 – Multiple bolting 3-times.
 – Automatic bolting.
 – Motor-actuated bolting.
 – Vertical bolt for double-leaf doors.
 –  Panic fittings according to DIN EN 179/1125.
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FRAME+ Aluminium door 75 DI
System benefi ts

Thermal insulation

■ Thermal insulation
 –  Stepwise adjustment of the insulation-values – tailored to

the individual requirements of the property.
 –  Featuring UD-values of up to 0.69 W/(m2K) for use in passive-

houses.
 –  For more Uf-values see chapter Thermal insulation.

  Insulating 
block

  Insulating 
block sash

  Insulating block
outer frame

  Insulation
insert

Uf-values FRAME+ 75 DI
(without insulation insert) up to

Uf-values FRAME+ 75 DI
(with insulation insert) up to

Options
Standard
W/(m2K)

Overlapping sash
W/(m2K)

Standard
W/(m2K)

Overlapping sash
W/(m2K)

Inward Outward Inward Outward Inward Outward Inward Outward

Without insulating blocks 2.0 2.0 2.1 2.0 1.6 1.6 1.7 1.7

Insulating block 2.0 2.1 2.0 2.0 1.6 1.7 1.6 1.6

Insulating block outer frame
and insulating block sash 1.9 1.9 1.8 1.8 1.4 1.5 1.4 1.4

Insulating block outer frame and
insulating block sash and insulating block 1.8 1.8 1.7 1.8 1.3 1.3 1.3 1.4

Uf-values FRAME+ 75 DI
(without insulation insert) up to

Uf-values FRAME+ 75 DI
(with insulation insert) up to

Options
Standard
W/(m2K)

Overlapping sash
W/(m2K)

Standard
W/(m2K)

Overlapping sash
W/(m2K)

Inward Outward Inward Outward Inward Outward Inward Outward

Without insulating blocks 2.1 2.3 2.2 2.3 1.7 1.9 1.8 2.0

Insulating block 2.0 2.2 2.1 2.2 1.6 1.7 1.7 1.8
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FRAME+ Aluminium door 75 DI 
System benefi ts

■ Optimum safety according to the latest criteria
 –  The RAICO door system can be equipped with burglar-

resistant properties in the resistance classes RC1 and RC2
by the use of few additional components.

 –  Maximum design freedom is possible through a similar instal-
lation option in the design variants Modern Style and Classic 
Style.

 –  For details see chapter Assembly options.
 –  Sectional views and design variants see chapter Add-ons.

Burglar resistant doors

Burglar resistance RC2

Burglar resistance RC3
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FRAME+ Aluminium door 75 DI
System benefi ts

Production-optimized door system

■ Reduced expenditure of production
 –  Identical base profiles regardless of the element combination.
 –  No necessity of insertion profiles in the area of the door

rebate, which are complex to process.
 –  Prepunched special profile in lateral element or skylight.
 –  Reduced storage by modular system units.
 –  Can be combined with the window series FRAME+ 75 WI 

and FRAME+ 75 WA.
 –  Smooth rebate geometries also enable the installation

of wide fittings (e.g. hidden door closer, roller hinge).
 –  Profile systems adjusted to the customary geometries

of fittings.


