


2017112

FRAME+ 75 DI
Door sections

Vertical section inward opening leaf-enclosing option
Floor sill 75/16
Sash 84/41

75DI-0054

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m

Sash profile 84/41 314102 6.5 m

Sash profile 84/41 VH 314386 6.5 m

Sill 14 inward 321200 6 m

 ■ Technical information
 – No. 321200 black anodised, E6/C35.
 – Execution also possible as leaf-

enclosing option on both sides with 
sash profile no. 314112/314387.

 – For the selection of end seal units, 
see Assembly options.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 – F33 =  Mechanical fixing
with angle 15 x 20.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
7 to 8 F 220410 100 m

Stop gasket 7 320100 200 m

Sill gasket inward 320105 25 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)

 ■ Accessories
Article No. PU
End seal unit inward 
one-winged 324935 1 pc(s)

End seal unit inward 
two-winged right 324936 1 pc(s)

End seal unit inward 
two-winged left 324937 1 pc(s)

Pan head tapping 
screw 3.9x16 906015 100 

pc(s)



2017 113

FRAME+ 75 DI
Door sections
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Vertical section inward opening leaf-enclosing option
Sash 84/41

75DI-0061

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m

Sash profile 84/41 314102 6.5 m

Sash profile 84/41 VH 314386 6.5 m

 ■ Technical information
 – Execution also possible as leaf-

enclosing option on both sides with 
sash profile no. 314112/314387.

 – No CE marking possible for water 
tightness, air permeability and wind 
load resistance.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 – F33 =  Mechanical fixing
with angle 15 x 20.

 – F36 =  Example illustration of
lowerable floor seal on site.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket 7 to 8 F 220410 100 m

 ■ Accessories
Article No. PU
Pan head tapping 
screw 3.9x16 906015 100 

pc(s)



2017114

FRAME+ 75 DI
Door sections

Vertical section inward opening
Outer frame 125/150

75DI-0065

 ■ Profi les
Article No. PU

Outer frame 125/150 214520 6 m

Outer frame 125/150 214520.14 1.4 m

Glazing bead 22/32 218432 6 m
Door socket profile 
99/124 314550 6 m

Door socket profile 
99/124 314550.14 1.4 m

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
5 to 6 F 220405 100 m

Exterior glazing
gasket 4.5 220550 100 m

 ■ Accessories
Article No. PU

Glass carrier 225118 100 
pc(s)



2017 115

FRAME+ 75 DI
Door sections
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Vertical section inward opening
Outer frame 95/120

75DI-0066

 ■ Profi les
Article No. PU

Glazing bead 22/32 218432 6 m

Sash profile 84/71 314100 6.5 m
Sash profile 84/71 
rounded contours 314150 6.5 m

Sash profile 84/71 
slanted contours 314160 6.5 m

Bottom rail profile 
95/120 314207 6 m

Socket profile 95/120 314207.14 1.4 m

Sash profile 84/71 VH 314380 6.5 m

Insertion profile 15 321005 6 m

 ■ Technical information
 – Also applicable for design variants 

Modern Style and Classic Style.
 – For the use of deformation-resistant 

profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
5 to 6 F 220405 100 m

Exterior glazing
gasket 4.5 220550 100 m

 ■ Accessories
Article No. PU

Glass carrier 75 DI 325000 100 
pc(s)

Countersunk sheet 
metal screw 3.9x13 902511 100 

pc(s)



2017116

FRAME+ 75 DI
Door sections

Vertical section inward opening
Outer frame 110/135

75DI-0067

 ■ Profi les
Article No. PU

Glazing bead 22/32 218432 6 m

Sash profile 104/91 314110 6.5 m
Sash profile 104/71 
rounded contours 314151 6.5 m

Sash profile 104/71 
slanted contours 314161 6.5 m

Bottom rail profile 
110/135 314208 6 m

Socket profile 
110/135 314208.14 1.4 m

Insertion profile 15 321005 6 m

 ■ Technical information
 – Also applicable for design variants 

Modern Style and Classic Style.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
5 to 6 F 220405 100 m

Exterior glazing
gasket 4.5 220550 100 m

 ■ Accessories
Article No. PU

Glass carrier 75 DI 325000 100 
pc(s)

Countersunk sheet 
metal screw 3.9x13 902511 100 

pc(s)



2017 117

FRAME+ 75 DI
Door sections

Horizontal section outward opening
Outer frame 69/31

Sash 48/111
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75DI-0100

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m
Outer frame profile 
69/31 314004 6 m

Sash profile 48/111 VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m

 ■ Technical information
 – For the use of deformation-resistant 

profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
7 to 8 F 220410 100 m

Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)



2017118

FRAME+ 75 DI
Door sections

Horizontal section outward opening
Outer frame 69/31
Sash 48/111 with insulation insertion and insulating blocks

75DI-1100

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m
Outer frame profile 
69/31 314004 6 m

Sash profile 48/111 VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m

 ■ Technical information
 – For the selection of insulation

insertions (profile-related), see
Product range.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Interior glazing
gasket 7 to 8 220120 100 m

Exterior glazing
gasket 4.5 220550 100 m

Insulating block sash 
rebate 320006 60 m

Insulating block
rebate outer frame 320010 30 m

Insulating block
exterior angles 320010.E 2 pc(s)

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

 ■ Accessories
Article No. PU

Insulating block 13/50 227450 50 m
Insulation insertion 
33/25 227829 50 m

Insulation insertion 
27/25 227832 50 m



2017 119

FRAME+ 75 DI
Door sections

Horizontal section outward opening
Outer frame 69/31

Sash 58/121
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75DI-0101

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m
Outer frame profile 
69/31 314004 6 m

Sash profile 58/121 VH 314390 6.5 m

Sash profile 58/121 314508 6.5 m

 ■ Technical information
 – For the use of deformation-resistant 

profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
7 to 8 F 220410 100 m

Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)



2017120

FRAME+ 75 DI
Door sections

Horizontal section outward opening
Outer frame 44/69, reversion frame 69
Sash 48/111

75DI-0123

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m

Outer frame 44/69 314000 6 m

Sash profile 48/111 VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m
Dummy mullion and 
reversion profile 69/46 314518 6 m

 ■ Technical information
 – Insulating block sash rebate, 

320006.K is to be fitted at the bolting 
points.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket
7 to 8 F 220410 100 m

Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

 ■ Accessories
Article No. PU
Insulating block sash 
rebate 320006.K 20 

pc(s)
Countersunk tapping-
screw 3.9x60 902509 100 

pc(s)



2017 121

FRAME+ 75 DI
Door sections

Horizontal section outward opening
Outer frame 44/69, reversion frame 69 for installation in window system 75 WI

Sash 48/111
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75DI-0124

 ■ Profi les
Article No. PU

Outer frame 44/69 214506 6 m

Glazing bead 22/42 218442 6 m

Outer frame 44/69 314000 6 m

Sash profile 48/111 VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m
Dummy mullion and 
reversion profile 69/46 314518 6 m

 ■ Technical information
 – For the use of deformation-resistant 

profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket
7 to 8 F 220410 100 m

Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

 ■ Accessories
Article No. PU
Countersunk tapping-
screw 3.9x60 902509 100 

pc(s)



2017122

FRAME+ 75 DI
Door sections

Horizontal section outward opening
Mullion/Transom 44/94, reversion frame 69
Sash 48/111

75DI-0126

 ■ Profi les
Article No. PU

Glazing bead 22/32 218432 6 m
Mullion/Transom 
profile 44/94 314200 6 m

Mullion/transom
profile 44/94 314200.30 3 m

Sash profile
48/111 VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m
Dummy mullion
and reversion profile 
69/46

314518 6 m

Insertion profile 15 321005 6 m

 ■ Technical information
 – Insulating block sash rebate, 

320006.K is to be fitted at the bolting 
points.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket
5 to 6 F 220405 100 m

Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

 ■ Accessories
Article No. PU
Insulating block
sash rebate 320006.K 20 

pc(s)
Countersunk tapping-
screw 3.9x60 902509 100 

pc(s)
Countersunk sheet 
metal screw 3.9x13 902511 100 

pc(s)



2017 123

FRAME+ 75 DI
Door sections

Vertical section outward opening
Sash 57/41, mullion/transom 44/94, reversion frame 69

Sash 48/111
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75DI-0150

 ■ Profi les
Article No. PU

Sash profile 57/41 214805 6 m

Glazing bead 22/42 218442 6 m

Espagnolette 20 225530 6 m
Mullion/Transom 
profile 44/94 314200 6 m

Mullion/transom
profile 44/94 314200.30 3 m

Sash profile
48/111 VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m
Dummy mullion
and reversion profile 
69/46

314518 6 m

Insertion profile 15 321005 6 m

 ■ Technical information
 – No. 014032 black.
 – No. 014033 white.
 – No. 014034 grey.
 – Insulating block sash rebate, 

320006.K is to be fitted at the bolting 
points.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Interior stop gasket 7 220337 200 m
Glazing gasket
7 to 8 F 220410 100 m

Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Medial gasket 320008 30 m

Medial gasket corners 320008.E 4 pc(s)

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

 ■ Accessories
Article No. PU
Protection
cover black 014032 100 

pc(s)
Protection
cover white 014033 100 

pc(s)
Protection
cover grey 014034 100 

pc(s)

Glass carrier 225114 100 
pc(s)

Insulating block
sash rebate 320006.K 20 

pc(s)
Countersunk tapping-
screw 3.9x60 902509 100 

pc(s)
Countersunk sheet 
metal screw 3.9x13 902511 100 

pc(s)



2017124

FRAME+ 75 DI
Door sections

Horizontal section outward opening
Dummy mullion sash 74/61
Sash 48/111, dummy mullion

75DI-0120

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m
Dummy mullion sash 
profile 74/61 314108 6.5 m

Sash profile
48/111 VH 314391 6.5 m

Dummy mullion sash 
profile 74/61 VH 314399 6.5 m

Sash profile 48/111 314506 6.5 m

 ■ Technical information
 – For the selection of dummy mullion 

sealing piece sets, see Assembly 
options.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
7 to 8 F 220410 100 m

Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)

 ■ Accessories
Article No. PU
Dummy mullion sash 
sealing piece set
outward right

324922 1 pc(s)

Dummy mullion sash 
sealing piece set
outward left

324923 1 pc(s)



2017 125

FRAME+ 75 DI
Door sections

Horizontal section outward opening
Sash 48/111, dummy mullion 69

Sash 48/111
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75DI-0109

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m
Sash profile
48/111 VH 314391 6.5 m

Dummy mullion and 
reversion profile
69/46 VH

314397 6 m

Sash profile 48/111 314506 6.5 m
Dummy mullion and 
reversion profile 69/46 314518 6 m

 ■ Technical information
 – For the selection of dummy mullion 

sealing piece sets, see Assembly 
options.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket
7 to 8 F 220410 100 m

Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m
Insulating block
sash rebate 320006 60 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)

 ■ Accessories
Article No. PU
Dummy mullion 
sealing piece set
outward right

324920 1 pc(s)

Dummy mullion 
sealing piece set
outward left

324921 1 pc(s)

Countersunk tapping-
screw 3.9x60 902509 100 

pc(s)



2017126

FRAME+ 75 DI
Door sections

Horizontal section outward opening
Integration outer frame 69/27/21, infi ll thickness 24
Sash 48/111

75DI-0103

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m
Integration outer 
frame 69/27/21 314006 6 m

Sash profile
48/111 VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m

 ■ Technical information
 – For the selection of assembly angles 

for outer frame, see Assembly
options.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
7 to 8 F 220410 100 m

Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

Curtain wall 
system Dimension X Dimension Y Dimension Z

THERM+ 50 12 9 5
THERM+ 56 13 8 4
THERM+ 76 15 6 2



2017 127

FRAME+ 75 DI
Door sections

Horizontal section outward opening
Integration outer frame 69/27/21, infi ll thickness 36

Sash 48/111
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75DI-0106

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m
Integration outer 
frame 69/27/21 314012 6 m

Sash profile
48/111 VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m

 ■ Technical information
 – For the selection of assembly angles 

for outer frame, see Assembly
options.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
7 to 8 F 220410 100 m

Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

Curtain wall 
system Dimension X Dimension Y Dimension Z

THERM+ 50 12 9 5
THERM+ 56 13 8 4
THERM+ 76 15 6 2



2017128

FRAME+ 75 DI
Door sections

Horizontal section outward opening leaf-enclosing option
Outer frame 69/31
Sash 58/61

75DI-0102

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m
Outer frame profile 
69/31 314004 6 m

Sash profile 58/61 VH 314392 6.5 m

Sash profile 58/61 314510 6.5 m

 ■ Technical information
 – For the use of deformation-resistant 

profiles (VH), see size diagram in 
chapter Door hinges.

 – F33 =  Mechanical fixing
with angle 15 x 20.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
7 to 8 F 220410 100 m

Piping gasket 320003 200 m
Block gasket sash
covering outward
opening

320012 50 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

 ■ Accessories
Article No. PU
Pan head tapping 
screw 3.9x16 906015 100 

pc(s)



2017 129

FRAME+ 75 DI
Door sections

Horizontal section outward opening leaf-enclosing option
Outer frame 44/69, reversion frame 69

Sash 58/61
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75DI-0125

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m

Outer frame 44/69 314000 6 m

Sash profile 58/61 VH 314392 6.5 m

Sash profile 58/61 314510 6.5 m
Dummy mullion and 
reversion profile 69/46 314518 6 m

 ■ Technical information
 – Insulating block sash rebate, 

320006.K is to be fitted at the bolting 
points.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 – F33 =  Mechanical fixing
with angle 15 x 20.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket
7 to 8 F 220410 100 m

Piping gasket 320003 200 m
Block gasket sash
covering outward
opening

320012 50 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

 ■ Accessories
Article No. PU
Insulating block
sash rebate 320006.K 20 

pc(s)
Countersunk tapping-
screw 3.9x60 902509 100 

pc(s)
Pan head tapping 
screw 3.9x16 906015 100 

pc(s)



2017130

FRAME+ 75 DI
Door sections

Horizontal section outward opening leaf-enclosing option
Mullion/Transom 44/44, reversion frame 69
Sash 58/61

75DI-0128

 ■ Profi les
Article No. PU

Glazing bead 22/32 218432 6 m
Mullion/Transom 
profile 44/94 314200 6 m

Mullion/transom
profile 44/94 314200.30 3 m

Sash profile 58/61 VH 314392 6.5 m

Sash profile 58/61 314510 6.5 m
Dummy mullion
and reversion profile 
69/46

314518 6 m

Insertion profile 15 321005 6 m

 ■ Technical information
 – Insulating block sash rebate, 

320006.K is to be fitted at the bolting 
points.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket
5 to 6 F 220405 100 m

Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m
Block gasket sash
covering outward
opening

320012 50 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

 ■ Accessories
Article No. PU
Insulating block sash 
rebate 320006.K 20 

pc(s)
Countersunk tapping-
screw 3.9x60 902509 100 

pc(s)
Countersunk sheet 
metal screw 3.9x13 902511 100 

pc(s)



2017 131

FRAME+ 75 DI
Door sections

Vertical section outward opening leaf-enclosing option
Sash 57/41, mullion/transom 44/94, reversion frame 69

Sash 58/61
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75DI-0152

 ■ Profi les
Article No. PU

Sash profile 57/41 214805 6 m

Glazing bead 22/42 218442 6 m

Espagnolette 20 225530 6 m
Mullion/Transom 
profile 44/94 314200 6 m

Mullion/transom
profile 44/94 314200.30 3 m

Sash profile 58/61 VH 314392 6.5 m

Sash profile 58/61 314510 6.5 m
Dummy mullion
and reversion profile 
69/46

314518 6 m

Insertion profile 15 321005 6 m

 ■ Technical information
 – No. 014032 black.
 – No. 014033 white.
 – No. 014034 grey.
 – Insulating block sash rebate, 

320006.K is to be fitted at the bolting 
points.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 pc(s)

Interior stop gasket 7 220337 200 m
Glazing gasket
7 to 8 F 220410 100 m

Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Medial gasket 320008 30 m

Medial gasket corners 320008.E 4 pc(s)
Block gasket sash 
covering outward 
opening

320012 50 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket outer frame 324130 20 pc(s)

 ■ Accessories
Article No. PU
Protection
cover black 014032 100 

pc(s)
Protection
cover white 014033 100 

pc(s)
Protection
cover grey 014034 100 

pc(s)

Glass carrier 225114 100 
pc(s)

Insulating block
sash rebate 320006.K 20 

pc(s)
Countersunk tapping-
screw 3.9x60 902509 100 

pc(s)
Countersunk sheet 
metal screw 3.9x13 902511 100 

pc(s)



2017132

FRAME+ 75 DI
Door sections

Horizontal section outward opening leaf-enclosing option
Sash 58/61, dummy mullion 69
Sash 58/61, inactive sash with dummy mullion profi le

75DI-0111

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m

Sash profile 58/61 VH 314392 6.5 m

Sash profile 58/61 314510 6.5 m
Dummy mullion profile 
69/46 314520 6 m

 ■ Technical information
 – For the selection of the dummy mullion 

sealing piece sets, see Assembly
options.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in
chapter Door hinges.

 – F33 =  Mechanical fixing
with angle 15 x 20.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
7 to 8 F 220410 100 m

Piping gasket 320003 200 m
Insulating block
sash rebate 320006 60 m

Block gasket sash
covering outward
opening

320012 50 m

Stop gasket 7 320100 200 m

 ■ Accessories
Article No. PU
Dummy mullion sash 
sealing piece set out-
ward r., sash overlap-
ping

324924 1 pc(s)

Dummy mullion sash 
sealing piece set out-
ward l., sash overlap-
ping

324925 1 pc(s)

Countersunk tapping-
screw 3.9x60 902509 100 

pc(s)
Pan head tapping 
screw 3.9x16 906015 100 

pc(s)



2017 133

FRAME+ 75 DI
Door sections

Horizontal section outward opening leaf-enclosing option
Integration outer frame 69/27/21, infi ll thickness 24

Sash 58/61
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75DI-0105

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m
Integration outer 
frame 69/27/21 314006 6 m

Sash profile 58/61 VH 314392 6.5 m

Sash profile 58/61 314510 6.5 m

 ■ Technical information
 – For the selection of assembly angles 

for outer frame, see Assembly
options.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 – F33 =  Mechanical fixing
with angle 15 x 20.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
7 to 8 F 220410 100 m

Piping gasket 320003 200 m
Block gasket sash
covering outward
opening

320012 50 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

 ■ Accessories
Article No. PU
Pan head tapping 
screw 3.9x16 906015 100 

pc(s)

Curtain wall 
system Dimension X Dimension Y Dimension Z

THERM+ 50 12 9 5
THERM+ 56 13 8 4
THERM+ 76 15 6 2



2017134

FRAME+ 75 DI
Door sections

Horizontal section outward opening leaf-enclosing option
Integration outer frame 69/27/21, infi ll thickness 36
Sash 58/61

75DI-0108

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m
Integration outer 
frame 69/27/21 314012 6 m

Sash profile 58/61 VH 314392 6.5 m

Sash profile 58/61 314510 6.5 m

 ■ Technical information
 – For the selection of assembly angles 

for outer frame, see Assembly
options.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 – F33 =  Mechanical fixing
with angle 15 x 20.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
7 to 8 F 220410 100 m

Piping gasket 320003 200 m
Block gasket sash
covering outward
opening

320012 50 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

 ■ Accessories
Article No. PU
Pan head tapping 
screw 3.9x16 906015 100 

pc(s)

Curtain wall 
system Dimension X Dimension Y Dimension Z

THERM+ 50 12 9 5
THERM+ 56 13 8 4
THERM+ 76 15 6 2



2017 135

FRAME+ 75 DI
Door sections

Vertical section outward opening
Floor sill 75/14

Sash 48/111

D
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ns

75DI-0153

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m
Sash profile 48/111 
VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m

Weather bar 21 321003 6 m

Sill 14 outward 321300 6 m
Insertion profile
outward 321350 6 m

 ■ Technical information
 – No. 321300 black anodised, E6/C35.
 – No. 324800 black similar to RAL 9005.
 – No. 324801 white similar to RAL 9016.
 – For the selection of end seal units,

see Assembly options.
 – For the use of deformation-resistant 

profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket
7 to 8 F 220410 100 m

Exterior glazing
gasket 4.5 220550 100 m

Stop gasket 7 320100 200 m

Sill gasket outward 320110 25 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Countersunk sheet 
metal screw 3.9x25 
pointed

230085 100 
pc(s)

Cover set
weather bar 21 324800 20 

pc(s)
Cover set
weather bar 21 324801 20 

pc(s)
End seal unit outward 
one-winged 324930 1 pc(s)

End seal unit outward 
two-winged right 324931 1 pc(s)

End seal unit outward 
two-winged left 324932 1 pc(s)

Countersunk screw
St 4.2x19 908016 100 

pc(s)



2017136

FRAME+ 75 DI
Door sections

Vertical section outward opening
Floor sill 75/14 with sill substructure 26
Sash 48/111

75DI-0170

 ■ Profi les
Article No. PU
Outer frame enlarge-
ment profile 26 214622 6 m

Glazing bead 22/42 218442 6 m

Sash profile 48/111 VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m

Weather bar 21 321003 6 m

Sill 14 outward 321300 6 m
Insertion profile
outward 321350 6 m

 ■ Technical information
 – No. 321300 black anodised, E6/C35.
 – No. 324800 black similar to RAL 9005.
 – No. 324801 white similar to RAL 9016.
 – For more threshold substructures

see Assembly options.
 – For the selection of end seal units,

see Assembly options.
 – For the use of deformation-resistant 

profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket
7 to 8 F 220410 100 m

Exterior glazing
gasket 4.5 220550 100 m

Exterior connection 
gasket 220565 40 m

Stop gasket 7 320100 200 m

Sill gasket outward 320110 25 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Interior coupling piece 225250 50 
pc(s)

Countersunk sheet 
metal screw 3.9x25 
pointed

230085 100 
pc(s)

Cover set
weather bar 21 324800 20 

pc(s)
Cover set
weather bar 21 324801 20 

pc(s)
End seal unit outward 
one-winged 324930 1 pc(s)

End seal unit outward 
two-winged right 324931 1 pc(s)

End seal unit outward 
two-winged left 324932 1 pc(s)

Countersunk screw
St 4.2x19 908016 100 

pc(s)



2017 137

FRAME+ 75 DI
Door sections

Vertical section outward opening
Floor sill 75/14

Sash 48/111

D
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75DI-1153

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m
Sash profile
48/111 VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m

Weather bar 21 321003 6 m

Sill 14 outward 321300 6 m
Insertion profile
outward 321350 6 m

 ■ Technical information
 – No. 321300 black anodised, E6/C35.
 – No. 324800 black similar to RAL 9005.
 – No. 324801 white similar to RAL 9016.
 – For the selection of insulation insertions 

(profile-related), see Product range.
 – For the selection of end seal units,

see Assembly options.
 – For the use of deformation-resistant 

profiles (VH), see size diagram in
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Interior glazing
gasket 7 to 8 220120 100 m

Exterior glazing
gasket 4.5 220550 100 m

Insulating block
rebate outer frame 320010 30 m

Insulating block
exterior angles 320010.E 2 pc(s)

Stop gasket 7 320100 200 m

Sill gasket outward 320110 25 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Insulating block 13/50 227450 50 m
Insulation insertion 
33/25 227829 50 m

Countersunk sheet 
metal screw 3.9x25 
pointed

230085 100 
pc(s)

Cover set
weather bar 21 324800 20 

pc(s)
Cover set
weather bar 21 324801 20 

pc(s)
End seal unit outward 
one-winged 324930 1 pc(s)

End seal unit outward 
two-winged right 324931 1 pc(s)

End seal unit outward 
two-winged left 324932 1 pc(s)

Countersunk screw
St 4.2x19 908016 100 

pc(s)



2017138

FRAME+ 75 DI
Door sections

Vertical section outward opening
Door socket profi le 99/124
Adapter for bottom rail profi le

75DI-0163

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m
Door socket
profile 99/124 314550 6 m

Door socket
profile 99/124 314550.14 1.4 m

Sill 14 outward 321300 6 m
Adapter for bottom 
rail profile outward 321355 6 m

 ■ Technical information
 – No. 321300 black anodised, E6/C35.
 – For the selection of end seal units, 

see Assembly options.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket
7 to 8 F 220410 100 m

Exterior glazing
gasket 4.5 220550 100 m

Stop gasket 7 320100 200 m

Sill gasket outward 320110 25 m
Sealing pieces set 
stop gasket 324125 1 pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

End seal unit outward 
one-winged 324930 1 pc(s)

End seal unit outward 
two-winged right 324931 1 pc(s)

End seal unit outward 
two-winged left 324932 1 pc(s)

Countersunk screw
St 4.2x19 908016 100 

pc(s)



2017 139

FRAME+ 75 DI
Door sections

D
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Vertical section outward opening
Sash 48/111

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m
Sash profile
48/111 VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m

Weather bar 38 321004 6 m

 ■ Technical information
 – No. 324802 black similar to RAL 9005.
 – No. 324803 white similar to RAL 9016.
 – No CE marking possible for water 

tightness, air permeability and wind 
load resistance.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 – F36 =  Example illustration of
lowerable floor seal on site.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
7 to 8 F 220410 100 m

Exterior glazing
gasket 4.5 220550 100 m

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Cover set
weather bar 38 324802 20 

pc(s)
Cover set
weather bar 38 324803 20 

pc(s)
Countersunk screw 
3.9x32 902505 100 

pc(s)

75DI-0160



2017140

FRAME+ 75 DI
Door sections

Vertical section outward opening 
Door socket 99/124

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m
Door socket profile 
99/124 314550 6 m

Door socket profile 
99/124 314550.14 1.4 m

 ■ Technical information
 – No CE marking possible for water 

tightness, air permeability and wind 
load resistance.

 – F36 =  Example illustration of
lowerable floor seal on site.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
7 to 8 F 220410 100 m

Exterior glazing
gasket 4.5 220550 100 m

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

75DI-0064



2017 141

FRAME+ 75 DI
Door sections

Vertical section outward opening
Door socket 98/123

Sill on-site

D
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 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m
Door socket profile 
98/123 314512 6 m

Connection profile 
outward 321015 6 m

 ■ Technical information
 – No CE marking possible for water 

tightness, air permeability and wind 
load resistance.

 – F36 =  Example illustration of
lowerable floor seal on site.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
7 to 8 F 220410 100 m

Exterior glazing
gasket 4.5 220550 100 m

Stop gasket 7 320100 200 m
Sealing pieces set 
stop gasket 324125 1 pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Countersunk screw
St 4.2x19 908016 100 

pc(s)

75DI-0164



2017142

FRAME+ 75 DI
Door sections

Vertical section outward opening leaf-enclosing option
Floor sill 75/14
Sash 58/61

75DI-0155

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m

Sash profile 58/61 VH 314392 6.5 m

Sash profile 58/61 314510 6.5 m

Weather bar 21 321003 6 m

Sill 14 outward 321300 6 m
Insertion profile
outward 321351 6 m

 ■ Technical information
 – No. 321300 black anodised, E6/C35.
 – No. 324800 black similar to RAL 9005.
 – No. 324801 white similar to RAL 9016.
 – For the selection of end seal units,

see Assembly options.
 – For the use of deformation-resistant 

profiles (VH), see size diagram in
chapter Door hinges.

 – F33 =  Mechanical fixing
with angle 15 x 20.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket
7 to 8 F 220410 100 m

Block gasket sash co-
vering inward opening 320044 100 m

Sill gasket outward 320110 25 m

 ■ Accessories
Article No. PU
Countersunk sheet 
metal screw 3.9x25 
pointed

230085 100 
pc(s)

Cover set
weather bar 21 324800 20 

pc(s)
Cover set
weather bar 21 324801 20 

pc(s)
End seal unit outward 
one-winged 324930 1 pc(s)

End seal unit outward 
two-winged right 324931 1 pc(s)

End seal unit outward 
two-winged left 324932 1 pc(s)

Countersunk screw 
3.5x19 902400 100 

pc(s)
Pan head tapping 
screw 3.9x16 906015 100 

pc(s)
Countersunk screw
St 4.2x19 908016 100 

pc(s)



2017 143

FRAME+ 75 DI
Door sections
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Vertical section outward opening leaf-enclosing option
Sash 58/61

75DI-0162

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m

Sash profile 58/61 VH 314392 6.5 m

Sash profile 58/61 314510 6.5 m

Weather bar 38 321004 6 m

 ■ Technical information
 – No. 324802 black similar to RAL 9005.
 – No. 324803 white similar to RAL 9016.
 – No CE marking possible for water 

tightness, air permeability and wind 
load resistance.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 – F33 =  Mechanical fixing
with angle 15 x 20.

 – F36 =  Example illustration of
lowerable floor seal on site.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket 7 to 8 F 220410 100 m

 ■ Accessories
Article No. PU
Cover set
weather bar 38 324802 20 

pc(s)
Cover set
weather bar 38 324803 20 

pc(s)
Countersunk screw 
3.9x32 902505 100 

pc(s)
Pan head tapping 
screw 3.9x16 906015 100 

pc(s)



2017144

FRAME+ 75 DI
Door sections

Vertical section outward opening
Outer frame 125/150

75DI-0157

 ■ Profi les
Article No. PU

Outer frame 125/150 214520 6 m

Outer frame 125/150 214520.14 1.4 m

Glazing bead 22/32 218432 6 m
Door socket profile 
99/124 314550 6 m

Door socket profile 
99/124 314550.14 1.4 m

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
5 to 6 F 220405 100 m

Exterior glazing
gasket 4.5 220550 100 m

 ■ Accessories
Article No. PU

Glass carrier 225118 100 
pc(s)



2017 145

FRAME+ 75 DI
Door sections
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Vertical section outward opening 
Socket profi le 95/120

75DI-0158

 ■ Profi les
Article No. PU

Glazing bead 22/32 218432 6 m
Bottom rail profile 
95/120 314207 6 m

Socket profile 95/120 314207.14 1.4 m
Sash profile 48/111 
VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m

Insertion profile 15 321005 6 m

 ■ Technical information
 – For the use of deformation-resistant 

profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
5 to 6 F 220405 100 m

Exterior glazing
gasket 4.5 220550 100 m

 ■ Accessories
Article No. PU

Glass carrier 75 DI 325000 100 
pc(s)

Countersunk sheet 
metal screw 3.9x13 902511 100 

pc(s)



2017146

FRAME+ 75 DI
Door sections

Vertical section outward opening 
Socket profi le 105/130

75DI-0159

 ■ Profi les
Article No. PU

Glazing bead 22/32 218432 6 m
Bottom rail profile 
105/130 314206 6 m

Socket profile 
105/130 314206.14 1.4 m

Sash profile
58/121 VH 314390 6.5 m

Sash profile 58/121 314508 6.5 m

Insertion profile 15 321005 6 m

 ■ Technical information
 – For the use of deformation-resistant 

profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
5 to 6 F 220405 100 m

Exterior glazing
gasket 4.5 220550 100 m

 ■ Accessories
Article No. PU

Glass carrier 75 DI 325000 100 
pc(s)

Countersunk sheet 
metal screw 3.9x13 902511 100 

pc(s)




