
2018 63DFSI-0015

THERM+ Glass roof constructions
Roof sections 50 mm

THERM+ FS-I
Roof construction with insulating block P 50/39

Mullion section/transom section
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 ■ Technical information
 – The type of insulating block P depends on the infill thickness:

  - 24 to 29 mm: insulating block P 50/19, No. 168509
  - 30 to 43 mm: insulating block P 50/25, No. 168510
  - 44 to 64 mm: insulating block P 50/39, No. 168514.

 – Um,t-values see chapter Thermal insulation. 

 ■ Profi les
Article No. PU
Cover profile 50/15 013003 6 m
Pressure profile 50/7 013018 6 m
Pressure prof. 47 punched 118005 6 m
Base profile 50 168420 6 m

 ■ Gaskets
Article No. PU
Gasket for pressure
profile 3 011070.LI 100 m

Gasket for pressure
profile 3 011070.RE 100 m

Gasket for mullion 50 150005 20 m
Gasket for transom 50 150010 20 m
Insulating block P 50/39 168514 50 m

 ■ Accessories
Article No. PU
Special countersunk 
sheet metal screw 5.5x24 012049 100 

pc(s)
Glass carrier 47 to 48 162090 10 pc(s)
Base profile
 glass carrier 50 L 167811 10 pc(s)

Special flat fillister
head screw M5x10 908952 100 

pc(s)
Special flat fillister
head screw 6.0x38 909038 100 

pc(s)
Special flat fillister
head screw 6.0x93
with sealing washer

909093 100 
pc(s)

Special flat fillister
head screw 6.0x98
with sealing washer

909098 100 
pc(s)



201864 DFSI-0001

THERM+ Glass roof constructions
Roof sections 50 mm

THERM+ FS-I
Pressure profi le options/cover profi le options
Transom section

 ■ Technical information
 – All pressure profiles for transom have to be executed

with a gap of at least 7 mm to the cover profile for mullion.
 – Option 1:

- From a roof inclination of 2°.
- With end cap.
- Screw connection with large sealing washer.
- Admissible thickness of the exterior gasket: 3 mm, 4 mm, 5 mm.

 – Option 2:
- From a roof inclination of 2°.
- Mminimum infill thickness 22 mm.
- Screw connection with large sealing washer.
- Admissible thickness of the exterior gasket: 3 mm.

 – Option 3:
- From a roof inclination of 25°.
- With end cap.
- Screw connection with large sealing washer.
- Admissible thickness of the exterior gasket: 3 mm, 4 mm, 5 mm. 

 ■ Profi les
Article No. PU

Pressure profile 50/7 013018 6 m

Pressure profile 50/3 013300 6 m
Pressure profile 50
punched 013470 6 m

Cover profile 50/15 013471 6 m
Base profile
glass carrier 50 L 167811 10 pc(s)

 ■ Gaskets
Article No. PU
Gasket for pressure
profile 3 011070.LI 100 m

Gasket for pressure
profile 3 011070.RE 100 m

Gasket for transom 50 150010 20 m
Gasket for pressure
profile 3/16 220204 200 m

 ■ Accessories
Article No. PU
Special countersunk 
sheet metal screw
5.5x24

012049 100 pc(s)

Glass carrier 29 to 30 162045 10 pc(s)
Special flat fillister
head screw M5x10 908952 100 pc(s)

Special flat fillister
head screw 6.0x38 909038 100 pc(s)

Special flat fillister
head screw 6.0x78
with sealing washer

909078 100 pc(s)

Option

Option

Option



2018 65DFSI-0003

THERM+ Glass roof constructions
Roof sections 50 mm

THERM+ FS-I
Pressure profi le options/cover profi le options

Mullion section
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 ■ Technical information
 – For roof inclination from 2° to 10°:

- Screw connection with large sealing washer.
- Allowable thickness of the exterior gasket: min. 5 mm.

 – For roof inclination >10° to 90°:
- Screw connection with large sealing washer.
- Allowable thickness of the exterior gasket: min. 3 mm.

 – Cover profiles have to be secured against slipping out of position.
 – End caps see Product range. 

 ■ Profi les
Article No. PU

Cover profile 50/15 013003 6 m

Cover profile 50/25 013005 6 m

Cover profile 50/25 013201 6 m

Cover profile 50/20 013210 6 m
Pressure profile 47
punched 118005 6 m

Cover profile 50/13.5 141101 6 m

Cover profile 50/25 141104 6 m

Cover profile 50/30 141106 6 m

Base profile 50 168420 6 m

 ■ Gaskets
Article No. PU
Gasket for pressure
profile 3 011070.LI 100 m

Gasket for pressure
profile 3 011070.RE 100 m

Gasket for mullion 50 150005 20 m

 ■ Accessories
Article No. PU
Special flat fillister
head screw 6.0x78
with sealing washer

909078 100 pc(s)



201866 DFSI-0004

THERM+ Glass roof constructions
Roof sections 50 mm

THERM+ FS-I
Pressure profi le options
Mullion section

 ■ Technical information
 – For roof inclination from 2° to 10°:

- Allowable thickness of the exterior gasket: min. 5 mm.
 – For roof inclination >10° to 90°:

- Allowable thickness of the exterior gasket: min. 3 mm.
 – In principle, screws with large sealing washer have to be used.
 – Countersunk screws are not allowed in the roof area. 

 ■ Profi les
Article No. PU

Pressure profile 50/12 013007 6 m

Pressure profile 50/9 013008 6 m

Pressure profile 50/25 013014 6 m

Base profile 50 168420 6 m

 ■ Gaskets
Article No. PU
Gasket for pressure
profile 3 011070.LI 100 m

Gasket for pressure
profile 3 011070.RE 100 m

Gasket for mullion 50 150005 20 m

 ■ Accessories
Article No. PU
Special flat fillister
head screw 6.0x83
with sealing washer

909083 100 pc(s)



2018 67DFSI-0005

THERM+ Glass roof constructions
Roof sections 50 mm

THERM+ FS-I
Flat pressure profi le

Mullion section
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 ■ Technical information
 – Applicable for a roof inclination of more than 2°.
 – In principle, screws with large sealing washer have to be used.
 – Countersunk screws are not allowed in the roof area. 

 ■ Profi les
Article No. PU

Pressure profile 50/3 013300 6 m

Base profile 50 168420 6 m

 ■ Gaskets
Article No. PU

Gasket for mullion 50 150005 20 m
Gasket for pressure
profile 3/16 220204 200 m

 ■ Accessories
Article No. PU
Special flat fillister
head screw 6.0x78
with sealing washer

909078 100 pc(s)



201868 DFSI-0006

THERM+ Glass roof constructions
Roof sections 50 mm

THERM+ FS-I
Polygonal roof construction with glass connection up to an inclincation of 5°
Mullion section

 ■ Technical information
 – In principle, screws with large sealing washer have to be used.
 – With 5 mm exterior gasket for pressure profiles

and standard interior gasket up to a maximum of 5°.
 – Cover profiles have to be secured against slipping out of position.
 – The face width of the cover profile has to be selected

according to the angle and infill thickness.
 – Glass bite (A and B) must be at least 12 mm. The distance

between glass edge and gasket cap (C) has to be at least
3 mm. Glass tolerances have to be observed! 

 ■ Profi les
Article No. PU

Cover profile 50/15 013003 6 m

Cover profile 56/15 013023 6 m
Pressure profile 47
punched 118005 6 m

Pressure profile 53
punched 118010 6 m

Base profile 50 168420 6 m

 ■ Gaskets
Article No. PU
Gasket for pressure
profile 5 011073 100 m

Gasket for mullion 50 150005 20 m

 ■ Accessories
Article No. PU
Special flat fillister
head screw 6.0x78
with sealing washer

909078 100 pc(s)
to

to



2018 69DFSI-0008

THERM+ Glass roof constructions
Roof sections 50 mm

THERM+ FS-I
Polygonal roof construction with glass connection for an inclination from 6° to 15°

Mullion section
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 ■ Technical information
 – For roof inclination from 2° to 10°:

- Polygonal option not admissible.
 – In principle, screws with large sealing washer have to be used.
 – The face width of the cover profile has to be selected

according to the angle and infill thickness.
 – Glass bite (A and B) must be at least 12 mm. The distance

between glass edge and gasket cap (C) has to be at least
3 mm. Glass tolerances have to be observed! 

 ■ Profi les
Article No. PU

Cover profile 56/15 013023 6 m
Pressure profile 53
punched 118010 6 m

Base profile 50 168420 6 m

 ■ Gaskets
Article No. PU
Gasket for pressure
profile 8° to 15° 011810 100 m

Gasket for mullion 50
polygonal 8° to 20° 150040 20 m

 ■ Accessories
Article No. PU
Special flat fillister
head screw 6.0x78
with sealing washer

909078 100 pc(s)

to



201870 DFSI-0011

THERM+ Glass roof constructions
Roof sections 50 mm

THERM+ FS-I
Polygonal roof construction with glass connection for an inclination from 6° to 45°
Mullion section

 ■ Technical information
 – For roof inclination from 2° to 10°:

- Polygonal option not admissible.
 – In principle, screws with large sealing washer have to be used.
 – The steel edge used as pressure profile has to be produced 

in-house depending on the installation situation. The metal 
thickness has to be adjusted to the respective installation
situation.

 – Glass bite (A and B) must be at least 12 mm. The distance
between glass edge and gasket cap (C) has to be at least
3 mm. Glass tolerances have to be observed!

 ■ Profi les
Article No. PU

Base profile 50 168420 6 m

 ■ Gaskets
Article No. PU

Exterior gasket 3 011059 100 m
Gasket for mullion 50
polygonal 8° to 20° 150040 20 m

Gasket for mullion 50
polygonal 21° to 33° 150045 20 m

Gasket for mullion 50
polygonal 34° to 45° 150050 20 m

 ■ Accessories
Article No. PU
Special flat fillister
head screw 6.0x98
with sealing washer

909098 100 pc(s)

to

150040 for   8° to 20°
150045 for 21° to 33°
150050 for 34° to 45°



2018 71DFSI-0002

THERM+ Glass roof constructions
Roof sections 50 mm

THERM+ FS-I
Polygonal roof construction with glass connection up to an inclincation of 5°

Transom section

R
oo

f s
ec

tio
ns

 ■ Technical information
 – For roof inclination from 2° to 10°:

- Max. permissible bevel: 2.5°.
 – For roof inclination >10° to 90°:

- Max. permissible bevel: 5°.
 – In principle, screws with large sealing washer have to be used.
 – Minimum infill thickness: 22 mm.
 – Admissible thickness of the exterior gasket: 3 mm.
 – All pressure profiles for transom have to be executed

with a gap of at least 7 mm to the cover profile for mullion.
 – Glass bite (A and B) must be at least 12 mm. The distance

between glass edge and gasket cap (C) has to be at least
3 mm. Glass tolerances have to be observed!

 – The exterior sealing (cross point sealing plates and pressure
profile sealing pieces) have to be adjusted to the installation
situation.

 – The interior sealing pieces have to be executed as stainless
steel sealing pieces and have to be adjusted to the installation
situation. 

 ■ Profi les
Article No. PU

Pressure profile 50/3 013300 6 m
Base profile
glass carrier 50 L 167811 10 pc(s)

 ■ Gaskets
Article No. PU

Gasket for transom 50 150010 20 m
Gasket for pressure
profile 3/16 220204 200 m

 ■ Accessories
Article No. PU
Special countersunk 
sheet metal screw 
5.5x24

012049 100 pc(s)

Glass carrier 29 to 30 162045 10 pc(s)
Special flat fillister
head screw M5x10 908952 100 pc(s)

Special flat fillister
head screw 6.0x38 909038 100 pc(s)

to



201872

THERM+ Glass roof constructions
Roof sections 50 mm

THERM+ FS-I
Structural Glazing SG2
Transom section

DFSI-0057

 ■ Technical information
 – Applicable for a roof inclination of more than 2°.
 – Contact area of the exterior glass pane must be

minimum 50% of the glass thickness + 1 mm.
 – The exterior glass pane has to be executed

in safety glass quality ESG-H with a minimum
glass thickness of 8 mm.

 – Minimum infill thickness: 32 mm.
 – Observe glass bite of 13 mm.
 – The ETAG 002 has to be observed.
 – Approval required in individual cases for this

execution in Germany. Please check whether
this also applies in other countries. 

 ■ Profi les
Article No. PU

U-profile 034052 3 m
Base profile
glass carrier 50 L 167811 10 pc(s)

 ■ Gaskets
Article No. PU

Gasket for transom 50 150010 20 m

Insulating block SG 25/16 168552 50 m

 ■ Accessories
Article No. PU
Flat fillister head screw 
5.5x22 012100 100 pc(s)

Toggle 20/58 SG 164611 10 pc(s)

Toggle 20/58 SG 164612 100 pc(s)

Glass carrier 31 to 32 167351 10 pc(s)
Special flat fillister
head screw M5x10 908952 100 pc(s)

Special flat fillister
head screw 6.0x38 909038 100 pc(s)



2018 73

THERM+ Glass roof constructions
Roof sections 50 mm

THERM+ FS-I
Structrual glazing SG2

Mullion section
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DFSI-0058

 ■ Technical information
 – Applicable for a roof inclination of more than 2°.
 – The exterior glass pane has to be executed

in safety glass quality ESG-H with a minimum 
glass thickness of 8 mm.

 – Minimum infill thickness: 32 mm.
 – Observe glass bite of 13 mm.
 – The ETAG 002 has to be observed.
 – Approval required in individual cases for this

execution in Germany. Please check whether
this also applies in other countries. 

 ■ Profi les
Article No. PU

U-profile 034052 3 m

Base profile 50 168420 6 m

 ■ Gaskets
Article No. PU

Gasket for mullion 50 150005 20 m

Insulating block SG 25/16 168552 50 m

 ■ Accessories
Article No. PU

Toggle 20/58 SG 164611 10 pc(s)

Toggle 20/58 SG 164612 100 pc(s)
Special flat fillister
head screw 6.0x58
with sealing ring

909258 100 pc(s)



201874 DFSI-0059

THERM+ Glass roof constructions
Roof sections 50 mm

THERM+ FS-I
Pressure profi le options/cover profi le options RC2
Transom section

 ■ Technical information
 – Burglar-resistant glass roof construction RC2 acc. to DIN EN 1627.
 – Glazing class P4A.
 – For pressure-resistant blocking of the glass unit see Processing.
 – For roof glazing RC2:

- Screw connection with large sealing washer.
- Admissible thickness of the exterior gasket: 3 to 5 mm.

 – Screw locking with protection insert or by drilling out the screw drive.
 – All pressure profiles for transom have to be executed with a gap

of 7 mm to the cover profile for mullion and with an end cap.
 – Application from roof inclination of 25°. 

> 
25

°
-

 ■ Profi les
Article No. PU
Pressure profile 50
punched 013470 6 m

Cover profile 50/15 013471 6 m
Base profile
glass carrier 50 L 167811 10 pc(s)

 ■ Gaskets
Article No. PU
Gasket for pressure
profile 3 011070.LI 100 m

Gasket for pressure
profile 3 011070.RE 100 m

Gasket for transom 50 150010 20 m

 ■ Accessories
Article No. PU
Special countersunk 
sheet metal screw 
5.5x24

012049 100 pc(s)

Glass carrier 29 to 30 162045 10 pc(s)
Special flat fillister
head screw M5x10 908952 100 pc(s)

Special flat fillister
head screw 6.0x38 909038 100 pc(s)

Special flat fillister
head screw 6.0x78
with sealing washer

909078 100 pc(s)

Protection insert TX25 915110 100 pc(s)



2018 75DFSI-0060

THERM+ Glass roof constructions
Roof sections 50 mm

THERM+ FS-I
Pressure profi le options/cover profi le options RC2

Mullion section

R
oo

f s
ec

tio
ns

 ■ Technical information
 – Burglar-resistant glass roof construction RC2 acc. to DIN EN 1627.
 – Glazing class P4A.
 – For pressure-resistant blocking of the glass unit see Processing.
 – For roof glazing RC2:

 - Screw connection with large sealing washer.
 - Admissible thickness of the exterior gasket: 3 to 5 mm.

 – Screw locking with protection insert or by drilling out the screw drive.
 – End caps see Product range.
 – Application from roof inclination of 25°.
 – Slipping down of the cover profiles must be prevented. 

> 
25

°

 ■ Profi les
Article No. PU
Cover profile 50/15 013003 6 m

Cover profile 50/25 013005 6 m

Cover profile 50/25 013201 6 m

Cover profile 50/20 013210 6 m

Pressure prof. 47 punched 118005 6 m

Cover profile 50/13.5 141101 6 m

Cover profile 50/25 141104 6 m

Cover profile 50/30 141106 6 m

Base profile 50 168420 6 m

 ■ Gaskets
Article No. PU
Gasket for pressure
profile 3 011070.LI 100 m

Gasket for pressure
profile 3 011070.RE 100 m

Gasket for mullion 50 150005 20 m

 ■ Accessories
Article No. PU
Back filling 60/17 167015 100 pc(s)
Special flat fillister
head screw 6.0x78
with sealing washer

909078 100 pc(s)

Special flat fillister
head screw 6.0x48 909448 100 pc(s)

Protection insert TX25 915110 100 pc(s)



201876 DFSI-0062

THERM+ Glass roof constructions
Roof sections 50 mm

THERM+ FS-I
Pressure profi le options/cover profi le options RC3
Transom section

 ■ Technical information
 – Burglar-resistant glass roof construction RC3 acc. to DIN EN 1627.
 – Glazing class P5A.
 – For pressure-resistant blocking of the glass unit see Processing.
 – For roof glazing RC3:

- Screw connection with small sealing washer.
- Admissible thickness of the exterior gasket: 3 to 5 mm.
- Screw distance of pressure profile screw connection: 125 mm.

 – Screw locking with protection insert or by drilling out the screw drive.
 – All pressure profiles for transom have to be executed with a gap

of 7 mm to the cover profile for mullion and with an end cap.
 – Application from roof inclination of 25°.
 – T195 = Stainless steel flat (t = 2 mm) own production. 

> 
25

°
-

 ■ Profi les
Article No. PU
Pressure profile 50
punched 013470 6 m

Cover profile 50/15 013471 6 m
Base profile
glass carrier 50 L 167811 10 pc(s)

 ■ Gaskets
Article No. PU
Gasket for pressure
profile 3 011070.LI 100 m

Gasket for pressure
profile 3 011070.RE 100 m

Gasket for transom 50 150010 20 m

 ■ Accessories
Article No. PU
Special countersunk 
sheet metal screw 
5.5x24

012049 100 pc(s)

Glass carrier 31 to 32 162050 10 pc(s)
Special flat fillister
head screw M5x10 908952 100 pc(s)

Special flat fillister
head screw 6.0x38 909038 100 pc(s)

Special flat fillister
head screw 6.0x78
with sealing ring

909278 100 pc(s)

Protection insert TX25 915110 100 pc(s)



2018 77DFSI-0061

THERM+ Glass roof constructions
Roof sections 50 mm

THERM+ FS-I
Pressure profi le options/cover profi le options RC3

Mullion section
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 ■ Technical information
 – Burglar-resistant glass roof construction RC3 acc. to DIN EN 1627.
 – Glazing class P5A.
 – For pressure-resistant blocking of the glass unit see Processing.
 – For roof glazing RC3:

- Screw connection with small sealing washer.
- Admissible thickness of the exterior gasket: 3 to 5 mm.
- Screw distance of pressure profile screw connection: 125 mm.

 – Screw locking with protection insert or by drilling out the screw drive.
 – End caps see Product range.
 – Application from roof inclination of 25°.
 – Slipping down of the cover profiles must be prevented. 

> 
25

°

 ■ Profi les
Article No. PU
Cover profile 50/15 013003 6 m

Cover profile 50/25 013005 6 m
Reinforcement for
pressure profile 40 013111 6 m

Cover profile 50/25 013201 6 m

Cover profile 50/20 013210 6 m

Pressure prof. 47 punched 118005 6 m

Cover profile 50/13.5 141101 6 m

Cover profile 50/25 141104 6 m

Cover profile 50/30 141106 6 m

Base profile 50 168420 6 m

 ■ Gaskets
Article No. PU
Gasket for press. prof. 3 011070.LI 100 m

Gasket for press. prof. 3 011070.RE 100 m

Gasket for mullion 50 150005 20 m

 ■ Accessories
Article No. PU
Back filling 60/17 167015 100 pc(s)
Special flat fillister
head screw 6.0x78
with sealing ring

909278 100 pc(s)

Special flat fillister
head screw 6.0x48 909448 100 pc(s)

Protection insert TX25 915110 100 pc(s)



201878 DFSI-0175

THERM+ Glass roof constructions
Roof sections 56 mm

THERM+ FS-I
Roof construction with insulating block P 56/39
Mullion section/transom section

 ■ Technical information
 – The type of insulating block P depends on the infill thickness:

  - 24 to 29 mm: insulating block P 56/19, No. 168516
  - 30 to 43 mm: insulating block P 56/25, No. 168519
  - 44 to 64 mm: insulating block P 56/39, No. 168520.

 – Um,t-values see chapter Thermal insulation. 

 ■ Profi les
Article No. PU
Cover profile 56/15 013023 6 m
Pressure profile 56/7 013038 6 m
Pressure prof. 53 punched 118010 6 m
Base profile 56 168425 6 m

 ■ Gaskets
Article No. PU
Gasket for press. prof. 3 011070.LI 100 m
Gasket for press. prof. 3 011070.RE 100 m
Gasket for mullion 56 150105 20 m
Gasket for transom 56 150110 20 m
Insulating block P 56/39 168520 50 m

 ■ Accessories
Article No. PU
Special countersunk 
sheet metal screw 5.5x24 012049 100 

pc(s)
Glass carrier 47 to 48 162090 10 pc(s)
Base profile
glass carrier 56 L 167813 10 pc(s)

Special flat fillister
head screw M5x10 908952 100 

pc(s)
Special flat fillister
head screw 6.0x38 909038 100 

pc(s)
Special flat fillister
head screw 6.0x93
with sealing washer

909093 100 
pc(s)

Special flat fillister
head screw 6.0x98
with sealing washer

909098 100 
pc(s)



2018 79DFSI-0101

THERM+ Glass roof constructions
Roof sections 56 mm

THERM+ FS-I
Pressure profi le options/cover profi le options

Transom section
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 ■ Technical information
 – All pressure profiles for transom have to be executed

with a gap of at least 7 mm to the cover profile for mullion.
 – Option 1:

- From a roof inclination of 2°.
- With end cap.
- Screw connection with large sealing washer.
- Admissible thickness of the exterior gasket: 3 mm, 4 mm, 5 mm.

 – Option 2:
- From a roof inclination of 2°.
- Mminimum infill thickness 22 mm.
- Screw connection with large sealing washer.
- Admissible thickness of the exterior gasket: 3 mm.

 – Option 3:
- From a roof inclination of 25°.
- With end cap.
- Screw connection with large sealing washer.
- Admissible thickness of the exterior gasket: 3 mm, 4 mm, 5 mm. 

 ■ Profi les
Article No. PU

Pressure profile 56/7 013038 6 m

Pressure profile 56/3 013310 6 m

Pressure profile 52 013475 6 m

Cover profile 56/15 013476 6 m
Base profile
glass carrier 56 L 167813 10 pc(s)

 ■ Gaskets
Article No. PU
Gasket for pressure
profile 3 011070.LI 100 m

Gasket for pressure
profile 3 011070.RE 100 m

Gasket for transom 56 150110 20 m
Gasket for pressure
profile 3/16 220204 200 m

 ■ Accessories
Article No. PU
Special countersunk 
sheet metal screw 
5.5x24

012049 100 pc(s)

Glass carrier 29 to 30 162045 10 pc(s)
Special flat fillister
head screw M5x10 908952 100 pc(s)

Special flat fillister
head screw 6.0x38 909038 100 pc(s)

Option

Option

Option



201880 DFSI-0103

THERM+ Glass roof constructions
Roof sections 56 mm

THERM+ FS-I
Pressure profi le options/cover profi le options
Mullion section

 ■ Technical information
 – For roof inclination from 2° to 10°:

- Screw connection with large sealing washer.
- Allowable thickness of the exterior gasket: min. 5 mm.

 – For roof inclination &gt;10° to 90°:
- Screw connection with large sealing washer.
- Allowable thickness of the exterior gasket: min. 3 mm.

 – Cover profiles have to be secured against slipping out of position.
 – End caps see Product range. 

 ■ Profi les
Article No. PU

Cover profile 56/15 013023 6 m

Cover profile 56/25 013025 6 m

Cover profile 56/25 013400 6 m

Cover profile 56/20 013410 6 m
Pressure profile 53
punched 118010 6 m

Cover profile 56/13.5 141301 6 m

Cover profile 56/25 141304 6 m

Cover profile 56/32 141307 6 m

Base profile 56 168425 6 m

 ■ Gaskets
Article No. PU
Gasket for pressure
profile 3 011070.LI 100 m

Gasket for pressure
profile 3 011070.RE 100 m

Gasket for mullion 56 150105 20 m

 ■ Accessories
Article No. PU
Special flat fillister
head screw 6.0x78
with sealing washer

909078 100 pc(s)



2018 81DFSI-0104

THERM+ Glass roof constructions
Roof sections 56 mm

THERM+ FS-I
Pressure profi le options

Mullion section
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 ■ Technical information
 – For roof inclination from 2° to 10°:

- Allowable thickness of the exterior gasket: min. 5 mm.
 – For roof inclination >10° to 90°:

- Allowable thickness of the exterior gasket: min. 3 mm.
 – In principle, screws with large sealing washer have to be used.
 – Countersunk screws are not allowed in the roof area. 

 ■ Profi les
Article No. PU

Pressure profile 56/12 013027 6 m

Pressure profile 56/9 013028 6 m

Base profile 56 168425 6 m

 ■ Gaskets
Article No. PU
Gasket for pressure
profile 3 011070.LI 100 m

Gasket for pressure
profile 3 011070.RE 100 m

Gasket for mullion 56 150105 20 m

 ■ Accessories
Article No. PU
Special flat fillister
head screw 6.0x83
with sealing washer

909083 100 pc(s)



201882 DFSI-0105

THERM+ Glass roof constructions
Roof sections 56 mm

THERM+ FS-I
Flat pressure profi le
Mullion section

 ■ Technical information
 – Applicable for a roof inclination of more than 2°.
 – In principle, screws with large sealing washer have to be used.
 – Countersunk screws are not allowed in the roof area. 

 ■ Profi les
Article No. PU

Pressure profile 56/3 013310 6 m

Base profile 56 168425 6 m

 ■ Gaskets
Article No. PU

Gasket for mullion 56 150105 20 m
Gasket for pressure
profile 3/16 220204 200 m

 ■ Accessories
Article No. PU
Special flat fillister
head screw 6.0x78
with sealing washer

909078 100 pc(s)



2018 83DFSI-0106

THERM+ Glass roof constructions
Roof sections 56 mm

THERM+ FS-I
Polygonal roof construction with glass connection up to an inclincation of 5°

Mullion section
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 ■ Technical information
 – In principle, screws with large sealing washer have to be used.
 – With 5 mm exterior gasket for pressure profiles and standard

interior gasket up to a maximum of 5°.
 – Cover profiles have to be secured against slipping out of position.
 – The face width of the cover profile has to be selected according 

to the angle and infill thickness.
 – Glass bite (A and B) must be at least 13 mm. The distance

between glass edge and gasket cap (C) has to be at least
3 mm. Glass tolerances have to be observed! 

 ■ Profi les
Article No. PU

Cover profile 56/15 013023 6 m
Pressure profile 53
punched 118010 6 m

Base profile 56 168425 6 m

 ■ Gaskets
Article No. PU
Gasket for pressure
profile 5 011073 100 m

Gasket for mullion 56 150105 20 m

 ■ Accessories
Article No. PU
Special flat fillister
head screw 6.0x78
with sealing washer

909078 100 pc(s)

to

to



201884 DFSI-0108

THERM+ Glass roof constructions
Roof sections 56 mm

THERM+ FS-I
Polygonal roof construction with glass connection for an inclination from 6° to 15°
Mullion section

 ■ Technical information
 – For roof inclination from 2° to 10°:

- Polygonal option not admissible.
 – In principle, screws with large sealing washer have to be used.
 – The face width of the cover profile has to be selected

according to the angle and infill thickness.
 – Glass bite (A and B) must be at least 13 mm. The distance

between glass edge and gasket cap (C) has to be at least
3 mm. Glass tolerances have to be observed! 

 ■ Profi les
Article No. PU

Cover profile 76/15 013050 6 m
Pressure profile 73
punched 118015 6 m

Base profile 56 168425 6 m

 ■ Gaskets
Article No. PU
Gasket for pressure
profile 8° to 15° 011810 100 m

Gasket for mullion 56
polygonal 8° to 20° 150140 20 m

 ■ Accessories
Article No. PU
Special flat fillister
head screw 6.0x78
with sealing washer

909078 100 pc(s)

to



2018 85DFSI-0111

THERM+ Glass roof constructions
Roof sections 56 mm

THERM+ FS-I
Polygonal roof construction with glass connection for an inclination from 6° to 45°

Mullion section

R
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 ■ Technical information
 – For roof inclination from 2° to 10°:

- Polygonal option not admissible.
 – In principle, screws with large sealing washer have to be used.
 – The steel edge used as pressure profile has to be produced

in-house depending on the installation situation. The metal 
thickness has to be adjusted to the respective installation
situation.

 – Glass bite (A and B) must be at least 13 mm. The distance
between glass edge and gasket cap (C) has to be at least
3 mm. Glass tolerances have to be observed! 

 ■ Profi les
Article No. PU

Base profile 56 168425 6 m

 ■ Gaskets
Article No. PU

Exterior gasket 3 011059 100 m
Gasket for mullion 56
polygonal 8° to 20° 150140 20 m

Gasket for mullion 56
polygonal 21° to 33° 150145 20 m

Gasket for mullion 56
polygonal 34° to 45° 150150 20 m

 ■ Accessories
Article No. PU
Special flat fillister
head screw 6.0x98
with sealing washer

909098 100 pc(s)

to

150140 for   8° to 20°
150145 for 21° to 33°
150150 for 34° to 45°



201886 DFSI-0102

THERM+ Glass roof constructions
Roof sections 56 mm

THERM+ FS-I
Polygonal roof construction with glass connection up to an inclincation of 5°
Transom section

 ■ Technical information
 – For roof inclination from 2° to 10°:

- Max. permissible bevel: 2.5°.
 – For roof inclination >10° to 90°:

- Max. permissible bevel: 5°.
 – In principle, screws with large sealing washer have to be used.
 – Minimum infill thickness: 22 mm.
 – Admissible thickness of the exterior gasket: 3 mm.
 – All pressure profiles for transom have to be executed

with a gap of at least 7 mm to the cover profile for mullion.
 – Glass bite (A and B) must be at least 13 mm. The distance

between glass edge and gasket cap (C) has to be at least
3 mm. Glass tolerances have to be observed!

 – The exterior sealing (cross point sealing plates and pressure
profile sealing pieces) have to be adjusted to the installation
situation.

 – The interior sealing pieces have to be executed as stainless
steel sealing pieces and have to be adjusted to the installation
situation. 

 ■ Profi les
Article No. PU

Pressure profile 56/3 013310 6 m
Base profile
glass carrier 56 L 167813 10 pc(s)

 ■ Gaskets
Article No. PU

Gasket for transom 56 150110 20 m
Gasket for pressure
profile 3/16 220204 200 m

 ■ Accessories
Article No. PU
Special countersunk 
sheet metal screw 
5.5x24

012049 100 pc(s)

Glass carrier 29 to 30 162045 10 pc(s)
Special flat fillister
head screw M5x10 908952 100 pc(s)

Special flat fillister
head screw 6.0x38 909038 100 pc(s)

Special flat fillister
head screw 6.0x78
with sealing washer

909078 100 pc(s)

to



2018 87DFSI-0157

THERM+ Glass roof constructions
Roof sections 56 mm

THERM+ FS-I
Structural Glazing SG2

Transom section

R
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 ■ Technical information
 – Applicable for a roof inclination of more than 2°.
 – Contact area of the exterior glass pane must be

minimum 50% of the glass thickness + 1 mm.
 – The exterior glass pane has to be executed

in safety glass quality ESG-H with a minimum
glass thickness of 8 mm.

 – Minimum infill thickness: 32 mm.
 – Observe glass bite of 16 mm.
 – The ETAG 002 has to be observed.
 – Approval required in individual cases for this

execution in Germany. Please check whether
this also applies in other countries. 

 ■ Profi les
Article No. PU

U-profile 034052 3 m
Base profile
glass carrier 56 L 167813 10 pc(s)

 ■ Gaskets
Article No. PU

Gasket for transom 56 150110 20 m

Insulating block SG 25/16 168552 50 m

 ■ Accessories
Article No. PU
Flat fillister head screw 
5.5x22 012100 100 pc(s)

Toggle 20/58 SG 164611 10 pc(s)

Toggle 20/58 SG 164612 100 pc(s)

Glass carrier 31 to 32 167351 10 pc(s)
Special flat fillister
head screw M5x10 908952 100 pc(s)

Special flat fillister
head screw 6.0x38 909038 100 pc(s)



201888 DFSI-0158

THERM+ Glass roof constructions
Roof sections 56 mm

THERM+ FS-I
Structural Glazing SG2
Mullion section

 ■ Technical information
 – Applicable for a roof inclination of more than 2°.
 – The exterior glass pane has to be executed in

safety glass quality ESG-H with a minimum glass 
thickness of 8 mm.

 – Minimum infill thickness: 32 mm.
 – Observe glass bite of 16 mm.
 – The ETAG 002 has to be observed.
 – Approval required in individual cases for this

execution in Germany. Please check whether
this also applies in other countries. 

 ■ Profi les
Article No. PU

U-profile 034052 3 m

Base profile 56 168425 6 m

 ■ Gaskets
Article No. PU

Gasket for mullion 56 150105 20 m

Insulating block SG 25/16 168552 50 m

 ■ Accessories
Article No. PU

Toggle 20/58 SG 164611 10 pc(s)

Toggle 20/58 SG 164612 100 pc(s)
Special flat fillister
head screw 6.0x58
with sealing ring

909258 100 pc(s)



2018 89DFSI-0159

THERM+ Glass roof constructions
Roof sections 56 mm

THERM+ FS-I
Pressure profi le options/cover profi le options RC2

Transom section
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 ■ Technical information
 – Burglar-resistant glass roof construction RC2 acc. to DIN EN 1627.
 – Glazing class P4A.
 – For pressure-resistant blocking of the glass unit see Processing.
 – For roof glazing RC2:

- Screw connection with large sealing washer.
- Admissible thickness of the exterior gasket: 3 to 5 mm.

 – Screw locking with protection insert or by drilling out the screw drive.
 – All pressure profiles for transom have to be executed with a gap

of 7 mm to the cover profile for mullion and with an end cap.
 – Application from roof inclination of 25°. 

> 
25

°
-

 ■ Profi les
Article No. PU

Pressure profile 52 013475 6 m

Cover profile 56/15 013476 6 m
Base profile
glass carrier 56 L 167813 10 pc(s)

 ■ Gaskets
Article No. PU
Gasket for pressure
profile 3 011070.LI 100 m

Gasket for pressure
profile 3 011070.RE 100 m

Gasket for transom 56 150110 20 m

 ■ Accessories
Article No. PU
Special countersunk 
sheet metal screw 
5.5x24

012049 100 pc(s)

Glass carrier 29 to 30 162045 10 pc(s)
Special flat fillister
head screw M5x10 908952 100 pc(s)

Special flat fillister
head screw 6.0x38 909038 100 pc(s)

Special flat fillister
head screw 6.0x78 with 
sealing washer

909078 100 pc(s)

Protection insert TX25 915110 100 pc(s)



201890 DFSI-0160

THERM+ Glass roof constructions
Roof sections 56 mm

THERM+ FS-I
Pressure profi le options/cover profi le options RC2
Mullion section

 ■ Technical information
 – Burglar-resistant glass roof construction RC2 acc. to DIN EN 1627.
 – Glazing class P4A.
 – For pressure-resistant blocking of the glass unit see Processing.
 – For roof glazing RC2:

 - Screw connection with large sealing washer.
 - Admissible thickness of the exterior gasket: 3 to 5 mm.

 – Screw locking with protection insert or by drilling out the screw drive.
 – End caps see Product range.
 – Application from roof inclination of 25°.
 – Slipping down of the cover profiles must be prevented. 

> 
25

°

 ■ Profi les
Article No. PU
Cover profile 56/15 013023 6 m

Cover profile 56/25 013025 6 m

Cover profile 56/25 013400 6 m

Cover profile 56/20 013410 6 m

Pressure prof. 53 punched 118010 6 m

Cover profile 56/13.5 141301 6 m

Cover profile 56/25 141304 6 m

Cover profile 56/32 141307 6 m

Base profile 56 168425 6 m

 ■ Gaskets
Article No. PU
Gasket for pressure
profile 3 011070.LI 100 m

Gasket for pressure
profile 3 011070.RE 100 m

Gasket for mullion 56 150105 20 m

 ■ Accessories
Article No. PU
Back filling 60/17 167015 100 pc(s)
Special flat fillister
head screw 6.0x78
with sealing washer

909078 100 pc(s)

Special flat fillister
head screw 6.0x48 909448 100 pc(s)

Protection insert TX25 915110 100 pc(s)



2018 91DFSI-0169

THERM+ Glass roof constructions
Roof sections 56 mm

THERM+ FS-I
Pressure profi le options/cover profi le options RC3

Transom section
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 ■ Technical information
 – Burglar-resistant glass roof construction RC3 acc. to DIN EN 1627.
 – Glazing class P5A.
 – For pressure-resistant blocking of the glass unit see Processing.
 – For roof glazing RC3:

- Screw connection with small sealing washer.
- Admissible thickness of the exterior gasket: 3 to 5 mm.
- Screw distance of pressure profile screw connection: 125 mm.

 – Screw locking with protection insert or by drilling out the screw drive.
 – All pressure profiles for transom have to be executed with a gap of

7 mm to the cover profile for mullion and with an end cap.
 – Application from roof inclination of 25°.
 – T195 = Stainless steel flat (t = 2 mm) own production. 

> 
25

°
-

 ■ Profi les
Article No. PU

Pressure profile 52 013475 6 m

Cover profile 56/15 013476 6 m
Base profile
glass carrier 56 L 167813 10 pc(s)

 ■ Gaskets
Article No. PU
Gasket for pressure
profile 3 011070.LI 100 m

Gasket for pressure
profile 3 011070.RE 100 m

Gasket for transom 56 150110 20 m

 ■ Accessories
Article No. PU
Special countersunk 
sheet metal screw 
5.5x24

012049 100 pc(s)

Glass carrier 31 to 32 162050 10 pc(s)
Special flat fillister
head screw M5x10 908952 100 pc(s)

Special flat fillister
head screw 6.0x38 909038 100 pc(s)

Special flat fillister
head screw 6.0x78
with sealing ring

909278 100 pc(s)

Protection insert TX25 915110 100 pc(s)



201892 DFSI-0170

THERM+ Glass roof constructions
Roof sections 56 mm

THERM+ FS-I
Pressure profi le options/cover profi le options RC3
Mullion section

 ■ Technical information
 – Burglar-resistant glass roof construction RC3 acc. to DIN EN 1627.
 – Glazing class P5A.
 – For pressure-resistant blocking of the glass unit see Processing.
 – For roof glazing RC3:

- Screw connection with small sealing washer.
- Admissible thickness of the exterior gasket: 3 to 5 mm.
- Screw distance of pressure profile screw connection: 125 mm.

 – Screw locking with protection insert or by drilling out the screw drive.
 – End caps see Product range.
 – Application from roof inclination of 25°.
 – Slipping down of the cover profiles must be prevented. 

> 
25

°

 ■ Profi les
Article No. PU
Cover profile 56/15 013023 6 m

Cover profile 56/25 013025 6 m
Reinforcement for
pressure profile 40 013111 6 m

Cover profile 56/25 013400 6 m

Cover profile 56/20 013410 6 m

Pressure prof. 53 punched 118010 6 m

Cover profile 56/13.5 141301 6 m

Cover profile 56/25 141304 6 m

Cover profile 56/32 141307 6 m

Base profile 56 168425 6 m

 ■ Gaskets
Article No. PU
Gasket for press. prof. 3 011070.LI 100 m

Gasket for press. prof. 3 011070.RE 100 m

Gasket for mullion 56 150105 20 m

 ■ Accessories
Article No. PU
Back filling 60/17 167015 100 pc(s)
Special flat fillister
head screw 6.0x78
with sealing washer

909078 100 pc(s)

Special flat fillister
head screw 6.0x48 909448 100 pc(s)

Protection insert TX25 915110 100 pc(s)



2018 93DFSI-0552

THERM+ Glass roof constructions
Roof sections with roofl ight window

THERM+ FS-I
Eaves section with roofl ight window FRAME+ 100 RI

Transom section with cover profi le and interior screw connection
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 ■ Profi les
Article No. PU

Pressure profile 56/3 013310 6 m

Outer frame 79/64/52 208401 6 m

Sash profile 86/20/67 208413 6 m

Cover profile 14 219222 6 m

 ■ Technical information
 – T189 = Glass offset.

 ■ Gaskets
Article No. PU

Gasket for transom 56 150110 20 m
Gasket for pressure 
profile 3/16 220204 200 m

Compensation
gasket 2 227010 100 m

 ■ Accessories
Article No. PU
Pan head tapping 
screw 5.5x40 012113 100 

pc(s)
Glass carrier 29 to 30 162045 10 pc(s)
Assembly angle piece 
23/14 166018 50 pc(s)

Base profile
glass carrier 56 L IE 167702 10 pc(s)

Pan head tapping 
screw 4.2x13 906024 100 

pc(s)
Special flat fillister 
head screw M5x10 908952 100 

pc(s)
Special flat fillister 
head screw 6.0x38 909038 100 

pc(s)
Special flat fillister 
head screw 6.0x78 
with sealing washer

909078 100 
pc(s)

+



201894 DFSI-0553

THERM+ Glass roof constructions
Roof sections with roofl ight window

THERM+ FS-I
Ridge section with roofl ight window FRAME+ 100 RI
Transom section with cover profi le and interior screw connection

 ■ Profi les
Article No. PU

Pressure profile 56/3 013310 6 m

Outer frame 79/64/52 208401 6 m

Sash profile 86/20/67 208413 6 m

Cover profile 14 219222 6 m

 ■ Technical information
 – T189 = Glass offset.

 ■ Gaskets
Article No. PU

Gasket for transom 56 150110 20 m
Gasket for pressure 
profile 3/16 220204 200 m

Compensation
gasket 2 227010 100 m

 ■ Accessories
Article No. PU
Pan head tapping 
screw 5.5x40 012113 100 

pc(s)
Glass carrier 29 to 30 162045 10 pc(s)
Assembly angle piece 
23/14 166018 50 pc(s)

Base profile
glass carrier 56 L 167813 10 pc(s)

Pan head tapping 
screw 4.2x13 906024 100 

pc(s)
Special flat fillister 
head screw M5x10 908952 100 

pc(s)
Special flat fillister 
head screw 6.0x38 909038 100 

pc(s)
Special flat fillister 
head screw 6.0x78 
with sealing washer

909078 100 
pc(s)

+



2018 95DFSI-0554

THERM+ Glass roof constructions
Roof sections with roofl ight window

THERM+ FS-I
Eaves section with roofl ight window FRAME+ 100 RI

Transom section with circumferential stepped edge glazing
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 ■ Profi les
Article No. PU

Pressure profile 56/3 013310 6 m

Outer frame 79/64/52 208401 6 m

Sash profile 86/20/67 208413 6 m

SG bead 219229 6 m

 ■ Technical information
 – T189 = Glass offset.

 ■ Gaskets
Article No. PU

Gasket for transom 56 150110 20 m
Gasket for pressure 
profile 3/16 220204 200 m

Compensation
gasket 2 227010 100 m

 ■ Accessories
Article No. PU
Pan head tapping 
screw 5.5x40 012113 100 

pc(s)
Glass carrier 29 to 30 162045 10 pc(s)
Assembly angle piece 
23/14 166018 50 pc(s)

Base profile
glass carrier 56 L IE 167702 10 pc(s)

Pan head tapping 
screw 4.2x13 906024 100 

pc(s)
Special flat fillister 
head screw M5x10 908952 100 

pc(s)
Special flat fillister 
head screw 6.0x38 909038 100 

pc(s)
Special flat fillister 
head screw 6.0x78 
with sealing washer

909078 100 
pc(s)

+



201896 DFSI-0555

THERM+ Glass roof constructions
Roof sections with roofl ight window

THERM+ FS-I
Ridge section with roofl ight window FRAME+ 100 RI
Transom section with circumferential stepped edge glazing

 ■ Profi les
Article No. PU

Pressure profile 56/3 013310 6 m

Outer frame 79/64/52 208401 6 m

Sash profile 86/20/67 208413 6 m

SG bead 219229 6 m

 ■ Technical information
 – T189 = Glass offset.

 ■ Gaskets
Article No. PU

Gasket for transom 56 150110 20 m
Gasket for pressure 
profile 3/16 220204 200 m

Compensation
gasket 2 227010 100 m

 ■ Accessories
Article No. PU
Pan head tapping 
screw 5.5x40 012113 100 

pc(s)
Glass carrier 29 to 30 162045 10 pc(s)
Assembly angle piece 
23/14 166018 50 pc(s)

Base profile
glass carrier 56 L 167813 10 pc(s)

Special flat fillister 
head screw M5x10 908952 100 

pc(s)
Special flat fillister 
head screw 6.0x38 909038 100 

pc(s)
Special flat fillister 
head screw 6.0x78 
with sealing washer

909078 100 
pc(s)

+



2018 97DFSI-0557

THERM+ Glass roof constructions
Roof sections with roofl ight window

THERM+ FS-I
Ridge section with roofl ight window FRAME+ 100 RI

Transom section with cover profi le and exterior screw connection
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 ■ Profi les
Article No. PU
Pressure profile 56/7 013038 6 m

Outer frame 67/64/52 208400 6 m

Sash profile 74/20/67 208410 6 m

Cover profile 14 219222 6 m

 ■ Technical information
 – T189 = Glass offset.

 ■ Gaskets
Article No. PU
Gasket for pressure 
profile 3 011070.LI 100 m

Gasket for pressure 
profile 3 011070.RE 100 m

Gasket for
transom 56 150110 20 m

 ■ Accessories
Article No. PU
Spec. countersunk 
sheet metal screw 
5.5x24

012049 100 
pc(s)

Flat fillister head 
screw 5.5x38 with 
sealing washer

012212 100 
pc(s)

Glass carrier 15 to 16 162010 10 pc(s)
Base profile
glass carrier 56 L 167813 10 pc(s)

Countersunk sheet 
metal screw 5.5x20 902805 100 

pc(s)
Pan head tapping 
screw 4.2x13 906024 100 

pc(s)
Special flat fillister 
head screw M5x10 908952 100 

pc(s)
Special flat fillister 
head screw 6.0x68 
with sealing washer

909068 100 
pc(s)

+



201898 DFSI-0556

THERM+ Glass roof constructions
Roof sections with roofl ight window

THERM+ FS-I
Eaves section with roofl ight window FRAME+ 120 RI
Transom section with unilateral stepped edge glazing

 ■ Profi les
Article No. PU

Pressure profile 56/3 013310 6 m

Outer frame 99/64/52 208402 6 m

Sash profile 67/20 208418 6 m
Compensation
profile 10 227006 6 m

 ■ Technical information
 – T189 = Glass offset.

 ■ Gaskets
Article No. PU

Gasket for transom 56 150110 20 m
Gasket for pressure 
profile 3/16 220204 200 m

Interior gasket 15 220326 50 m
Compensation
gasket 6 227020 100 m

 ■ Accessories
Article No. PU
Special countersunk 
sheet metal scr. 5.5x24 012049 100 

pc(s)
Glass carrier 63 to 64 162130 10 pc(s)
Base profile
glass carrier 56 L IE 167702 10 pc(s)

Sealing piece end pla-
te for cover profile 23 219214 20 pc(s)

End pl. cover profile 23 219232 2 pc(s)
End pl. cover profile 23 219235 2 pc(s)
Special flat fillister 
head screw 6.0x38 909038 100 

pc(s)
Special flat fillister 
head screw 6.0x108 
with sealing washer

909108 100 
pc(s)

+



2018 99DFSI-0561

THERM+ Glass roof constructions
Roof sections with roofl ight window

THERM+ FS-I
Lower transom with roofl ight window WING 105 DI

Transom section
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 ■ Profi les
Article No. PU

Pressure profile 56/3 013310 6 m

Exterior sash profile 75 208300 6 m
Interior sash profile 
20/58 208305 6 m

Integration outer 
frame 60/20/22 208310 6 m

 ■ Technical information
 – T189 = Glass offset.

 ■ Gaskets
Article No. PU

Gasket for transom 56 150110 20 m
Gasket for pressure 
profile 3/16 220204 200 m

Compensation
gasket 2 227210 100 m

 ■ Accessories
Article No. PU
Pan head tapping 
screw 5.5x40 012113 100 

pc(s)
Glass carrier 29 to 30 162045 10 pc(s)
Base profile
glass carrier 56 L IE 167702 10 pc(s)

Pan head tapping 
screw 3.9x13 906014 100 

pc(s)
Special flat fillister 
head screw M5x10 908952 100 

pc(s)
Special flat fillister 
head screw 6.0x38 909038 100 

pc(s)
Special flat fillister 
head screw 6.0x78 
with sealing washer

909078 100 
pc(s)



2018100 DFSI-0551

THERM+ Glass roof constructions
Roof sections with roofl ight window

THERM+ FS-I
Upper transom with roofl ight window WING 105 DI
Transom section

 ■ Profi les
Article No. PU

Pressure profile 56/3 013310 6 m

Exterior sash profile 75 208300 6 m
Interior sash profile 
20/58 208305 6 m

Integration outer 
frame 60/20/22 208310 6 m

 ■ Technical information
 – T189 = Glass offset.

 ■ Gaskets
Article No. PU

Gasket for transom 56 150110 20 m
Gasket for pressure 
profile 3/16 220204 200 m

Compensation
gasket 2 227210 100 m

 ■ Accessories
Article No. PU
Pan head tapping 
screw 5.5x40 012113 100 

pc(s)
Glass carrier 29 to 30 162045 10 pc(s)
Base profile
glass carrier 56 L 167813 10 pc(s)

Pan head tapping 
screw 3.9x13 906014 100 

pc(s)
Special flat fillister 
head screw M5x10 908952 100 

pc(s)
Special flat fillister 
head screw 6.0x78 
with sealing washer

909078 100 
pc(s)


