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1032018HI-1103

THERM+ Glass roof constructions
Building connections
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THERM+ H-I
Ridge connection on wall with continuous pressure profi le of the rafters

■ Technical information
 –  For system width 96 instead of connection profile 

no. 168121 (50/56) resp. 168126 (76) a suitable 
spacer strip (in-house production) has to be used. 

splice plate t = 3

folded plate, junction to mullion axis

screw pressure profi le
into the splice plate if necessary

breather membrane no. 951031

vapour-tight membrane no. 951021

seal



104 2018 FSI-1103

THERM+ Glass roof constructions
Building connections

splice plate t = 3

folded plate, junction to mullion axis

screw pressure profi le
into the splice plate if necessary

breather membrane no. 951031

vapour-tight membrane no. 951021

seal

secure mullion 
sealing piece
with glue

THERM+ FS-I
Ridge connection on wall with continuous pressure profi le of the rafters



1052018DI-0401

THERM+ Glass roof constructions
Building connections
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THERM+ H-I
Ridge connection on wall with continuous pressure profi le of the rafters

■ Technical information
 –  For system width 96 instead of connection profile 

no. 168121 (50/56) resp. 168126 (76) a suitable 
spacer strip (in-house production) has to be used. 

breather membrane
no. 951029

vapour-tight membrane
no. 951019

splice plate t = 3
folded plate, junction to mullion axis
seal



106 2018 HI-1104

THERM+ Glass roof constructions
Building connections

THERM+ H-I
Ridge connection on wall with continuous connection panel

■ Technical information
 –  For system width 96 instead of connection profile 

no. 168121 (50/56) resp. 168126 (76) a suitable 
spacer strip (in-house production) has to be used. 

seal
splice plate t = 3

folded plate, junction to mullion axis breather membrane
no. 951031

vapour-tight membrane
no. 951021
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THERM+ Glass roof constructions
Building connections
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THERM+ FS-I
Ridge connection on wall with continuous connection panel

seal

splice plate t = 3

folded plate, junction to mullion axis breather membrane
no. 951031

vapour-tight membrane
no. 951021

secure mullion 
sealing piece
with glue



108 2018 HC-0037

THERM+ Glass roof constructions
Building connections

THERM+ H-I
Ridge connection with ridge pressure profi le

breather membrane
no. 951025

vapour-tight membrane
no. 951019

cut cover profi le no. 051002
to size acc. to roof inclination

cut end plate no. 053010 with 
sealing plate no. 054551 to size 
acc. to the roof inclination.
Fixation with screws no. 054001

seal
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THERM+ Glass roof constructions
Building connections
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THERM+ S-I
Ridge connection with ridge pressure profi le

seal

breather membrane
no. 951025

vapour-tight membrane
no. 951019

cut cover profi le no. 051002
to size acc. to roof inclination

cut end plate no. 053010 with 
sealing plate no. 054551 to size 
acc. to the roof inclination.
Fixation with screws no. 054001

seal



110 2018 FSIC-0010

THERM+ Glass roof constructions
Building connections

breather membrane
no. 951025

vapour-tight membrane
no. 951019

cut cover profi le no. 051002
to size acc. to roof inclination

cut end plate no. 053010 with
sealing plate no. 054551 to size
acc. to the roof inclination.
Fixation with screws no. 054001

seal
secure mullion 
sealing piece
with glue

THERM+ A-I
Ridge connection with ridge pressure profi le



1112018AC-0500

THERM+ Glass roof constructions
Building connections
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THERM+ A-I
Ridge connection with ridge pressure profi le

breather membrane
no. 951025

vapour-tight membrane
no. 951019

cut cover profi le no. 051002
to size acc. to roof inclination

cut end plate no. 053010 with 
sealing plate no. 054551 to size
acc. to the roof inclination.
Fixation with screws no. 054001

seal



112 2018 HI-1100

THERM+ Glass roof constructions
Building connections

THERM+ H-I
Ridge connection with parapet
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THERM+ Glass roof constructions
Building connections
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THERM+ S-I
Ridge connection with parapet
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114 2018 FSI-1100

THERM+ Glass roof constructions
Building connections

THERM+ FS-I
Ridge connection with parapet
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THERM+ Glass roof constructions
Building connections
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THERM+ H-I
Ridge section with saddle roof

■ Technical information
 –  The number of the ventilations (e. g. through

the ventilation nozzle set) depends on the indivi-
dual requirements and the corresponding glazing 
guidelines and has to be coordinated with the 
glass supplier.

 –  T123 = Vapour-tight membrane.
 – T124 = Breather membrane.

sealing pieceexterior joint plate (in-house manufacturing)



116 2018 SI-0175

THERM+ Glass roof constructions
Building connections

THERM+ S-I
Ridge section with saddle roof

■ Technical information
 –  The number of the ventilations (e. g. through

the ventilation nozzle set) depends on the indivi-
dual requirements and the corresponding glazing 
guidelines and has to be coordinated with the 
glass supplier.

 – *  Execute mullion-transom connection in
a vapour-tight way or cover with masking tape.

 – T123 = Vapour-tight membrane.

sealing pieceexterior joint plate (in-house manufacturing)
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THERM+ Glass roof constructions
Building connections
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THERM+ FS-I
Ridge section with saddle roof

■ Technical information
 –  The number of the ventilations (e. g. through

the ventilation nozzle set) depends on the indivi-
dual requirements and the corresponding glazing 
guidelines and has to be coordinated with the 
glass supplier.

 – *  Execute mullion-transom connection in
a vapour-tight way or cover with masking tape.

 – T123 = Vapour-tight membrane.

sealing piece
exterior joint plate
(in-house manufacturing)



118 2018 AI-0160

THERM+ Glass roof constructions
Building connections

THERM+ A-I
Ridge section with saddle roof

■ Technical information
 –  The number of the ventilations (e. g. through

the ventilation nozzle set) depends on the indivi-
dual requirements and the corresponding glazing 
guidelines and has to be coordinated with the 
glass supplier.

 – *  Execute mullion-transom connection in
a vapour-tight way or cover with masking tape.

 – T123 = Vapour-tight membrane.

sealing piece
exterior joint plate (in-house manufacturing)
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THERM+ Glass roof constructions
Building connections
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THERM+ A-I
Ridge connection to façade with buckling rafters

■ Technical information
 – *  Execute mullion-transom connection in

a vapour-tight way or cover with masking tape.

seal

splice plate t = 3

folded plate, junction to mullion axis

screw pressure profi le into the splice plate

breather membrane
no. 951031

vapour-tight
membrane
no. 951019

breather
membrane
no. 951029

sealing piece

exterior joint plate (in-house manufacturing)

insulation
upon request



120 2018 AI-1100

THERM+ Glass roof constructions
Building connections

THERM+ A-I
Ridge connection to façade with buckling rafters

■ Technical information
 – *  Execute mullion-transom connection in

a vapour-tight way or cover with masking tape.

seal

splice plate t = 3

folded plate, junction to mullion axis

screw pressure profi le into the splice plate
breather membrane
no. 951031

vapour-tight
membrane
no. 951019

breather
membrane
no. 951025

seal

sealing piece

exterior joint plate (in-house manufacturing)

insulation
upon request
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THERM+ Glass roof constructions
Building connections
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THERM+ H-I
Eaves section with metal masking of the connections
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■ Technical information
 –  For system width 96 instead of connection

profile no. 168121 (50/56) resp. 168126 (76)
a suitable spacer strip (in-house production)
has to be used. 

 – *  Execute mullion-transom connection
in a vapour-tight way or cover with
masking tape.



122 2018 SI-1102

THERM+ Glass roof constructions
Building connections

THERM+ S-I
Eaves section with metal masking of the connections

■ Technical information
 – *  Execute mullion-transom connection in a

vapour-tight way or cover with masking tape.
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1232018FSI-1102

THERM+ Glass roof constructions
Building connections
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THERM+ FS-I
Eaves section with metal masking of the connections

■ Technical information
 – *  Execute mullion-transom connection in a

vapour-tight way or cover with masking tape.
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124 2018 HC-0047

THERM+ Glass roof constructions
Building connections

THERM+ H-I
Eaves section with direct screwed gutter and pressure profi le

■ Technical information
 –  For system width 96 instead of connection profile 

no. 168121 (50/56) resp. 168126 (76) a suitable 
spacer strip (in-house production) has to be used. 

 – Recommendation: assembly of gutter heating.

seal

breather membrane no. 951029 –
don’t glue on the wood

cut end plate no. 053006 with
sealing plate no. 054553 to size
acc. to the roof inclination.
Fixation with screws no. 054001 

leave out the insulation in the rafters 
area for drainage and ventilation

cut end plate no. 051002
to size acc. to the roof inclination
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THERM+ Glass roof constructions
Building connections
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THERM+ H-I
Eaves section with gutter and stepped glazing

■ Technical information
 – *  Execute mullion-transom connection in

a vapour-tight way or cover with masking tape.
  – Recommendation: assembly of gutter heating.

seal

breather membrane
no. 951029 – don’t glue on the wood

cut end plate no. 053005 with sealing plate no. 054553
to size acc. to the roof inclination. Fixation with screws
no. 054001 

leave out the insulation in the rafters 
area for drainage and ventilation

recommendation: enamel layer
over the entire step width (appearance)



126 2018 FSIC-0046

THERM+ Glass roof constructions
Building connections

THERM+ FS -I
Eaves section with gutter and stepped glazing

■ Technical information
 – *  Execute mullion-transom connection in

a vapour-tight way or cover with masking tape.

seal breather membrane no. 951029 

cut end plate no. 053006 with sealing plate no. 054553
to size acc. to the roof inclination. Fixation with screws
no. 054001 

leave out the insulation in the rafters 
area for drainage and ventilation

recommendation: enamel layer
over the entire step width (appearance)

secure mullion sealing piece with glue
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THERM+ Glass roof constructions
Building connections
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THERM+ H-I
Eaves section with gutter and pressure profi le

■ Technical information
 –  For system width 96 instead of connection profile 

no. 168121 (50/56) resp. 168126 (76) a suitable 
spacer strip (in-house production) has to be used. 

 – *  Execute mullion-transom connection in
a vapour-tight way or cover with masking tape.

 – Recommendation: assembly of gutter heating.

seal

breather membrane
no. 951029 – don’t glue on the wood

cut end plate no. 053005 with sealing plate no. 054553
to size acc. to the roof inclination. Fixation with screws
no. 054001 

leave out the insulation in the rafters 
area for drainage and ventilation

cut end plate no. 051002
to size acc. to the roof inclination



128 2018 AC-0505

THERM+ Glass roof constructions
Building connections

THERM+ A-I
Eaves section with gutter and pressure profi le

■ Technical information
 – *  Execute mullion-transom connection in

a vapour-tight way or cover with masking tape.
 – Recommendation: assembly of gutter heating.

seal

breather membrane no. 951025

cut end plate no. 053006 with sealing plate no. 054553
to size acc. to the roof inclination. Fixation with screws
no. 054001 

leave out the insulation in the rafters 
area for drainage and ventilation

cut end plate no. 051002
to size acc. to the roof inclination
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THERM+ Glass roof constructions
Building connections
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THERM+ FS-I
Eaves section with gutter and pressure profi le

■ Technical information
 – *  Execute mullion-transom connection in

a vapour-tight way or cover with masking tape.

seal breather membrane no. 951029 

cut end plate no. 053006 with sealing plate no. 054553
to size acc. to the roof inclination. Fixation with screws
no. 054001 

leave out the insulation in the rafters 
area for drainage and ventilation

secure mullion sealing piece with glue

cut end plate no. 051002
to size acc. to the roof inclination



130 2018 SC-0026

THERM+ Glass roof constructions
Building connections

THERM+ S-I
Eaves section without gutter

■ Technical information
 – *  Execute mullion-transom connection in

a vapour-tight way or cover with masking tape.

seal
splice plate t = 3

folded plate, junction to mullion axis

screw pressure profi le into the splice plate if necessary

breather membrane no. 951025

vapour-tight membrane no. 951019

leave out the insulation in the rafters area 
for drainage and ventilation

drainage possible below mullion cover profi le
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THERM+ Glass roof constructions
Building connections

B
ui

ld
in

g
co

nn
ec

tio
ns

 

THERM+ S-I
Eaves section without gutter

■ Technical information
 – *  Execute mullion-transom connection in

a vapour-tight way or cover with masking tape.

seal
splice plate t = 3

folded plate, junction to mullion axis

screw pressure profi le into the splice plate if necessary

breather membrane no. 951025

vapour-tight membrane no. 951019

leave out the insulation in the rafters area
for drainage and ventilation

drainage possible below mullion cover profi le
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AI-1103

THERM+ Glass roof constructions
Building connections

THERM+ A-I
Eaves section with buckling rafters and panelling

sealing piece

exterior joint plate
(in-house manufacturing)

ventilation
for roof area



1332018FSI-1106

THERM+ Glass roof constructions
Building connections
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THERM+ FS-I
Eaves section with buckling rafters and panelling

sealing piece

exterior joint plate
(in-house manufacturing)

ventilation
for roof area



134 2018 AI-1102

THERM+ Glass roof constructions
Building connections

THERM+ A-I
Eaves section with buckling rafters and transom gasket with fl ap

■ Technical information
 – *  Execute mullion-transom connection in

a vapour-tight way or cover with masking tape.

splice plate t = 3

folded plate, junction to mullion axis

screw pressure profi le
into the splice plate if necessary

breather membrane
no. 951029

vapour-tight
membrane no. 951019seal

exterior joint plate
(in-house manufacturing)

drainage
for roof area

leave out the insulation
in the rafters area
for drainage and ventilation



1352018FSI-1107

THERM+ Glass roof constructions
Building connections
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splice plate t = 3

folded plate, junction to mullion axis

screw pressure profi le
into the splice plate if necessary

breather membrane
no. 951029

vapour-tight
membrane no. 951019

exterior joint plate
(in-house manufacturing)

drainage
for roof area

leave out the insulation
in the rafters area
for drainage and ventilation

THERM+ FS-I
Eaves section with buckling rafters and transom gasket with fl ap

■ Technical information
 – *  Execute mullion-transom connection in

a vapour-tight way or cover with masking tape.



136 2018 AI-1101

THERM+ Glass roof constructions
Building connections

THERM+ A-I
Verge section

seal

breather membrane
no. 951025
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THERM+ Glass roof constructions
Building connections
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THERM+ H-I
Verge section with folded plate

seal

execution of the folded plate
according to construction and 
height of rafters

vapour-tight
membrane
no. 951019



138 2018 SC-0013

THERM+ Glass roof constructions
Building connections

THERM+ S-I
Verge section with folded plate

seal

vapour-tight membrane
no. 951019

execution of the folded plate 
according to construction
and height of rafters
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THERM+ Glass roof constructions
Building connections
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THERM+ FS-I
Verge section with folded plate

seal

vapour-tight membrane
no. 951019

execution of the folded plate 
according to construction
and height of rafters



140 2018 AC-0509

THERM+ Glass roof constructions
Building connections

THERM+ A-I
Verge section with folded plate

seal

vapour-tight membrane
no. 951015

execution of the folded plate 
according to construction 
and height of rafters
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THERM+ Glass roof constructions
Building connections
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THERM+ H-I
Verge section with metal masking of the connections

■ Technical information
 –  For system width 96 instead of connection profile 

no. 168121 (50/56) resp. 168126 (76) a suitable 
spacer strip (in-house production) has to be used. 
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142 2018 SI-1101

THERM+ Glass roof constructions
Building connections

THERM+ S-I
Verge section with metal masking of the connections
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1432018FSI-1101

THERM+ Glass roof constructions
Building connections
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THERM+ FS-I
Verge section with metal masking of the connections
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