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FRAME+ 75 DI
Burglar resistance 

RC 1 N* RC 2 N* RC 2 RC 3

Component
description

The structural elements
offer basic protection against
attempts to break with physi-
cal force (mainly vandalism) 
and only a low degree of 
protection against the use
of lever tools.

The structural elements offer basic protection against
attempts to break with physical force (mainly vandalism) 
and basic protection against the use of simple lever tools 
(e.g. screw driver, pliers and wedges).

The structural elements offer 
basic protection against att-
empts to break with physical 
force (vandalism) as well as
a good protection against the 
use of lever tools (e.g. cow-
bar, professional screw-driver) 
and simple drilling tools.

Expected
method
of attack

The occasional burglar tries
to gain access by means
of simple tools and physical 
force (e.g. by kicking, shoul-
der push, lifting). The burglar 
typically attempts to take
advantages of opportunities, 
has not any special informa-
tion about the resistance 
grade of the structural ele-
ment, has only little time
and avoids noise. He has no
special knowledge about the 
probable prey and is only 
prepared to take risks to
a lesser extent.

In addition, the occasional burglar tries to gain access by 
means of simple tools, such as screw driver, pliers, wedges 
and small handsaws. The use of simple mechanic drilling 
tools is counteracted by the use of profi le cylinders or exterior 
fi ttings with drilling protection. The burglar typically attempts 
to take advantages of opportunities, has not any special
information about the resistance grade of the structural 
element, has only little time and avoids noise. He has no 
special knowledge about the probable prey and is only
prepared to take risks to a lesser extent.

The burglar proceeds as
usual and tries to gain access 
by means of a cowbar, an 
additional screwdriver as 
well as hand tools such as
a small hammer, pin punch 
and a mechanical drill. The 
burglar typically attempts to 
take advantages of oppor-
tunities, has certain special 
information about the possi-
ble degree of resistance of 
the structural element and 
has to consider time and
noise. He has no special 
knowledge about the probable 
prey and is only prepared to 
take risks to a lesser
extent.

Remark

If burglar resistance is deman-
ded, it is required to use the 
resistance grade RC 1 N only 
with structural elements to 
which no direct access (no 
ground-levelled access) is 
possible.

If burglar resistance is deman-
ded, it is required to use the 
resistance grade RC 2 N only 
with structural elements to 
which no direct attack on the 
inserted glazing is expected.

Measures
Standard glass

Additional shimming
Standard glass

Additional shimming + 
adhesion

Special glass
Additional shimming + 

adhesion

Special glass
Additional shimming + 

adhesion

■ Technical information
 *  Concerning the two lower resistance grades RC1N and RC2N, on the part of EN 1672 no requirement is made on the realisation

of the glazing. Such requirements can be nationally regulated by the member states (that’s the reason for the suffix “N”). Relating 
to this, further requirements have been waived in the German version of DIN EN 1627 (that’s why the suffix „N“ is commonly interpreted 
as „No requirement”). However, in other member states, for example in Austria, minimum requirements on the glazing already exist 
even in the grades RC1N and RC2N.

General information
Resistance classes of burglar resistant doors
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FRAME+ 75 DI
Burglar resistance 

RC 1 N RC 2 N RC 2 RC 3

Opening direction
Inward opening
Outward opening

X
X

X
X

X
X

X
X

Design variants
Single-winged
Two-winged with dummy mullion
Two-winged with profi le change
Fixed glazing OL/ST*
Fanlight with tilt function

X
X
X
X

X
X
X
X

X
X
X
X

X
X
X
X

Profi le variants
Standard outer frame
Integration outer frame

X
X

X
X

X
X

X
X

Profi le variants sash
Circumferential sash
Door socket

X
X

X
X

X
X

X
X

Filling variants
Glass
Inserted panel fi lling
Leaf-enclosing panel fi lling**

X
X
X

X
X
X

X
X
X

X
X

Glass/Filling
DIN EN 356

n.r. n.r. Class P4A Class P5A

Glazing***
Additional pressure-

resistant shimmings at 
the locking-points

Spot adhesion Spot adhesion
Circumferential

adhesion

Locks
EN 12209 (position 7)

3 3
3

(in combination
with a drill guard)

4
(in combination

with a drill guard)

Profi le cylinder
EN 1303 (position 7)
EN 1303 (position 8)

4
1

4
1

4
1

4
1

Security plate
EN 1906 (position 7) 1 2 2 3

Alternative locks
DIN 18251-1:2002-07
DIN 18251-2:2002-11
DIN 18251-3:2002-07

Class 3 Class 4 Class 4 Class 4

Alternative profi le cylinder
DIN 18252: 2006-12

Class 21-, 
31-, 71-BZ

Class 21-, 
31-, 71-BS

Class 21-, 
31-, 71-BZ

Class 21-, 
31-, 71-BS

Class 21-, 
31-, 71-BZ

Class 21-, 
31-, 71-BS

Class 21-, 
31-, 71-BZ

Class 21-, 
31-, 71-BS

Alternative security plate
DIN 18257: 2003-03

Class ES 1
Class ES 

1-ZA
Class ES 1

Class ES 
1-ZA

Class ES 1
Class ES 

1-ZA
Class ES 2

Class ES 
2-ZA

Door hinges
RAICO roller hinge aluminium
RAICO roller hinge stainl. steel
RAICO screw-on hinge****

X
X
X

X
X
X

X
X
X

X

Locking inactive leaf RAICO standard for escape doors with special bar inlay at the bottom

■ Technical Information
 –  Combination RC + panic only on request.
 –  n.r. = no requirement.
 *  = Glazing analogue to door sash.
 **  = Only with additional mechanical fastening.
 *** = Details see processing manuals.
 **** = For outward opening doors only with screw-head balls.

General Informationen
Pre-conditions for the construction of burglar resistant doors
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FRAME+ 75 DI
Burglar-resistance RC2

Horizontal section inward opening
Outer frame 44/69 Basic Style

Sash 84/71 Basic Style
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75DI-0600

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m

Outer frame 44/69 314000 6 m

Sash profile 84/71 314100 6.5 m

Sash profile 84/71 VH 314380 6.5 m

 ■ Technical information
 – Burglar-resistant door element

RC2 acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to

BS EN 356 class P4A.
 – For spot adhesion in the glazing

rebate, gaps and/or positions, see 
processing and installation instruc-
tions for burglar-resistant door
elements.

 – Burglar-resistant elements also
possible in the design lines Modern 
Style and Classic Style.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket 7 to 8 F 220410 100 m
Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)
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FRAME+ 75 DI
Burglar-resistance RC2

Horizontal section inward opening
Mullion/Transom 44/94 Basic Style
Sash 84/71 Basic Style

 ■ Profi les
Article No. PU

Glazing bead 22/32 218432 6 m

Glazing bead 22/42 218442 6 m

Sash profile 84/71 314100 6.5 m
Mullion/Transom
profile 44/94 314200 6 m

Mullion/transom
profile 44/94 314200.30 3 m

Sash profile 84/71 VH 314380 6.5 m

Insertion profile 15 321005 6 m

 ■ Technical information
 – Burglar-resistant door element

RC2 acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to BS EN 356 class P4A.
 – For spot adhesion in the glazing rebate, gaps and/or positions, 

see processing and installation instructions for burglar-resistant 
door elements.

 – Circumferential glass adhesion in the glazing rebate of the fixed 
glazing, details see processing and installation instructions for 
burglar-resistant door elements.

 – Burglar-resistant elements also possible in the design lines 
Modern Style and Classic Style.

 – For the use of deformation-resistant profiles (VH), see size 
diagram in chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket 5 to 6 F 220405 100 m

Glazing gasket 7 to 8 F 220410 100 m
Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Countersunk sheet 
metal screw 3.9x13 902511 100 

pc(s)

75DI-0622
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FRAME+ 75 DI
Burglar-resistance RC2
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Horizontal section
Outer frame 44/69 Basic Style

75DI-0620

 ■ Profi les
Article No. PU

Glazing bead 22/32 218432 6 m

Outer frame 44/69 314000 6 m

Insertion profile 15 321005 6 m

 ■ Technical information
 – Burglar-resistant door element

RC2 acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to

BS EN 356 class P4A.
 – Circumferential glass adhesion in the 

glazing rebate of the fixed glazing,
details see processing and installation 
instructions for burglar-resistant door 
elements.

 – Burglar-resistant elements also
possible in the design lines Modern 
Style and Classic Style.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket 5 to 6 F 220405 100 m
Exterior glazing
gasket 4.5 220550 100 m

 ■ Accessories
Article No. PU
Countersunk sheet 
metal screw 3.9x13 902511 100 

pc(s)
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FRAME+ 75 DI
Burglar-resistance RC2

Horizontal section inward opening 
Sash 84/71 Basic Style
Sash 58/121, inactive sash with profi le change

75DI-0632

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m

Sash profile 84/71 314100 6.5 m

Sash profile 84/71 VH 314380 6.5 m

Sash profile 58/121 VH 314390 6.5 m

Sash profile 58/121 314508 6.5 m

 ■ Technical information
 – Burglar-resistant door element RC2 

acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to

BS EN 356 class P4A.
 – For spot adhesion in the glazing

rebate, gaps and/or positions,
see processing and installation
instructions for burglar-resistant
door elements.

 – For the selection of the dummy
mullion sealing piece sets, see
Assembly options.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket 7 to 8 F 220410 100 m
Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Dummy mullion sash 
sealing piece set
inward right

324915 1 pc(s)

Dummy mullion sash 
sealing piece set
inward left

324916 1 pc(s)
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FRAME+ 75 DI
Burglar-resistance RC2

Horizontal section inward opening
Sash 84/71 Basic Style, dummy mullion 69

Sash 84/71 Basic Style, inactive sash with dummy mullion profi le
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 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m

Sash profile 84/71 314100 6.5 m
Dummy mullion
profile 31/69 314104 6 m

Sash profile 84/71 VH 314380 6.5 m

 ■ Technical information
 – Burglar-resistant door element RC2 

acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to

BS EN 356 class P4A.
 – For spot adhesion in the glazing

rebate, gaps and/or positions,
see processing and installation
instructions for burglar-resistant
door elements.

 – Burglar-resistant elements also
possible in the design lines Modern 
Style and Classic Style.

 – For the selection of the dummy
mullion sealing piece sets, see
Assembly options.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket 7 to 8 F 220410 100 m
Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Dummy mullion 
sealing piece set
inward right

324910 1 pc(s)

Dummy mullion 
sealing piece set
inward left

324911 1 pc(s)

Countersunk screw 
3.9x32 902505 100 

pc(s)

75DI-0630
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FRAME+ 75 DI
Burglar-resistance RC2

Vertical section inward opening
Doorsill 75/16
Sash 71/84 Basic Style

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m

Sash profile 84/71 314100 6.5 m

Sash profile 84/71 VH 314380 6.5 m

Weather bar 21 321003 6 m

Sill 14 inward 321200 6 m

 ■ Technical information
 – No. 321200 in black anodised, E6/C35.
 – No. 324800 in black similar to RAL 9005.
 – No. 324801 in white similar to RAL 9016.
 – Burglar-resistant door element RC2 acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to BS EN 356 class P4A.
 – For spot adhesion in the glazing rebate, gaps and/or positions,

see processing and installation instructions for burglar-resistant
door elements.

 – Burglar-resistant elements also possible in the design lines
Modern Style and Classic Style.

 – For the selection of end seal units, see Assembly options.
 – For the use of deformation-resistant profiles (VH),

see size diagram in chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket 7 to 8 F 220410 100 m
Exterior glazing
gasket 4.5 220550 100 m

Stop gasket 7 320100 200 m

Sill gasket inward 320105 25 m
Sealing piece
stop gasket sash 324120 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Countersunk sheet 
metal screw 3.9x25 
pointed

230085 100 
pc(s)

Cover set
weather bar 21 324800 20 

pc(s)
Cover set
weather bar 21 324801 20 

pc(s)
End seal unit inward 
single-winged 324935 1 pc(s)

End seal unit inward 
two-winged right 324936 1 pc(s)

End seal unit inward 
two-winged left 324937 1 pc(s)

75DI-0653
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FRAME+ 75 DI
Burglar-resistance RC2

Vertical section inward opening
Door socket 98/123

Adapter profi le 40.5/22.5
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75DI-0663

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m
Door socket profile 
99/124 314550 6 m

Door socket profile 
99/124 314550.14 1.4 m

Sill 14 inward 321200 6 m
Adapter for bottom 
rail profile inward 321255 6 m

 ■ Technical information
 – No. 321200 in black anodised, E6/C35.
 – Burglar-resistant door element RC2 acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to BS EN 356 class P4A.
 – For spot adhesion in the glazing rebate, gaps and/or

positions, see processing and installation instructions
for burglar-resistant door elements.

 – Burglar-resistant elements also possible in the
design lines Modern Style and Classic Style.

 – For the selection of end seal units, see
Assembly options.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket 7 to 8 F 220410 100 m
Exterior glazing
gasket 4.5 220550 100 m

Stop gasket 7 320100 200 m

Sill gasket inward 320105 25 m
Sealing pieces set 
stop gasket 324125 1 pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

End seal unit inward 
single-winged 324935 1 pc(s)

End seal unit inward 
two-winged right 324936 1 pc(s)

End seal unit inward 
two-winged left 324937 1 pc(s)

Countersunk screw 
3.9x32 902505 100 

pc(s)
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FRAME+ 75 DI
Burglar-resistance RC2

Horizontal section outward opening 
Outer frame 69/31
Sash 48/111

75DI-0700

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m
Outer frame profile 
69/31 314004 6 m

Sash profile 48/111 VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m

 ■ Technical information
 – Burglar-resistant door element RC2 

acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to BS EN 

356 class P4A.
 – For spot adhesion in the glazing

rebate, gaps and/or positions,
see processing and installation
instructions for burglar-resistant
door elements.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket 7 to 8 F 220410 100 m
Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)
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FRAME+ 75 DI
Burglar-resistance RC2

Horizontal section outward opening 
Outer frame 44/69, reversion frame 69

Sash 48/111
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75DI-0723

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m

Outer frame 44/69 314000 6 m

Sash profile 48/111 VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m
Dummy mullion and 
reversion profile 
69/46

314518 6 m

 ■ Technical information
 – No. 320006.K is to be fitted

at the bolting points.
 – Burglar-resistant door element RC2 

acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to

BS EN 356 class P4A.
 – For spot adhesion in the glazing

rebate, gaps and/or positions,
see processing and installation
instructions for burglar-resistant
door elements.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket 7 to 8 F 220410 100 m
Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Insulating block
sash rebate 320006.K 20 

pc(s)
Countersuck tap-
ping-screw 3.9x60 902509 100 

pc(s)
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FRAME+ 75 DI
Burglar-resistance RC2

Horizontal section outward opening 
Mullion/Transom 44/94, reversion frame 69
Sash 48/111

75DI-0726

 ■ Profi les
Article No. PU

Glazing bead 22/32 218432 6 m
Mullion/Transom 
profile 44/94 314200 6 m

Mullion/transom
profile 44/94 314200.30 3 m

Sash profile 48/111 VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m
Dummy mullion
and reversion
profile 69/46

314518 6 m

Insertion profile 15 321005 6 m

 ■ Technical information
 – No. 320006.K is to be fitted at the bolting points.
 – Burglar-resistant door element RC2 acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to BS EN 356 class P4A.
 – For spot adhesion in the glazing rebate, gaps and/or positions, 

see processing and installation instructions for burglar-resistant 
door elements.

 – Circumferential glass adhesion in the glazing rebate of the fixed 
glazing, details see processing and installation instructions for 
burglar-resistant door elements.

 – For the use of deformation-resistant profiles (VH),
see size diagram in chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket 5 to 6 F 220405 100 m
Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

 ■ Accessories
Article No. PU
Insulating block 
sash rebate 320006.K 20 

pc(s)
Countersuck tap-
ping-screw 3.9x60 902509 100 

pc(s)
Countersunk sheet 
metal screw 3.9x13 902511 100 

pc(s)



2017 189

FRAME+ 75 DI
Burglar-resistance RC2

Horizontal section outward opening 
Dummy mullion profi le 74/61

Sash 48/111, dummy mullion
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75DI-0720

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m
Dummy mullion sash 
profile 74/61 314108 6.5 m

Sash profile 48/111 VH 314391 6.5 m
Dummy mullion sash 
profile 74/61 VH 314399 6.5 m

Sash profile 48/111 314506 6.5 m

 ■ Technical information
 – Burglar-resistant door element RC2 

acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to

BS EN 356 class P4A.
 – For spot adhesion in the glazing

rebate, gaps and/or positions,
see processing and installation
instructions for burglar-resistant
door elements.

 – For the selection of the dummy
mullion sealing piece sets, see
Assembly options.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket 7 to 8 F 220410 100 m
Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece
stop gasket sash 324120 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Dummy mullion sash 
sealing piece set
outward right

324922 1 pc(s)

Dummy mullion sash 
sealing piece set
outward left

324923 1 pc(s)
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FRAME+ 75 DI
Burglar-resistance RC2

Horizontal section outward opening 
Sash 48/111, dummy mullion 69
Sash 48/111

75DI-0709

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m

Sash profile 48/111 VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m
Dummy mullion
and reversion profile 
69/46

314518 6 m

 ■ Technical information
 – Burglar-resistant door element RC2 

acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to

BS EN 356 class P4A.
 – For spot adhesion in the glazing

rebate, gaps and/or positions,
see processing and installation
instructions for burglar-resistant
door elements.

 – For the selection of the dummy
mullion sealing piece sets, see
Assembly options.

 – For the use of deformation-resistant 
profiles (VH), see size diagram in 
chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket 7 to 8 F 220410 100 m
Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m
Insulating block
sash rebate 320006 60 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Dummy mullion 
sealing piece set
outward right

324920 1 pc(s)

Dummy mullion 
sealing piece set
outward left

324921 1 pc(s)

Countersuck tapping-
screw 3.9x60 902509 100 

pc(s)
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FRAME+ 75 DI
Burglar-resistance RC2

Vertical section outward opening 
Floor sill 75/14

Sash 48/111
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75DI-0753

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m

Sash profile 48/111 VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m

Weather bar 21 321003 6 m

Sill 14 outward 321300 6 m
Insertion profile
outward 321350 6 m

 ■ Technical information
 – No. 321300 in black anodised, E6/C35.
 – No. 324800 in black similar to RAL 9005.
 – No. 324801 in white similar to RAL 9016.
 – Burglar-resistant door element RC2 acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to BS EN 356 class P4A.
 – For spot adhesion in the glazing rebate, gaps and/or

positions, see processing and installation instructions
for burglar-resistant door elements.

 – For the selection of end seal units, see Assembly options.
 – For the use of deformation-resistant profiles (VH), see size 

diagram in chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket 7 to 8 F 220410 100 m
Exterior glazing
gasket 4.5 220550 100 m

Stop gasket 7 320100 200 m

Sill gasket outward 320110 25 m
Sealing piece
stop gasket sash 324120 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Countersunk sheet 
metal screw 3.9x25 
pointed

230085 100 
pc(s)

Cover set
weather bar 21 324800 20 

pc(s)
Cover set
weather bar 21 324801 20 

pc(s)
End seal unit outward 
one-winged 324930 1 pc(s)

End seal unit outward 
two-winged right 324931 1 pc(s)

End seal unit outward 
two-winged left 324932 1 pc(s)

Countersunk screw 
St 4.2x19 908016 100 

pc(s)



2017192

FRAME+ 75 DI
Burglar-resistance RC2

Vertical section outward opening 
Door socket profi le 98/123
Adapter profi le

75DI-0763

 ■ Profi les
Article No. PU

Glazing bead 22/42 218442 6 m
Door socket profile 
99/124 314550 6 m

Door socket profile 
99/124 314550.14 1.4 m

Sill 14 outward 321300 6 m
Adapter for bottom 
rail profile outward 321355 6 m

 ■ Technical information
 – No. 321300 in black anodised, E6/C35.
 – No. 321310 in clear anodised E6/EV1.
 – Burglar-resistant door element RC2

acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to BS EN 356 class P4A.
 – For spot adhesion in the glazing rebate,

gaps and/or positions, see processing and
installation instructions for burglar-resistant
door elements.

 – For the selection of end seal units,
see Assembly options.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket 7 to 8 F 220410 100 m
Exterior glazing
gasket 4.5 220550 100 m

Stop gasket 7 320100 200 m

Sill gasket outward 320110 25 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)
Sealing pieces set 
stop gasket 324125 1 pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

End seal unit
outward one-winged 324930 1 pc(s)

End seal unit outward 
two-winged right 324931 1 pc(s)

End seal unit outward 
two-winged left 324932 1 pc(s)

Countersunk screw 
3.9x32 902505 100 

pc(s)
Countersunk screw 
St 4.2x19 908016 100 

pc(s)



2017 193

FRAME+ 75 DI
Burglar-resistance RC3

Horizontal section inward opening
Outer frame 44/69 Basic Style

Sash 84/71 Basic Style

A
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75DI-0800

 ■ Profi les
Article No. PU

Glazing bead 22/37 218437 6 m

Outer frame 44/69 314000 6 m

Sash profile 84/71 314100 6.5 m

Sash profile 84/71 VH 314380 6.5 m
Glass rebate safety 
device 20.2/23 321040 6 m

 ■ Technical information
 – Burglar-resistant door element RC3

acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to

BS EN 356 class P5A.
 – Circumferential adhesion in the glazing rebate, 

see also processing and installation instructions 
for burglar-resistant door elements.

 – In case of emergency exit locks and panic door 
devices no glazing blocks are to be inserted in 
the area of the inner fitting.

 – Security of the glazing rebate no. 321040
is only to be inserted on the lock side.

 – Burglar-resistant elements also possible in the 
design lines Modern Style and Classic Style.

 – For the use of deformation-resistant profiles 
(VH), see size diagram in chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
9 to 10 F 220415 100 m

Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Countersunk screw 
St 4.2x19 908016 100 

pc(s)



2017194

FRAME+ 75 DI
Burglar-resistance RC3

Horizontal section inward opening
Mullion/Transom 44/94 Basic Style
Sash 84/71 Basic Style

75DI-0822

 ■ Profi les
Article No. PU

Glazing bead 22/27 218427 6 m

Glazing bead 22/37 218437 6 m

Sash profile 84/71 314100 6.5 m
Mullion/Transom
profile 44/94 314200 6 m

Mullion/transom
profile 44/94 314200.30 3 m

Sash profile 84/71 VH 314380 6.5 m

Insertion profile 15 321005 6 m
Glass rebate safety 
device 20.2/23 321040 6 m

 ■ Technical information
 – Burglar-resistant door element RC3

acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to BS EN 356 class P5A.
 – Circumferential adhesion in the glazing rebate of the fixed

glazing, details see processing and installation instructions
for burglar-resistant door elements.

 – In case of emergency exit locks and panic door devices no
glazing blocks are to be inserted in the area of the inner fitting.

 – Security of the glazing rebate no. 321040
is only to be inserted on the lock side.

 – Burglar-resistant elements also possible in the design lines 
Modern Style and Classic Style.

 – For the use of deformation-resistant profiles (VH),
see size diagram in chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket 5 to 6 F 220405 100 m

Glazing gasket 7 to 8 F 220410 100 m
Glazing gasket
9 to 10 F 220415 100 m

Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Glass carrier 75 DI 325000 100 
pc(s)

Countersunk sheet 
metal screw  3.9x13 902511 100 

pc(s)
Countersunk screw 
St 4.2x19 908016 100 

pc(s)



2017 195

FRAME+ 75 DI
Burglar-resistance RC3

A
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Horizontal section
Outer frame 44/69 Basic Style

75DI-0820

 ■ Profi les
Article No. PU

Glazing bead 22/27 218427 6 m

Outer frame 44/69 314000 6 m

Insertion profile 15 321005 6 m

 ■ Technical information
 – Burglar-resistant door element RC3

acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to BS EN 356 class P5A.
 – Circumferential adhesion in the glazing rebate

of the fixed glazing, details see processing and
installation instructions for burglar-resistant door 
elements.

 – Burglar-resistant elements also possible in the
design lines Modern Style and Classic Style.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket 7 to 8 F 220410 100 m
Exterior glazing
gasket 4.5 220550 100 m

 ■ Accessories
Article No. PU

Glass carrier 75 DI 325000 100 
pc(s)

Countersunk sheet 
metal screw  3.9x13 902511 100 

pc(s)



2017196

FRAME+ 75 DI
Burglar-resistance RC3

Horizontal section inward opening 
Sash 84/71 Basic Style
Sash 58/121, inactive sash with profi le change

75DI-0832

 ■ Profi les
Article No. PU

Glazing bead 22/37 218437 6 m

Sash profile 84/71 314100 6.5 m

Sash profile 84/71 VH 314380 6.5 m

Sash profile 58/121 314508 6.5 m
Glass rebate safety 
device 20.2/23 321040 6 m

 ■ Technical information
 – Burglar-resistant door element RC3

acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to BS EN 356 class P5A.
 – Circumferential adhesion in the glazing rebate, see processing 

and installation instructions for burglar-resistant door elements.
 – In case of emergency exit locks and panic door devices no

glazing blocks are to be inserted in the area of the inner fitting.
 – Security of the glazing rebate no. 321040 is only to be inserted 

on the lock side.
 – For the selection of the dummy mullion sealing piece sets,

see Assembly options.
 – For the use of deformation-resistant profiles (VH),

see size diagram in chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
9 to 10 F 220415 100 m

Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Dummy mullion
sash sealing piece 
set inward right

324915 1 pc(s)

Dummy mullion
sash sealing piece 
set inward left

324916 1 pc(s)

Countersunk screw 
St 4.2x19 908016 100 

pc(s)



2017 197

FRAME+ 75 DI
Burglar-resistance RC3

Horizontal section inward opening
Sash 84/71 Basic Style, dummy mullion 69

Sash 84/71 Basic Style, inactive sash with dummy mullion profi le

A
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75DI-0830

 ■ Profi les
Article No. PU

Glazing bead 22/37 218437 6 m

Sash profile 84/71 314100 6.5 m
Dummy mullion
profile 31/69 314104 6 m

Sash profile 84/71 VH 314380 6.5 m
Glass rebate safety 
device 20.2/23 321040 6 m

 ■ Technical information
 – Burglar-resistant door element RC3

acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to BS EN 356 class P5A.
 – Circumferential adhesion in the glazing rebate, see processing 

and installation instructions for burglar-resistant door elements.
 – In case of emergency exit locks and panic door devices no

glazing blocks are to be inserted in the area of the inner fitting.
 – Security of the glazing rebate no. 321040 is only to be inserted 

on the lock side.
 – Burglar-resistant elements also possible in the design lines 

Modern Style and Classic Style.
 – For the selection of the dummy mullion sealing piece sets,

see Assembly options.
 – For the use of deformation-resistant profiles (VH),

see size diagram in chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket
9 to 10 F 220415 100 m

Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece
stop gasket sash 324120 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Dummy mullion 
sealing piece set 
inward right

324910 1 pc(s)

Dummy mullion 
sealing piece set
inward left

324911 1 pc(s)

Countersunk screw 
3.9x32 902505 100 

pc(s)
Countersunk screw 
St 4.2x19 908016 100 

pc(s)



2017198

FRAME+ 75 DI
Burglar-resistance RC3

Vertical section inward opening
Doorsill 75/16
Sash 71/84 Basic Style

75DI-0853

 ■ Profi les
Article No. PU

Glazing bead 22/37 218437 6 m

Sash profile 84/71 314100 6.5 m

Sash profile 84/71 VH 314380 6.5 m

Weather bar 21 321003 6 m

Sill 14 inward 321200 6 m

 ■ Technical information
 – No. 321200 in black anodised, E6/C35.
 – No. 324800 in black similar to RAL 9005.
 – No. 324801 in white similar to RAL 9016.
 – Burglar-resistant door element RC3 acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to BS EN 356 class P5A.
 – Circumferential adhesion in the glazing rebate, see processing 

and installation instructions for burglar-resistant door elements.
 – Burglar-resistant elements also possible in the design lines 

Modern Style and Classic Style.
 – For the selection of end seal units, see Assembly options.
 – For the use of deformation-resistant profiles (VH),

see size diagram in chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
9 to 10 F 220415 100 m

Exterior glazing
gasket 4.5 220550 100 m

Stop gasket 7 320100 200 m

Sill gasket inward 320105 25 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Countersunk sheet 
metal screw 3.9x25 
pointed

230085 100 
pc(s)

Cover set
weather bar 21 324800 20 

pc(s)
Cover set
weather bar 21 324801 20 

pc(s)
End seal unit inward 
single-winged 324935 1 pc(s)

End seal unit inward 
two-winged right 324936 1 pc(s)

End seal unit inward 
two-winged left 324937 1 pc(s)



2017 199

FRAME+ 75 DI
Burglar-resistance RC3

Vertical section inward opening
Door socket 98/123

Adapter profi le 40.5/22.5
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75DI-0863

 ■ Profi les
Article No. PU

Glazing bead 22/37 218437 6 m
Door socket profile 
99/124 314550 6 m

Door socket profile 
99/124 314550.14 1.4 m

Sill 14 inward 321200 6 m
Adapter for bottom 
rail profile inward 321255 6 m

 ■ Technical information
 – No. 321200 in black anodised, E6/C35.
 – Burglar-resistant door element RC3

acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to

BS EN 356 class P5A.
 – Circumferential adhesion in the glazing rebate, see processing 

and installation instructions for burglar-resistant door elements.
 – Burglar-resistant elements also possible in the design lines 

Modern Style and Classic Style.
 – For the selection of end seal units, see Assembly options.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket
9 to 10 F 220415 100 m

Exterior glazing
gasket 4.5 220550 100 m

Stop gasket 7 320100 200 m

Sill gasket inward 320105 25 m
Sealing pieces set 
stop gasket 324125 1 pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

End seal unit inward 
single-winged 324935 1 pc(s)

End seal unit inward 
two-winged right 324936 1 pc(s)

End seal unit inward 
two-winged left 324937 1 pc(s)

Countersunk screw 
St 4.2x19 908016 100 

pc(s)



2017200

FRAME+ 75 DI
Burglar-resistance RC3

Horizontal section outward opening 
Outer frame 69/31
Sash 48/111

75DI-0900

 ■ Profi les
Article No. PU

Glazing bead 22/37 218437 6 m
Outer frame profile 
69/31 314004 6 m

Sash profile 48/111 VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m
Glass rebate safety 
device 20.2/23 321040 6 m

 ■ Technical information
 – Burglar-resistant door element RC3

acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to

BS EN 356 class P5A.
 – Circumferential adhesion in the glazing rebate, see processing 

and installation instructions for burglar-resistant door elements.
 – In case of emergency exit locks and panic door devices no

glazing blocks are to be inserted in the area of the inner fitting.
 – Security of the glazing rebate no. 321040 is only to be inserted 

on the lock side.
 – For the use of deformation-resistant profiles (VH),

see size diagram in chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
9 to 10 F 220415 100 m

Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Countersunk screw 
St 4.2x19 908016 100 

pc(s)



2017 201

FRAME+ 75 DI
Burglar-resistance RC3

Horizontal section outward opening 
Outer frame 44/69, reversion frame 69

Sash 48/111
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75DI-0923

 ■ Profi les
Article No. PU

Glazing bead 22/37 218437 6 m

Outer frame 44/69 314000 6 m

Sash profile 48/111 VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m
Dummy mullion and 
reversion profile 69/46 314518 6 m

Glass rebate safety 
device 20.2/23 321040 6 m

 ■ Technical information
 – Burglar-resistant door element RC3

acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to

BS EN 356 class P5A.
 – Circumferential adhesion in the glazing rebate, see processing 

and installation instructions for burglar-resistant door elements.
 – In case of emergency exit locks and panic door devices no

glazing blocks are to be inserted in the area of the inner fitting.
 – Security of the glazing rebate no. 321040 is only to be inserted 

on the lock side.
 – For the use of deformation-resistant profiles (VH),

see size diagram in chapter Door hinges.
 – F136 =  Pressure resistant spacing blocks

have to be fitted at the bolting points.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket
9 to 10 F 220415 100 m

Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Countersuck tapping-
screw 3.9x60 902509 100 

pc(s)
Countersunk screw 
St 4.2x19 908016 100 

pc(s)



2017202

FRAME+ 75 DI
Burglar-resistance RC3

Horizontal section outward opening 
Mullion/Transom 44/94, reversion frame 69
Sash 48/111

75DI-0926

 ■ Profi les
Article No. PU

Glazing bead 22/27 218427 6 m
Mullion/Transom
profile 44/94 314200 6 m

Mullion/Transom
profile 44/94 314200.30 3 m

Sash profile 48/111 VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m
Dummy mullion and 
reversion profile 69/46 314518 6 m

Insertion profile 15 321005 6 m
Glass rebate safety 
device 20.2/23 321040 6 m

 ■ Technical information
 – Burglar-resistant door element RC3 acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to BS EN 356 class P5A.
 – Circumferential adhesion in the glazing rebate of the fixed

glazing, details see processing and installation instructions for 
burglar-resistant door elements.

 – In case of emergency exit locks and panic door devices no
glazing blocks are to be inserted in the area of the inner fitting.

 – Security of the glazing rebate no. 321040 is only to be inserted 
on the lock side.

 – For the use of deformation-resistant profiles (VH),
see size diagram in chapter Door hinges.

 – F136 =  Pressure resistant spacing blocks
have to be fitted at the bolting points.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket 7 to 8 F 220410 100 m
Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)
Sealing piece stop 
gasket outer frame 324130 20 

pc(s)

 ■ Accessories
Article No. PU
Countersuck tapping-
screw 3.9x60 902509 100 

pc(s)
Countersunk sheet 
metal screw  3.9x13 902511 100 

pc(s)
Countersunk screw 
St 4.2x19 908016 100 

pc(s)



2017 203

FRAME+ 75 DI
Burglar-resistance RC3

Horizontal section outward opening 
Dummy mullion profi le 74/61

Sash 48/111, dummy mullion
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75DI-0920

 ■ Profi les
Article No. PU

Glazing bead 22/37 218437 6 m
Dummy mullion sash 
profile 74/61 314108 6.5 m

Sash profile 48/111 VH 314391 6.5 m
Dummy mullion sash 
profile 74/61 VH 314399 6.5 m

Sash profile 48/111 314506 6.5 m
Glass rebate safety 
device 20.2/23 321040 6 m

 ■ Technical information
 – Burglar-resistant door element RC3 acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to BS EN 356 class P5A.
 – Circumferential adhesion in the glazing rebate, see processing 

and installation instructions for burglar-resistant door elements.
 – In case of emergency exit locks and panic door devices no

glazing blocks are to be inserted in the area of the inner fitting.
 – Security of the glazing rebate no. 321040 is only to be inserted 

on the lock side.
 – For the selection of the dummy mullion sealing piece sets,

see Assembly options.
 – For the use of deformation-resistant profiles (VH),

see size diagram in chapter Door hinges.

 ■ Gaskets
Article No. PU

Rope 4 220075 100 
pc(s)

Glazing gasket
9 to 10 F 220415 100 m

Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Dummy mullion sash 
sealing piece set
outward right

324922 1 pc(s)

Dummy mullion sash 
sealing piece set
outward left

324923 1 pc(s)

Countersunk screw 
St 4.2x19 908016 100 

pc(s)



2017204

FRAME+ 75 DI
Burglar-resistance RC3

Horizontal section outward opening 
Sash 48/111, dummy mullion 69
Sash 48/111

75DI-0909

 ■ Profi les
Article No. PU

Glazing bead 22/37 218437 6 m

Sash profile 48/111 VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m
Dummy mullion and 
reversion profile 
69/46

314518 6 m

Glass rebate safety 
device 20.2/23 321040 6 m

 ■ Technical information
 – Burglar-resistant door element RC3

acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to BS EN 356 class P5A.
 – Circumferential adhesion in the glazing rebate, see processing 

and installation instructions for burglar-resistant door elements.
 – In case of emergency exit locks and panic door devices no

glazing blocks are to be inserted in the area of the inner fitting.
 – Security of the glazing rebate no. 321040 is only to be inserted 

on the lock side.
 – For the use of deformation-resistant profiles (VH),

see size diagram in chapter Door hinges.
 – F136 =  Pressure resistant spacing blocks

have to be fitted at the bolting points.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket
9 to 10 F 220415 100 m

Exterior glazing
gasket 4.5 220550 100 m

Piping gasket 320003 200 m

Stop gasket 7 320100 200 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Dummy mullion 
sealing piece set
outward right

324920 1 pc(s)

Dummy mullion 
sealing piece set
outward left

324921 1 pc(s)

Countersuck tapping-
screw 3.9x60 902509 100 

pc(s)
Countersunk screw 
St 4.2x19 908016 100 

pc(s)



2017 205

FRAME+ 75 DI
Burglar-resistance RC3

Vertical section outward opening 
Floor sill 75/14

Sash 48/111
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75DI-0953

 ■ Profi les
Article No. PU

Glazing bead 22/37 218437 6 m

Sash profile 48/111 VH 314391 6.5 m

Sash profile 48/111 314506 6.5 m

Weather bar 21 321003 6 m

Sill 14 outward 321300 6 m
Insertion profile
outward 321350 6 m

 ■ Technical information
 – No. 321300 in black anodised, E6/C35.
 – No. 324800 in black similar to RAL 9005.
 – No. 324801 in white similar to RAL 9016.
 – Burglar-resistant door element RC3 acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to BS EN 356 class P5A.
 – Circumferential adhesion in the glazing rebate, see processing 

and installation instructions for burglar-resistant door elements.
 – For the selection of end seal units, see Assembly options.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket
9 to 10 F 220415 100 m

Exterior glazing
gasket 4.5 220550 100 m

Stop gasket 7 320100 200 m

Sill gasket outward 320110 25 m
Sealing piece stop 
gasket sash 324120 20 

pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

Countersunk sheet 
metal screw 3.9x25 
pointed

230085 100 
pc(s)

Cover set
weather bar 21 324800 20 

pc(s)
Cover set
weather bar 21 324801 20 

pc(s)
End seal unit outward 
one-winged 324930 1 pc(s)

End seal unit outward 
two-winged right 324931 1 pc(s)

End seal unit outward 
two-winged left 324932 1 pc(s)

Countersunk screw 
St 4.2x19 908016 100 

pc(s)



2017206

FRAME+ 75 DI
Burglar-resistance RC3

Vertical section outward opening 
Door socket profi le 98/123
Adapter profi le

75DI-0963

 ■ Profi les
Article No. PU

Glazing bead 22/37 218437 6 m
Door socket profile 
99/124 314550 6 m

Sill 14 outward 321300 6 m
Adapter for bottom 
rail profile outward 321355 6 m

 ■ Technical information
 – No. 321300 in black anodised, E6/C35.
 – Burglar-resistant door element RC3

acc. to BS EN 1627 ff.
 – Anti-vandal glazing acc. to BS EN 356 class P5A.
 – Circumferential adhesion in the glazing rebate, see processing 

and installation instructions for burglar-resistant door elements.
 – For the selection of end seal units, see Assembly options.

 ■ Gaskets
Article No. PU

Rope 3 220065 200 m

Rope 4 220075 100 
pc(s)

Glazing gasket
9 to 10 F 220415 100 m

Exterior glazing
gasket 4.5 220550 100 m

Stop gasket 7 320100 200 m

Sill gasket outward 320110 25 m
Sealing pieces set 
stop gasket 324125 1 pc(s)

 ■ Accessories
Article No. PU

Glass carrier 225114 100 
pc(s)

End seal unit outward 
one-winged 324930 1 pc(s)

End seal unit outward 
two-winged right 324931 1 pc(s)

End seal unit outward 
two-winged left 324932 1 pc(s)

Countersunk screw 
St 4.2x19 908016 100 

pc(s)


