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Top-hung projecting window with handle operation, two-piece sash
Fitting list friction hinges and lockings

WING 50 SK-R and SK-S

■ Technical information
 –  Profile no. 205000:

external sash dimension (ESD) =
outer frame width (OFW) – 44 mm.

 –  Profile no. 205100:
external sash dimension (ESD) =
outer frame width (OFW) – 58 mm.

 –  BLB = outer frame width.
 – BLH = outer frame height.

■ Handles
Article No. PU/window
Gear unit for handle 290125 1 pc(s)

Window handle
see 

product 
range

1 pc(s)

alternative: 
Handle with gear 294070 1 pc(s)

■ Sets of friction stay

■ Lockings

Article No.

Sash height 
mm

Max. 
sash 

weight
kg

Max. 
opening 

anglemin. max.

Set of friction stay SK3 290063 800 1100 65 50°
Set of friction stay SK4 290064 600 1100 100 30°
Set of friction stay SK5 290065 1100 1500 100 45°
Set of friction stay SK6 290066 1500 2000 100 20°
Set of friction stay SK7 290067 2000 2700 180 20°
PU/window 1 set

Article No. PU/window Field
Locking set 0 290100 1 set A
Locking set 1 290101 1 set B
Locking set 2 290102 1 set C
Locking set 3 290103 1 set D
Locking set 4 290104 1 set E
Locking set 5 290105 1 set

F
Stop bents 291038 1 set
Locking set 6 290106 1 set

G
Stop bents 291038 1 set
Locking set 7 290107 1 set

H
Stop bents 291038 1 set
Espagnolette 225505 6 m
Stop bents, retainer keys 291039 1 set

■ Calculation of the sash weights
Total 
infill 

thick-
ness
mm

Calculation formula Sash 
weight

8 (BLB x BLH x 20) + (BLB x BLH) x 5    = kg
10 (BLB x BLH x 25) + (BLB x BLH) x 4.6 = kg
12 (BLB x BLH x 30) + (BLB x BLH) x 4    = kg
14 (BLB x BLH x 35) + (BLB x BLH) x 3.4 = kg
16 (BLB x BLH x 40) + (BLB x BLH) x 3    = kg

sash width

sash height



50SK-4012112 2017

WING 50 SK 
Assembly options

Top-hung projecting window with handle operation, one-piece sash
Fitting list friction hinges and lockings
WING 50 SK-S

■ Technical information
 –  Profile no. 205000:

external sash dimension (ESD) =
outer frame width (OFW) – 44 mm.

 –  Profile no. 205100:
external sash dimension (ESD) =
outer frame width (OFW) – 58 mm.

 –  BLB = outer frame width.
 – BLH = outer frame height.

■ Handles
Article No. PU/window
Gear unit for handle 290125 1 pc(s)

Window handle
see 

product 
range

1 pc(s)

alternative: 
Handle with gear 294070 1 pc(s)

■ Sets of friction stay

■ Lockings

Article No.

Sash height 
mm

Max. 
sash 

weight
kg

Max. 
opening 

anglemin. max.

Set of friction stay SK3 290063 800 1100 65 50°
Set of friction stay SK4 290064 600 1100 100 30°
Set of friction stay SK5 290065 1100 1350 100 45°
PU/window 1 set

Article No. PU/window Field
Locking set 0 290100 1 set A
Locking set 1 290101 1 set B
Locking set 1 290101 1 set

C
Top lock 290124 1 pc(s)
Locking set 1 290101 1 set

D
Top lock 290124 2 pc(s)
Espagnolette 225505 6 m

■ Calculation of the sash weights
Total 
infill 

thick-
ness
mm

Calculation formula Sash 
weight

8 (BLB x BLH x 20) + (BLB x BLH) x 5    = kg
10 (BLB x BLH x 25) + (BLB x BLH) x 4.6 = kg
12 (BLB x BLH x 30) + (BLB x BLH) x 4    = kg
14 (BLB x BLH x 35) + (BLB x BLH) x 3.4 = kg
16 (BLB x BLH x 40) + (BLB x BLH) x 3    = kg

sash width

sash height
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Top-hung projecting window with motor drive, two-piece sash
Fitting list friction hinges and lockings

WING 50 SK-R and SK-S

■ Technical information
 –  Profile no. 205000:

external sash dimension (ESD) =
outer frame width (OFW) – 44 mm.

 –  Profile no. 205100:
external sash dimension (ESD) =
outer frame width (OFW) – 58 mm.

 –  BLB = outer frame width.
 – BLH = outer frame height.
 –  Maximum lift of the motor for chosen

window size see drawing 50SK-4016.

■ Sets of friction stay

■ Lockings

Article No.

Sash height 
mm

Max. 
sash 

weight
kg

Max. 
opening 

anglemin. max.

Set of friction stay SK3 290063 800 1100 65 50°
Set of friction stay SK4 290064 600 1100 100 30°
Set of friction stay SK5 290065 1100 1500 100 45°
Set of friction stay SK6 290066 1500 2000 100 20°
Set of friction stay SK7 290067 2000 2700 180 20°
PU/window 1 set

Article No. PU/window Field
Single motor, top locks 290124 2 pc(s) A
Tandem motor, top locks 290124 3 pc(s) B
Tridem motor, top locks 290124 4 pc(s) C
Single motor, locking motor, 
locking set 4 290104 1 set

D
Stop bents 291038 1 set
Tandem motor, locking motor, 
locking set 4 290104 1 set

ETop lock 290124 1 pc(s)
Stop bents 291038 1 set
Tridem motor, locking motor, 
locking set 4 290104 1 set

FTop lock 290124 2 pc(s)
Stop bents 291038 1 set
Single motor, locking motor, 
locking set 7 290107 1 set

G
Stop bents 291038 1 set
Espagnolette 225505 6 m

■ Calculation of the sash weights
Total 
infill 

thick-
ness
mm

Calculation formula Sash 
weight

8 (BLB x BLH x 20) + (BLB x BLH) x 5    = kg
10 (BLB x BLH x 25) + (BLB x BLH) x 4.6 = kg
12 (BLB x BLH x 30) + (BLB x BLH) x 4    = kg
14 (BLB x BLH x 35) + (BLB x BLH) x 3.4 = kg
16 (BLB x BLH x 40) + (BLB x BLH) x 3    = kg

sash width

sash height
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WING 50 SK 
Assembly options

Top-hung projecting window with motor drive, one-piece sash
Fitting list friction hinges and lockings
WING 50 SK-S

■ Technical information
 –  Profile no. 205000:

external sash dimension (ESD) =
outer frame width (OFW) – 44 mm.

 –  Profile no. 205100:
external sash dimension (ESD) =
outer frame width (OFW) – 58 mm.

 –  BLB = outer frame width.
 – BLH = outer frame height.

■ Maximum lift of the motor

Article no.
Max. 

opening 
angle

Sash 
height

mm

max. lift
mm

Set of friction stay SK3 290063 50°

800 600
900 680
1000 765
1100 855

Set of friction stay SK4 290064 30°

600 290
700 340
800 390
900 440
1000 490
1100 550

Set of friction stay SK5 290065 45°

1100 770
1200 845
1300 920
1400 995
1500 1070

Set of friction stay SK6 290066 20°

1500 510
1600 545
1700 580
1800 615
1900 650
2000 685

Set of friction stay SK7 290067 20°

2000 685
2100 720
2200 755
2300 790
2400 825
2500 860
2600 895
2700 930

■ Sets of friction stay

■ Lockings

Article no.

Sash height 
mm

Max. 
sash 

weight
kg

Max. 
opening 

anglemin. max.

Set of friction stay SK3 290063 800 1100 65 50°
Set of friction stay SK4 290064 600 1100 100 30°
Set of friction stay SK5 290065 1100 1350 100 45°
PU/window 1 set

Article no. PU/window Field
Single motor, top locks 290124 2 pc(s) A
Single motor, top locks 290124 3 pc(s) B
Tandem motor, top locks 290124 4 pc(s) C

■ Calculation of the sash weights
Total 
infill 

thick-
ness
mm

Calculation formula Sash 
weight

8 (BLB x BLH x 20) + (BLB x BLH) x 5    = kg
10 (BLB x BLH x 25) + (BLB x BLH) x 4.6 = kg
12 (BLB x BLH x 30) + (BLB x BLH) x 4    = kg
14 (BLB x BLH x 35) + (BLB x BLH) x 3.4 = kg
16 (BLB x BLH x 40) + (BLB x BLH) x 3    = kg

sash width

sash height
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Determination for glass and seal frame
Standard insulating glass with two-piece sash

WING 50 SK-R

■ Technical information
 –  The delivery of the medial gasket frame

is carried out with oversize.
 – W1 = glass order dimension.
 – W2 = medial gasket frame order dimension.
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WING 50 SK 
Assembly options

Determination for glass and seal frame
Step glazing with two-piece sash
WING 50 SK-S

■ Technical information
 –  The delivery of the medial gasket frame

is carried out with oversize.
 – W1 = glass order dimension.
 – W2 = medial gasket frame order dimension.
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Determination for glass and seal frame
Step glazing with one-piece sash

WING 50 SK-S

■ Technical information
 –  The delivery of the medial gasket frame

is carried out with oversize.
 – W1 = glass order dimension.
 – W2 = medial gasket frame order dimension.
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WING 50 SK 
Assembly options

Overview and installation of the gaskets
Standard insulating glass with two-part sash
WING 50 SK-R

No. Article PU

220205 Gasket for pressure profile 2 100 m

220214 Interior and exterior stop gasket 200 m

220065 Rope diameter 3 200 m

220226.R Corner vulcanised medial gasket 1 pc(s)

220226.RT Corner vulcanised medial gasket 1 pc(s)

220190 Cover gasket 100 m

■ Overview gaskets
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Overview and installation of the gaskets
Step glazing with two-part sash and exterior pane 6 mm

WING 50 SK-S

No. Article PU

227085 Glazing shim 8/2/100 10 pc(s)

220214 Interior and exterior stop gasket 200 m

220065 Rope diameter 3 200 m

220226.R Corner vulcanised medial gasket 1 pc(s)

220226.RT Corner vulcanised medial gasket 1 pc(s)

220190 Cover gasket 100 m

■ Technical information
 – W3 = silicone.

■ Overview gaskets
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WING 50 SK 
Assembly options

Overview and installation of the gaskets
Step glazing with two-part sash and exterior pane 8 mm
WING 50 SK-S

No. Article PU

227090 Glazing shim 10/2/100 10 pc(s)

220214 Interior and exterior stop gasket 200 m

220065 Rope diameter 3 200 m

220226.R Corner vulcanised medial gasket 1 pc(s)

220226.RT Corner vulcanised medial gasket 1 pc(s)

220190 Cover gasket 100 m

■ Technical information
 – W3 = silicone.

■ Overview gaskets
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Overview and installation of the gaskets
Step glazing with one-part sash and exterior pane 6 mm

WING 50 SK-S

No. Article PU

225003 Glass carrier 100 pc(s)

220214 Interior and exterior stop gasket 200 m

220339 Stop gasket 7 200 m

220209 Pressure profile gasket 2/12 100 m

227080 Glazing shim 5/2/100 10 pc(s)

220226.R Corner vulcanised medial gasket 1 pc(s)

220226.RT Corner vulcanised medial gasket 1 pc(s)

■ Overview gaskets
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WING 50 SK 
Assembly options

Overview and installation of the gaskets
Step glazing with one-part sash and exterior pane 8 mm
WING 50 SK-S

No. Article PU

225003 Glass carrier 100 pc(s)

220214 Stop gasket 7 200 m

220339 Interior and exterior stop gasket 200 m

220209 Pressure profile gasket 2/12 100 m

227085 Glazing shim 8/2/100 10 pc(s)

220226.R Corner vulcanised medial gasket 1 pc(s)

220226.RT Corner vulcanised medial gasket 1 pc(s)

■ Overview gaskets
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List
Exterior glazing gasket

Two-piece sash in WING 50 SK-R

■ Technical information
 –  If the outer frame profile art. no. 204020 is 

used, then cranked window handles must be 
used (see product range). A check must be 
made first to ensure that the handles can be 
mounted. Handles with rotating covers cannot 
be retrofitted.

Sash frame
no.

Infill 
thickness

mm

Gap
dimension

mm
No.

204000

24
25
26
27
28
29
30

10
9
8
7
6
5
4

220130
220130
220120
220120
220110
220110
220100

204010

31
32
33
34
35
36

9
8
7
6
5
4

220130
220120
220120
220110
220110
220100

204020

40
41
42
43
44
45
46

10
9
8
7
6
5
4

220130
220130
220120
220120
220110
220110
220100

■ Gasket selection

no. 220100 no. 220110 no. 220120 no. 220130
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WING 50 SK 
Assembly options

List
Exterior glazing gasket
Two-piece sash in WING 50 SK-S

■ Technical information
 –  If the outer frame profile art. no. 204020 is 

used, then cranked window handles must be 
used (see product range). A check must be 
made first to ensure that the handles can be 
mounted. Handles with rotating covers cannot 
be retrofitted.

Sash frame
no.

Infill thickness mm
with exterior pane

Gap 
dimension

mm
No.

6 mm 8 mm

204000

24
25
26
27
28
29
30

26
27
28
29
30
31
32

10
9
8
7
6
5
4

220130
220130
220120
220120
220110
220110
220100

204010

31
32
33
34
35
36

33
34
35
36
37
38

9
8
7
6
5
4

220130
220120
220120
220110
220110
220100

204020

40
41
42
43
44
45
46

42
43
44
45
46
47
48

10
9
8
7
6
5
4

220130
220130
220120
220120
220110
220110
220100

■ Gasket selection

no. 220100 no. 220110 no. 220120 no. 220130
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List
Interior glazing gasket

One-piece sash in WING 50 SK-S

■ Technical information
 –  W4 = gap dimension.

Infill thickness mm
with exterior pane

Gap 
dimension

mm
No.

6 mm 8 mm

27
28
29
30
31
32
33
34
35
36
37

29
30
31
32
33
34
35
36
37
38
39

14
13
12
11
10
9
8
7
6
5
4

220325
220350
220324
220349
220323
220348
220322
220347
220321
220346
220320

■ Gasket selection

no. 220322 no. 220347 no. 220321 no. 220346

no. 220125 no. 220350 no. 220124 no. 220349 no. 220348no. 220123

no. 220320
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WING 50 SK 
Assembly options

List
Compensation of the infi ll thickness curtain wall
Standard insulating glass

Infill
thickness

mm

Gasket
no.

Height
mm

Compensation 
profile

no.

Height
mm

28
30
31
32
33
34
35
36
37
38

–
227010
227032
227015
227032
227020
227032
227025
227032
227030

  –
  2
  3
  4
  5
  6
  7
  8
  9
10

–
–
–
–
–
–
–
–
–
–

–
–
–
–
–
–
–
–
–
–

40
41
42
43
44
45
46
47
48

227010
227032
227015
227032
227020
227032
227025
227032
227030

  2
  3
  4
  5
  6
  7
  8
  9
10

227006
227006
227006
227006
227006
227006
227006
227006
227006

10
10
10
10
10
10
10
10
10

■ Selection compensation profi le
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Outer frame/sash profiles
In addition with 

corner connections
via knocking

No. Article

Corner angle
set

punch- and
nailable

demand:
1 PU/4 pc(s) 

Corner angle
set

only nailable

demand:
1 PU/4 pc(s)

alternative:
Corner angle set

only punchable
demand:

1 PU/4 pc(s)

Aluminium nail
1 PU = 100 pc(s)

demand:
8 pc(s)

205000 Outer frame 35/72
223075 – 223076 5 x 10 mm

no. 230000– 223085 –

205100 Outer frame 45/82/6 223077 – 223078 5 x 10 mm
no. 230000

204000
204010

Interior sash profile 12/55
Interior sash profile 12/49

223071 – – 5 x 8 mm
no. 230025

– 223080 – 5 x 10 mm
no. 230000223090 – –

204020 Interior sash profile 12/39

223074 – – 5 x 8 mm
no. 230025

– 223080 – 5 x 10 mm
no. 230000223090 – –

No. Article Application Quantity

230070 Special countersunk screw 
St 4.8 x 19 Screwing sash profiles dependent on sash size

(distance ≤ 400 mm)

List
Corner angle
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WING 50 SK 
Assembly options

List
Corner angle two-piece sash

Outer frame/sash profiles
In addition with 

corner connections
via knocking

No. Article

Corner angle
set

punch- and
nailable

demand:
1 PU/4 pc(s) 

Corner angle
set

only nailable

demand:
1 PU/4 pc(s)

alternative:
Corner angle set

only punchable

demand:
1 PU/4 pc(s)

Aluminium nail
1 PU = 100 pc(s)

demand:
8 pc(s)

205000 Outer frame 35/72
223075 – 223076 5 x 10 mm

no. 230000– 223085 –

204000
204010

Interior sash profile 12/55
Interior sash profile 12/49

223071 – – 5 x 8 mm
no. 230025

– 223080 – 5 x 10 mm
no. 230000

204020 Interior sash profile 12/39
223074 – – 5 x 8 mm

no. 230025

– 223080 – 5 x 10 mm
no. 230000

No. Article Application Quantity

230070 Special countersunk screw 
St 4.8 x 19 Screwing sash profiles dependent on sash size

(distance ≤ 400 mm)

230075 Special countersunk screw 
St 3.9 x 13 Screwing glazing beads dependent on sash size

(distance ≤ 250 mm)
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List
Corner angle two-piece sash with 3M agglutination

Outer frame/sash profiles
In addition with 

corner connections
via knocking

No. Article

Corner angle
set

punch- and
nailable

demand:
1 PU/4 pc(s) 

Corner angle
set

only nailable

demand:
1 PU/4 pc(s)

alternative:
Corner angle set

only punchable

demand:
1 PU/4 pc(s)

Aluminium nail
1 PU = 100 pc(s)

demand:
8 pc(s)

205000 Outer frame 35/72
223075 – 223076 5 x 10 mm

no. 230000– 223085 –

204000
204010

Interior sash profile 12/55
Interior sash profile 12/49

223071 – – 5 x 8 mm
no. 230025

– 223082 – 5 x 10 mm
no. 230000

204020 Interior sash profile 12/39
223074 – – 5 x 8 mm

no. 230025

– 223082 – 5 x 10 mm
no. 230000

No. Article Application Quantity

230070 Special countersunk screw 
St 4.8 x 19 Screwing sash profiles dependent on sash size

(distance ≤ 400 mm)

230075 Special countersunk screw 
St 3.9 x 13 Screwing glazing beads dependent on sash size

(distance ≤ 250 mm)
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WING 50 SK 
Assembly options

List
Corner angle one-piece sash

Outer frame/sash profiles
In addition with 

corner connections
via knocking

No. Article

Corner angle
set

punch- and
nailable

demand:
1 PU/4 pc(s) 

Corner angle
set

only nailable

demand:
1 PU/4 pc(s)

alternative:
Corner angle set

only punchable

demand:
1 PU/4 pc(s)

Aluminium nail
1 PU = 100 pc(s)

demand:
8 pc(s)

205000 Outer frame 35/72
223075 – 223076 5 x 10 mm

no. 230000– 223085 –

204050 Sash profile 12/49
223072 – – 5 x 8 mm

no. 230025

223081 – – 3 x 10 mm
no. 230601

No. Article Application Quantity

904613 Flat fillister head screw 
St 4.8 x 13 Screwing glazing beads dependent on sash size

(distance ≤ 250 mm)
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■ Technical information
 –  The glazing is to be carried out at the lying 

frame of the exterior sash profile before
screwing the sash profiles.

 –  According to the calculation of the glass 
dimension there is a rebate space of 5 mm.

 –  T = bearing block, D = spacer block.

Two-piece sash
Shimming

WING 50 SK-R



50SK-1802132 2017

WING 50 SK 
Assembly options

■ Technical information
 –  The glazing is to be carried out at the lying 

frame of the exterior sash profile before
screwing the sash profiles.

 –  According to the calculation of the glass 
dimension there is a rebate space of 5 mm.

 –  T = bearing block, D = spacer block.
 –  The agglutination guideline for step insulating 

glass has stringently to be respected!

Two-piece sash
Shimming
WING 50 SK-S

Glazing profile
no.

Exterior glass 
thickness

mm

Glazing shim
no.

218082
218092

6
8

227085
227090
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■ Technical information
 –  The glazing is to be carried out at the lying 

frame of the exterior sash profile before
screwing the sash profiles.

 –  According to the calculation of the glass 
dimension there is a rebate space of 5 mm.

 –  T = bearing block, D = spacer block.
 –  The agglutination guideline for step insulating 

glass has stringently to be respected!
 –  Cutting out of the sealing flags in the area

of the glass carriers.

Glazing profile
no.

Exterior glass 
thickness

mm

Glazing shim
no.

218084
218094

6
8

227080
227085

One-piece sash
Shimming

WING 50 SK-S
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WING 50 SK 
Assembly options

■ Technical information
 –  From a sash width or height of 1500 mm

the glass pane must additionally be glued in 
accordance with the processing drawing 
V50SK-4010.

 –  Adhesion irrespective of the window size in
the region of the force transfer point of the
motor or the window handlees.

Agglutination glass pane

Assembly of drive
and agglutination
with single drive

Assembly of drive units 
and agglutination with 
tandem drive

Assembly of drive units 
and agglutination with 
tridem drive

Fill string

Cleaning of the adherend with a suitable 
cleanser, and primering with a suitable primer
(e.g. with Dow Corning 1200-OS)

Agglutination with an edge seal compatibel 
2 component silicon adhesive sealant!
(e.g. with Dow Corning 993 Structural Glazing 
Sealant, to phase with glass manufacturer)
Obeserve the curing time!
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■ Technical information
 –  Arrange the fixation of the integration outer 

frame at the force application point of the 
motor garuanteeing compression and tensile 
strength.

Assembling chain drives

bracket set for EM drive
no. 880311

bracket set for KA drive
no. 892001



50SK-1900136 2017

WING 50 SK 
Assembly options

■ Technical information
 –  Screwing into the curtain wall with

pan head tapping screw ST 5.5 DIN 7981.
 –  In combination with flat pressure profile

no. 013300/013310 screwing with countersunk 
head screw.

 – EBS = Infill thickness.

List
Assembling into curtain wall
Fastening angles

Infill 
thick-
ness
mm

THERM+ A-I, H-I, S-I THERM+ A-V, H-V

Screw
Length / No.

Synthetic compensation block*
for system width Screw

Length / No.

Synthetic compensation block*
for system width

50 / 56 mm 76 mm 50 / 56 mm 76 mm

➀ ➁ ➀ ➁
28 32 mm 012110 19 x 10 mm 28 x 10 mm 32 mm 012110 19 x 13 mm 28 x 13 mm
30 32 mm 012110 19 x 12 mm 28 x 12 mm 32 mm 012110 19 x 15 mm 28 x 15 mm
32 38 mm 012112 19 x 14 mm 28 x 14 mm 32 mm 012112 19 x 17 mm 28 x 17 mm
34 38 mm 012112 19 x 16 mm 28 x 16 mm 38 mm 012112 19 x 19 mm 28 x 19 mm
36 38 mm 012112 19 x 18 mm 28 x 18 mm 38 mm 012112 19 x 21 mm 28 x 21 mm
38 38 mm 012112 19 x 20 mm 28 x 20 mm 38 mm 012112 19 x 23 mm 28 x 23 mm
40 45 mm 012115 19 x 22 mm 28 x 22 mm 38 mm 012115 19 x 25 mm 28 x 25 mm
42 45 mm 012115 19 x 24 mm 28 x 24 mm 45 mm 012115 19 x 27 mm 28 x 27 mm
44 45 mm 012115 19 x 26 mm 28 x 26 mm 45 mm 012115 19 x 29 mm 28 x 29 mm
46 50 mm 012117 19 x 28 mm 28 x 28 mm 50 mm 012117 19 x 31 mm 28 x 31 mm
48 50 mm 012117 19 x 30 mm 28 x 30 mm 50 mm 012117 19 x 33 mm 28 x 33 mm
50 55 mm 012119 19 x 32 mm 28 x 32 mm 50 mm 012119 19 x 35 mm 28 x 35 mm
52 55 mm 012119 19 x 34 mm 28 x 34 mm 55 mm 012119 19 x 37 mm 28 x 37 mm

*self-fabrication

■ Screw length and size compensation block

Gap sizes x and y

System 
width x y

Width 
structural 

profile
50 20 11 50
56 11 10 60
76 9 8 80

In
fil

l 
th

ic
kn

es
s

Selection assembly angles

No. Article Width of curtain 
wall

224540 Assembly angle 50 50 mm
224545 Assembly angle 56 56 mm
224550 Assembly angle 76 76 mm
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■ Technical information
 –  The setting block is to be placed as far as 

possible into the corner and adapted to the 
drainage! In addition it must be matched to
the facade.

 –  The max. gap of the diagonal is 1 mm.
 –  W15 = outer frame width (OFW).

List
Assembling into curtain wall

Positioning and quantity of the fastening angles

Quantity of the 
assembly angles

OFW Quantity

≤ 600 mm 1 angle
in centre

≤ 1200 mm 2 angles

> 1200 mm additional 
angles

a ≤ 600 mm

assembly angle

glass carrier

curtain wall grid

Interior view

lower edge
outer frame

O
FW

 (o
ut

er
 fr

am
e 

w
id

th
)

OFW (outer frame width)



50A-4014138 2017

WING 50 A 
Assembly options

Top-hung/TI-ON window with motor drive, two-piece sash
Selection motor and lockings
WING 50 A-S and A-R

■ Calculation of the sash weights
Total 
infill 

thick-
ness
mm

Calculation formula Sash 
weight

8 (BLB x BLH x 20) + (BLB x BLH) x 5    = kg
10 (BLB x BLH x 25) + (BLB x BLH) x 4.6 = kg
12 (BLB x BLH x 30) + (BLB x BLH) x 4    = kg
14 (BLB x BLH x 35) + (BLB x BLH) x 3.4 = kg
16 (BLB x BLH x 40) + (BLB x BLH) x 3    = kg

BLB = outer frame width; BLH = outer frame height

■ Technical information
 –  Possible drives: chain drive, rack drive,

folding arm drive.
 –  The engine power has to be adapted to the installation 

situation of the window and the type of application 
(ventilation or NRWG)!

 –  The following diagram refers to ventilation drives.
In case of NRWG requirement ask separately.

 – Opening angle max. 60°, sash weight max. 150 kg.
 –  Type TI-ON – For single motors a restrictor stay  

is stringently needed.
If using at least two motors, check with the motor 
manufacturer whether a restrictor stay is required. 
Use of restrictor stays, see German professional 
association regulation 232.

50 A-S 50 A-R
Sash dimension > 800 mm OFW - 76.8 mm OFW - 57.6 mm
Sash dimension ≤ 800 mm OFW - 77.8 mm OFW - 58.6 mm

■ Turn hinges
Article No. Window system
Turn hinge 50 A-R 294142 50 A-R
Turn hinge 50 A-S 6/2 294143 50 A-S, exterior pane 6 mm, two-pc. sash
Turn hinge 50 A-S 8/2 294145 50 A-S, exterior pane 8 mm, two-pc. sash
PU/window 1 piece

■ Lockings
Article No. PU/window
Centre lock 290121 1 set
Corner lock 290122 1 set
End lock 290123 1 set
Espagnolette 225505 6 m
Stop bents
(locking with
corner lock)

291038 1 set

■ Motor and lockings
Field Article

A Single motor, (type top-hung with friction stay)
B Tandem motor
C Tridem motor

D Single motor, locking motor, corner lock no. 290122, 
end lock no. 290123, stop bents no. 291038

E Tandem motor, locking motor, corner lock no. 290122, 
end lock no. 290123, stop bents no. 291038

■  Calculation of the sash cutting sizes FH/FB
(if ≤ 800 mm only in opening direction)

sash height

sash width

en
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 ≥
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 ≥
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)

2 hinges 5 hinges4 hinges3 hinges
max. sash weight 60 kg max. sash weight 

90 kg
max. sash weight 

120 kg
max. sash 

weight 
60 kg
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Assembly options
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Top-hung/TI-ON window with motor drive, one-piece sash
Selection motor and hinges

WING 50 A-S

■ Calculation of the sash weights
Total 
infill 

thick-
ness
mm

Calculation formula Sash 
weight

8 (BLB x BLH x 20) + (BLB x BLH) x 5    = kg
10 (BLB x BLH x 25) + (BLB x BLH) x 4.6 = kg
12 (BLB x BLH x 30) + (BLB x BLH) x 4    = kg
14 (BLB x BLH x 35) + (BLB x BLH) x 3.4 = kg
16 (BLB x BLH x 40) + (BLB x BLH) x 3    = kg

BLB = outer frame width; BLH = outer frame height

■ Technical information
 –  Possible drives: chain drive, rack drive,

folding arm drive.
 –  The engine power has to be adapted to the installation 

situation of the window and the type of application 
(ventilation or NRWG)!

 –  The following diagram refers to ventilation drives.
In case of NRWG requirement ask separately.

 – Opening angle max. 60°, sash weight max. 120 kg.
 –  Type TI-ON – For single motors a restrictor stay  

is stringently needed.
If using at least two motors, check with the motor 
manufacturer whether a restrictor stay is required. 
Use of restrictor stays, see German professional 
association regulation 232.

■ Turn hinges
Article No. Window system
Turn hinge 50 A-S 6/1 294144 50 A-S, exterior pane 6 mm, one-pc. sash
Turn hinge 50 A-S 8/1 294146 50 A-S, exterior pane 8 mm, one-pc. sash
PU/window 1 piece

■ Motor
Field Article

A Single motor
B Tandem motor

■  Calculation of the sash cutting sizes FH / FB
(if ≤ 800 mm only in opening direction)

Sash dimension > 800 mm OFW - 80.8 mm
Sash dimension ≤ 800 mm OFW - 81.8 mm

sash height

sash width

en
gi

ne
 p

ow
er

 ≥
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50
 N

m
ax

. l
ift
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m
 (a
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0°
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2 hinges 3 hinges
max. sash weight 

60 kg
max. sash 

weight 
90 kg
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WING 50 A 
Assembly options

TU-ON window with handle operation, two-piece sash
Selection lockings and hinges
WING 50 A-S and A-R

■ Calculation of the sash weights
Total 
infill 

thick-
ness
mm

Calculation formula Sash 
weight

8 (BLB x BLH x 20) + (BLB x BLH) x 5    = kg
10 (BLB x BLH x 25) + (BLB x BLH) x 4.6 = kg
12 (BLB x BLH x 30) + (BLB x BLH) x 4    = kg
14 (BLB x BLH x 35) + (BLB x BLH) x 3.4 = kg
16 (BLB x BLH x 40) + (BLB x BLH) x 3    = kg

BLB = outer frame width; BLH = outer frame height

■ Technical information
 –  For a sash width of 350 to 450 mm

an opening restrictor cannot be applied.
 –  Fitting list also see Processing.

■ Turn hinges
Article No. Window system
Turn hinge 50 A-R 294142 50 A-R
Turn hinge 50 A-S 6/2 294143 50 A-S, exterior pane 6 mm, two-pc. sash
Turn hinge 50 A-S 8/2 294145 50 A-S, exterior pane 8 mm, two-pc. sash
PU/window 1 piece

■ Lockings
Article No. PU/window
Centre lock 290121 1 set
Corner lock 290122 1 set
End lock 290123 1 set
Espagnolette 225505 6 m
Stop bents
(locking with 
corner lock)

291038 1 set

Stop bents and 
retainer keys
(locking without
corner lock)

291039 1 set

■ Lockings
Field Article

A End lock no. 290123, stop bents and 
retainer keys no. 291039

B Centre lock no. 290121,end lock no. 290123, 
stop bents and retainer keys no. 291039

C Corner lock no. 290122, end lock no. 290123, 
stop bents no. 291038

D Centre lock no. 290121, corner lock no. 290122, 
end lock no. 290123, stop bents no. 291038

■ Handles
Article No. PU/window
Gear unit for handle 290125 1 pc(s)

Window handle
see 

product 
range

1 pc(s)

alternative: Handle with gear 290070 1 pc(s)

■ Accessories
Article No. PU/window
Opening restrictor
(until 1300 mm height 1 pc(s),
1301 to 2400 mm height 2 pc(s))

291050 1 pc(s)

■  Calculation of the sash cutting sizes FH / FB
(if ≤ 800 mm only in opening direction)

50 A-S 50 A-R
Sash dimension > 800 mm OFW - 76.8 mm OFW - 57.6 mm
Sash dimension ≤ 800 mm OFW - 77.8 mm OFW - 58.6 mm

sash height

sash width
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TU-ON window with motor drive, two-piece sash
Selection motor, lockings and hinges

WING 50 A-S and A-R

■ Calculation of the sash weights
Total 
infill 

thick-
ness
mm

Calculation formula Sash 
weight

8 (BLB x BLH x 20) + (BLB x BLH) x 5    = kg
10 (BLB x BLH x 25) + (BLB x BLH) x 4.6 = kg
12 (BLB x BLH x 30) + (BLB x BLH) x 4    = kg
14 (BLB x BLH x 35) + (BLB x BLH) x 3.4 = kg
16 (BLB x BLH x 40) + (BLB x BLH) x 3    = kg

BLB = outer frame width; BLH = outer frame height

■ Turn hinges
Article No. Window system
Turn hinge 50 A-R 294142 50 A-R
Turn hinge 50 A-S 6/2 294143 50 A-S, exterior pane 6 mm, two-pc. sash
Turn hinge 50 A-S 8/2 294145 50 A-S, exterior pane 8 mm, two-pc. sash
PU/window 1 piece

■ Lockings
Article No. PU/window
Corner lock 290122 1 set
End lock 290123 1 set
Espagnolette 225505 6 m
Stop bents
(locking with
corner lock)

291038 1 set

Stop bents 
and retainer keys
(locking without
corner lock)

291039 1 set

■ Motor and lockings
Field Article

A Single motor, stop bents and retainer keys no. 291039

B Single motor, locking motor, end lock no. 290123, 
stop bents and retainer keys no. 291039

C Tandem motor, locking motor, end lock no. 290123, 
stop bents and retainer keys no. 291039

D Single motor, locking motor, corner lock no. 290122, 
end lock no. 290123, stop bents no. 291038

E Tandem motor, locking motor, corner lock no. 290122, 
end lock no. 290123, stop bents no. 291038

■  Calculation of the sash cutting sizes FH / FB
(if ≤ 800 mm only in opening direction)

50 A-S 50 A-R
Sash dimension > 800 mm OFW - 76.8 mm OFW - 57.6 mm
Sash dimension ≤ 800 mm OFW - 77.8 mm OFW - 58.6 mm

sash height

sash width
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max. lift in mm (at opening angle 60°)
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WING 50 A 
Assembly options

Determination for glass and seal frame
Standard insulating glass
WING 50 A-R

■ Technical information
 –  The delivery of the medial gasket frame

is carried out with oversize.
 – W1 = glass order dimension.
 – W2 = medial gasket frame order dimension.
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Determination for glass and seal frame
Step glazing with two-part sash

WING 50 A-S

■ Technical information
 –  The delivery of the medial gasket frame

is carried out with oversize.
 – W1 = glass order dimension.
 – W2 = medial gasket frame order dimension.
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WING 50 A 
Assembly options

Determination for glass and seal frame
Step glazing with one-part sash
WING 50 A-S

■ Technical information
 –  The delivery of the medial gasket frame

is carried out with oversize.
 – W1 = glass order dimension.
 – W2 = medial gasket frame order dimension.
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Overview and installation of the gaskets
Standard insulating glass with two-part sash

WING 50 A-R

No. Article PU

220205 Gasket for pressure profile 2 100 m

220214 Interior and exterior stop gasket 200 m

220065 Rope diameter 3 200 m

220226.R Corner vulcanised medial gasket 1 pc(s)

220226.RT Corner vulcanised medial gasket 1 pc(s)

220190 Cover gasket 100 m

■ Overview gaskets
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WING 50 A 
Assembly options

Overview and installation of the gaskets
Step glazing with two-part sash and exterior pane 6 mm
WING 50 A-S

No. Article PU

227085 Glazing shim 8/2/100 10 pc(s)

220214 Interior and exterior stop gasket 200 m

220065 Rope diameter 3 200 m

220226.R Corner vulcanised medial gasket 1 pc(s)

220226.RT Corner vulcanised medial gasket 1 pc(s)

220190 Cover gasket 100 m

■ Technical information
 – W3 = silicone black.

■ Overview gaskets
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Overview and installation of the gaskets
Step glazing with two-part sash and exterior pane 8 mm

WING 50 A-S

No. Article PU

227090 Glazing shim 10/2/100 10 pc(s)

220214 Interior and exterior stop gasket 200 m

220065 Rope diameter 3 200 m

220226.R Corner vulcanised medial gasket 1 pc(s)

220226.RT Corner vulcanised medial gasket 1 pc(s)

220190 Cover gasket 100 m

■ Technical information
 – W3 = silicone black.

■ Overview gaskets
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WING 50 A 
Assembly options

Overview and installation of the gaskets
Step glazing with one-part sash and exterior pane 6 mm
WING 50 A-S

No. Article PU

225003 Glass carrier 100 pc(s)

220214 Interior and exterior stop gasket 200 m

220339 Stop gasket 7 200 m

220209 Gasket for pressure profile 2/12 100 m

227080 Glazing shim 5/2/100 10 pc(s)

220226.R Corner vulcanised medial gasket 1 pc(s)

220226.RT Corner vulcanised medial gasket 1 pc(s)

■ Overview gaskets
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Overview and installation of the gaskets
Step glazing with one-part sash and exterior pane 8 mm

WING 50 A-S

No. Article PU

225003 Glass carrier 100 pc(s)

220214 Stop gasket 7 200 m

220339 Interior and exterior stop gasket 200 m

220209 Gasket for pressure profile 2/12 100 m

227085 Glazing shim 8/2/100 10 pc(s)

220226.R Corner vulcanised medial gasket 1 pc(s)

220226.RT Corner vulcanised medial gasket 1 pc(s)

■ Overview gaskets
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WING 50 A 
Assembly options

List
Exterior glazing gasket
Sash in WING 50 A-R

■ Technical information
 –   If the outer frame profile art. no. 204020 is 

used, then cranked window handles must be 
used. A check must be made first to ensure 
that the handles can be mounted. Handles with 
rotating covers cannot be retrofitted.

Sash frame
no.

Infill
thickness

mm

Gap
dimension

mm
No.

204000

24
25
26
27
28
29
30

10
9
8
7
6
5
4

220130
220130
220120
220120
220110
220110
220100

204010

31
32
33
34
35
36

9
8
7
6
5
4

220130
220120
220120
220110
220110
220100

204020

40
41
42
43
44
45
46

10
9
8
7
6
5
4

220130
220130
220120
220120
220110
220110
220100

■ Gasket selection

no. 220100 no. 220110 no. 220120 no. 220130
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List
Exterior glazing gasket

Sash in WING 50 A-S

■ Technical information
 – If the outer frame profile art. no. 204020 is 

used, then cranked window handles must be 
used. A check must be made first to ensure 
that the handles can be mounted. Handles with 
rotating covers cannot be retrofitted.

Sash frame
no.

Infill thickness mm
with exterior pane

Gap 
dimension

mm
No.

6 mm 8 mm

204000

24
25
26
27
28
29
30

26
27
28
29
30
31
32

10
9
8
7
6
5
4

220130
220130
220120
220120
220110
220110
220100

204010

31
32
33
34
35
36

33
34
35
36
37
38

9
8
7
6
5
4

220130
220120
220120
220110
220110
220100

204020

40
41
42
43
44
45
46

42
43
44
45
46
47
48

10
9
8
7
6
5
4

220130
220130
220120
220120
220110
220110
220100

■ Gasket selection

no. 220100 no. 220110 no. 220120 no. 220130
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WING 50 A 
Assembly options

List
Interior glazing gasket
One-piece sash in WING 50 A-S

■ Technical information
 –  W4 = Gap dimension.

Infill thickness mm
with exterior pane

Gap 
dimension

mm
No.

6 mm 8 mm

27
28
29
30
31
32
33
34
35
36
37

29
30
31
32
33
34
35
36
37
38
39

14
13
12
11
10
9
8
7
6
5
4

220325
220350
220324
220349
220323
220348
220322
220347
220321
220346
220320

■ Gasket selection

no. 220125 no. 220350 no. 220124 no. 220349 no. 220348no. 220123

no. 220320no. 220346no. 220321no. 220347no. 220322
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List
Compensation of the infi ll thickness curtain wall

Standard insulating glass

Infill 
thickness

mm

Gasket
no.

Height
mm

Compensation
no.

Height
mm

28
30
31
32
33
34
35
36
37
38

–
227010
227032
227015
227032
227020
227032
227025
227032
227030

  –
  2
  3
  4
  5
  6
  7
  8
  9
10

–
–
–
–
–
–
–
–
–
–

–
–
–
–
–
–
–
–
–
–

40
41
42
43
44
45
46
47
48

227010
227032
227015
227032
227020
227032
227025
227032
227030

  2
  3
  4
  5
  6
  7
  8
  9
10

227005
227005
227005
227005
227005
227005
227005
227005
227005

10
10
10
10
10
10
10
10
10

■ Selection compensation profi le



50A-3100154 2017

WING 50 A 
Assembly options

List
Corner angle

Outer frame/sash profiles
In addition with 

corner connections
via knocking

No. Article

Corner angle
set

punch- and
nailable

demand:
1 PU/4 pc(s) 

Corner angle
set

only nailable

demand:
1 PU/4 pc(s)

alternative:
Corner angle set

only punchable

demand:
1 PU/4 pc(s)

Aluminium nail
1 PU = 100 pc(s)

demand:
8 pc(s)

205100 Outer frame 45/82/6 223077 – 223078 5 x 10 mm
no. 230000

204000
204010

Interior sash profile 12/55
Interior sash profile 12/49

223071 – – 5 x 8 mm
no. 230025

– 223080 – 5 x 10 mm
no. 230000223090 – –

204020 Interior sash profile 12/39

223074 – – 5 x 8 mm
no. 230025

– 223080 – 5 x 10 mm
no. 230000223090 – –

No. Article Application Quantity

230070 Special countersunk screw 
St 4.8 x 19 Screwing sash profiles dependent on sash size

(distance ≤ 400 mm)
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List
Corner angle two-piece sash

Outer frame/sash profiles
In addition with 

corner connections
via knocking

No. Article

Corner angle
set

punch- and
nailable

demand:
1 PU/4 pc(s) 

Corner angle
set

only nailable

demand:
1 PU/4 pc(s)

alternative:
Corner angle set

only punchable

demand:
1 PU/4 pc(s)

Aluminium nail
1 PU = 100 pc(s)

demand:
8 pc(s)

205100 Outer frame 45/82/6 223077 – 223078 5 x 10 mm
no. 230000

204000
204010

Interior sash profile 12/55
Interior sash profile 12/49

223071 – – 5 x 8 mm
no. 230025

– 223080 – 5 x 10 mm
no. 230000

204020 Interior sash profile 12/39
223074 – – 5 x 8 mm

no. 230025

– 223080 – 5 x 10 mm
no. 230000

No. Article Application Quantity

902505 Countersunk screw
St 3.9 x 32 Screwing outer frame 4 pieces per window

230070 Special countersunk screw 
St 4.8 x 19 Screwing sash profiles dependent on sash size

(distance ≤ 400 mm)

230075 Special countersunk screw 
St 3.9 x 13 Screwing glazing beads dependent on sash size

(distance ≤ 250 mm)
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WING 50 A 
Assembly options

List
Corner angle two-piece sash for 3M agglutination

Outer frame/sash profiles
In addition with 

corner connections
via knocking

No. Article

Corner angle
set

punch- and
nailable

demand:
1 PU/4 pc(s) 

Corner angle
set

only nailable

demand:
1 PU/4 pc(s)

alternative:
Corner angle set

only punchable

demand:
1 PU/4 pc(s)

Aluminium nail
1 PU = 100 pc(s)

demand:
8 pc(s)

205100 Outer frame 45/82/6 223077 – 223078 5 x 10 mm
no. 230000

204000
204010

Interior sash profile 12/55
Interior sash profile 12/49

223071 – – 5 x 8 mm
no. 230025

– 223082 – 5 x 10 mm
no. 230000

204020 Interior sash profile 12/39
223074 – – 5 x 8 mm

no. 230025

– 223082 – 5 x 10 mm
no. 230000

No. Article Application Quantity

902505 Countersunk screw
St 3.9 x 32 Screwing outer frame 4 pieces per window

230070 Special countersunk screw 
St 4.8 x 19 Screwing sash profiles dependent on sash size

(distance ≤ 400 mm)

230075 Special countersunk screw 
St 3.9 x 13 Screwing glazing beads dependent on sash size

(distance ≤ 250 mm)
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List
Corner angle one-piece sash

Outer frame/sash profiles
In addition with 

corner connections
via knocking

No. Article

Corner angle
set

punch- and
nailable

demand:
1 PU/4 pc(s) 

Corner angle
set

only nailable

demand:
1 PU/4 pc(s)

alternative:
Corner angle set

only punchable

demand:
1 PU/4 pc(s)

Aluminium nail
1 PU = 100 pc(s)

demand:
8 pc(s)

205100 Outer frame 45/82/6 223077 – 223078 5 x 10 mm
no. 230000

204050 Sash profile 12/49
223072 – – 5 x 8 mm

no. 230025

223081 – – 3 x 10 mm
no. 230601

No. Article Application Quantity

902505 Countersunk screw
St 3.9 x 32 Screwing outer frame 4 pieces per window

904613 Flat fillister head screw
St 4.8 x 13 Screwing glazing beads dependent on sash size

(distance ≤ 250 mm)
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WING 50 A 
Assembly options

■ Technical information
 –  The glazing is to be carried out at the lying 

frame of the exterior sash profile before
screwing the sash profiles.

 –  According to the calculation of the glass 
dimension there is a rebate space of 5 mm.

 –  T = bearing block, D = spacer block.

Two-piece sash
Shimming
WING 50 A-R
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WING 50 A
Assembly options
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■ Technical information
 –  The glazing is to be carried out at the lying 

frame of the exterior sash profile before
screwing the sash profiles.

 –  According to the calculation of the glass 
dimension there is a rebate space of 5 mm.

 –  T = bearing block, D = spacer block.
 –  The agglutination guideline for step insulating 

glass has stringently to be respected!

Two-piece sash
Shimming

WING 50 A-S

Glazing profile
no.

Exterior 
glass 

thickness
mm

Glazing shim
no.

218082
218092

6
8

227085
227090
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WING 50 A 
Assembly options

■ Technical information
 –  The glazing is to be carried out at the lying 

frame of the exterior sash profile before
screwing the sash profiles.

 –  According to the calculation of the glass 
dimension there is a rebate space of 5 mm.

 –  T = bearing block, D = spacer block.
 –  The agglutination guideline for step insulating 

glass has stringently to be respected!

Glazing profile
no.

Exterior 
glass 

thickness
mm

Glazing shim
no.

218084
218094

6
8

227080
227085

One-piece sash
Shimming
WING 50 SK-S
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WING 50 A
Assembly options
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■ Technical information
 –  From a sash width or height of 1500 mm

the glass pane must additionally be glued in 
accordance with the processing drawing 
V50A-4010.

Agglutination glass pane

Assembly of drive
and agglutination
with single drive

Assembly of drive units 
and agglutination with 
tandem drive

Assembly of drive units 
and agglutination with 
tridem drive

Fill string

Cleaning of the adherend with a suitable 
cleanser,and primering with a suitable primer
(e.g. with Dow Corning 1200-OS)

Agglutination with an edge seal compatibel 
2 component silicon adhesive sealant!
(e.g. with Dow Corning 993 Structural Glazing 
Sealant, to phase with glass manufacturer)
Obeserve the curing time!
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WING 50 A 
Assembly options

■ Technical information
 –  Arrange the fixation of the integration outer 

frame at the force application point of the 
motor garuanteeing compression and tensile 
strength.

Assembling chain drives

bracket set for EM drive
no. 880311

bracket set for KA drive
no. 892001
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WING 50 A
Assembly options
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■ Technical information
 –  Screwing into the curtain wall with

pan head tapping screw no. 012107.
 –  Screwing into the window with

pan head tapping screw St 3.9 x 13.

List
Assembling into curtain wall

Fastening angles

Infill 
thick-
ness
mm

THERM+ A-I, H-I, S-I THERM+ A-V, H-V
L angle profile length 50 mm

for system width
L angle profile length 50 mm

for system width
50 mm 56 mm 76 mm 50 mm 56 mm 76 mm

➀ ➀
28 15 x 20 x 2.5 15 x 25 x 2.5 15 x 30 x 2.5 15 x 20 x 2.5 15 x 25 x 2.5 15 x 30 x 2.5
30 18 x 20 x 2.5 18 x 25 x 2.5 18 x 30 x 2.5 18 x 20 x 2.5 18 x 25 x 2.5 18 x 30 x 2.5
32 20 x 20 x 2.5 20 x 25 x 2.5 20 x 30 x 2.5 18 x 20 x 2.5 18 x 25 x 2.5 18 x 30 x 2.5
34 20 x 20 x 2.5 20 x 25 x 2.5 20 x 30 x 2.5 20 x 20 x 2.5 20 x 25 x 2.5 20 x 30 x 2.5
36 25 x 20 x 2.5 25 x 25 x 2.5 25 x 30 x 2.5 20 x 20 x 2.5 20 x 25 x 2.5 20 x 30 x 2.5
38 25 x 20 x 2.5 25 x 25 x 2.5 25 x 30 x 2.5 25 x 20 x 2.5 25 x 25 x 2.5 25 x 30 x 2.5
40 30 x 20 x 2.5 30 x 25 x 2.5 30 x 30 x 2.5 25 x 20 x 2.5 25 x 25 x 2.5 25 x 30 x 2.5
42 30 x 20 x 2.5 30 x 25 x 2.5 30 x 30 x 2.5 30 x 20 x 2.5 30 x 25 x 2.5 30 x 30 x 2.5
44 30 x 20 x 2.5 30 x 25 x 2.5 30 x 30 x 2.5 30 x 20 x 2.5 30 x 25 x 2.5 30 x 30 x 2.5
46 35 x 20 x 2.5 35 x 25 x 2.5 35 x 30 x 2.5 30 x 20 x 2.5 30 x 25 x 2.5 30 x 30 x 2.5
48 35 x 20 x 2.5 35 x 25 x 2.5 35 x 30 x 2.5 35 x 20 x 2.5 35 x 25 x 2.5 35 x 30 x 2.5

■ Screw length and size compensation block

e.g. screw St 3.9 x 13 acc. to DIN 7981

Gap sizes x and y

System 
width x y

Width 
structural 

profile
50 20 7.5 50
56 19 6.5 60
76 17 4.5 80

In
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WING 50 A 
Assembly options

■ Technical information
 –  The setting block is to be placed as far as 

possible into the corner and adapted to the 
drainage! In addition it must be matched
to the facade.

 –  The max. gap of the diagonal is 1 mm.
 –  W15 = outer frame width (OFW).

List
Assembling into curtain wall
Positioning and quantity of the fastening angles

Quantity of the 
assembling angles
OFW Quantity

≤ 600 mm 1 angle in 
centre

≤ 1200 mm 2 angles

> 1200 mm additional 
angles

a ≤ 600 mm

assembling angle

glass carrier

curtain wall grid

Interior view

lower edge
outer frame

O
FW

 (o
ut
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)

OFW (outer frame width)


