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■ Technical information
 –  Assembly of fittings:

- Lock: U-faceplate 6x24 mm.
  -   Strike plate / door edge bolt / vertical locking bolt /

panic strike box: U-faceplate 5x24 mm.
  -  For backsets see allocation table.
  -   The backsets of the door edge bolts are to be strictly

adhered to, since the corner brackets on the resulting bar 
axes are pre-drilled.

  -   In the case of outward opening doors, the opening angle 
must be limited to max. 110° by a door stopper.

  -  In order to avoid being squeezed in the centre joint in the
case of double-leaf panic doors it is compulsory to use the 
driver lever no. 395340 with take-up wedge no. 395341
(see planning manual and processing of fittings).

  -  The specified maximum locking distances according to the 
RAICO test certificates of CE marking acc. to DIN EN 
14351-1 must be respected.

General information
Fittings for the assembly into RAICO doors
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FRAME+ 75 DI 
Door hinges

Door hinges 
Screw-on hinges 
Size diagram and load capacity

■	Technical information
	 – �When using fittings of a third-party supplier, should the occa-

sion arise, the maximal sash dimensions or weights have to 
be tested on the basis of the relevant conformity certificate.

	 – �The maximal locking distances according to the RAICO test 
certificates to the CE marking based on EN 14351-1 and, if 
necessary, in case of burglar-resistant elements, the require-
ments according to EN 1627 et seqq. have to be kept.

■	Notice
	 – �In case of unfavourable installation positions (direct solar 

radiation, shadow) as well as dark surface coating, it is 
recommended to use deformation-resistant profiles, 
even when sash heights are smaller. 

	 – �For selection tables see Planning 
FRAME+ Aluminum door 75 DI Fittings.

Sash height

Sash width
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Use deformation-resistant 
sash profiles, for selection 

see product range of 
planning manual doors

RC1 / RC2: 
Sash width active leaf:	 min. 800	 max. 1400 
Sash width inactive leaf: 	min. 350	 max. 1400 
Sash height:	 min. 2000	 max. 2950*

* �Depending on the lock equipment, 
selection tables see Planning FRAME+ 
Aluminium door 75 DI Fittings
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Door hinges
Screw-on hinge, two-part – inward opening

Fixation with counter plate or anchor screw

No. Article UV
391020 Screw-on hinge, 2parts counter plate inw., ins. microm 62.5 1 set

391021 Screw-on hinge, 2parts anchor screw inw., ins. microm 62.5 1 set

Available options
20 = Natural anodised E6/EV1

21 = Stainless steel optics

31 = RAL 9016

91 = Colour option
■ Technical information
 – Minimum sash width 450 mm. 
 – Screw-on hinge with no. 321011 adapter profile 59.5/35 not possible. 
 –  Fixation with counter plate for no. 314112/314387 sash profile 64/41

not possible. 
 –  Double hinge required for increased sash weight or for higher loads

(e.g. OTS, swing door drive, public sectors). 
 – PU includes required fixing material. 
 – Colour option: finishing according to customers specifications on demand.

 – Application medium hinge
 - For single hinge on top from sash height 2300 mm.
 - For double hinge on top from sash height 2500 mm.

 –  Accessories:
- Screw-on hinge adjustment key, pin extractor (see product range).

Execution example for the determination
of the required option:
No. 391020 – Colour 20 = Option 391020.20

Load capacity

Sash weight

Without overhead door closer max. 160 kg max. 180 kg

With overhead door closer – max. 150 kg

With overhead door closer
and brake while opening – max. 105 kg
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Door hinges
Screw-on hinge, three-part – inward opening
Fixation with counter plate or anchor screw

No. Article UV
391022 Screw-on hinge, three-part counter plate inw., ins. microm 62.5 1 set

391023 Screw-on hinge, three-part anchor screw inw., ins. microm 62.5 1 set

■ Technical information
 – Minimum sash width 450 mm. 
 –  Screw-on hinge with no. 321011 adapter profile 59.5/35 not possible. 
 –  Fixation with counter plate for no. 314112/314387 sash profile 64/41

not possible. 
 –  Double hinge required for increased sash weight or for higher loads

(e.g. OTS, swing door drive, public sectors). 
 – PU includes required fixing material. 
 – Colour option: finishing according to customers specifications on demand. 

 – Application medium hinge
 - For single hinge on top from sash height 2300 mm.
 - For double hinge on top from sash height 2500 mm.

 –  Accessories:
- Screw-on hinge adjustment key, pin extractor (see product range).

Load capacity

Sash weight

Without overhead door closer max. 180 kg max. 200 kg

With overhead door closer – max. 170 kg

With overhead door closer
and brake while opening – max. 115 kg

Available options
20 = Natural anodised E6/EV1

21 = Stainless steel optics

31 = RAL 9016

91 = Colour option

Execution example for the determination
of the required option:
No. 391022 – Colour 20 = Option 391022.20



2017 257

FRAME+ 75 DI 
Door hinges

D
oo

r h
in

ge
s

No. Article UV
391024 Screw-on hinge, three-part anchor screw outw., ins. microm 78 1 set

391025 Screw-on hinge, three-part anchor screw outw., ins. microm 107.5 1 set

■ Technical information
 – Minimum sash width 540 mm. 
 – screw-on hinge not possible with statical mullion no. 314210. 
 –  Double hinge required for increased sash weight or for higher loads

(e.g. OTS, swing door drive, public sectors). 
 – PU includes required fixing material. 
 – Colour option: finishing according to customers specifications on demand. 

 – Application medium hinge
 - For single hinge on top from sash height 2300 mm.
 - For double hinge on top from sash height 2500 mm.

 –  Accessories:
- Screw-on hinge adjustment key, pin extractor (see product range).

Load capacity
(door elements with outer frame
outward opening)

Sash weight

Without overhead door closer max. 140 kg max. 160 kg

With overhead door closer – max. 135 kg

With overhead door closer
and brake while opening – max. 90 kg

Door hinges
Screw-on hinge, three-part – outward opening

Fixation with counter plate or anchor screw

Load capacity
(door elements with outer frame
inward opening and
reversion profile no. 314518)

Sash weight

Without overhead door closer max. 120 kg max. 140 kg

With overhead door closer – max. 120 kg

With overhead door closer
and brake while opening – max. 80 kg

No. Article UV

391028 Screw head balls 48 pc(s)

■ Technical information
 – For hexagon socket of fixation screws.
 – Assembly in case of burglar-resistant elements outward opening.
 – 2 pieces each in special bracket.
 – 6 pieces necessary per hinge.

Screw head balls (application for burglar resistance RC2)

Available options
20 = Natural anodised E6/EV1

21 = Stainless steel optics

31 = RAL 9016

91 = Colour option

Execution example for the determination
of the required option:
No. 391024 – Colour 20 = Option 391024.20
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Door hinges 
Aluminium roller hinges 
Size diagram and load capacity

Sash height

Sash width
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Use deformation-resistant 
sash profiles, for selection 

see product range of 
planning manual doors
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■	Technical information
	 – �When using fittings of a third-party supplier, should the occa-

sion arise, the maximal sash dimensions or weights have to 
be tested on the basis of the relevant conformity certificate.

	 – �The maximal locking distances according to the RAICO test 
certificates to the CE marking based on EN 14351-1 and, if 
necessary, in case of burglar-resistant elements, the require-
ments according to EN 1627 et seqq. have to be kept.

■	Notice
	 – �In case of unfavourable installation positions (direct solar 

radiation, shadow) as well as dark surface coating, it is 
recommended to use deformation-resistant profiles, 
even when sash heights are smaller. 

	 – �For selection tables see Planning 
FRAME+ Aluminum door 75 DI Fittings.

RC1 / RC2 / RC3: 
Sash width active leaf:	 min. 800	 max. 1400 
Sash width inactive leaf: 	min. 350	 max. 1400 
Sash height:	 min. 2000	 max. 2950*

* �Depending on the lock equipment, 
selection tables see Planning FRAME+ 
Aluminium door 75 DI Fittings
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No. Article UV
391150 Aluminium roller hinge inward opening 1 set

391151 Aluminium roller hinge outward opening 1 set

■ Technical information
 – Minimum sash width inward opening 300 mm.
 – Minimum sash width outward opening 475 mm.
 –  Double hinge required for increased sash weight or for higher loads

(e.g. OTS, swing door drive, public sectors). 
 –  Fixation on frame with direct screwing. 
 –  Fixation on sash by means of a hinge plate with integrated adjustablitiy. 
 – PU includes required fixing material. 
 – Colour option: finishing according to customers specifications on demand. 

 – Application medium hinge
 - For single hinge on top from sash height 2300 mm.
 - For double hinge on top from sash height 2500 mm.

Door hinges
Aluminium roller hinge inward/outward opening

Fixation with hinge plate

No. Article UV

391155 Height-adjustable eccentric aluminium roller hinge 1 pc(s)

■ Technical information
 – A height-adjustable eccentric is obligatory for one hinge per door.
 – Fits for aluminium roller hinge inward/outward opening.

Height-adjustable eccentric

Available options
20 = Natural anodised E6/EV1

21 = Stainless steel optics

31 = RAL 9016

91 = Colour option

Execution example for the determination
of the required option:
No. 391150 – Colour 20 = Option 391150.20

Load capacity

Sash weight

Without overhead door closer max. 200 kg max. 250 kg

With overhead door closer – max. 200 kg

With overhead door closer
and brake while opening – max. 150 kg
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Door hinges 
Stainless steel roller hinges 
Size diagram and load capacity

Sash height

Sash width
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Use deformation-resistant 
sash profiles, for selection 

see product range of 
planning manual doors
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■	Technical information
	 – �When using fittings of a third-party supplier, should the occa-

sion arise, the maximal sash dimensions or weights have to 
be tested on the basis of the relevant conformity certificate.

	 – �The maximal locking distances according to the RAICO test 
certificates to the CE marking based on EN 14351-1 and, if 
necessary, in case of burglar-resistant elements, the require-
ments according to EN 1627 et seqq. have to be kept.

■	Notice
	 – �In case of unfavourable installation positions (direct solar 

radiation, shadow) as well as dark surface coating, it is 
recommended to use deformation-resistant profiles, 
even when sash heights are smaller. 

	 – �For selection tables see Planning 
FRAME+ Aluminum door 75 DI Fittings.

RC1 / RC2: 
Sash width active leaf:	 min. 800	 max. 1400 
Sash width inactive leaf: 	min. 350	 max. 1400 
Sash height:	 min. 2000	 max. 2950*

* �Depending on the lock equipment, 
selection tables see Planning FRAME+ 
Aluminium door 75 DI Fittings
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No. Article UV
391250 Stainl. steel roller hinge inward opening, no height adjustment 1 set

391251 Stainl. steel roller hinge inward opening, height adjustment 1 set

391260 Stainl. steel roller hinge outward opening, no height adjustment 1 set

391261 Stainl. steel roller hinge outward opening, height adjustment 1 set

■ Technical information
 – Minimum sash width inward opening 310 mm.
 – Minimum sash width outward opening 485 mm.
 –  One hinge per sash is required with height adjustment, the remaining hinges 

without height adjustment. 
 –  Double hinge required for increased sash weight or for higher loads

(e.g. OTS, swing door drive, public sectors). 
 – Fixation with anchor screws. 
 – PU includes required fixing material. 

 – Application medium hinge
 - For single hinge on top from sash height 2300 mm.
 - For double hinge on top from sash height 2500 mm.

Load capacity

Sash weight

max. 200 kg max. 250 kg

Door hinges
Stainless steel roller hinge inward/outward opening

Fixation with hinge plate
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