
Dia_4302 2612015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Fi
tti

ng
s

735 mm stay

see table 4680

Inward opening
Profi le group B – concealed fi tting

Sash weight max. 100 kg

Series No.
Minimum 

sash height 
WK2/RC2

Maximum 
sash width 
WK2/RC2

65 W 213805 750 mm 1200 mm
75 WI 214305/214805 750 mm 1200 mm
90 WI 215341 750 mm 1200 mm

WK2/RC2 GH ≥ 390
K = tilt width restrictor
*  The tilt width restrictor and the additional stay are not required with opening variant D-DK.
** Barrier-free sill only possible with 75 WI, 90 WI, sash weight max. 80 kg, sash height ≥ 2000, no WK possible.

Sash height

Sash width

500 mm stay 735 mm stay

Turn restrictor set

additional width stay*

see table 4655

see table 4650

see table 4652

see table 4670

see table 4660

see table 4662

see table 4665

see table 4680

K-side handle

Barrier-free sill**:

Barrier-free sill**:

Glass weight with  barrier-free sill
Glass weight with circulating outer frame



Dia_4304262 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

735 mm stay

Inward opening
Profi le group B – concealed fi tting
Sash weight max. 150 kg

Series No.
Minimum 

sash height 
WK2/RC2

Maximum 
sash width 
WK2/RC2

65 W 213805 750 mm 1200 mm
75 WI 214305/214805 750 mm 1200 mm
90 WI 215341 750 mm 1200 mm

WK2/RC2 GH ≥ 390 
K = tilt width restrictor
*  The tilt width restrictor and the additional stay are not required with opening variant D-DK.
** Barrier-free sill only possible with 75 WI, 90 WI, sash weight max. 80 kg, sash height ≥ 2000, no WK possible.

Sash height

Sash width

500 mm stay 735 mm stay

Turn restrictor set

additional width stay*

see table 4655

see table 4650

see table 4652

see table 4670

see table 4660

see table 4662

see table 4665

see table 4680

K-side handle

Barrier-free sill**:

Barrier-free sill**:



Dia_4306 2632015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Fi
tti

ng
s

735 mm stay

Inward opening
Profi le group C – concealed fi tting

Sash weight max. 100 kg

Series No.
Minimum 

sash height 
WK2/RC2

Maximum 
sash width 
WK2/RC2

65 W 213807 750 mm 1200 mm
75 WI 214307/214807 750 mm 1200 mm
90 WI 215342 750 mm 1200 mm

WK2/RC2 GH ≥ 390
K = tilt width restrictor
*  The tilt width restrictor and the additional stay are not required with opening variant D-DK.
** Barrier-free sill only possible with 75 WI, 90 WI, sash weight max. 80 kg, sash height ≥ 2000, FB ≤ 1450, no WK possible.

Sash height

Sash width

500 mm stay 735 mm stay

Turn restrictor set

additional width stay*

see table 4655

see table 4650

see table 4652

see table 4670

see table 4660

see table 4662

see table 4665

see table 4680

K-side handle

Barrier-free sill**:

Barrier-free sill**:

Glass weight with  barrier-free sill
Glass weight with circulating outer frame



Dia_4308264 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

see table 4680

735 mm stay

Inward opening
Profi le group C – concealed fi tting
Sash weight max. 150 kg

Series No.
Minimum 

sash height 
WK2/RC2

Maximum 
sash width 
WK2/RC2

65 W 213807 750 mm 1200 mm
75 WI 214307/214807 750 mm 1200 mm
90 WI 215342 750 mm 1200 mm

WK2/RC2 GH ≥ 390
K = tilt width restrictor
*  The tilt width restrictor and the additional stay are not required with opening variant D-DK.
** Barrier-free sill only possible with 75 WI, 90 WI, sash weight max. 80 kg, sash height ≥ 2000, FB ≤ 1450, no WK possible.

Sash height

Sash width

500 mm stay 735 mm stay

Turn restrictor set

additional width stay*

see table 4655

see table 4650

see table 4652

see table 4670

see table 4660

see table 4662

see table 4665

see table 4680

K-side handle

Barrier-free sill**:

Barrier-free sill**:



Dia_4312 2652015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Fi
tti

ng
s

735 mm stay

Inward opening
Profi le group E – concealed fi tting

Sash weight max. 100 kg

  Technical information
 –  The sash profile and the glass may require 

partial bonding depending on the size 
(see processing).

Series No.
Minimum 

sash height
WK2/RC2

Maximum 
sash width 
WK2/RC2

75 FF 214904/214908 750 mm 1200 mm
75 WB 214904/214908 750 mm 1200 mm
90 WB 215390/215392 750 mm 1200 mm

90 WB-T** 215385/215386 750 mm 1200 mm

WK2/RC2 GH ≥ 390
K = tilt width restrictor
*  The tilt width restrictor and the additional stay are not required with opening variant D-DK.
** 90 WB-T only possible with mortice bolt. 

Sash height

Sash width

500 mm stay 735 mm stay

Turn restrictor set

additional width stay*

see table 4650

see table 4652

see table 4670

see table 4660

see table 4662

see table 4665

see table 4680

K-side handle



Dia_4314266 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

735 mm stay

  Technical information
 –  The sash profile and the glass may require 

partial bonding depending on the size 
(see processing).

Inward opening
Profi le group E – concealed fi tting
Sash weight max. 150 kg

Seriess No.
Minimum 

sash height 
WK2

Maximum 
sash width

WK2
75 WB 214904/214908 750 mm 1200 mm
75 FF 214904/214908 750 mm 1200 mm

WK2/RC2 GH ≥ 390
K = tilt width restrictor
*  The tilt width restrictor and the additional stay are not required with opening variant D-DK.
** 90 WB-T only possible with mortice bolt.

Sash height

Sash width

500 mm stay 735 mm stay

Turn restrictor set

additional width stay*

see table 4650

see table 4652

see table 4670

see table 4660

see table 4662

see table 4665

see table 4680

K-side handle



 Dia_4282 2672015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Fi
tti

ng
s

Series No. Minimum
sash width

Minimum
sash width 
WK2/RC2

Minimum 
sash height 
WK2/RC2

65 W 213805 300 mm 375 mm 750 mm
75 WI 214305/214805 350 mm 450 mm 750 mm
90 WI 215341 330 mm 450 mm 750 mm

Inward opening
Profi le group B – concealed fi tting

Max. sash weight 80 kg

WK2/RC2 GH ≥ 390

Sash height

Sash width

see table 4695

see table 4697



 Dia_4286268 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Series No. Minimum
sash width

Minimum
sash width 
WK2/RC2

Minimum 
sash height 
WK2/RC2

65 W 213807 300 mm 375 mm 750 mm
75 WI 214307/214807 350 mm 450 mm 750 mm
90 WI 215342 330 mm 450 mm 750 mm

Inward opening
Profi le group C – concealed fi tting
Max. sash weight 80 kg

WK2/RC2 GH ≥ 390

Sash height

Sash width

see table 4695

see table 4697



 Dia_4292 2692015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Fi
tti

ng
s

Series No. Minimum
sash width

Minimum
sash width 
WK2/RC2

Minimum 
sash height 
WK2/RC2

75 WB 214904/214908 350 mm 425 mm 750 mm
75 FF 214904/214908 350 mm 425 mm 750 mm
90 WB 215390/215392 320 mm 430 mm 750 mm

90 WB-T** 215385/215386 320 mm 430 mm 750 mm

Inward opening
Profi le group E – concealed fi tting

Max. sash weight 80 kg

  Technische Information
 –  Das Flügelprofil und die Glasscheibe sind 

je nach Flügelgröße zusätzlich partiell zu 
verkleben (siehe Verarbeitung).

WK2/RC2 GH ≥ 390
** 90 WB-T only possible with mortice bolt.

Sash height

Sash width

see table 4695

see table 4697



Dia_4322270 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Sash height

Sash width

see table 4690

Turn restrictor set

Inward opening
Profi le group B – concealed fi tting
Sash weight max. 80 kg

Series No. Minimum
sash width

65 W 213805 285 mm
75 WI 214305/214805 350 mm
90 WI 215341 330 mm



Dia_4324 2712015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Fi
tti

ng
s

Inward opening
Profi le group B – concealed fi tting

Sash weight max. 150 kg

Series No. Minimum
sash width

65 W 213805 285 mm
75 WI 214305/214805 350 mm
90 WI 215341 330 mm

Sash height

Sash width

see table 4690

Turn restrictor set



Dia_4326272 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Inward opening
Profi le group C – concealed fi tting
Sash weight max. 80 kg

Series No. Minimum
sash width

65 W 213807 285 mm
75 WI 214307/214807 350 mm
90 WI 215342 330 mm

Sash height

Sash width

see table 4690

Turn restrictor set



Dia_4328 2732015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Fi
tti

ng
s

Inward opening
Profi le group C – concealed fi tting

Sash weight max. 150 kg

Series No. Minimum
sash width

65 W 213807 285 mm
75 WI 214307/214807 350 mm
90 WI 215342 330 mm

Sash height

Sash width

see table 4690

Turn restrictor set



Dia_4332274 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Inward opening
Profi le group E – concealed fi tting
Sash weight max. 80 kg

  Technical information
 –  The sash profile and the glass may require 

partial bonding depending on the size 
(see processing).

Series No. Minimum
sash width

75 FF 214904/214908 350 mm
75 WB 214904/214908 350 mm
90 WB 215390/215392 320 mm

90 WB-T** 215385/215386 320 mm

** 90 WB-T only possible with mortice bolt.

Sash height

Sash width

see table 4690

Turn restrictor set



Dia_4334 2752015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Fi
tti

ng
s

Inward opening
Profi le group E – concealed fi tting

Sash weight max. 150 kg

  Technical information
 –  The sash profile and the glass may require 

partial bonding depending on the size 
(see processing).

Series No. Minimum
sash width

75 FF 214904/214908 350 mm
75 WB 214904/214908 350 mm
90 WB 215390/215392 320 mm

90 WB-T** 215385/215386 320 mm

** 90 WB-T only possible with mortice bolt.

Sash height

Sash width

see table 4690

Turn restrictor set



Dia_4340276 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Sash height

Sash width

see table 4700

K-top handle

Profile group B

Profile group D

Profile group E

Profile group C

Profile group A

Inward opening
Profi le group A, B, C, D, E – concealed fi tting
Sash weight 90/100 kg

  Technical information
 –  The sash profile and the glass may require 

partial bonding depending on the size 
(see processing) with profile groups E and D.

Series No.
65 W 213805
75 WI 214305/214805
90 WI 215341

Profile group B – max. sash weight 100 kg

Series No.
65 W 213807
75 WI 214307/214807
90 WI 215342

Profile group C – max. sash weight 100 kg

Series No.
75 WB 214904/214908
75 FF 214904/214908
90 WB 215390/215392

90 WB-T** 215385/215386

Profile group E – max. sash weight 100 kg

** 90 WB-T only possible with mortice bolt.



Dia_4345 2772015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Fi
tti

ng
s

Sash height

Sash width

see table 4705

K-only hinges

S = single motor
V = locking motor

K-only hinges

K-only hinges

K-only hinges

Inward opening
Profi le group B – concealed fi tting

Sash weight max. 100 kg

*  The restrictor stay is essential when 
using a single motor.
If using two or more motors, check with 
the manufacturer whether a restrictor 
stay is required. Use of restrictor stays, 
see German professional association 
regulation 232.

Series No.
65 W 213805
75 WI 214305/214805
90 WI 215341

R-Designo VL only hinges



Dia_4349278 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Inward opening
Profi le group C – concealed fi tting
Sash weight max. 100 kg

*  The restrictor stay is essential when 
using a single motor.
If using two or more motors, check with 
the manufacturer whether a restrictor 
stay is required. Use of restrictor stays, 
see German professional association 
regulation 232.

Series No.
65 W 213807
75 WI 214307/214807
90 WI 215342

Sash height

Sash width

see table 4705

K-only hinges

S = single motor
V = locking motor

K-only hinges

K-only hinges

K-only hinges

R-Designo VL only hinges



Dia_4355 2792015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Fi
tti

ng
s

Inward opening
Profi le group E – concealed fi tting

Sash weight max. 100 kg

  Technical information
 –  The sash profile and the glass may require 

partial bonding depending on the size 
(see processing).

*  The restrictor stay is essential when 
using a single motor.
If using two or more motors, check with 
the manufacturer whether a restrictor 
stay is required. Use of restrictor stays, 
see German professional association 
regulation 232.

Series No.
75 WB 214904/214908
75 FF 214904/214908
90 WB 215390/215392

90 WB-T** 215385/215386

Sash height

Sash width

see table 4705

K-only hinges

S = single motor
V = locking motor

K-only hinges

K-only hinges

K-only hinges

R-Designo VL only hinges



 Dia_4364280 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Series No.

75 WI 214305/214815/214305
214805/214815/214805

90 WI 215341/215345/215341

Only selection turn-fitting (active and inactive leaf)

GH ≥ 487 
In case of application with geared handle a sash height ≥ 700 is possible on request.
G = Active leaf/S = Inactive leaf

Inward opening
Profi le group B – concealed fi tting
Max. sash weight 80 kg

Sash height

Sash width

see table 4711

see table 4721

Dummy mullion toggle lever DK/D

Dummy mullion toggle lever D/D



 Dia_4365 2812015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Fi
tti

ng
s

Series No.

75 WI 214305/214815/214305
214805/214815/214805

90 WI 215341/215345/215341

Only selection turn/tilt fitting (active leaf)

GH ≥ 487
K = tilt width restrictor 
In case of application with geared handle a sash height ≥ 700 is possible on request.
G = Active leaf/S = Inactive leaf

Inward opening
Profi le group B – concealed fi tting

Max. sash weight 100 kg

Sash height

Sash width

see table 4711

Dummy mullion toggle lever DK/D

735 mm stay500 mm stay
Active leaf DK Active leaf DK

from FB 795 mm



 Dia_4366282 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Inward opening
Profi le group B – concealed fi tting
Max. sash weight 150 kg

Series No.

75 WI 214305/214815/214305
214805/214815/214805

90 WI 215341/215345/215341

GH ≥ 487
K = tilt width restrictor
In case of application with geared handle a sash height ≥ 700 is possible on request.
G = Active leaf/S = Inactive leaf
* The tilt width restrictor is not required with opening variant D.

Sash height

Sash width

see table 4711

Dummy mullion toggle lever DK/D

735 mm stay500 mm stay
Active leaf DK Active leaf DK

from FB 795 mm

see table 4721

Dummy mullion toggle lever D/D



 Dia_4368 2832015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Fi
tti

ng
s

Inward opening
Profi le group C – concealed fi tting

Max. sash weight 80 kg

Series No.

75 WI 214307/214815/214307
214807/214815/214807

90 WI 215342/215345/215342

Only selection turn-fitting (active and inactive leaf)

GH ≥ 487 
In case of application with geared handle a sash height ≥ 700 is possible on request.
G = Active leaf/S = Inactive leaf

Sash height

Sash width

see table 4711

see table 4721

Dummy mullion toggle lever DK/D

Dummy mullion toggle lever D/D



 Dia_4369284 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Inward opening
Profi le group C – concealed fi tting
Max. sash weight 100 kg

Series No.

75 WI 214307/214815/214307
214807/214815/214807

90 WI 215342/215345/215342

Only selection turn/tilt fitting (active leaf)

GH ≥ 487
K = tilt width restrictor
In case of application with geared handle a sash height ≥ 700 is possible on request.
G = Active leaf/S = Inactive leaf

Sash height

Sash width

see table 4711

Dummy mullion toggle lever DK/D

735 mm stay500 mm stay
Active leaf DK Active leaf DK

from FB 795 mm



 Dia_4370 2852015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Fi
tti

ng
s

Inward opening
Profi le group C – concealed fi tting

Max. sash weight 150 kg

Series No.

75 WI 214307/214815/214307
214807/214815/214807

90 WI 215342/215345/215342

GH ≥ 487
K = tilt width restrictor
In case of application with geared handle a sash height ≥ 700 is possible on request.
G = Active leaf/S = Inactive leaf
* The tilt width restrictor is not required with opening variant D.

Sash height

Sash width

see table 4711

Dummy mullion toggle lever DK/D

735 mm stay500 mm stay
Active leaf DK Active leaf DK

from FB 795 mm

see table 4721

Dummy mullion toggle lever D/D



 Dia_4404286 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Inward opening
Profi le group C – concealed fi tting
Max. sash weight 100 kg

Series No.

75 WI 214307/214815/214307
214807/214815/214807

90 WI 215342/215345/215342

Only selection turn-fitting (active and inactive leaf)

GH ≥ 458
In case of application with geared handle FH ≥ 675 is possible on request.
G = Active leaf/S = Inactive leaf
** In the version with barrier-free sill sash height ≥ 2000.

Sash height

Sash width

Rebate hinge
Active leaf, sash width 405 - 610 mm

Inactive leaf, sash width 475 - 680 mm

see table 4713

see table 4723

Dummy mullion gear DK/D-DK

Dummy mullion gear D-DK/D-DK

see table 4714

Barrier-free sill**:

see table 4726

Barrier-free sill**:



 Dia_4405 2872015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Fi
tti

ng
s

Inward opening
Profi le group C – concealed fi tting

Max. sash weight 150 kg

Series No.

75 WI 214307/214815/214307
214807/214815/214807

90 WI 215342/215345/215342

GH ≥ 458
K = tilt width restrictor
In case of application with geared handle FH ≥ 675 is possible on request.
G = Active leaf/S = Inactive leaf
* The tilt width restrictor is not required with opening variant D-DK.
** In the version with barrier-free sill max. sash weight 80 kg, FH ≥ 2000.

see table 4713

see table 4723

Dummy mullion gear DK/D-DK

Dummy mullion gear D-DK/D-DK

see table 4714

Barrier-free sill**:

see table 4726

Barrier-free sill**:

Sash height

Sash width

Turn restrictor set
Active leaf
500 mm stay

min. FB 610 mm
Active leaf

735 mm stay from FB 795 mm

Inactive leaf
500 mm stay min. FB 680 mm

Glass weight with  barrier-free sill
Glass weight with circulating outer frame



 Dia_4406288 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Inward opening
Profi le group B – concealed fi tting
Max. sash weight 150 kg 

Series No.

75 WI 214305/214815/214305
214805/214815/214805

90 WI 215341/215345/215341

GH ≥ 458
K = tilt width restrictor 
In case of application with geared handle FH ≥ 675 is possible on request.
G = Active leaf/S = Inactive leaf
* The tilt width restrictor is not required with opening variant D-DK.
** In the version with barrier-free sill sash height ≥ 2000.

see table 4713

see table 4723

Dummy mullion gear DK/D-DK

Dummy mullion gear D-DK/D-DK

see table 4714

Barrier-free sill**:

see table 4726

Barrier-free sill**:

Sash height

Sash width

Turn restrictor set
Active leaf
500 mm stay

min. FB 610 mm
Active leaf

735 mm stay from FB 795 mm

Inactive leaf
500 mm stay min. FB 680 mm



 Dia_4408 2892015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Fi
tti

ng
s

Inward opening
Profi le group C – concealed fi tting

Max. sash weight 80 kg

Series No.

75 WI 214307/214815/214307
214807/214815/214807

90 WI 215342/215345/215342

Only selection turn-fitting (active and inactive leaf)

GH ≥ 458
In case of application with geared handle FH ≥ 675 is possible on request.
G = Active leaf/S = Inactive leaf
** In the version with barrier-free sill sash height ≥ 2000.

see table 4713

see table 4723

Dummy mullion gear DK/D-DK

Dummy mullion gear D-DK/D-DK

see table 4714

Barrier-free sill**:

see table 4726

Barrier-free sill**:

Sash height

Sash width

Rebate hinge
Active leaf, sash width 405 - 610 mm

Inactive leaf, sash width 475 - 680 mm



 Dia_4409290 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Inward opening
Profi le group C – concealed fi tting
Max. sash weight 100 kg 

Series No.

75 WI 214307/214815/214307
214807/214815/214807

90 WI 215342/215345/215342

GH ≥ 458
K = tilt width restrictor 
In case of application with geared handle FH ≥ 675 is possible on request.
G = Active leaf/S = Inactive leaf
* The tilt width restrictor is not required with opening variant D-DK.
** In the version with barrier-free sill max. sash weight 80 kg, FH ≥ 2000.

see table 4713

see table 4723

Dummy mullion gear DK/D-DK

Dummy mullion gear D-DK/D-DK

see table 4714

Barrier-free sill**:

see table 4726

Barrier-free sill**:

Sash height

Sash width

Turn restrictor set
Active leaf
500 mm stay

min. FB 610 mm
Active leaf

735 mm stay from FB 795 mm

Inactive leaf
500 mm stay min. FB 680 mm

Glass weight with  barrier-free sill
Glass weight with circulating outer frame



 Dia_4410 2912015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Fi
tti

ng
s

Inward opening
Profi le group C – concealed fi tting

Max. sash weight 150 kg 

Series No.

75 WI 214307/214815/214307
214807/214815/214807

90 WI 215342/215345/215342

GH ≥ 458
K = tilt width restrictor 
In case of application with geared handle FH ≥ 675 is possible on request.
G = Active leaf/S = Inactive leaf
* The tilt width restrictor is not required with opening variant D-DK.
** In the version with barrier-free sill sash height ≥ 2000.

see table 4713

see table 4723

Dummy mullion gear DK/D-DK

Dummy mullion gear D-DK/D-DK

see table 4714

Barrier-free sill**:

see table 4726

Barrier-free sill**:

Sash height

Sash width

Turn restrictor set
Active leaf
500 mm stay

min. FB 610 mm
Active leaf

735 mm stay from FB 795 mm

Inactive leaf
500 mm stay min. FB 680 mm



 Dia_3984292 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Inward opening
Profi le group B – concealed fi tting
Max. sash weight 80 kg

Series No.

75 WI 214305/214815/214305
214805/214815/214805

90 WI 215341/215345/215341

Only selection turn-fitting (active and inactive leaf)

GH ≥ 325 
G = Active leaf/S = Inactive leaf
** In the version with barrier-free sill sash height ≥ 2000.

see table 4715

Dummy mullion with handle on 
active and inactive leaf DK/D-DK

see table 4716

Barrier-free sill**:

see table 4725

Dummy mullion with handle on
active and inactive leaf D-DK/D-DK

see table 4727

Barrier-free sill**:

Sash height

Sash width

Rebate hinge
Active leaf, sash width 405 - 610 mm

Inactive leaf, sash width 475 - 680 mm



 Dia_3985 2932015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Fi
tti

ng
s

Inward opening
Profi le group B – concealed fi tting

Max. sash weight 100 kg

Series No.

75 WI 214305/214815/214305
214805/214815/214805

90 WI 215341/215345/215341

GH ≥ 325 ; K = tilt width restrictor; G = Active leaf/S = Inactive leaf
* The tilt width restrictor is not required with opening variant D-DK.
** In the version with barrier-free sill max. sash weight 80 kg, FH ≥ 2000.

see table 4715

Dummy mullion with handle on 
active and inactive leaf DK/D-DK

see table 4716

Barrier-free sill**:

see table 4725

Dummy mullion with handle on
active and inactive leaf D-DK/D-DK

see table 4727

Barrier-free sill**:

Sash height

Sash width

Turn restrictor set
Active leaf
500 mm stay

min. FB 610 mm
Active leaf

735 mm stay from FB 795 mm

Inactive leaf
500 mm stay min. FB 680 mm

Glass weight with  barrier-free sill
Glass weight with circulating outer frame



 Dia_3986294 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Inward opening
Profi le group B – concealed fi tting
Max. sash weight 150 kg

Series No.

75 WI 214305/214815/214305
214805/214815/214805

90 WI 215341/215345/215341

GH ≥ 325; G = Active leaf/S = Inactive leaf; K = tilt width restrictor
* The tilt width restrictor is not required with opening variant D-DK.
** In the version with barrier-free sill sash height ≥ 2000.

see table 4715

Dummy mullion with handle on 
active and inactive leaf DK/D-DK

see table 4716

Barrier-free sill**:

see table 4725

Dummy mullion with handle on
active and inactive leaf D-DK/D-DK

see table 4727

Barrier-free sill**:

Sash height

Sash width

Turn restrictor set
Active leaf
500 mm stay

min. FB 610 mm
Active leaf

735 mm stay from FB 795 mm

Inactive leaf
500 mm stay min. FB 680 mm



 Dia_3988 2952015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Fi
tti

ng
s

Inward opening
Profi le group C – concealed fi tting

Max. sash weight 80 kg

Series No.

75 WI 214307/214815/214307
214807/214815/214807

90 WI 215342/215345/215342

GH ≥ 325 
G = Active leaf/S = Inactive leaf
** In the version with barrier-free sill sash height ≥ 2000.

Only selection turn-fitting (active and inactive leaf)

see table 4715

Dummy mullion with handle on 
active and inactive leaf DK/D-DK

see table 4716

Barrier-free sill**:

see table 4725

Dummy mullion with handle on
active and inactive leaf D-DK/D-DK

see table 4727

Barrier-free sill**:

Sash height

Sash width

Rebate hinge
Active leaf, sash width 405 - 610 mm

Inactive leaf, sash width 475 - 680 mm



 Dia_3989296 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Inward opening
Profi le group C – concealed fi tting
Max. sash weight 100 kg

Series No.

75 WI 214307/214815/214307
214807/214815/214807

90 WI 215342/215345/215342

GH ≥ 325 ; G = Active leaf/S = Inactive leaf; K = tilt width restrictor
* The tilt width restrictor is not required with opening variant D-DK.
** In the version with barrier-free sill max. sash weight 80 kg, FH ≥ 2000.

see table 4715

Dummy mullion with handle on 
active and inactive leaf DK/D-DK

see table 4716

Barrier-free sill**:

see table 4725

Dummy mullion with handle on
active and inactive leaf D-DK/D-DK

see table 4727

Barrier-free sill**:

Sash height

Sash width

Turn restrictor set
Active leaf
500 mm stay

min. FB 610 mm
Active leaf

735 mm stay from FB 795 mm

Inactive leaf
500 mm stay min. FB 680 mm

Glass weight with  barrier-free sill
Glass weight with circulating outer frame



 Dia_3990 2972015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Fi
tti

ng
s

GH ≥ 325 ; G = Active leaf/S = Inactive leaf; K = tilt width restrictor
* The tilt width restrictor is not required with opening variant D-DK.
** In the version with barrier-free sill sash height ≥ 2000.

Inward opening
Profi le group C – concealed fi tting

Max. sash weight 150 kg

Series No.

75 WI 214307/214815/214307
214807/214815/214807

90 WI 215342/215345/215342

see table 4715

Dummy mullion with handle on 
active and inactive leaf DK/D-DK

see table 4716

Barrier-free sill**:

see table 4725

Dummy mullion with handle on
active and inactive leaf D-DK/D-DK

see table 4727

Barrier-free sill**:

Sash height

Sash width

Turn restrictor set
Active leaf
500 mm stay

min. FB 610 mm
Active leaf

735 mm stay from FB 795 mm

Inactive leaf
500 mm stay min. FB 680 mm



 Dia_4004298 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Inward opening
Profi le group B – concealed fi tting
Max. sash weight 80 kg

GH ≥ 458 
In case of application with geared handle FH ≥ 675 is possible on request.
G = Active leaf/S = Inactive leaf

Series No.

75 WI 214305/214815/214305
214805/214815/214805

90 WI 215341/215345/215341

Sash height

Sash width

see table 4724

Dummy mullion gear D/D

Turn restrictor set



 Dia_4005 2992015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Fi
tti

ng
s

Inward opening
Profi le group B – concealed fi tting

Max. sash weight 150 kg

GH ≥ 458 
In case of application with geared handle FH ≥ 675 is possible on request.
G = Active leaf/S = Inactive leaf

Series No.

75 WI 214305/214815/214305
214805/214815/214805

90 WI 215341/215345/215341

Sash height

Sash width

see table 4724

Dummy mullion gear D/D

Turn restrictor set



 Dia_4008300 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Inward opening
Profi le group C – concealed fi tting
Max. sash weight 80 kg

GH ≥ 458 
In case of application with geared handle FH ≥ 675 is possible on request.
G = Active leaf/S = Inactive leaf

Series No.

75 WI 214307/214815/214307
214807/214815/214807

90 WI 215342/215345/215342

Sash height

Sash width

see table 4724

Dummy mullion gear D/D

Turn restrictor set



 Dia_4009 3012015

FRAME+ 90 WI/WB/WB-T
Selection diagrams VL

Fi
tti

ng
s

Inward opening
Profi le group C – concealed fi tting

Max. sash weight 150 kg

GH ≥ 458 
In case of application with geared handle FH ≥ 675 is possible on request.
G = Active leaf/S = Inactive leaf

Series No.

75 WI 214307/214815/214307
214807/214815/214807

90 WI 215342/215345/215342

Sash height

Sash width

see table 4724

Dummy mullion gear D/D

Turn restrictor set



Dia_5612302 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams parallel tilt and slide door

Sash height

Sash width

see table 5510

Parallel slide and tilt fitting 150 mZ with mullion

Inward opening
Profi le group B – parallel slide and tilt fi tting with assisted opening
Max. sash weight 150 kg

  Dummy mullion
Series No.

75 WI 214805/214815/214805
214305/214815/214305

90 WI 215341/215345/215341

  With mullion
Series No.
65 W 213805
75 WI 214805/214305
90 WI 215341

GH ≥ 425
FH ≤ FB x 2,5
FH 895-939:  GH = FH - 470
FH ≥ 940:  GH = FH/2

see table 5510

Parallel slide and tilt fitting 150 mZ dummy mullion

With mullion

Dummy mullion



Dia_5614 3032015

FRAME+ 90 WI/WB/WB-T
Selection diagrams parallel tilt and slide door

Fi
tti

ng
s

Inward opening
Profi le group C – parallel slide and tilt fi tting with assisted opening

Max. sash weight 150 kg

Series No.

75 WI 214807/214815/214807
214307/214815/214307

90 WI 215342/215345/215342

Series No.
65 W 213807
75 WI 214807/214307
90 WI 215342

  Dummy mullion   With mullion

GH ≥ 425
FH ≤ FB x 2,5
FH 895-939:  GH = FH - 470
FH ≥ 940:  GH = FH/2

Sash height

Sash width

see table 5510

Parallel slide and tilt fitting 150 mZ with mullion

see table 5510

Parallel slide and tilt fitting 150 mZ dummy mullion

With mullion

Dummy mullion



Dia_5622304 2015

FRAME+ 90 WI/WB/WB-T
Selection diagrams parallel tilt and slide door

Inward opening
Profi le group B – parallel slide and tilt fi tting with assisted opening
Max. sash weight 200 kg

Series No.

75 WI 214805/214815/214805
214305/214815/214305

90 WI 215341/215345/215341

  Dummy mullion   With mullion
Series No.
65 W 213805
75 WI 214805/214305
90 WI 215341

GH ≥ 425
FH ≤ FB x 2,5
FH 895-939:  GH = FH - 470
FH ≥ 940:  GH = FH/2

Sash height

Sash width

see table 5510

Parallel slide and tilt fitting 200 mZ with mullion

see table 5510

Parallel slide and tilt fitting 200 mZ dummy mullion

With mullion

Dummy mullion

Series No.

75 WI 214805/214815/214805
214305/214815/214305

90 WI 215341/215345/215341



Dia_5624 3052015

FRAME+ 90 WI/WB/WB-T
Selection diagrams parallel tilt and slide door

Fi
tti

ng
s

Inward opening
Profi le group C – parallel slide and tilt fi tting with assisted opening

Max. sash weight 200 kg

Series No.

75 WI 214807/214815/214807
214307/214815/214307

90 WI 215342/215345/215342

  Dummy mullion
Series No.
65 W 213807
75 WI 214807/214307
90 WI 215342

  With mullion

GH ≥ 425
FH ≤ FB x 2,5
FH 895-939:  GH = FH - 470
FH ≥ 940:  GH = FH/2

Sash height

see table 5520

Parallel slide and tilt fitting 200 mZ with mullion

see table 5520

Parallel slide and tilt fitting 200 mZ dummy mullion

Sash width

Dummy mullion

With mullion
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