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011059 97
011070.LI 97
011070.RE 97
011071 97
011072 97
011073 97
011074 97
011075 97
011076 97
011077 97
011078 97
011080 99
011120 101
011270 97
011273 97
011805 98
011810 98
011850 98
012010 171
012011 171
012012 171
012013 171
012014 171
012015 171
012016 171
012017 171
012018 171
012020 171
012028 167
012049 167
012050 185
012061 185
012090 170
012091 176
012092 176
012097 170
012098 170
012099 170
012100 170
012101 170
012103 170
012105 176
012106 176
012107 176
012108 176
012109 176
012110 176
012111 176
012112 176
012113 176
012114 176
012115 176
012116 176
012117 176
012118 176
012119 176
012123 176
012124 176
012125 176
012126 176
012127 176
012128 176

012129 176
012134 167
012136 171
012137 171
012138 171
012139 171
012140 171
012141 171
012142 171
012143 171
012144 176
012145 170
012146 171
012147 171
012148 171
012149 171
012150 170
012151 170
012152 170
012153 170
012154 170
012155 170
012156 170
012157 170
012158 170
012159 170
012160 170
012161 170
012162 170
012163 170
012164 170
012165 170
012166 170
012167 170
012168 170
012169 177
012170 177
012171 177
012172 177
012173 177
012174 177
012175 177
012176 177
012177 177
012178 177
012179 177
012180 177
012181 177
012182 177
012183 177
012184 177
012185 177
012186 177
012187 177
012188 177
012189 177
012190 177
012191 176
012192 177
012194 177
012195 177
012196 177

012197 177
012198 176
012199 176
012200 176
012201 176
012202 176
012203 176
012204 176
012206 177
012207 177
012212 174
012213 174
012214 174
012215 174
012216 174
012217 174
012218 174
012219 174
012220 174
012221 174
012222 174
012223 174
012226 174
012234 174
012235 174
012236 174
012237 174
012238 174
012239 174
012240 174
012241 174
012242 174
012243 174
012244 174
012245 174
012246 174
012260 171
012261 171
012262 171
012263 174
012264 174
012265 171
012266 171
012267 171
012268 171
012270 171
012275 170
012276 170
012277 170
012278 170
012279 170
012280 170
012310 172
012311 172
012312 172
012313 172
012314 172
012315 172
012316 172
012317 172
012318 172
012319 172

012320 172
012321 172
012322 172
012323 172
012324 172
012325 172
012326 172
012327 172
012328 172
012329 172
012350 178
012351 178
012352 178
012353 178
012354 178
012355 178
012356 178
012357 178
012358 178
012359 178
012360 178
012361 178
012362 178
012363 178
012364 178
012365 178
012366 178
012367 178
012368 178
012369 178
013003 55
013004 55
013005 55
013007 54
013008 54
013014 54
013018 54
013023 58
013024 58
013025 58
013027 57
013028 57
013038 57
013050 60
013051 60
013068 59
013090 65
013111 71
013201 55
013210 55
013300 54
013310 56
013313 59
013400 58
013410 58
013470 53
013471 55
013475 56
013476 58
013610 60
013615* 60
013800 62

013801 62
013802 62
014002 64
014015 188
014021 188
014032 190
014033 190
014034 190
014035 141
014036 141
014037 141
014038 141
014039 141
014040 189
014041 141
014060 185
014080 142
014081 142
014082 142
014083 142
014084 142
014085 142
014109 186
014110 186
014210 64
014400 65
014401 66
015002 194
015002.1 194
015002.3 194
015002.4 194
015002.5 194
015002.6 194
015002.7 194
015002.8 194
015004 204
015005 204
015006.1 202
015007.12 206
015008 201
015011 195
015121 212
015200 195
015210 195
015220 207
015220.1 207
015230 208
015310 207
015501 209
016050 143
016051 143
016052 143
016053 143
016054 143
016055 143
016056 143
016062 143
016064 143
016070 144
016071 144
016072 144
016073 144
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016074 144
016075 144
016080 143
016081 143
016082 143
016083 143
016084 143
016085 143
016087 143
016300 111
016603 147
016604 147
016605 147
016606 147
016607 147
016608 147
016609 147
016610 147
016618 147
016623 147
016624 147
016627 147
016628 147
016638 147
016650 147
016651 147
016668 147
016670* 148
016671* 148
016672 148
016673 148
016674 148
016675 148
016700 110
016705 110
016710 110
016715 110
016720 110
016725 110
016730 110
016740 110
016745 110
016750 110
016755 110
016760 110
016770 110
016775 110
016780 110
016785 110
016790 110
016800 110
016805 110
016810 110
016815 110
016820 110
016825 110
016830 110
016840 110
016845 110
016850 110
016855 110
016860 110

016870 110
016875 110
016880 110
016885 110
016890 110
017150 67
034052 70
051002 67
051003 68
051004 68
051007 69
051008 69
051009 66
051012 69
051014 69
051015 68
053005 148
053006 148
053007 148
053009 148
053010 149
054001 184
054100 186
054101 186
054102 186
054300 144
054301 144
054302 144
054500 101
054501 101
054553 149
054554 149
054580 190
054800 155
054801 155
054820 155
054821 155
054822 155
054823 155
062020 21
062030 21
110003 25
110005 25
110010 25
110015 25
110020 26
110025 26
110030 26
110035 26
110053 31
110053 31
110055 31
110055 31
110060 31
110060 31
110065 31
110065 31
110070 32
110070 32
110075 32
110075 32
110080 32

110080 32
110085 32
110085 32
110160 27
110161 27
110165 27
110166 27
110166 39
110170 27
110171 27
110171 39
110175 27
110176 27
110176 39
110181 39
110185 28
110186 28
110186 40
110210 33
110211 33
110215 33
110216 33
110216 48
110220 33
110221 33
110221 48
110225 33
110226 33
110226 48
110231 48
110235 34
110236 34
110236 49
110305* 29
110310* 29
110315* 29
110320* 29
110325* 30
110335* 30
113003 35
113003 35
113005 35
113005 35
113010 35
113010 35
113015 35
113015 35
113016 37
113016 37
113020 36
113020 36
113020 36
113021 37
113021 37
113025 36
113025 36
113025 36
113027 37
113027 37
113030 36
113030 36
113030 36

113031 37
113031 37
113035 36
113035 36
113035 36
113036 38
113036 38
113053 44
113053 44
113055 44
113055 44
113060 44
113060 44
113065 44
113065 44
113066 46
113066 46
113070 45
113070 45
113072 46
113072 46
113075 45
113075 45
113076 46
113076 46
113080 45
113080 45
113083 46
113083 46
113085 45
113085 45
113086 47
113086 47
113165 39
113170 39
113175 39
113180 39
113185 40
113215 48
113220 48
113225 48
113230 48
113235* 49
113305* 41
113310* 41
113314* 43
113316* 41
113320* 41
113325* 42
113329* 43
113330* 42
116005 65
116010 65
117100 51
118005 53
118006* 53
118007 53
118010 56
118011* 56
118012 56
118015 59
118016 59

118020 61
118505 53
118510 56
118515 59
119005 50
119008 50
119010 50
119016 50
119020 50
119026 50
119030 50
119035 50
119115 51
119120 51
119125 51
119135 51
119250 51
119305 51
119308 52
119505 52
119805 106
119810 106
119812 107
122005 20
127100 150
129005 20
129010 20
141055 20
141101 55
141104 55
141106 55
141301 58
141304 58
141307* 58
141505* 60
141710 61
142770 61
144005 17
144006 17
144010 18
144011 18
144015 19
144016 19
144020 17
144025 18
144030 19
144105 17
144106 17
144110 18
144111 18
145005 11
145006 11
145009 12
145010 13
145011 13
145014 14
145015 15
145016 15
145019 15
145021 11
145026 13
145031 15
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145050 16
145051 16
145105 11
145106 11
145110 13
145111 13
146005 70
146050 67
150005 72
150006 72
150007 72
150008 75
150009* 76
150010 72
150011 73
150012 73
150013 75
150014* 75
150015 73
150016* 73
150017 74
150018 75
150020 74
150021* 74
150022* 74
150040 77
150045* 77
150050* 77
150085* 87
150105 83
150106 83
150107 83
150108 87
150110 83
150111 84
150112 84
150113 86
150115 84
150116* 85
150117 85
150118 86
150120 85
150121* 86
150122* 86
150140 87
150145* 87
150150* 88
150205 92
150206* 92
150207 92
150208* 94
150210 92
150212* 93
150213* 93
150215 93
150220 94
150222* 94
150240* 94
150305 76
150308* 76
150313* 76
150335 87

150461* 77
150462* 77
150463* 78
150510 98
150605 102
150610 102
150705 96
150710 96
151010 102
151020 102
151021 102
151030 102
152005 101
152007* 133
152009 132
152010 132
152011* 133
152012 132
152013 132
152014 133
152015 133
152017 133
152018 133
152019* 134
152020 133
152021 137
152022 137
152023 138
152024 137
152025 137
152026 138
152027 137
152028 137
152029 138
152030 137
152031 137
152032 138
152033 137
152034 137
152035 138
152036 137
152037 137
152038 138
152040 132
152045 133
152046 134
152047 134
152048 134
152049 134
152058 133
152059* 134
152060 137
152061 137
152062 138
152063 137
152064 137
152065 138
152071 136
152072 136
152075 136
152080 134
152082 134

152084 134
152086 134
152090 134
152092 134
152094 134
152096 134
152300 138
152301 138
152302 138
152305 138
152307 138
152310 138
152312 138
152320 138
152325 138
152401 141
152402 142
152411 141
152412 142
152421 141
152422 142
152425 141
152426 141
152430 142
152432 142
152450 141
152451 142
152455 141
152456 142
152460 141
152461 142
152500 132
152501 132
152502 132
152503 132
152504 132
152505 132
152506 132
152507 132
153005 79
153008 80
153009* 81
153010 79
153013 80
153015 79
153018* 80
153020 81
153040 81
153045* 81
153050* 82
153105 89
153108* 90
153110 89
153113* 90
153115 89
153118* 90
153120 91
153140 91
153145* 91
153150 91
153205* 95
153210* 95

153305 81
153335 91
154505 100
154507 100
154509 100
156005* 72
156008* 76
156010* 73
156105* 83
156110* 84
156115* 84
156120* 85
156405* 92
156410* 92
156415* 93
156605* 89
156615* 89
158005 79
158010 79
158020 80
158105 90
158110 90
160006 122
160008 122
160010 122
160016 122
160020 122
160026 122
160030 122
160035 122
160069 122
160071 122
160073 122
160075 122
160077 122
160079 122
160081 122
160083 122
160085 122
160087 122
160089 122
160091 122
160093 122
160095 122
160097 122
160130 124
160131 124
160405 109
160406 109
160407 109
160410 108
160411 109
160412 108
160413 109
160414 108
160550 108
160551 108
160552 108
160553 108
160554 108
160555 108
160705 121

160706 121
160710 121
160711 121
160716 121
161020 124
161100 123
161101 123
161105 123
161106 123
161151 123
161152 123
161153 123
161154 123
161155 123
161156 123
161157 123
161161 124
161162 124
161163 124
161164 124
161165 124
161166 124
161167 124
161302 109
161307 109
161312 109
161317 109
161322 109
161327 109
161332 109
162002 129
162005 125
162007 129
162010 125
162012 129
162015 125
162017 129
162020 125
162022 129
162025 125
162027 129
162030 125
162032 129
162035 125
162037 129
162040 125
162042 129
162045 125
162047 129
162050 125
162052 129
162055 125
162057 129
162060 125
162062 129
162065 125
162067 129
162070 125
162072 129
162075 125
162077 129
162080 125
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162082 129
162085 125
162087 129
162090 125
162092 129
162095 125
162097 129
162100 125
162102 129
162105 125
162107 129
162110 125
162112 129
162115 125
162117 129
162120 125
162122 129
162125 125
162127 129
162130 125
162132 129
162137 129
163505 117
163506 118
163635 117
163640 117
163645 117
163650 117
163655 117
163660 117
163665 117
163670 117
163675 117
163680 117
163685 117
163690 117
163695 117
163700 117
163705 117
163710 117
163715 117
163720 117
163725 117
163730 117
163750 128
163752 128
163754 128
163756 128
163758 128
163760 128
163762 128
163764 128
163766 128
163768 128
163770 128
163772 128
163774 128
163776 128
163778 128
163790 128
163791 131
163793 128

163807 152
163809 152
163810 152
163811 153
163812 152
163813 153
163815 166
163817 166
163820 165
163822 165
163825 165
163827* 165
163829 165
163831 165
163835 166
163837 166
163930 131
163932 131
163934 131
163936 131
163938 131
163940 131
163942 131
163944 131
163946 131
163948 131
163950 131
163952 131
163954 131
163956 131
163958 131
164611 153
164612 153
166005 157
166010 157
166015 157
166050 159
166105 158
166110 158
166115 158
166120 158
166205 160
166206 160
166210 160
166211 160
166212 160
166215 161
166216 162
166217 162
166218 161
166220 162
166221 162
166235 163
166240 163
166242 162
166243 162
167005 149
167007 149
167008 150
167013 101
167015 151
167017 149

167018 150
167020 185
167025 185
167050 150
167060 106
167065 153
167066 153
167070 154
167075 186
167076 186
167085 153
167086 153
167098 139
167099 139
167100 140
167103 139
167105 139
167106 139
167107 139
167110 140
167112 139
167115 139
167116 139
167117 139
167125 139
167126 139
167127 139
167130 140
167131 140
167132 140
167134 140
167140 135
167142 135
167145 135
167147 135
167165 154
167167 154
167169 154
167171 154
167173 154
167175 154
167177 154
167179 154
167181 154
167183 154
167185 154
167187 154
167189 154
167191 154
167193 154
167220 145
167222 145
167224 145
167230 145
167232 145
167234 145
167236 145
167250 145
167252 145
167254 145
167257 145
167270 145

167272 145
167274 145
167281 135
167283 135
167285 135
167287 135
167291 135
167293 135
167295 135
167302 130
167306 126
167307 130
167311 126
167312 130
167316 126
167317 130
167321 126
167322 130
167326 126
167327 130
167331 126
167332 130
167336 126
167337 130
167341 126
167342 130
167346 126
167347 130
167351 126
167352 130
167356 126
167357 130
167361 126
167362 130
167366 126
167367 130
167371 126
167372 130
167376 126
167377 130
167381 126
167382 130
167386 126
167387 130
167391 126
167392 130
167396 126
167397 130
167401 126
167402 130
167480 144
167555* 127
167556* 127
167557* 127
167558* 127
167559* 127
167560* 127
167561* 127
167562* 127
167563* 127
167586 143
167588 143

167696 113
167698 113
167699 113
167700 111
167702 111
167720 164
167725 164
167730 147
167732 147
167736 147
167738 147
167740 147
167750 146
167752 146
167753 146
167754 146
167756 146
167757 146
167758 146
167765 146
167767 146
167768 146
167769 146
167771 146
167772 146
167773 146
167782 146
167784 146
167786 146
167787 146
167788 146
167793 115
167794 115
167795 115
167796 115
167805 116
167807 116
167810 111
167811 111
167812 111
167813 111
167816 112
167818 112
167821 112
167823 112
167830 112
167831 113
167832 112
167833 113
167835 113
167836 113
167837 113
167838 113
167839 113
167840 113
167846 114
167848 114
167856 114
167858 114
167860 114
167866 114
167868 114
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167870 114
167876 115
167878 115
167880 115
167882 147
167883 147
167885 116
167887 116
167890 116
167892 116
167895 112
167896 112
167900 114
167901 114
167902 114
167906 126
167907 130
167911 126
167912 130
167916 126
167917 130
167921 126
167922 130
167926 126
167927 130
167931 126
167932 130
168005 64
168060 64
168080 64
168121 62
168123 62
168126 63
168128 63
168131 63
168133 63
168140 63
168144 64
168201 66
168220 67
168400 20
168401 20
168405 116
168410 116
168415 116
168420 12
168425 14
168509 103
168510 103
168513 103
168514 103
168515 103
168516 104
168519 104
168520 104
168521 104
168522 104
168526 105
168541 105
168544 105
168546 105
168548 105

168550 105
168552 105
168554 105
168556 105
168558 105
168560 105
168562 105
168564 105
168566 105
168568 105
168570 105
168572 105
168640 106
168642 106
168644 106
168646 106
168648 106
168650 106
168990 107
169900 163
169901 163
169902 163
169903 163
169904 163
169905 163
169906 163
169907 163
169908 163
169909 163
169910 163
169911 163
169912 163
169913 163
169914 163
169915 163
169917 163
169919 163
169942 164
169946 164
169950 164
169954 164
169958 164
169962 164
169966 164
169970 164
169974 164
169978 164
169982 164
169986 164
169990 164
169994 164
169998 164
169999 164
170021 200
170022 200
170030 199
170035 200
170036 200
170037 200
170038 200
170039 200
170040 200

170041 200
170042 200
170043 200
170050 212
170065 213
170071 200
170072 200
170100 194
170110 194
170115 195
170130 196
170131 196
170201 191
170206 191
170208 192
170209 192
170211 192
170217 191
170251 192
170300 207
170301 207
170302 207
170310 201
170325 201
170332 205
170335 204
170336 205
170340 205
170341 205
170342 205
170349 204
170351 205
170352 205
170353 205
170354 206
170356 205
170357 205
170358 205
170360 205
170361 205
170362 205
170363 206
170364 206
170365 206
170367 202
170368 202
170369 202
170375 201
170376 201
170378 202
170379 201
170380 201
170381 201
170382 201
170384* 201
170385* 201
170390 208
170395 202
170396 202
170400 203
170401 203
170402 203

170403 203
170405 204
170406 204
170407 203
170408 204
170409 203
170411 202
170415 203
170416 203
170420 203
170421 203
170424 203
170425 206
170430* 206
170432 203
170433 203
170470 201
170475 201
170476 201
170477 201
170478 201
170480 203
170481 203
170490 204
170491 204
170495 204
170500 210
170501 210
170502 209
170503 211
170505 211
170510 210
170530 207
170600 194
170605 191
170610 199
170611 199
170629 193
170635 193
170636 193
170705 208
170710 206
170715 206
170720 198
170725 207
170730 208
170750 208
171005 209
171010 209
171043 209
171046 209
171050 209
171051 209
171053 209
171056 209
171061 210
171064 209
171150 209
173038 200
173039 200
173055 212
173060 213

173350 205
173351 205
173352 205
173353 205
173356 205
173357 205
173360 205
173361 205
173368 202
173375 201
173380 201
173415 203
173416 203
173420 203
173421 203
173605 191
173610 199
173611 199
174035 200
220070 101
220203 97
220204 97
220205 97
220208 97
220320 99
220321 99
220322 99
220323 99
220324 99
220325 99
220326 99
220327 99
220346 99
220347 99
220348 99
220349 99
220350 99
220351 99
227006 65
227010 99
227015 99
227020 99
227025 99
227030 99
227032 99
230070 168
230075 167
230102 181
230150 175
230196 184
298100 215
298101 215
298102 215
298109 212
298180 215
298182 215
298505 212
298506 212
298510 192
298525 214
298530 197
298531 198
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407555 52
407560 52
420300 121
420301 121
420302 121
421400 138
430010 118
430015 118
430020 118
430025 118
430030 118
430050 118
430052 118
430142 119
430143 119
430144 119
430145 119
430155 119
430160 119
430165 119
430205 120
430207 118
430210 119
430213 119
430216* 120
430219 119
430225 119
430228 119
430231 119
430237* 120
430240 119
430246* 120
430249* 120
430255* 120
430258* 120
430264* 120
430267* 120
430273* 120
430279* 120
430282* 120
430285* 120
430291* 120
430294* 120
430297* 120
440250 195
440260 195
440261 195
440280 196
440285 196
440287 196
440289 196
440291 196
440400 196
440401 197
440402 197
441250 197
441260 197
441262 210
445010 22
445015 22
445020 22
445025 22

445030 22
445035 22
445060 23
445065 23
445070 23
445075 23
445080 23
445085 24
445090 24
445095 24
445100 24
445100.F10000 24
445105 24
445105.F10000 24
540025 70
545005 68
545105 155
545106 155
551105 156
551150 156
551155 156
551180 156
551181 156
551190 156
902511 167
902805 167
904015 180
904255 180
904615 168
905055 168
905075 181
905535 180
905552 181
905562 181
905572 181
905582 181
905592 181
905602 181
905612 181
906019 175
906026 175
907202 179
907204 179
907206 179
907208 179
907210 179
907212 179
907214 179
907216 179
907218 179
907220 179
907222 179
907224 179
907226 179
907228 179
907230 179
907232 179
907234 179
907236 179
907238 179
907240 179
907242 179

907244 179
907252 179
907254 179
907256 179
907258 179
907260 179
907262 179
907264 179
907266 179
907268 179
907270 179
907272 179
907274 179
907276 179
907278 179
907280 179
907282 179
907284 179
907286 179
907288 179
907290 179
907292 179
907294 179
907505 183
907550 181
907605 183
908005 184
908020 182
908021 182
908025 182
908030 168
908031 168
908033 182
908034 182
908037 168
908038 169
908046 169
908055 169
908057 169
908115 167
908118 167
908225 183
908308 168
908545 183
908550 181
908554 184
908555 184
908556 184
908557 184
908558 184
908559 184
908560 184
908655 182
908950 180
908952 180
908953 180
908954 180
909038 169
909058 175
909063 175
909068 175
909073 175

909078 175
909083 175
909088 175
909093 175
909098 175
909103 175
909108 175
909113 175
909253 173
909258 173
909263 173
909268 173
909273 173
909278 173
909283 173
909288 173
909293 173
909298 173
909303 173
909308 173
909313 173
909448 169
909468 169
909483 169
909663 173
909668 173
909673 173
909678 173
909683 173
909688 173
909693 173
909698 173
909703 173
909708 173
910060 185
910061 185
910125 184
915015 150
915020 150
915025 150
915110 186
915501 151
930000 66
930001 66
930100 66
930101 66
930200 66
951015 187
951017 187
951019 187
951021 187
951025 187
951027 187
951029 187
951031 187
951990 189
952000 189
952009 189
952015 188
952020 188
952023 189
953005 188

953010 188
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THERM+ Product range
Profi les

System width 50 mm
Base profi les

I-Series

Article Material Surface Surface area m No. PU

Base profile 41 punched aluminium mill finished 0.190 145005 6 m

 ■ Technical information
 – Prepunched with slotted hole 12x5 mm, alternating left and right every 250 mm

(slight tolerances are possible).
 – For gasket width 50 mm.
 – Accessories:

- Timber screw no. 908020, 908021, 908025.

Article Material Surface Surface area m No. PU

Base profile 41 aluminium mill finished 0.190 145006 6 m

 ■ Technical information
 – Not prepunched.
 – For gasket width 50 mm.

Article Material Surface Surface area m No. PU
Base profile 41 with foot 
punched aluminium mill finished 0.210 145021 6 m

 ■ Technical information
 – Prepunched with slotted hole 12x5 mm, alternating left and right every 250 mm

(slight tolerances are possible).
 – For gasket width 50 mm.
 – Accessories: 

- Timber screw no. 908020, 908021, 908025.

Article Material Surface Surface area m No. PU
Expansion base profile 41 
left punched aluminium mill finished 0.190 145105 6 m

 ■ Technical information
 – Prepunched with slotted hole 12x5 mm every 125 mm (slight tolerances are possible).
 – For gasket width 50 mm, mullion min. 60 mm.
 – Collateral fixture with pan head timber screw 4.5x20, no. 907550.
 – For THERM+ timber curtain walls with expansion mullions and/or element design.
 – For use with expansion base profile 41 right, no. 145106.

Article Material Surface Surface area m No. PU
Expansion base profile 41 
right punched aluminium mill finished 0.130 145106 6 m

 ■ Technical information
 – Prepunched with slotted hole 12x5 mm every 125 mm (slight tolerances are possible).
 – For gasket width 50 mm, mullion min. 60 mm.
 – Collateral fixture with pan head timber screw 4.5x20, no. 907550.
 – For THERM+ timber curtain walls with expansion mullions and/or element design.
 – For use with expansion base profile 41 left, no. 145105.

A minimum parameter of 0.13 m is taken for the profiles for a surface treatment. Detailed surface area dimensions on request.
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THERM+ Product range
Profi les

System width 50 mm
Base profi les
I-Series

Article Material Surface Suface area m No. PU

Base profile 50 aluminium mill finished 0.179 145009 6 m

 ■ Technical information
 – Not prepunched.
 – For gasket width 50 mm.
 – Execution for steel connector SC and SCL in case of  standard tubes.

Article Material Surface No. PU

Base profile 50 plastic material grey 168420 6 m

 ■ Technical information
 – For gasket width 50 mm.
 – For THERM+ FS-I threaded tubes.
 – Snap-in fixture, for the fixation and guidance of interior gaskets type S and L.

21
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THERM+ Product range
Profi les

System width 56 mm
Base profi les

I-Series

Article Material Surface Surface area m No. PU

Base profile 47 punched aluminium mill finished 0.200 145010 6 m

 ■ Technical information
 – Prepunched with slotted hole 12x5 mm, alternating left and right every 250 mm

(slight tolerances are possible).
 – For gasket width 56 mm.
 – Accessories: 

- Timber screw no. 908020, 908021, 908025.

Article Material Surface Surface area m No. PU

Base profile 47 aluminium mill finished 0.200 145011 6 m

 ■ Technical information
 – Not prepunched.
 – For gasket width 56 mm.

Article Material Surface Surface area m No. PU
Base profile 47 with foot 
punched aluminium mill finished 0.220 145026 6 m

 ■ Technical information
 – Prepunched with slotted hole 12x5 mm, alternating left and right every 250 mm

(slight tolerances are possible).
 – For gasket width 56 mm.
 – Accessories: 

- Timber screw no. 908020, 908021, 908025.

Article Material Surface Surface area m No. PU
Expansion base profile 
47 left punched aluminium mill finished 0.199 145110 6 m

 ■ Technical information
 – Prepunched with slotted hole 12x5 mm every 125 mm (slight tolerances are possible).
 – For gasket width 56 mm, mullion min. 60 mm.
 – Collateral fixture with pan head timber screw 4.5x20, no. 907550.
 – For THERM+ timber curtain walls with expansion mullions and/or element design.
 – For use with expansion base profile 47 right, no. 145111.

Article Material Surface Surface area m No. PU
Expansion base profile 
47 right punched aluminium mill finished 0.130 145111 6 m

 ■ Technical information
 – Prepunched with slotted hole 12x5 mm every 125 mm (slight tolerances are possible).
 – For gasket width 56 mm, mullion min. 60 mm.
 – Collateral fixture with pan head timber screw 4.5x20, no. 907550.
 – For THERM+ timber curtain walls with expansion mullions and/or element design.
 – For use with expansion base profile 47 left, no. 145110.

A minimum parameter of 0.13 m is taken for the profiles for a surface treatment. Detailed surface area dimensions on request.
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THERM+ Product range
Profi les

System width 56 mm
Base profi les
I-Series

Article Material Surface Surface area m No. PU

Base profile 56 aluminium mill finished 0.191 145014 6 m

 ■ Technical information
 – Not prepunched.
 – For gasket width 56 mm.
 – Execution for steel connector SC and SCL in case of  standard tubes.

Article Material Surface No. PU

Base profile 56 plastic material grey 168425 6 m

 ■ Technical information
 – For gasket width 56 mm.
 – For THERM+ FS-I threaded tubes.
 – Snap-in fixture, for the fixation and guidance of interior gaskets type S and L.

21
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THERM+ Product range
Profi les

System width 76 mm
Base profi les

I-Series

Article Material Surface Surface area m No. PU

Base profile 67 punched aluminium mill finished 0.243 145015 6 m

 ■ Technical information
 – Prepunched with slotted hole 12x5 mm, alternating left and right every 250 mm

(slight tolerances are possible).
 – For gasket width 76 mm.
 – Accessories: 

- Timber screw no. 908020, 908021, 908025.

Article Material Surface Surface area m No. PU

Base profile 67 aluminium mill finished 0.240 145016 6 m

 ■ Technical information
 – Not prepunched.
 – For gasket width 76 mm.

Article Material Surface Surface area m No. PU
Base profile 67 with foot 
punched aluminium mill finished 0.261 145031 6 m

 ■ Technical information
 – Prepunched with slotted hole 12x5 mm, alternating left and right every 250 mm

(slight tolerances are possible).
 – For gasket width 76 mm.
 – Accessories: 

- Timber screw no. 908020, 908021, 908025.

Article Material Surface Surface area m No. PU

Base profile 76 aluminium mill finished 0.232 145019 6 m

 ■ Technical information
 – For THERM+ S-I.
 – Not prepunched.
 – For gasket width 76 mm.
 – Execution for steel connector SC and SCL in case of  standard tubes.
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THERM+ Product range
Profi les

System width 96 mm
Base profi les
I-Series

Article Material Surface Surface area m No. PU

Base profile 87 aluminium mill finished 0.279 145051 6 m

 ■ Technical information
 – Not prepunched.
 – For gasket width 96 mm.

Article Material Surface Surface area m No. PU
Base profile 87
punched aluminium mill finished 0.279 145050 6 m

 ■ Technical information
 – Prepunched with slotted hole 12x5 mm, alternating left and right every 250 mm

(slight tolerances are possible).
 – For gasket width 96 mm.
 – Accessories: 

- Timber screw no. 908020, 908021, 908025.
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THERM+ Product range
Profi les

System width 50 mm
Base profi les

V-Series

Article Material Surface Surface area m No. PU

Base profile 41 V punched aluminium mill finished 0.164 144005 6 m

 ■ Technical information
 – Prepunched with slotted hole 12x5 mm, alternating left and right every 250 mm

(slight tolerances are possible).
 – For gasket width 50 mm.
 – Accessories:

- Timber screw no. 908020, 908021, 908025.

Article Material Surface Surface area m No. PU

Base profile 41 V aluminium mill finished 0.164 144006 6 m

 ■ Technical information
 – Not prepunched.
 – For gasket width 50 mm.

Article Material Surface Surface area m No. PU
Base profile 41 V with foot 
punched aluminium mill finished 0.176 144020 6 m

 ■ Technical information
 – Prepunched with slotted hole 12x5 mm, alternating left and right every 250 mm

(slight tolerances are possible).
 – For gasket width 50 mm.
 – Accessories:

- Timber screw no. 908020, 908021, 908025.

Article Material Surface Surface area m No. PU
Expansion base profile
41 V left punched aluminium mill finished 0.171 144105 6 m

 ■ Technical information
 – Prepunched every 125 mm (slight tolerances are possible).
 – For gasket width 50 mm, mullion min. 60 mm.
 – Collateral fixture with pan head timber screw 4.5x20, no. 907550.
 – For THERM+ timber curtain walls with expansion mullions and/or element design.
 – For use with expansion base profile 41 V right, no. 144106.

41

Article Material Surface Surface area m No. PU
Expansion base profile
41 V right punched aluminium mill finished 0.130 144106 6 m

 ■ Technical information
 – Prepunched every 125 mm (slight tolerances are possible).
 – For gasket width 50 mm, mullion min. 60 mm.
 – Collateral fixture with pan head timber screw 4.5x20, no. 907550.
 – For THERM+ timber curtain walls with expansion mullions and/or element design.
 – For use with expansion base profile 41 V left, no. 144105.

A minimum parameter of 0.13 m is taken for the profiles for a surface treatment. Detailed surface area dimensions on request.
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THERM+ Product range
Profi les

System width 56 mm
Base profi les
V-Series

Article Material Surface Surface area m No. PU

Base profile 47 V punched aluminium mill finished 0.175 144010 6 m

 ■ Technical information
 – Prepunched with slotted hole 12x5 mm, alternating left and right every 250 mm

(slight tolerances are possible).
 – For gasket width 56 mm.
 – Accessories:

- Timber screw no. 908020, 908021, 908025.

Article Material Surface Surface area m No. PU

Base profile 47 V aluminium mill finished 0.175 144011 6 m

 ■ Technical information
 – Not prepunched.
 – For gasket width 56 mm.

Article Material Surface Surface area m No. PU
Base profile 47 V with foot 
punched aluminium mill finished 0.188 144025 6 m

 ■ Technical information
 – Prepunched with slotted hole 12x5 mm, alternating left and right every 250 mm

(slight tolerances are possible).
 – For gasket width 56 mm.
 – Accessories:

- Timber screw no. 908020, 908021, 908025.

Article Material Surface Surface area m No. PU
Expansion base profile
47 V left punched aluminium mill finished 0.177 144110 6 m

 ■ Technical information
 – Prepunched every 125 mm (slight tolerances are possible).
 – For gasket width 56 mm, mullion min. 60 mm.
 – Collateral fixture with pan head timber screw 4.5x20, no. 907550.
 – For THERM+ timber curtain walls with expansion mullions and/or element design.
 – For use with expansion base profile 47 V right, no. 144111.

Article Material Surface Surface area m No. PU
Expansion base profile
47 V right punched aluminium mill finished 0.130 144111 6 m

 ■ Technical information
 – Prepunched every 125 mm (slight tolerances are possible).
 – For gasket width 56 mm, mullion min. 60 mm.
 – Collateral fixture with pan head timber screw 4.5x20, no. 907550.
 – For THERM+ timber curtain walls with expansion mullions and/or element design.
 – For use with expansion base profile 47 V left, no. 144110.

A minimum parameter of 0.13 m is taken for the profiles for a surface treatment. Detailed surface area dimensions on request.
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THERM+ Product range
Profi les

System width 76 mm
Base profi les

V-Series

Article Material Surface Surface area m No. PU

Base profile 67 V punched aluminium mill finished 0.218 144015 6 m

 ■ Technical information
 – Prepunched with slotted hole 12x5 mm, alternating left and right every 250 mm

(slight tolerances are possible).
 – For gasket width 76 mm.
 – Accessories:

- Timber screw no. 908020, 908021, 908025.

Article Material Surface Surface area m No. PU

Base profile 67 V aluminium mill finished 0.218 144016 6 m

 ■ Technical information
 – Not prepunched.
 – For gasket width 76 mm.

Article Material Surface Surface area m No. PU
Base profile 67 V with foot 
punched aluminium mill finished 0.235 144030 6 m

 ■ Technical information
 – Prepunched with slotted hole 12x5 mm, alternating left and right every 250 mm

(slight tolerances are possible).
 – For gasket width 76 mm.
 – Accessories:

- Timber screw no. 908020, 908021, 908025.
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THERM+ Product range
Profi les

System width 50/56/76 mm
Base profi les for welding
I-Series

Article Material Surface No. PU

Base profile stainless steel/aluminium bright rolled/mill finished 129005 6 m

 ■ Technical information
 – For every system width, system type andconstruction type.
 – Marked laterally for welding points every 250 mm.

Article Material Surface Surface area m No. PU

Base profile steel bright rolled 0.130 122005 6 m

 ■ Technical information
 – For every system width, system type and construction type.
 – Marked laterally for welding points every 250 mm.
 – Steel base profile in quality S 235 JR.
 – Only for the application on galvanised constructions.
 – For use with screw channel no. 141055.

Article Material Surface No. PU

Base profile RC stainless steel/aluminium bright rolled/mill finished 129010 6 m

 ■ Technical information
 – For every system width and construction type.
 – Marked laterally for welding points every 250 mm.
 – For burglar resistant curtain walls RC3.

Article Material Surface No. PU

Screw channel aluminium RAL 7035 141055 6 m

 ■ Technical information
 – With coated surface.
 – In connection with steel base profile S 235 JR, 122005.
 – Only for the use with hotdip galvanized constructions.

Article Material Surface No. PU

Base profile 50/56/76 plastic material black 168400 200 m

Base profile 50/56/76 plastic material black 168401 1,200 m

 ■ Technical information
 – For THERM+ S-I steel curtain walls.
 – Snap-in fixture, for lateral fixation and guidance of EPDM mullion and transom gaskets type 

„S“ and type „L“.
 – Delivery: in sticks of each 2 m.
 – Accessories:

- base profile carrier no. 168405 (system width 50 mm)
- base profile carrier no. 168410 (system width 56 mm)
- base profile carrier no. 168415 (system width 76 mm).

5

13

A minimum parameter of 0.13 m is taken for the profiles for a surface treatment. Detailed surface area dimensions on request.
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THERM+ Product range
Profi les

System width 50/56/76 mm
Structural steel profi les

I-Series

Article Width 
mm

Height 
mm Surface Surface 

area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Structural T-profile 60/90 60 90 bright rolled 0.290 062020 93.58 14.87 6.05 3.00 15.47 4.96

Structural T-profile 60/120 60 120 bright rolled 0.350 062030 252.30 19.04 7.66 3.00 32.92 6.35

 ■ Technical information
 – Possible for assembly as mullion or transom profile.
 – Material: S 235 JR G2.
 – All radii R = appr. 2 mm.
 – PU: 7 m.

rounded

rounded

flat wise
1.5 mm/m

edge wise
1.5 mm/m

torsion 1°/m
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THERM+ Product range
Profi les

System width 50/56 mm
Structural steel profi les
I-Series

Article Width
mm

Height
mm

Weight 
kg/m

Wall thick-
ness mm

Surface 
area m No. Ix

cm4
Iy

cm4
ex
cm

ey
cm

Wx
cm3

Wy
cm3

Threaded tube 50/60/2 50 60 4.07 2 0.265 445010 23.51 16.87 3.25 2.50 7.24 6.75

Threaded tube 50/90/2 50 90 5.01 2 0.325 445015 65.03 23.79 4.94 2.50 13.16 9.52

Threaded tube 50/120/2 50 120 5.95 2 0.385 445020 134.90 30.70 6.57 2.50 20.52 12.28

Threaded tube 50/120/3 50 120 8.79 3 0.382 445025 194.11 43.73 6.56 2.50 29.60 17.94

Threaded tube 50/150/3 50 150 10.21 3 0.442 445030 345.64 53.68 8.15 2.50 42.39 21.47

Threaded tube 50/150/4 50 150 13.43 4 0.440 445035 444.75 68.09 8.14 2.50 54.66 27.24

 ■ Technical information
 – Possible for assembly as mullion or transom profile.
 – Profile width: 50 mm.
 – Material: steel S280GD + Z275MAO.
 – Surface: sendzimir galvanised.
 – Execution class EXC2.
 – PU: 7 m.
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THERM+ Product range
Profi les

System width 50/56 mm
Structural steel profi les

I-Series

Article Width
mm

Height
mm

Weight 
kg/m

Wall thick-
ness mm

Surface 
area m No. Ix

cm4
Iy

cm4
ex
cm

ey
cm

Wx
cm3

Wy
cm3

Threaded tube 60/60/2 60 60 4.38 2 0.285 445060 26.90 25.61 3.23 3.00 8.33 8.54

Threaded tube 60/90/2 60 90 5.32 2 0.345 445065 72.85 35.70 4.91 3.00 14.82 11.90

Threaded tube 60/90/4 60 90 10.28 4 0.340 445070 132.08 64.79 4.88 3.00 27.05 21.60

Threaded tube 60/120/2 60 120 6.27 2 0.405 445075 148.95 45.80 6.54 3.00 22.76 15.27

Threaded tube 60/120/4 60 120 12.17 4 0.400 445080 275.26 83.64 6.51 3.00 42.26 27.88

 ■ Technical information
 – Possible for assembly as mullion or transom profile.
 – Profile width: 60 mm.
 – Material: steel S280GD + Z275MAO.
 – Surface: sendzimir galvanised.
 – Execution class EXC2.
 – PU: 7 m.
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THERM+ Product range
Profi les

System width 50/56 mm
Structural steel profi les
I-Series

Article Width
mm

Height
mm

Weight 
kg/m

Wall thick-
ness mm

Surface 
area m No. Ix

cm4
Iy

cm4
ex
cm

ey
cm

Wx
cm3

Wy
cm3

Threaded tube 60/150/3 60 150 10.68 3 0.462 445085 378.31 80.28 8.12 3.00 46.57 26.76

Threaded tube 60/150/4 60 150 14.05 4 0.460 445090 487.71 102.48 8.11 3.00 60.14 34.16

Threaded tube 60/180/3 60 180 12.10 3 0.522 445095 602.72 94.92 9.70 3.00 62.15 31.64

Threaded tube 60/180/5 60 180 19.70 5 0.517 445100 946.86 145.38 9.67 3.00 97.96 48.46

Threaded tube 60/180/5 60 180 19.70 5 0.517 445100.F10000 946.86 145.38 9.67 3.00 97.96 48.46

Threaded tube 60/200/5 60 200 21.27 5 0.557 445105 1247.02 160.55 10.71 3.00 116.48 53.52

Threaded tube 60/200/5 60 200 21.27 5 0.557 445105.F10000 1247.02 160.55 10.71 3.00 116.48 53.52

 ■ Technical information
 – Possible for assembly as mullion or transom profile.
 – Profile width: 60 mm.
 – Material: steel S280GD + Z275MAO.
 – Surface: sendzimir galvanised.
 – Execution class EXC2.
 – PU: 7 m.
 – PU: 10 m for no. 445100.F10000 and 445105.F10000.

*Time of delivery on demand
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THERM+ Product range
Profi les

System width 50 mm
Structural aluminium profi les

I-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Structural profile 50/25 aluminium 25 0.247 110003 8.63 11.00 2.01 2.5 3.33 4.40

Structural profile 50/50 aluminium 50 0.297 110005 34.35 19.26 3.10 2.5 8.58 7.70

Structural profile 50/75 aluminium 75 0.347 110010 88.65 26.6 4.03 2.5 15.92 10.64

Structural profile 50/100 aluminium 100 0.397 110015 170.10 32.75 5.12 2.5 24.38 13.10

 ■ Technical information
 – Possible for assembly as mullion or transom profile.
 – Structural reinforcement with aluminium insertion 

profile or conventional profiles (see table).
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No.
Execution with aluminium 

insertion profile Steel profile
Insertion mm

No. Ix cm4

110003 119005 1.04 40x20

110005 119008 6.16 40x30

110010 119010 27.47 40x50

110015 119016 73.08 40x80



202026

THERM+ Product range
Profi les

System width 50 mm
Structural aluminium profi les
I-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Structural profile 50/125 aluminium 125 0.447 110020 288.90 39.14 6.11 2.5 34.02 15.66

Structural profile 50/150 aluminium 150 0.497 110025 439.00 45.54 7.22 2.5 44.41 18.22

Structural profile 50/175 aluminium 175 0.547 110030 627.53 52.23 8.39 2.5 55.99 20.89

Structural profile 50/200 aluminium 200 0.597 110035 1017.25 80.1 9.59 2.5 81.34 32.04

 ■ Technical information
 – Possible for assembly as mullion or transom profile.
 – Structural reinforcement with aluminium insertion 

profile or conventional profiles (see table).
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No.
Execution with aluminium 

insertion profile Steel profile
Insertion mm

No. Ix cm4

110020 119020 140.36 40x100
110025 119026 231.87 40x120
110030 119030 399.94 40x100 + 40x50

110035 119035 622.07 40x100 + 40x80
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THERM+ Product range
Profi les

System width 50 mm
Structural aluminium profi les

I-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Expansion structural profile 50/75 left aluminium 75 0.457 110160 53.86 8.66 4.46 2.61 10.65 3.40

Expansion structural profile 50/75 right aluminium 75 0.371 110161 30.05 3.27 4.46 2.61 6.85 1.34

Expansion structural profile 50/100 left aluminium 100 0.507 110165 106.46 9.81 5.75 2.59 16.51 3.75

Expansion structural profile 50/100 right aluminium 100 0.421 110166 64.33 4.13 5.75 2.59 11.32 1.70

Expansion structural profile 50/125 left aluminium 125 0.557 110170 183.13 10.9 7.04 2.58 23.45 4.07

Expansion structural profile 50/125 right aluminium 125 0.471 110171 116.53 4.99 7,04 2.58 16,74 2.06

Expansion structural profile 50/150 left aluminium 150 0.607 110175 287.07 11.94 8.31 2.57 31.39 4.38

Expansion structural profile 50/150 right aluminium 150 0.521 110176 189.8 5.85 8.31 2.57 23.06 2.42

110160 110161

110165 110166

110170 110171

110175 110176

 ■ Technical information
 – Possible as mullion profile.
 – Structural reinforcement with aluminium insertion 

profile or steel conventional profiles (see table).
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.

No.
Execution with alumini-

um insertion profile Steel profile
Insertion mm

No. Ix cm4

110160, 110161 – – 25x15

110165, 110166 119115 6.43 50x15

110170, 110171 119120 24.97 75x15

110175, 110176 119125 61.73 100x15
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THERM+ Product range
Profi les

System width 50 mm
Structural aluminium profi les
I-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Expansion structural profile 50/200 left aluminium 200 0.702 110185 693.67 15.51 10.65 2.55 55.71 5.53

Expansion structural profile 50/200 right aluminium 200 0.619 110186 456.29 9.22 10.65 2.55 42.19 3.88

110185 110186

 ■ Technical information
 – Possible as mullion profile.
 – Structural reinforcement with aluminium insertion 

profile or steel conventional profiles (see table).
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No.
Execution with alumini-

um insertion profile Steel profile
Insertion mm

No. Ix cm4

110185, 110186 119135 262.53 150x15
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THERM+ Product range
Profi les

System width 50 mm
Structural aluminium profi les

I-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Structural T-profile 50/50 aluminium 50 0.297 110305* 33.07 9.18 3.38 2.5 8.88 3.67

Structural T-profile 50/75 aluminium 75 0.347 110310* 81.16 9.60 4.19 2.5 15.00 3.84

Structural T-profile 50/100 aluminium 100 0.397 110315* 158.66 10.03 5.08 2.5 22.59 4.01

Structural T-profile 50/125 aluminium 125 0.447 110320* 269.5 10.46 6.02 2.5 31.42 4.18

 ■ Technical information
 – Possible for assembly as mullion or transom profile.
 – Structural reinforcement with conventional steel

or aluminium flats.
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m

No. Insertion for 
steel profile mm

110305*

110310* 25 x 10

110315* 50 x 10

110320* 75 x 10

*Time of delivery on demand



202030

THERM+ Product range
Profi les

System width 50 mm
Structural aluminium profi les
I-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Structural T-profile 50/150 aluminium 150 0.497 110325* 417.35 10.88 7.01 2.5 41.38 4.35

Structural T-profile 50/200 aluminium 200 0.597 110335* 910.76 12.37 9.57 2.5 72.70 4.95

 ■ Technical information
 – Possible for assembly as mullion or transom profile.
 – Structural reinforcement with aluminium insertion 

profile or conventional profiles (see table).
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m

No. Insertion for 
steel profile mm

110325* 100 x 10

110335* 150 x 8

*Time of delivery on demand
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THERM+ Product range
Profi les

System width 56 mm
Structural aluminium profi les

I-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Structural profile 56/25 aluminium 25 0.259 110053 9.32 15.75 1.94 2.8 3.50 5.62

Structural profile 56/50 aluminium 50 0.309 110055 42.75 32.43 2.75 2.8 9.84 11.58

Structural profile 56/75 aluminium 75 0.359 110060 101.38 42.65 3.84 2.8 17.58 15.23

Structural profile 56/100 aluminium 100 0.409 110065 195.95 51.82 4.90 2.8 27.23 18.51

 ■ Technical information
 – Possible for assembly as mullion or transom profile.
 – Structural reinforcement with aluminium insertion 

profile or conventional profiles (see table).
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No.
Execution with aluminium 

insertion profile Steel profile
Insertion mm

No. Ix cm4

110053 119005 1.04 40x20

110055 119008 6.16 40x30

110060 119010 27.47 40x50

110065 119016 73.08 40x80



202032

THERM+ Product range
Profi les

System width 56 mm
Structural aluminium profi les
I-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Structural profile 56/125 aluminium 125 0.459 110070 333.31 61.62 5.90 2.8 38.29 22.01

Structural profile 56/150 aluminium 150 0.509 110075 510.95 72.45 7.00 2.8 50.59 25.87

Structural profile 56/175 aluminium 175 0.559 110080 738.38 83.19 8.12 2.8 64.31 29.71

Structural profile 56/200 aluminium 200 0.609 110085 1159.57 108.92 9.11 2.8 89.25 38.9

 ■ Technical information
 – Possible for assembly as mullion or transom profile.
 – Structural reinforcement with aluminium insertion 

profile or conventional profiles (see table).
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No.
Execution with aluminium 

insertion profile Steel profile
Insertion mm

No. Ix cm4

110070 119020 140.36 40x100
110075 119026 231.87 40x120
110080 119030 399.94 40x100 + 40x50

110085 119035 622.07 40x100 + 40x80
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THERM+ Product range
Profi les

System width 56 mm
Structural aluminium profi les

I-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Expansion sturctural profile 56/75 left aluminium 75 0.492 110210 63.15 12.86 4.29 2.91 13.04 4.29

Expansion structural profile 56/75 right aluminium 75 0.380 110211 35.09 4.16 4.29 2.91 7.82 1.53

Expansion structural profile 56/100 left aluminium 100 0.542 110215 124.57 14.39 5.56 2.89 20.09 4.66

Expansion structural profile 56/100 right aluminium 100 0.430 110216 74.61 5.14 5.56 2.89 12.89 1.88

Expansion structural profile 56/125 left aluminium 125 0.592 110220 213.6 15.79 6.83 2.88 28.36 4.99

Expansion structural profile 56/125 right aluminium 125 0.480 110221 134.53 6.12 6.83 2.88 19.01 2.24

Expansion structural profile 56/150 left aluminium 150 0.642 110225 333.81 17.11 8.09 2.87 37.74 5.31

Expansion structural profile 56/150 right aluminium 150 0.530 110226 218.39 7.10 8,09 2.87 26.13 2.60

110210 110211

110215 110216

110220 110221

110225 110226

 ■ Technical information
 – Possible as mullion profile.
 – Structural reinforcement with aluminium insertion 

profile or steel conventional profiles (see table).
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No.
Execution with alumini-

um insertion profile Steel profile
Insertion mm

No. Ix cm4

110210, 110211 – – 25x15

110215, 110216 119115 6.43 50x15

110220, 110221 119120 24.97 75x15

110225, 110226 119125 61.73 100x15



202034

THERM+ Product range
Profi les

System width 56 mm
Structural aluminium profi les
I-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Expansion profile 56/200 right aluminium 200 0.742 110235 681.97 19.85 10.61 2.86 59.60 5.92

Expansion profile 56/200 right aluminium 200 0.630 110236 472.03 9.06 10.61 2.86 43.32 3.32

110235

 ■ Technical information
 – Possible as mullion profile.
 – Structural reinforcement with aluminium insertion 

profile or steel conventional profiles (see table).
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No.
Execution with alumini-

um insertion profile Steel profile
Insertion mm

No. Ix cm4

110235, 110236 119135 262.53 150x15
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THERM+ Product range
Profi les

System width 50 mm
Structural aluminium profi les

V-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Structural profile 50/25 V aluminium 25 0.225 113003 6.22 10.92 1.77 2.5 2.72 4.37

Structural profile 50/50 V aluminium 50 0.275 113005 28.14 17.24 2.86 2.5 7.62 6.9

Structural profile 50/75 V aluminium 75 0.325 113010 65.7 22.95 4.19 2.5 13.51 9.18

Structural profile 50/100 V aluminium 100 0.375 113015 127.97 28.76 5.35 2.5 20.62 11.51

 ■ Technical information
 – Possible for assembly as mullion or transom profile.
 – Structural reinforcement with aluminium insertion 

profile or conventional steel profiles (see table).
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No.
Execution with alumini-

um insertion profile Steel profile
Insertion mm

No. Ix cm4

113003 119005 1.04 40x20

113005 119008 6.16 40x30

113010 119010 27.47 40x60

113015 119016 73.08 40x80
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THERM+ Product range
Profi les

System width 50 mm
Structural aluminium profi les
V-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Structural profile 50/125 V aluminium 125 0.425 113020 225.85 37.13 6.40 2.5 29.51 14.85

Structural profile 50/150 V aluminium 150 0.475 113025 339.38 43.70 7.75 2.5 38.57 17.48

Structural profile 50/175 V aluminium 175 0.525 113030 456.68 46.78 9.24 2.5 46.55 18.71

Structural profile 50/200 V aluminium 200 0.575 113035 726.08 59.84 10.05 2.5 63.15 23.94

 ■ Technical information
 – Possible for assembly as mullion or transom profile.
 – Structural reinforcement with aluminium insertion 

profile or conventional steel profiles (see table).
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No.
Execution with aluminium 

insertion profile Steel profile
Insertion mm

No. Ix cm4

113020 119020 140.36 40x100
113025 119026 231.87 40x80 + 40x50
113030 119030 399.94 40x80 + 40x80

113035 119035 622.07 40x100 + 40x80
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THERM+ Product range
Profi les

System width 50 mm
Structural aluminium profi les

V-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Reinforced structural profile 50/100 V aluminium 100 0.375 113016 158.35 34.92 4.58 2.50 22.74 13.97

Reinforced structural profile 50/125 V aluminium 125 0.425 113021 270.32 41.75 5.57 2.50 31.88 16.70

Reinforced structural profile 50/150 V aluminium 150 0.475 113027 401.30 50.41 7.05 2.50 42.23 20.16

Reinforced structural profile 50/175 V aluminium 175 0.525 113031 600.07 59.62 8.02 2.50 54.40 23.85

 ■ Technical information
 – Possible for assembly as mullion or transom profile.
 – Structural reinforcement with aluminium insertion 

profile or conventional steel profiles (see table).
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No.
Execution with alumini-

um insertion profile Steel profile
Insertion mm

No. Ix cm4

113016 119016 73.08 40x80

113021 119020 140.36 40x100

113027 119026 231.87 40x80 + 40x50

113031 119030 399.94 40x80 + 40x80



202038

THERM+ Product range
Profi les

System width 50 mm
Structural aluminium profi les
V-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Reinforced structural profile 50/200 V aluminium 200 0.575 113036 937.64 78.44 9.04 2.50 74.93 31.37

 ■ Technical information
 – Possible for assembly as mullion or transom profile.
 – Structural reinforcement with aluminium insertion profile

or conventional steel profiles (see table).
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No.
Execution with alumini-

um insertion profile Steel profile
Insertion mm

No. Ix cm4

113036 119035 622.07 40x100 + 40x80
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THERM+ Product range
Profi les

System width 50 mm
Structural aluminium profi les

V-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx 

cm3
Wy 
cm3

Expansion structural profile 50/100 V left aluminium 100 0.482 113165 95.80 9.50 5.54 2.57 15.72 3.52

Expansion structural profile 50/100 right aluminium 100 0.421 110166 64.33 4.13 5.75 2.59 11.32 1.70

Expansion structural profile 50/125 V left aluminium 125 0.532 113170 168.03 10.52 6.81 2.56 22.63 3.83

Expansion structural profile 50/125 right aluminium 125 0.471 110171 116.53 4.99 7.04 2.58 16.74 2.06

Expansion structural profile 50/150 V left aluminium 150 0.582 113175 266.85 11.52 8.08 2.55 30.52 4.13

Expansion structural profile 50/150 right aluminium 150 0.521 110176 189.80 5.85 8.31 2.57 23.06 2.42

Expansion structural profile 50/175 V left aluminium 175 0.632 113180 395.14 12.48 9.36 2.55 39.34 4.42

Expansion structural profile 50/175 right aluminium 175 0.571 110181 287.25 6.71 9.36 2.55 30.24 2.78

113165 110166

113170 110171

113175 110176

113180 110181

 ■ Technical information
 – Possible as mullion profile.
 – Structural reinforcement with aluminium insertion 

profile or steel conventional profiles (see table).
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No.
Execution with alumini-

um insertion profile Steel profile
Insertion mm

No. Ix cm4

113165, 110166 119115 6.43 50x15

113170, 110171 119120 24.97 75x15

113175, 110176 119125 61.73 100x15

113180, 110181 - - 125x15



202040

THERM+ Product range
Profi les

System width 50 mm
Structural aluminium profi les
V-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx 

cm3
Wy 
cm3

Expansion structural profile 50/200 left V aluminium 200 0.678 113185 592.9 14.84 10.46 2.55 53.23 5.22

Expansion structural profile 50/200 right aluminium 200 0.619 110186 456.29 9.22 10.65 2.55 42.19 3.88

 ■ Technical information
 – Possible as mullion profile.
 – Structural reinforcement with aluminium insertion 

profile or steel conventional profiles (see table).
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No.
Execution with alumini-

um insertion profile Steel profile
Insertion mm

No. Ix cm4

113185, 110186 119135 262.53 150x15
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THERM+ Product range
Profi les

System width 50 mm
Structural aluminium profi les

V-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Structural T-profile 50/50 V aluminium 50 0.274 113305* 22.40 7.27 3.23 2.5 6.76 2.91

Structural T-profile 50/75 V aluminium 75 0.324 113310* 57.14 7.69 4.21 2.5 11.81 3.08

Structural T-profile 50/100 V aluminium 100 0.374 113316* 113.89 8.12 5.25 2.5 18.09 3.25

Structural T-profile 50/125 V aluminium 125 0.424 113320* 196.04 8.55 6.34 2.5 25.43 3.42

 ■ Technical information
 – Possible for assembly as mullion or transom profile.
 – Structural reinforcement with conventional steel

or aluminium flats.
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No. Insertion for 
steel profile mm

113305* –

113310* 30 x 10

113316* 55 x 10

113320* 80 x 10

*Time of delivery on demand



202042

THERM+ Product range
Profi les

System width 50 mm
Structural aluminium profi les
V-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Structural T-profile 50/150 V aluminium 150 0.474 113325* 325.51 9.25 7.69 2.5 36.75 3.70

Structural T-profile 50/175 V aluminium 175 0.524 113330* 477.51 9.79 8.82 2.5 46.69 3.91

 ■ Technical information
 – Possible for assembly as mullion or transom profile.
 – Structural reinforcement with aluminium insertion 

profile or conventional profiles (see table).
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No. Insertion for 
steel profile mm

113325* 100 x 8

113330* 130 x 8

*Time of delivery on demand



2020 43

Pr
ofi

 le
s

THERM+ Product range
Profi les

System width 50 mm
Structural aluminium profi les

V-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Structural T-profile 50/100 V aluminium 100 0.374 113314* 113.14 8.01 5.25 2.5 17.95 3.21

Structural T-profile 50/175 V aluminium 175 0.524 113329* 475.2 9.68 8.82 2.5 46.44 3.87

 ■ Technical information
 – Possible for assembly as mullion or transom profile.
 – Structural reinforcement with aluminium insertion 

profile or conventional profiles (see table).
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No. Insertion for 
steel profile mm

113314* 55 x 10

113329* 130 x 8

*Time of delivery on demand



202044

THERM+ Product range
Profi les

System width 56 mm
Structural aluminium profi les
V-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Structural profile 56/25 V aluminium 25 0.237 113053 6.77 15.68 1.71 2.8 2.90 5.60

Structural profile 56/50 V aluminium 50 0.287 113055 30.09 23.70 2.85 2.8 8.14 8.46

Structural profile 56/75 V aluminium 75 0.337 113060 70.53 30.94 4.18 2.8 14.48 11.05

Structural profile 56/100 V aluminium 100 0.387 113065 147.13 39.44 5.10 2.8 22.82 14.09

 ■ Technical information
 – Possible for assembly as mullion or transom profile.
 – Structural reinforcement with aluminium insertion 

profile or conventional steel profiles (see table).
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No.
Execution with aluminium 

insertion profile Steel profile
Insertion mm

No. Ix cm4

113053 119005 1.04 40x20

113055 119008 6.16 40x30

113060 119010 27.47 40x60

113065 119016 73.08 40x80
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THERM+ Product range
Profi les

System width 56 mm
Structural aluminium profi les

V-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Structural profile 56/125 V aluminium 125 0.437 113070 273.08 52.29 5.86 2.8 33.35 18.67

Structural profile 56/150 V aluminium 150 0.487 113075 440.97 62.18 6.63 2.8 44.45 22.21

Structural profile 56/175 V aluminium 175 0.537 113080 623.93 70.53 7.86 2.8 55.74 25.19

Structural profile 56/200 V aluminium 200 0.587 113085 951.10 90.37 8.74 2.8 74.25 32.27

 ■ Technical information
 – Possible for assembly as mullion or transom profile.
 – Structural reinforcement with aluminium insertion 

profile or conventional steel profiles (see table).
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No.
Execution with aluminium 

insertion profile Steel profile
Insertion mm

No. Ix cm4

113070 119020 140.36 40x100
113075 119026 231.87 40x80 + 40x50
113080 119030 399.94 40x80 + 40x80

113085 119035 622.07 40x100 + 40x80



202046

THERM+ Product range
Profi les

System width 56 mm
Structural aluminium profi les
V-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Reinforced structural profile 56/100 V aluminium 100 0.387 113066 182.82 53.29 4.24 2.80 25.01 19.03

Reinforced structural profile 56/125 V aluminium 125 0.437 113072 304.79 60.96 5.24 2.80 34.60 21.77

Reinforced structural profile 56/150 V aluminium 150 0.487 113076 466.41 72.98 6.52 2.80 46.52 26.07

Reinforced structural profile 56/175 V aluminium 175 0.537 113083 682.04 89.14 7.95 2.80 61.45 31.83

 ■ Technical information
 – Possible for assembly as mullion or transom profile.
 – Structural reinforcement with aluminium insertion 

profile or conventional steel profiles (see table).
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No.
Execution with aluminium 

insertion profile Steel profile
Insertion mm

No. Ix cm4

113066 119016 73.08 40x80

113072 119020 140.36 40x100

113076 119026 231.87 40x80 + 40x50

113083 119030 399.94 40x80 + 40x80
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THERM+ Product range
Profi les

System width 56 mm
Structural aluminium profi les

V-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Reinforced structural profile 56/200 V aluminium 200 0.587 113086 1018.39 107.17 8.39 2.80 77.41 38.28

 ■ Technical information
 – Possible for assembly as mullion or transom profile.
 – Structural reinforcement with aluminium insertion

profile or conventional steel profiles (see table).
 – T-connector see chapter Assembly options

in the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No.
Execution with aluminium 

insertion profile Steel profile
Insertion mm

No. Ix cm4

113086 119035 622.07 40x100 + 40x80



202048

THERM+ Product range
Profi les

System width 56 mm
Structural aluminium profi les
V-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Expansion structural profile 56/100 V left aluminium 100 0.517 113215 111.07 13.68 5.39 2.89 18.73 4.35
Expansion structural profile 56/100 right aluminium 100 0.430 110216 74.61 5.14 5.56 2.89 12.89 1.88
Expansion structural profile 56/125 V left aluminium 125 0.567 113220 194.02 15.01 6.65 2.88 26.79 4.67
Expansion structural profile 56/125 right aluminium 125 0.480 110221 134.53 6.12 6.83 2.88 19.01 2.24
Expansion structural profile 56/150 V left aluminium 150 0.617 113225 306.95 16.27 7.91 2.87 35.93 4.97
Expansion structural profile 56/150 right aluminium 150 0.530 110226 218.39 7.10 8.09 2.87 26.13 2.60
Expansion structural profile 56/175 left V aluminium 175 0.667 113230 449.48 16.81 9.16 2.87 45.58 5.14
Expansion structural profile 56/175 right aluminium 175 0.580 110231 325.65 7.80 9.16 2.87 33.67 2.90

113215 110216

113220 110221

113225 110226

113230 110231

 ■ Technical information
 – Possible as mullion profile.
 – Structural reinforcement with aluminium insertion 

profile or steel conventional profiles (see table).
 – T-connector see chapter Assembly options in 

the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No.
Execution with aluminium 

insertion profile Steel profile
Insertion mm

No. Ix cm4

113215, 110216 119115 6.43 50x15

113220, 110221 119120 24.97 75x15

113225, 110226 119125 61.73 100x15

113230, 110231 - - 125x15
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THERM+ Product range
Profi les

System width 56 mm
Structural aluminium profi les

V-Series

*Time of delivery on demand

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Expansion structural profile 56/200 V left aluminium 200 0.718 113235* 636.8 18.64 10,61 2,86 57,27 5,56
Expansion structural profile 56/200 right aluminium 200 0.630 110236 472.03 9.06 10,61 2,86 43,32 3,32

 ■ Technical information
 – Possible as mullion profile.
 – Structural reinforcement with aluminium insertion 

profile or steel conventional profiles (see table).
 – T-connector see chapter Assembly options in 

the planning manual.
 – Surface: mill finished.
 – PU: 6 m.

No.
Execution with aluminium 

insertion profile Steel profile
Insertion mm

No. Ix cm4

113235*, 110236 119135 262,53 150x15
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THERM+ Product range
Profi les

System width 50/56 mm
Insertion profi les
I-Series/V-Series

Article Material Height 
mm

Surface 
area m No. Ix cm4 Iy cm4 ex cm ey cm Wx cm3 Wy cm3

Insertion profile 25 aluminium 19 0.240 119005 1.04 4.11 0.49 2.08 1.07 1.98

Insertion profile 50 aluminium 47 0.300 119008 6.16 4.17 3.17 2.08 1.94 2.00

Insertion profile 75 aluminium 72 0.460 119010 27.47 9.76 4.40 2.08 6.28 4.69

Insertion profile 100 aluminium 97 0.590 119016 73.08 14.33 5.68 2.08 12.81 6.82

Insertion profile 125 aluminium 122 0.740 119020 140.36 16.99 7.04 2.08 19.82 8.10

Insertion profile 150 aluminium 147 0.880 119026 231.87 18.98 8.49 2.08 27.15 9.06

Insertion profile 175 aluminium 172 1.016 119030 399.94 23.71 9.57 2.08 41.79 11.40

Insertion profile 200 aluminium 197 1.170 119035 622.07 28.08 10.77 2.08 57.44 13.43

 ■ Technical information
 – Aluminium insertion profiles for rectangular profiles of

system THERM+ A-I and A-V, system widths 50 and 56 mm.
 – For structural reinforcement.
 – For T-connectors for self-processing.
 – As short pieces for building connections or supports, perfo-

rated for screws Ø 6.3 mm or metric threads M6 and M10.
 – From no. 119010 with groove for screw no. 907505.
 – Surface: mill finished.
 – PU: 6 m.

119020119035 119030 119026

119008

119010

119016

119005

No. Execution with structural profile no.
119005 110003, 110053, 113003, 113053
119008 110005, 110055, 113005, 113055
119010 110010, 110060, 113010, 113060
119016 110015, 110065, 113015, 113016, 113065, 113066
119020 110020, 110070, 113020, 113021, 113070, 113072
119026 110025, 110075, 113025, 113027, 113075, 113076
119030 110030, 110080, 113030, 113031, 113080, 113083
119035 110035, 110085, 113035, 113036, 113085, 113086
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THERM+ Product range
Profi les

System width 50/56 mm
Insertion profi les, T-connectors

I-Series/V-Series

Article Height
mm Material Sur-

face

Sur-
face 

area m
No. PU Ix cm4 Iy cm4

Insertion profile D 100 50 aluminium mill
finished 0.213 119115 6 m 6.43 0.46

Insertion profile D 125 75 aluminium mill
finished 0.324 119120 6 m 24.97 0.80

Insertion profile D 150 100 aluminium mill
finished 0.390 119125 6 m 61.73 0.93

Insertion profile D 200 150 aluminium mill
finished 0.496 119135 6 m 262.53 1.67

 ■ Technical information
 – For THERM+ A-I and A-V (V-series not in roof area).
 – For system width 50 and 56 mm.
 – For the structural reinforcement of aluminium expansion profiles.
 – As short pieces for building connections or supports, with groove for screw no. 907505

and holes for screws Ø 4.8 mm or metric threads M5.

Article Material Sur-
face

Sur-
face 

area m
No. PU Ix cm4 Iy cm4

Variable T-connector profile 3 aluminium mill
finished 0.139 117100 3 m 11.12 13.51

 ■ Technical information
 – For variable T-connector A-I and A-V (V-series not in roof area).
 – For angles from 35° to 90° between mullions and transoms.
 – As T-connector for self processing.

Article Material Sur-
face

Sur-
face 

area m
No. PU Ix cm4 Iy cm4

Insertion profile extension 25 aluminium mill
finished 0.200 119250 6 m 2.70 5.12

 ■ Technical information
 – For the extension of insertion profiles (for example no. 119010).

Article Material Sur-
face

Sur-
face 

area m
No. PU Ix cm4 Iy cm4

Insertion profile
fire protection aluminium

natural 
anodised 
E6/EV1

0.191 119305 6 m 13.43 9.95

 ■ Technical information
 – Insertion structural profile for fire resistant curtain wall THERM+ A-I.
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THERM+ Product range
Profi les

System width 50/56 mm
Insertion profi les, T-connectors
I-Series/V-Series

Article Material Sur-
face

Sur-
face 

area m
No. PU Ix cm4 Iy cm4

Insertion profile 200 aluminium mill
finished 0.562 119505 6 m 694.51 14.98

 ■ Technical information
 – For structural reinforcement of profiles no. 110035, 110085, 113035, 113036, 113085, 113086.
 – Insertion of aluminium/steel flat:

- 2x 160 x 8
- 1x 160 x 10.

Article Material Surface
Sur-
face 

area m
No. PU Ix cm4 Iy cm4

Insertion profile 60 fire 
protection aluminium mill

 finished 0.264 119308 6 m 28.57 4.28

 ■ Technical information
 – Insertion structural profile for fire resistant curtain wall THERM+ A-V.

60

Article Material Sur-
face

Sur-
face 

area m
No. PU Ix cm4 Iy cm4

Conductor connector
profile 40/37 aluminium mill

finished 0.203 407555 6 m 9.806 7.056

Article Material Sur-
face

Sur-
face 

area m
No. PU Ix cm4 Iy cm4

Conductor connector
profile 42/37 aluminium mill

finished 0.216 407560 6 m 11.626 8.215
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THERM+ Product range
Profi les

System width 50 mm
Pressure profi les
I-Series/V-Series

Article Material Surface Surface area 
m No. PU

Pressure profile 47 punched aluminium mill finished 0.161 118005 6 m

 ■ Technical information
 – For cover profiles with a system width of 50 mm.
 – Prepunched Ø 6.5 mm, every 250 mm.

Article Material Surface Surface area 
m No. PU

Pressure profile 47 punched aluminium mill finished 0.161 118007 6 m

 ■ Technical information
 – For cover profiles with a system width of 50 mm.
 – Prepunched Ø 8 mm, every 250 mm.
 – Application at certified passive house aluminium curtain wall THERM+ A-V.

Article Material Surface Surface area 
m No. PU

Pressure profile 47 aluminium mill finished 0.161 118006* 6 m

 ■ Technical information
 – For cover profiles with a system width of 50 mm.
 – Not prepunched.

Article Material Surface Surface area 
m No. PU

Pressure profile 44 punched aluminium mill finished 0.130 118505 6 m

 ■ Technical information
 – For clipable timber cover profiles with a system width of 50 mm.
 – Prepunched Ø 6.5 mm, every 250 mm.
 – Accessories:

- Cover profile fixation 80 no. 167005.

Article Material Surface Surface area 
m No. PU

Pressure profile 50 punched aluminium mill finished 0.153 013470 6 m

 ■ Technical information
 – Assembly in roof transom with cover profile no. 013471.
 – Prepunched Ø 6.5 mm every 250 mm.

*Time of delivery on demand

A minimum parameter of 0.13 m is taken for the profiles for a surface treatment. Detailed surface area dimensions on request.
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THERM+ Product range
Profi les

System width 50 mm
Pressure profi les
I-Series/V-Series

Article Material Surface Surface area 
m No. PU

Pressure profile 50/3 aluminium mill finished 0.130 013300 6 m

 ■ Technical information
 – Minimum infill thickness 22 mm (THERM+ I) or 18 mm (THERM+ V).

3

Article Material Surface Surface area 
m No. PU

Pressure profile 50/7 aluminium mill finished 0.137 013018 6 m

Article Material Surface Surface area 
m No. PU

Pressure profile 50/9 aluminium mill finished 0.166 013008 6 m

Article Material Surface Surface area 
m No. PU

Pressure profile 50/12 aluminium mill finished 0.189 013007 6 m

Article Material Surface Surface area 
m No. PU

Pressure profile 50/25 aluminium mill finished 0.229 013014 6 m

A minimum parameter of 0.13 m is taken for the profiles for a surface treatment. Detailed surface area dimensions on request.
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THERM+ Product range
Profi les

System width 50 mm
Cover profi les

I-Series/V-Series

Article Material Surface Surface area 
m No. PU

Cover profile 50/12 aluminium mill finished 0.145 013004 6 m

Article Material Surface Surface area 
m No. PU

Cover profile 50/15 aluminium mill finished 0.174 013003 6 m

Article Material Surface Surface area 
m No. PU

Cover profile 50/20 aluminium mill finished 0.193 013210 6 m

Article Material Surface Surface area 
m No. PU

Cover profile 50/30 aluminium mill finished 0.229 141106 6 m

Article Material Surface Surface area 
m No. PU

Cover profile 50/25 aluminium mill finished 0.214 013005 6 m

Article Material Surface Surface area 
m No. PU

Cover profile 50/25 aluminium mill finished 0.212 013201 6 m

Article Material Surface Surface area 
m No. PU

Cover profile 50/15 aluminium mill finished 0.149 013471 6 m

Article Material Surface Surface area 
m No. PU

Cover profile 50/13.5 aluminium mill finished 0.155 141101 6 m

Article Material Surface Surface area 
m No. PU

Cover profile 50/25 aluminium mill finished 0.209 141104 6 m
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THERM+ Product range
Profi les

System width 56 mm
Pressure profi les
I-Series/V-Series

Article Material Surface Surface area 
m No. PU

Pressure profile 53 punched aluminium mill finished 0.173 118010 6 m

 ■ Technical information
 – For cover profiles with a system width of 56 mm.
 – Prepunched Ø 6.5 mm, every 250 mm.

10

Article Material Surface Surface area 
m No. PU

Pressure profile 53 punched aluminium mill finished 0.173 118012 6 m

 ■ Technical information
 – For cover profiles with a system width of 56 mm.
 – Prepunched Ø 8 mm, every 250 mm.
 – Application at certified passive house aluminium curtain wall THERM+ A-V.

10

Article Material Surface Surface area 
m No. PU

Pressure profile 53 aluminium mill finished 0.173 118011 6 m

 ■ Technical information
 – For cover profiles with a system width of 56 mm.
 – Not prepunched.

10

Article Material Surface Surface area 
m No. PU

Pressure profile 52 aluminium mill finished 0.165 013475 6 m

 ■ Technical information
 – Assembly in roof transom with cover profile no. 013476.
 – Prepunched Ø 6.5 mm, every 250 mm.

Article Material Surface Surface area 
m No. PU

Pressure profile 50 punched aluminium mill finished 0.134 118510 6 m

 ■ Technical information
 – For clipable timber cover profiles with a system width of 56 mm.
 – Prepunched Ø 6.5 mm, every 250 mm.
 – Accessories:

- Cover profile fixation 80 no. 167005.

Article Material Surface Surface area 
m No. PU

Pressure profile 56/3 aluminium mill finished 0.132 013310 6 m

 ■ Technical information
 – Minimum infill thickness 22 mm (THERM+ I) or 18 mm (THERM+ V).

3

*Time of delivery on demand
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THERM+ Product range
Profi les

System width 56 mm
Pressure profi les
I-Series/V-Series

Article Material Surface Surface area 
m No. PU

Pressure profile 56/7 aluminium mill finished 0.148 013038 6 m

Article Material Surface Surface area 
m No. PU

Pressure profile 56/9 aluminium mill finished 0.178 013028 6 m

Article Material Surface Surface area 
m No. PU

Pressure profile 56/12 aluminium mill finished 0.201 013027 6 m
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THERM+ Product range
Profi les

System width 56 mm
Cover profi les
I-Series/V-Series

Article Material Surface Surface area 
m No. PU

Cover profile 56/12 aluminium mill finished 0.157 013024 6 m

Article Material Surface Surface area 
m No. PU

Cover profile 56/15 aluminium mill finished 0.187 013023 6 m

Article Material Surface Surface area 
m No. PU

Cover profile 56/20 aluminium mill finished 0.201 013410 6 m

Article Material Surface Surface area 
m No. PU

Cover profile 56/32 aluminium mill finished 0.248 141307 6 m

Article Material Surface Surface area 
m No. PU

Cover profile 56/25 aluminium mill finished 0.224 013400 6 m

Article Material Surface Surface area 
m No. PU

Cover profile 56/25 aluminium mill finished 0.225 013025 6 m

Article Material Surface Surface area 
m No. PU

Cover profile 56/15 aluminium mill finished 0.161 013476 6 m

*Time of delivery on demand

Article Material Surface Surface area 
m No. PU

Cover profile 56/13.5 aluminium mill finished 0.167 141301 6 m

Article Material Surface Surface area 
m No. PU

Cover profile 56/25 aluminium mill finished 0.221 141304 6 m
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THERM+ Product range
Profi les

System width 76 mm
Pressure profi les
I-Series/V-Series

Article Material Surface Surface area 
m No. PU

Pressure profile 73 punched aluminium mill finished 0.213 118015 6 m

 ■ Technical information
 – For cover profiles with a width of 76 mm.
 – Prepunched Ø 6.5 mm, every 250 mm.

Article Material Surface Surface area 
m No. PU

Pressure profile 73 aluminium mill finished 0.213 118016 6 m

 ■ Technical information
 – For cover profiles with a width of 76 mm.
 – Not prepunched.

Article Material Surface Surface area 
m No. PU

Pressure profile 70 punched aluminium mill finished 0.174 118515 6 m

 ■ Technical information
 – For timber cover profiles with a width of 76 mm.
 – Prepunched Ø 6.5 mm, every 250 mm.
 – Accessories:

- Cover profile fixation 80, no. 167005.

Article Material Surface Surface area 
m No. PU

Pressure profile 76/3 aluminium mill finished 0.171 013313 6 m

 ■ Technical information
 – Minimum infill thickness 22 mm (THERM+ I) or 18 mm (THERM+ V).

3

Article Material Surface Surface area 
m No. PU

Pressure profile 76/7 aluminium mill finished 0.215 013068 6 m
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THERM+ Product range
Profi les

System width 76 mm
Cover profi les
I-Series/V-Series

Article Material Surface Surface area 
m No. PU

Cover profile 76/12 aluminium mill finished 0.197 013051 6 m

Article Material Surface Surface area 
m No. PU

Cover profile 76/15 aluminium mill finished 0.221 013050 6 m

Article Material Surface Surface area 
m No. PU

Cover profile 76/20 aluminium mill finished 0.245 013610 6 m

Article Material Surface Surface area 
m No. PU

Cover profile 76/25 aluminium mill finished 0.265 013615 6 m

Article Material Surface Surface area 
m No. PU

Cover profile 76/25 aluminium mill finished 0.308 141505 6 m

*Time of delivery on demand
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THERM+ Product range
Profi les

System width 96 mm
Pressure profi les/Cover profi les

I-Series/V-Series

Article Material Surface Surface 
area m No. PU

Pressure profile 93 
punched aluminium mill finished 0.253 118020 6 m

 ■ Technical information
 – For cover profiles with a system width of 96 mm.
 – Perforated Ø 6.5 mm, every 250 mm.

Article Material Surface Surface 
area m No. PU

Pressure profile 96/7 aluminium mill finished 0.229 142770 6 m

Article Material Surface Surface 
area m No. PU

Cover profile 96/15 aluminium mill finished 0.265 141710 6 m
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THERM+ Product range
Profi les

System width 50/56/76 mm
Additional profi les
I-Series/V-Series

Article Material Surface Surface area 
m No. PU

Profile polygonal 8° to 20° aluminium mill finished 0.149 013800 6 m

 ■ Technical information
 – For all pressure profiles from  a height of 7 mm.
 – Insertion profile for polygonal constructions from 8 to 20°.

Article Material Surface Surface area 
m No. PU

Profile polygonal 21° to 33° aluminium mill finished 0.178 013801 6 m

 ■ Technical information
 – For all pressure profiles from  a height of 7 mm.
 – Insertion profile for polygonal constructions from 21 to 33°.

Article Material Surface Surface area 
m No. PU

Profile polygonal 34° to 45° aluminium mill finished 0.222 013802 6 m

 ■ Technical information
 – For all pressure profiles from  a height of 7 mm.
 – Insertion profile for polygonal constructions from 34 to 45°.

Article Material Surface No. PU

Connection profile 38/22 plastic material black 168121 6 m

 ■ Technical information
 – For THERM+ I-series.
 – For system widths 50 and 56 mm.
 – Compensation of infill thickness with no. 227010 to 227032.
 – Accessories:

- Series THERM+ I: screw no. 908118
- Series THERM+ FS-I: screw no. 907260.

38

Article Material Surface No. PU

Connection profile 38/22 V plastic material black 168123 6 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – For system widths 50 and 56 mm.
 – Compensation of infill thickness with no. 227010 to 227032.
 – Accessories:

- Screw no. 908118.

38
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THERM+ Product range
Profi les

System width 50/56/76 mm
Additional profi les

I-Series/V-Series

Article Material Surface No. PU

Connection profile 49/22 plastic material black 168126 6 m

 ■ Technical information
 – For THERM+ I-series.
 – For system width 76 mm.
 – Compensation of infill thickness with no. 227010 to 227032.
 – Accessories:

- Series THERM+ I: screw no. 908118
- Series THERM+ FS-I: screw no. 907260.

49

Article Material Surface No. PU

Connection profile 49/22 V plastic material black 168128 6 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – For system width 76 mm.
 – Compensation of infill thickness with no. 227010 to 227032.
 – Accessories:

- Screw no. 908118.

49

Article Material Surface No. PU

Connection profile 38/42 plastic material black 168131 6 m

 ■ Technical information
 – For THERM+ I-series.
 – For system widths 50 and 56 mm.
 – Compensation of infill thickness with no. 227010 to 227032.
 – Accessories:

- Series THERM+ I: screw no. 908118
- Series THERM+ FS-I: screw no. 907260.

38

Article Material Surface No. PU

Connection profile 38/42 V plastic material black 168140 6 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – For system widths 50 and 56 mm.
 – Compensation of infill thickness with no. 227010 to 227032.
 – Accessories:

- Screw no. 908118.

38

Article Material Surface No. PU

Connection profile 49/42 plastic material black 168133 6 m

 ■ Technical information
 – For THERM+ I-series.
 – For system width 76 mm.
 – Compensation of infill thickness with no. 227010 to 227032.
 – Accessories:

- Series THERM+ I: screw no. 908118
- Series THERM+ FS-I: screw no. 907260.

49
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THERM+ Product range
Profi les

System width 50/56/76 mm
Additional profi les
I-Series/V-Series

Article Material Surface No. PU

Connection profile 49/42 V plastic material black 168144 6 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – For system width 76 mm.
 – Compensation of infill thickness with no. 227010 to 227032.
 – Accessories:

- Screw no. 908118.

49

Article Material Surface No. PU

Connection profile 36/22 plastic material black 168005 6 m

 ■ Technical information
 – For THERM+ I- and V-series (V-series not in roof area).
 – For system widths 50, 56 and 76 mm.

36

22

Article Material Surface No. PU

Connection profile 22/22 plastic material black 014002 6 m

 ■ Technical information
 – For system widths 50, 56 and 76 mm.

22

22

Article Material Surface No. PU

Connection profile 29/38 plastic material black 014210 6 m

 ■ Technical information
 – For THERM+ I series.
 – For system widths 50, 56 and 76 mm.

14.5

18

29

38

Article Material Surface No. PU

Connection profile 45/42 plastic material black 168060 6 m

 ■ Technical information
 – For curtain wall connections in the parapet area.
 – For frames with mitred joint.

15

42

45

Article Material Surface No. PU

Connection profile 55/15 plastic material black 168080 6 m

 ■ Technical information
 – For ribbon curtain walls.55

70

15
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THERM+ Product range
Profi les

System width 50/56/76 mm
Additional profi les

I-Series/V-Series

Article Material Surface No. PU

Compensation profile 10 plastic material black 227006 6 m

 ■ Technical information
 – For curtain wall system THERM+ I and V (system V not in roof area).
 – For system widths 50, 56 and 76 mm.
 – Accessories: 

- Compensation gasket no. 227010 to 227032.

Article Material Surface Surface area 
m No. PU

Compensation profile 12 aluminium mill finished 0.130 013090 6 m

 ■ Technical information
 – For the compensation of differing exterior infill thicknesses.

Article Material Surface Surface area 
m No. PU

Compensation profile 7/23 aluminium mill finished 0.130 116005 6 m

 ■ Technical information
 – For THERM+ I series.
 – For the compensation of differing interior infill thicknesses.
 – For system widths 50, 56 and 76 mm.
 – Accessories:

- Fixture spring 28/10 no. 915015 for system widths 50 and 56 mm
- Fixture spring 39/10 no. 915020 for system width 76 mm
- THERM+ I: screw no. 012091
- THERM+ FS-I: screw no. 012113.

Article Material Surface Surface area 
m No. PU

Compensation profile 7/19 V aluminium mill finished 0.130 116010 6 m

 ■ Technical information
 – For THERM+ V series (not in roof area).
 – For the compensation of differing interior infill thicknesses.
 – For system widths 50 and 56 mm.
 – Accessories:

- Stainless steel fixture spring no. 915025
- Screw no. 012097.

Article Material Surface Surface area 
m No. PU

Fixation profile 8/38 aluminium mill finished 0.145 014400 6 m

 ■ Technical information
 – For all system widths.

8

A minimum parameter of 0.13 m is taken for the profiles for a surface treatment. Detailed surface area dimensions on request.
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THERM+ Product range
Profi les

System width 50/56/76 mm
Additional profi les
I-Series/V-Series

Article Material Surface Surface area 
m No. PU

Fixation profile 25/25 aluminium mill finished 0.131 014401 6 m

 ■ Technical information
 – Accessories:

- Rope diameter 4 no. 220070.

Article Material Surface Surface area 
m No. PU

Fixation profile 68 aluminium mill finished 0.309 051009 6 m

 ■ Technical information
 – For eaves area.
 – Perforated with slotted hole 20x5.5 mm, every 250 mm.
 – Assembly with no. 051014.

Article Material Surface Surface area 
m No. PU

Rectangular tube 40x30x2 aluminium mill finished 0.140 930200 6 m

 ■ Technical information
 – Additional profile for building connections.

Article Material Surface No. PU

Insertion profile 18/14 I plastic material black 168201 6 m

 ■ Technical information
 – For THERM+ I series.
 – For the fixation of the half mullion gaskets.

18

14

Article Material Surface Surface area 
m No. PU

Flat rod 30x2 aluminium mill finished 0.130 930000 6 m

Flat rod 40x2 aluminium mill finished 0.130 930001 6 m

 ■ Technical information
 – Additional profile for building connections.

Article Material Surface Surface area 
m No. PU

Angular profile 30x20x2 aluminium mill finished 0.130 930100 6 m

Angular profile 30x30x2 aluminium mill finished 0.130 930101 6 m

 ■ Technical information
 – Additional profile for building connections.

A minimum parameter of 0.13 m is taken for the profiles for a surface treatment. Detailed surface area dimensions on request.
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THERM+ Product range
Profi les

System width 50/56/76 mm
Additional profi les

I-Series/V-Series

Article Material Surface No. PU

Insertion profile 16/10 V plastic material black 168220 6 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – For the fixation of the half mullion gaskets.

10

16

Article Material Surface No. PU

Angle connector aluminium mill finished 017150 3 m

 ■ Technical information
 – For THERM+ A-I and A-V (V-series not in roof area).
 – For system widths of 50 and 56 mm.
 – For structural profile joints with an angle from 1° to 90°.
 – Possible for all structural profile depths.

Article Material Surface Surface area 
m No. PU

Grooved plate profile aluminium mill finished 0.130 146050 6 m

 ■ Technical information
 – Assembly with aluminium fixation bracket profile no. 146005.
 – For cut-to-size.

Article Material Surface Surface area 
m No. PU

Cover profile 180 aluminium mill finished 0.390 051002 6 m

 ■ Technical information
 – For building connections.
 – Assembly with no. 051003, 051004, 051008, 051015 or 545005.

A minimum parameter of 0.13 m is taken for the profiles for a surface treatment. Detailed surface area dimensions on request.
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THERM+ Product range
Profi les

System width 50/56/76 mm
Additional profi les
I-Series/V-Series

Article Material Surface Surface area 
m No. PU

Cover profile 172 aluminium mill finished 0.397 051003 6 m

 ■ Technical information
 – For building connections.
 – Assembly with no. 051002.

Article Material Surface Surface area 
m No. PU

Cover profile 178 aluminium mill finished 0.390 545005 6 m

 ■ Technical information
 – For building connections.
 – Assembly with no. 051002.

Article Material Surface Surface area 
m No. PU

Ridge profile aluminium mill finished 0.262 051004 6 m

 ■ Technical information
 – For building connection of eaves area.
 – Assembly with no. 054580 and 051002.

Article Material Surface Surface area 
m No. PU

Cover profile 172/19 aluminium mill finished 0.409 051015 6 m

 ■ Technical information
 – For building connections.
 – Assembly with no. 051002.

19
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THERM+ Product range
Profi les

System width 50/56/76 mm
Additional profi les

I-Series/V-Series

Article Material Surface Surface area 
m No. PU

Ridge pressure profile aluminium mill finished 0.336 051007 6 m

 ■ Technical information
 – For building connection of eaves area.
 – Assembly with no. 051002.

Article Material Surface Surface area 
m No. PU

Wall connection profile 60 aluminium mill finished 0.188 051012 6 m

 ■ Technical information
 – For building connections.

Article Material Surface Surface area 
m No. PU

Connection profile 12/27 aluminium mill finished 0.130 051008 6 m

 ■ Technical information
 – For eaves area.
 – Assembly with no. 051002 and 011120.

Article Material Surface Surface area 
m No. PU

Gutter 130/85 aluminium mill finished 0.912 051014 6 m

 ■ Technical information
 – For eaves area.
 – Assembly with no. 051009.

130

A minimum parameter of 0.13 m is taken for the profiles for a surface treatment. Detailed surface area dimensions on request.
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THERM+ Product range
Profi les

System width 50/56/76 mm
Additional profi les
I-Series/V-Series

Article Material Surface Surface area 
m No. PU

Console profile 110/220 aluminium mill finished 0.921 146005 6 m

 ■ Technical information
 – Fixation profile for curtain walls.
 – Possible for structural profile widths 50 to 60 mm.
 – Cut-to-size by customer.
 – Accessories: 

- Grooved plate profile no. 146050
- Fixation units no. 166105 to 166115.

Article Material Surface Surface area 
m No. PU

U-profile aluminium
ETAG 002 
anodised
E6/EV1

0.130 034052 3 m

 ■ Technical information
 – Aluminium U-profile for curtain wall system THERM+ SG2.
 – Assembly in glass spacer area.

Article Material Surface Surface area 
m No. PU

Gutter 145/90 aluminium mill finished 0.732 540025 6 m

 ■ Technical information
 – For eaves area.

A minimum parameter of 0.13 m is taken for the profiles for a surface treatment. Detailed surface area dimensions on request.
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THERM+ Product range
Profi les

System width 50/56/76 mm
Additional profi les

I-Series/V-Series

Article Material Surface Surface area 
m No. PU

Reinforcement
for pressure profile 40 stainless steel bright rolled 0.130 013111 6 m

 ■ Technical information
 – Reinforcement profile for pressure profiles.
 – For curtain wall system RC3.
 – For system widths 50 and 56 mm.
 – Prepunched Ø 6.5 mm, every 125 mm.

40

A minimum parameter of 0.13 m is taken for the profiles for a surface treatment. Detailed surface area dimensions on request.
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THERM+ Product range
Gaskets

System width 50 mm
Interior gaskets
I-Series

Article Material Surface No. PU

Gasket for mullion 50 EPDM black, sliding polymer 150005 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405 for steel curtain wall S-I.

16

50

Article Material Surface No. PU

Gasket for mullion 50 silicone black, dry 156005* 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405 for steel curtain wall S-I.

Article Material Surface No. PU

Gasket for mullion 50 L EPDM black, sliding polymer 150006 20 m

 ■ Technical information
 – For THERM+ I-series.
 – With collateral lip, for structural profiles with radii.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405.

50

16

Article Material Surface No. PU

Gasket for mullion 50 D EPDM black, dry 150007 20 m

 ■ Technical information
 – Only for steel curtain wall S-I.
 – For direct glazing.

50

16

Article Material Surface No. PU

Gasket for transom 50 EPDM black, sliding polymer 150010 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405 for steel curtain wall S-I.
- Sealing piece for transom 50 no. 152010 or sealing piece for transom 50 P no. 152080.

50

16

*Time of delivery on demand.
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THERM+ Product range
Gaskets

System width 50 mm
Interior gaskets

I-Series

G
as

ke
ts

Article Material Surface No. PU

Gasket for transom 50 silicone black, dry 156010* 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405 for steel curtain wall S-I.
- Sealing piece for transom 50 no. 152010 or sealing piece for transom 50 P no. 152080.

Article Material Surface No. PU

Gasket for transom 50 L EPDM black, sliding polymer 150011 20 m

 ■ Technical information
 – For THERM+ I-series.
 – With collateral lip, for tubes with radii.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405.
- Sealing piece for transom 50 no. 152010 or sealing piece for transom 50 P no. 152080.

16

50

Article Material Surface No. PU

Gasket for transom 50 D EPDM black, dry 150012 20 m

 ■ Technical information
 – Only for steel curtain wall S-I.
 – For direct glazing.
 – Accessories:

- Sealing piece for transom 50 no. 152010 or sealing piece for transom 50 P no. 152080.

50
16

Article Material Surface No. PU
Gasket for transom
50 with flap EPDM black, sliding polymer 150015 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Up to 64 mm infill thickness.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405 for steel curtain wall S-I.
- Sealing piece for transom 50 no. 152010 or sealing piece for transom 50 P no. 152080.

50

16

Article Material Surface No. PU
Gasket for transom
50 L with flap EPDM black, sliding polymer 150016* 20 m

 ■ Technical information
 – For THERM+ I-series.
 – With collateral lip, for structural profiles with radii.
 – Up to 64 mm infill thickness.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405.
- Sealing piece for transom 50 no. 152010 or sealing piece for transom 50 P no. 152080.

16

50

*Time of delivery on demand.
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THERM+ Product range
Gaskets

System width 50 mm
Interior gaskets
I-Series

Article Material Surface No. PU
Gasket for transom
50 D with flap EPDM black, dry 150017 20 m

 ■ Technical information
 – Only for steel curtain wall S-I.
 – For direct glazing.
 – Up to 64 mm infill thickness.
 – Accessories:

- Sealing piece for transom 50 no. 152010 or sealing piece for transom 50 P no. 152080.

16

50

Article Material Surface No. PU
Base gasket for transom 
50 with flap EPDM black, sliding polymer 150020 20 m

 ■ Technical information
 – For THERM+ I series.
 – Up to 64 mm infill thickness.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405 for steel curtain wall S-I.
- Sealing piece for base transom no. 152071.

50

16

Article Material Surface No. PU
Base gasket for transom 
50 L with flap EPDM black, sliding polymer 150021* 20 m

 ■ Technical information
 – For THERM+ I series.
 – With collateral lip, for structural profiles with radii.
 – Up to 64 mm infill thickness.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405 for steel curtain wall S-I.
- Base sealing piece for transom no. 152071.

16

50

Article Material Surface No. PU
Base gasket for transom 
50 D with flap EPDM black, dry 150022* 20 m

 ■ Technical information
 – Only for steel curtain wall S-I.
 – For direct glazing.
 – Up to 64 mm infill thickness.
 – Accessories:

- Sealing piece for base transom no. 152072.
50

16

*Time of delivery on demand.



2020 75

THERM+ Product range
Gaskets

System width 50 mm
Interior gaskets

I-Series

G
as

ke
ts

Article Material Surface No. PU

Interior gasket 50 E2 EPDM black, sliding polymer 150013 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Interior gasket for 2nd drainage level.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405 for steel curtain wall S-I.
- Sealing piece for transom 50 E2 no. 152009 or sealing piece for transom E2 no. 152090.

16

50

Article Material Surface No. PU

Interior gasket 50 L E2 EPDM black, sliding polymer 150014* 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Interior gasket for 2nd drainage level.
 – With collateral lip, for structural profiles with radii.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405. 
- Sealing piece for transom 50 E2 no. 152009 or sealing piece for transom 50 E2 P no. 152090.

Article Material Surface No. PU
Interior gasket
50 E2 with flap EPDM black, sliding polymer 150018 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Interior gasket for 2nd drainage level.
 – Up to 64 mm infill thickness.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405 for steel curtain wall S-I.
- Sealing piece for transom 50 E2 no. 152009 or sealing piece for transom 50 E2 P no. 152090.

50

16

Article Material Surface No. PU

Interior gasket 50 E3 EPDM black, sliding polymer 150008 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Interior gasket for 3rd drainage level.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405 for steel curtain wall S-I.

50

16

*Time of delivery on demand.



202076

THERM+ Product range
Gaskets

System width 50 mm
Interior gaskets
I-Series

Article Material Surface No. PU

Interior gasket 50 E3 silicone black, dry 156008* 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Interior gasket for 3rd drainage level.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405 for steel curtain wall S-I.

Article Material Surface No. PU

Interior gasket 50 L E3 EPDM black, sliding polymer 150009* 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Interior gasket for 3rd drainage level.
 – With collateral lip, for structural profiles with radii.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405.

Article Material Surface No. PU

Gasket for mullion 50 H EPDM black, sliding polymer 150305 40 m

 ■ Technical information
 – For THERM+ I-series.
 – For expansion profiles or unitised assembly.
 – Accessories:

- Insertion profile 18/14 I no. 168201.

16

19 

Article Material Surface No. PU

Interior gasket 50 H E2 EPDM black, sliding polymer 150313* 40 m

 ■ Technical information
 – For THERM+ I-series.
 – For expansion profiles or unitised assembly.
 – For 2nd drainage level.
 – Accessories:

- Insertion profile 18/14 I no. 168201.

Article Material Surface No. PU

Interior gasket 50 H E3 EPDM black, sliding polymer 150308* 40 m

 ■ Technical information
 – For THERM+ I-series.
 – For expansion profiles or unitised assembly.
 – For 3rd drainage level.
 – Accessories:

- Insertion profile 18/14 I no. 168201.

19

16

*Time of delivery on demand.



2020 77

THERM+ Product range
Gaskets

System width 50 mm
Interior gaskets

I-Series

G
as

ke
ts

Article Material Surface No. PU
Gasket for mullion 50 
polygonal 8° to 20° EPDM black, sliding polymer 150040 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405 for steel curtain wall S-I.

50

16

Article Material Surface No. PU
Gasket for mullion 50
polygonal 21° to 33° EPDM black, sliding polymer 150045* 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405 for steel curtain wall S-I.

50

16

Article Material Surface No. PU
Gasket for mullion 50
polygonal 34° to 45° EPDM black, sliding polymer 150050* 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405 for steel curtain wall S-I.

50

16

Article Material Surface No. PU

Gasket for mullion 50/26 EPDM black, sliding polymer 150461* 20 m

 ■ Technical information
 – For THERM+ I-series.
 – For single glazing from 6 mm infill thickness without compensation profiles.
 – Interior height 26 mm.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405 for steel curtain wall S-I.
- Transom sealing piece 50/26 no. 152007.

26
 

50 

Article Material Surface No. PU

Interior gasket 50/26 E3 EPDM black, sliding polymer 150462* 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Interior gasket for 3rd drainage level.
 – For single glazing from 6 mm infill thickness without compensation profiles.
 – Interior height 26 mm.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405 for steel curtain wall S-I.

26
 

50 

*Time of delivery on demand.



202078

THERM+ Product range
Gaskets

System width 50 mm
Interior gaskets
I-Series

Article Material Surface No. PU

Interior gasket 50/26 E2 EPDM black, sliding polymer 150463* 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Interior gasket for 2nd drainage level.
 – For single glazing from 6 mm infill thickness without compensation profiles.
 – Interior height 26 mm.
 – Accessories:

- Base profile no. 168400 and base profile carrier 50 no. 168405 for steel curtain wall S-I.
- Transom sealing piece 50/26 E2 no. 152011.

26

50 

*Time of delivery on demand.



2020 79

THERM+ Product range
Gaskets

System width 50 mm
Interior gaskets

V-Series

G
as

ke
ts

Article Material Surface No. PU

Gasket for mullion 50 V EPDM black, sliding polymer 153005 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).

12

50

Article Material Surface No. PU

Gasket for transom 50 V EPDM black, sliding polymer 153010 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – Accessories:

- Sealing piece for transom 50 V no. 152012.

12

50

Article Material Surface No. PU
Gasket for transom
50 V with flap EPDM black, sliding polymer 153015 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – Up to 64 mm infill thickness.
 – Accessories:

- Sealing piece for transom 50 V no. 152012.

12

50

Article Material Surface No. PU

Gasket for mullion 50 V EPDM black, sliding polymer 158005 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – For compensation of glass thickness with compensation gaskets.

12
 

50 

Article Material Surface No. PU

Gasket for transom 50 V EPDM black, sliding polymer 158010 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – For compensation of glass thickness with compensation gaskets.
 – Accessories:

- Sealing piece for transom 50 V no. 152040.

50 

12
 



202080

THERM+ Product range
Gaskets

System width 50 mm
Interior gaskets
V-Series

Article Material Surface No. PU
Base gasket for transom 
50 V with flap EPDM black, sliding polymer 158020 40 m

 ■ Technical information
 – For THERM+ V series (not in roof area).
 – Up to 64 mm infill thickness.
 – For compensation of glass thickness with compensation gaskets.
 – Accessories:

- Sealing piece for base transom V no. 152075.

Article Material Surface No. PU

Interior gasket 50 E2 V EPDM black, sliding polymer 153013 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – Interior gasket for 2nd drainage level.
 – Accessories:

- Sealing piece for transom 50 E2 V no. 152013.

50 

Article Material Surface No. PU
Interior gasket
50 E2 V with flap EPDM black, sliding polymer 153018* 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – Interior gasket for 2nd drainage level.
 – Up to 64 mm infill thickness.
 – Accessories:

- Sealing piece for transom 50 E2 V no. 152013.

Article Material Surface No. PU

Interior gasket 50 E3 V EPDM black, sliding polymer 153008 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – Interior gasket for 3rd drainage level.

50 

*Time of delivery on demand.



2020 81

THERM+ Product range
Gaskets

System width 50 mm
Interior gaskets

V-Series

G
as

ke
ts

Article Material Surface No. PU
Interior gasket
50 E3 V with flap EPDM black, sliding polymer 153009* 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – Interior gasket for 3rd drainage level.
 – Up to 64 mm infill thickness.

50

12

Article Material Surface No. PU
Base gasket for transom 
50 V with flap EPDM black, sliding polymer 153020 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – Up to 64 mm infill thickness.
 – Accessories:

- Sealing piece for base transom V no. 152075.

50

12

Article Material Surface No. PU

Gasket for mullion 50 H V EPDM black, sliding polymer 153305 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – For expansion profiles or unitised assembly.
 – Accessories:

- Insertion profile 16/10 V no. 168220.

12

20

Article Material Surface No. PU
Gasket for transom 50 V 
polygonal 8° to 20° EPDM black, sliding polymer 153040 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).

50

12

Article Material Surface No. PU
Gasket for mullion 50 V 
polygonal 21° to 33° EPDM black, sliding polymer 153045* 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).

12

*Time of delivery on demand.



202082

THERM+ Product range
Gaskets

System width 50 mm
Interior gaskets
V-Series

Article Material Surface No. PU
Gasket for mullion 50 V 
polygonal 34° to 45° EPDM black, sliding polymer 153050* 40 m

 ■ Technical information
 – For THERM+ A-V and H-V (not in roof area).

12

*Time of delivery on demand.



2020 83

THERM+ Product range
Gaskets

System width 56 mm
Interior gaskets

I-Series

G
as

ke
ts

Article Material Surface No. PU

Gasket for mullion 56 EPDM black, sliding polymer 150105 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Accessories:

- Base profile no. 168400 and base profile carrier 56 no. 168410 for steel curtain wall S-I.

56

16

Article Material Surface No. PU

Gasket for mullion 56 silicone black, dry 156105* 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Accessories:

- Base profile no. 168400 and base profile carrier 56 no. 168410 for steel curtain wall S-I.

Article Material Surface No. PU

Gasket for transom 56 EPDM black, sliding polymer 150110 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Accessories:

- Base profile no. 168400 and base profile carrier 56 no. 168410 for steel curtain wall S-I.
- Sealing piece for transom 56 no. 152015 or sealing piece for transom 56 P no. 152082.

56

16

Article Material Surface No. PU

Gasket for mullion 56 L EPDM black, sliding polymer 150106 20 m

 ■ Technical information
 – For THERM+ I-series.
 – With collateral lip, for structural profiles with radii.
 – Accessories:

- Base profile no. 168400 and base profile carrier 56 no. 168410.

Article Material Surface No. PU

Gasket for mullion 56 D EPDM black, dry 150107 20 m

 ■ Technical information
 – Only for steel curtain wall S-I.
 – For direct glazing.

56

16

*Time of delivery on demand.



202084

THERM+ Product range
Gaskets

System width 56 mm
Interior gaskets
I-Series

Article Material Surface No. PU

Gasket for transom 56 silicone black, dry 156110* 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Accessories:

- Base profile no. 168400 and base profile carrier 56 no. 168410 for steel curtain wall S-I.
- Sealing piece for transom 56 no. 152015 or sealing piece for transom 56 P no. 152082.

Article Material Surface No. PU
Gasket for transom
56 with flap EPDM black, sliding polymer 150115 20 m

 ■ Technical information
 – Up to 64 mm infill thickness.
 – Accessories:

- Base profile no. 168400 and base profile carrier 56 no. 168410 for steel curtain wall S-I.
- Sealing piece for transom 56 no. 152015 or sealing piece for transom 56 P no. 152082.

56

16

Article Material Surface No. PU

Gasket for transom 56 L EPDM black, sliding polymer 150111 20 m

 ■ Technical information
 – For THERM+ I-series.
 – With collateral lip, for tubes with radii.
 – Accessories:

- Base profile no. 168400 and base profile carrier 56 no. 168410.
- Sealing piece for transom 56 no. 152015 or sealing piece for transom 56 P no. 152082.

Article Material Surface No. PU

Gasket for transom 56 D EPDM black, dry 150112 20 m

 ■ Technical information
 – Only for steel curtain wall S-I.
 – For direct glazing.
 – Accessories:

- Sealing piece for transom 56 no. 152015 or sealing piece for transom 56 P no. 152082.

16

56

Article Material Surface No. PU
Gasket for transom
56 with flap silicone black, dry 156115* 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Up to 64 mm infill thickness.
 – Accessories:

- Base profile no. 168400 and base profile carrier 56 no. 168410 for steel curtain wall S-I.
- Sealing piece for transom 56 no. 152015 or sealing piece for transom 56 P no. 152082.

*Time of delivery on demand.



2020 85

THERM+ Product range
Gaskets

System width 56 mm
Interior gaskets

I-Series

G
as

ke
ts

Article Material Surface No. PU
Base gasket for transom 
56 with flap silicone black, dry 156120 20 m

 ■ Technical information
 – For THERM+ I series.
 – Up to 64 mm infill thickness.
 – Accessories:

- Base profile no. 168400 and base profile carrier 56 no. 168410 for steel curtain wall S-I
- Sealing element for base transom no. 152071.

Article Material Surface No. PU
Base gasket for transom 
56 with flap EPDM black, sliding polymer 150120* 20 m

 ■ Technical information
 – For THERM+ I series.
 – Up to 64 mm infill thickness.
 – Accessories:

- Base profile no. 168400 and base profile carrier 56 no. 168410 for steel curtain wall S-I.
- Sealing element for base transom no. 152071.

56

16

Article Material Surface No. PU
Gasket for transom
56 L with flap EPDM black, sliding polymer 150116* 20 m

 ■ Technical information
 – For THERM+ I-series.
 – With collateral lip, for structural profiles with radii.
 – Up to 64 mm infill thickness.
 – Accessories:

- Base profile no. 168400 with base profile carrier 56 no. 168410.
- Sealing piece for transom 56 no. 152015 or sealing piece for transom 56 P no. 152082.

Article Material Surface No. PU
Gasket for transom
56 D with flap EPDM black, dry 150117 20 m

 ■ Technical information
 – Only for steel curtain wall S-I.
 – For direct glazing.
 – Up to 64 mm infill thickness.
 – Accessories:

- Sealing piece for transom 56 no. 152015 or sealing piece for transom 56 P no. 152082.
16

56

*Time of delivery on demand.



202086

THERM+ Product range
Gaskets

System width 56 mm
Interior gaskets
I-Series

Article Material Surface No. PU

Interior gasket 56 E2 EPDM black, sliding polymer 150113 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Interior gasket for 2nd drainage level.
 – Accessories:

- Base profile no. 168400 and base profile carrier 56 no. 168410 for steel curtain wall S-I
- Sealing piece for transom 56 E2 no. 152014 or sealing piece for transom 56 E2 P no. 152092.

16
 

56 

Article Material Surface No. PU
Base gasket for transom 
56 L with flap EPDM black, sliding polymer 150121* 20 m

 ■ Technical information
 – For THERM+ I series.
 – With collateral lip, for structural profiles with radii.
 – Up to 64 mm infill thickness.
 – Accessories:

- Base profile no. 168400 with base profile carrier 56 no. 168410 for steel curtain wall S-I
- Sealing piece for transom no. 152071.

Article Material Surface No. PU
Base gasket for transom 
56 D with flap EPDM black, dry 150122* 20 m

 ■ Technical information
 – Only for steel curtain wall S-I.
 – For direct glazing.
 – Up to 64 mm infill thickness.
 – Accessories:

- Sealing piece for base transom no. 152072.

16

56

Article Material Surface No. PU
Interior gasket
56 E2 with flap EPDM black, sliding polymer 150118 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Interior gasket for 2nd drainage level.
 – Up to 64 mm infill thickness.
 – Accessories:

- Base profile no. 168400 and base profile carrier 56 no. 168410 for steel curtain wall S-I
- Sealing piece for transom 56 E2 no. 152014 or sealing piece for transom 56 E2 P no. 152092.

56 

16
 

*Time of delivery on demand.



2020 87

THERM+ Product range
Gaskets

System width 56 mm
Interior gaskets

I-Series

G
as

ke
ts

Article Material Surface No. PU

Interior gasket 56 E3 EPDM black, sliding polymer 150108 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Interior gasket for 3rd drainage level.
 – Accessories:

- Base profile no. 168400 and base profile carrier 56 no. 168410 for steel curtain wall S-I.

56 

16
 

Article Material Surface No. PU
Gasket for transom 56
with flap EPDM black, sliding polymer 150085* 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Up to 64 mm infill thickness.
 – Accessories:

- Sealing piece for transom no. 152080. 16

56

Article Material Surface No. PU
Gasket for mullion 56
polygonal 8° to 20° EPDM black, sliding polymer 150140 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Accessories:

- Base profile no. 168400 and base profile carrier 56 no. 168410 for steel curtain wall S-I.

56

16

Article Material Surface No. PU

Gasket for mullion 56 H EPDM black, sliding polymer 150335 40 m

 ■ Technical information
 – For THERM+ I-series.
 – For expansion profiles or unitised assembly.
 – Accessories:

- Insertion profile 18/14 I no. 168201.

22

16

Article Material Surface No. PU
Gasket for mullion 56
polygonal 21° to 33° EPDM black, sliding polymer 150145* 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Accessories:

- Base profile no. 168400 and base profile carrier 56 no. 168410 for steel curtain wall S-I.

56

16

*Time of delivery on demand.



202088

THERM+ Product range
Gaskets

System width 56 mm
Interior gaskets
I-Series

Article Material Surface No. PU
Gasket for mullion 56
polygonal 34° to 45° EPDM black, sliding polymer 150150* 20 m

 ■ Technical information
 – For THERM+ I-series.
 – Accessories:

- Base profile no. 168400 and base profile carrier 56 no. 168410 for steel curtain wall S-I.

56

16

*Time of delivery on demand.



2020 89

THERM+ Product range
Gaskets

System width 56 mm
Interior gaskets

V-Series

G
as

ke
ts

Article Material Surface No. PU

Gasket for mullion 56 V EPDM black, sliding polymer 153105 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).

56

12

Article Material Surface No. PU

Gasket for mullion 56 V silicone black, dry 156605* 20 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).

Article Material Surface No. PU

Gasket for transom 56 V EPDM black, sliding polymer 153110 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – Accessories:

- Sealing piece for transom 56 V no. 152017.

56

12

Article Material Surface No. PU
Gasket for transom
56 V with flap EPDM black, sliding polymer 153115 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – Up to 64 mm infill thickness.
 – Accessories:

- Sealing piece for transom 56 V no. 152017.

12

56

Article Material Surface No. PU
Gasket for transom
56 V with flap silicone black, dry 156615* 20 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – Up to 64 mm infill thickness.
 – Accessories:

- Sealing piece for transom 56 V no. 152017.

*Time of delivery on demand.



202090

THERM+ Product range
Gaskets

System width 56 mm
Interior gaskets
V-Series

Article Material Surface No. PU

Gasket for mullion 56 V EPDM black, sliding polymer 158105 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – For compensation of glass thickness with compensation gaskets.

12
 

56 

Article Material Surface No. PU

Gasket for transom 56 V EPDM black, sliding polymer 158110 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – For compensation of glass thickness with compensation gaskets.
 – Accessories:

- Sealing piece for transom 56 V no. 152045.

12
 

56 

Article Material Surface No. PU

Interior gasket 56 E2 V EPDM black, sliding polymer 153113* 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – Interior gasket for 2nd drainage level.
 – Accessories:

- Sealing piece for transom 56 E2 V no. 152018.

Article Material Surface No. PU
Interior gasket
56 E2 V with flap EPDM black, sliding polymer 153118* 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – Interior gasket for 2nd drainage level.
 – Up to 64 mm infill thickness.
 – Accessories:

- Sealing piece for transom 56 E2 V no. 152018.

Article Material Surface No. PU

Interior gasket 56 E3 V EPDM black, sliding polymer 153108* 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – Interior gasket for 3rd drainage level.

56 

12
 

56 

12
 

*Time of delivery on demand.



2020 91

THERM+ Product range
Gaskets

System width 56 mm
Interior gaskets

V-Series

G
as

ke
ts

Article Material Surface No. PU
Base gasket for transom 
56 V with flap EPDM black, sliding polymer 153120 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – Up to 64 mm infill thickness.
 – Accessories:

- Sealing element for base transom V no. 152075.

56

12

Article Material Surface No. PU

Gasket for mullion 56 H V EPDM black, sliding polymer 153335 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – For expansion profiles or unitised assembly.
 – Accessories:

- Insertion profile 16/10 V no. 168220.
12

23

Article Material Surface No. PU
Gasket for transom 56 V 
polygonal 8° to 20° EPDM black, sliding polymer 153140 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).

12

56

Article Material Surface No. PU
Gasket for mullion 56 V 
polygonal 21° to 33° EPDM black, sliding polymer 153145* 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).

Article Material Surface No. PU
Gasket for mullion 56 V 
polygonal 34° to 45° EPDM black, sliding polymer 153150 40 m

 ■ Technical information
 – For THERM+ V-series (not in roof area).

*Time of delivery on demand.



202092

THERM+ Product range
Gaskets

System width 76 mm
Interior gaskets
I-Series

Article Material Surface No. PU

Gasket for mullion 76 EPDM black, sliding polymer 150205 20 m

 ■ Technical information
 – For THERM+ H-I and S-I.
 – Accessories:

- Base profile no. 168400 and base profile carrier 76 no. 168415 for steel curtain wall S-I.

76

16

Article Material Surface No. PU

Gasket for mullion 76 silicone black, dry 156405* 20 m

 ■ Technical information
 – For THERM+ H-I and S-I.
 – Accessories:

- Base profile no. 168400 and base profile carrier 76 no. 168415 for steel curtain wall S-I.

Article Material Surface No. PU

Gasket for mullion 76 L EPDM black, sliding polymer 150206* 20 m

 ■ Technical information
 – For THERM+ H-I, S-I and FS-I.
 – With collateral lip, for structural profiles with radii.
 – Accessories:

- Base profile no. 168400 with base profile carrier 76 no. 168415.

Article Material Surface No. PU

Gasket for mullion 76 D EPDM black, dry 150207 20 m

 ■ Technical information
 – Only for steel curtain wall S-I.
 – For direct glazing.

Article Material Surface No. PU

Gasket for transom 76 EPDM black, sliding polymer 150210 20 m

 ■ Technical information
 – For THERM+ H-I and S-I.
 – Accessories:

- Base profile no. 168400 and base profile carrier 76 no. 168415 for steel curtain wall S-I
- Sealing piece for transom 76 no. 152020 or sealing piece for transom 76 P no. 152084.

76

16

Article Material Surface No. PU

Gasket for transom 76 silicone black, dry 156410* 20 m

 ■ Technical information
 – For THERM+ H-I and S-I.
 – Accessories:

- Base profile no. 168400 and base profile carrier 76 no. 168415 for steel curtain wall S-I
- Sealing piece for transom 76 no. 152020 or sealing piece for transom 76 P no. 152084.

*Time of delivery on demand.



2020 93

THERM+ Product range
Gaskets

System width 76 mm
Interior gaskets

I-Series

G
as

ke
ts

Article Material Surface No. PU

Gasket for transom 76 D EPDM black, dry 150212* 20 m

 ■ Technical information
 – Only for steel curtain wall S-I.
 – For direct glazing.
 – Accessories:

- Sealing piece for transom 76 no. 152020 or sealing piece for transom 76 P no. 152084.

Article Material Surface No. PU

Interior gasket 76 E2 EPDM black, sliding polymer 150213* 20 m

 ■ Technical information
 – For THERM+ H-I and S-I.
 – Interior gasket for 2nd drainage level.
 – Accessories:

- Base profile no. 168400 and base profile carrier 76 no. 168415 for steel curtain wall S-I.
- Sealing piece for transom 76 E2 no. 152019 or sealing piece for transom 76 E2 P no. 152094.

16
 

76 

Article Material Surface No. PU
Gasket for transom
76 with flap EPDM black, sliding polymer 150215 20 m

 ■ Technical information
 – For THERM+ H-I and A-I.
 – Up to 64 mm infill thickness.
 – Accessories:

- Base profile no. 168400 and base profile carrier 76 no. 168415 for steel curtain wall S-I
- Sealing piece for transom 76 no. 152020 or sealing piece for transom 76 P no. 152084.

16

76

Article Material Surface No. PU
Gasket for transom
76 with flap silicone black, dry 156415* 20 m

 ■ Technical information
 – For THERM+ H-I and A-I.
 – Up to 64 mm infill thickness.
 – Accessories:

- Base profile no. 168400 and base profile carrier 76 no. 168415 for steel curtain wall S-I
- Sealing piece for transom 76 no. 152020 or sealing piece for transom 76 P no. 152084.

*Time of delivery on demand.
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THERM+ Product range
Gaskets

System width 76 mm
Interior gaskets
I-Series

Article Material Surface No. PU
Base gasket for transom 
76 with flap EPDM black, sliding polymer 150220 20 m

 ■ Technical information
 – For THERM+ H-I and A-I.
 – Up tp 64 mm infill thickness.
 – Accessories:

- Base profile no. 168400 and base profile carrier 76 no. 168415 for steel curtain wall S-I
- Sealing piece for base transom no. 152071.

16

76

Article Material Surface No. PU

Interior gasket 76 E3 EPDM black, sliding polymer 150208* 20 m

 ■ Technical information
 – For THERM+ H-I and S-I.
 – Interior gasket for 3rd drainage level.
 – Accessories:

- Base profile no. 168400 and base profile carrier 76 no. 168415 for steel curtain wall S-I.

16
 

76 

Article Material Surface No. PU
Base gasket for transom 
76 D with flap EPDM black 150222* 20 m

 ■ Technical information
 – Only for steel curtain wall S-I.
 – For direct glazing.
 – Up to 64 mm infill thickness.
 – Accessories:

- Sealing piece for base transom 76 no. 152072.

Article Material Surface No. PU
Gasket for mullion 76
polygonal 8° to 20° EPDM black, sliding polymer 150240* 20 m

 ■ Technical information
 – For THERM+ H-I and S-I.
 – Accessories:

- Base profile no. 168400 and base profile carrier 76 no. 168415 for steel curtain wall S-I.

*Time of delivery on demand.
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THERM+ Product range
Gaskets

System width 76 mm
Interior gaskets

V-Series

G
as
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ts

Article Material Surface No. PU

Gasket for mullion 76 V EPDM black, sliding polymer 153205* 40 m

 ■ Technical information
 – For THERM+ H-V (not in roof area).

Article Material Surface No. PU

Gasket for transom 76 V EPDM black, sliding polymer 153210* 40 m

 ■ Technical information
 – For THERM+ H-V (not in roof area).
 – Accessories:

- Sealing piece for transom 76 V no. 152058.

*Time of delivery on demand.
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THERM+ Product range
Gaskets

System width 96 mm
Interior gaskets
I-Series

Article Material Surface No. PU

Gasket for mullion 96 EPDM black, sliding polymer 150705 20 m

 ■ Technical information
 – Only for THERM+ H-I.

Article Material Surface No. PU

Gasket for transom 96 EPDM black, sliding polymer 150710 20 m

 ■ Technical information
 – Only for THERM+ H-I.
 – Accessories:

- Sealing piece for transom 96 P no. 152086.
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THERM+ Product range
Gaskets

System width 50/56/76/96 mm
Exterior gaskets
I-Series/V-Series

G
as

ke
ts

Article Material Surface No. PU

Exterior gasket 3 EPDM black, dry 011059 100 m

 ■ Technical information
 – For special contructions with 2 to 3 mm sheet metal parts.

3

Article Material Surface No. PU

Gasket for pressure profile 3/16 silicone black, adhesive 220203 200 m

Gasket for pressure profile 3/16 EPDM black, adhesive 220204 200 m

 ■ Technical information
 – For flat pressure profiles.

Article Material Surface No. PU

Gasket for pressure profile 2/16 EPDM black, adhesive 220205 100 m

Pressure profile gasket 2/16 silicone black, adhesive 220208 100 m

 ■ Technical information
 – For flat pressure profiles.

2

Article Material Surface No. PU

Gasket for pressure profile 3 EPDM black, sliding polymer 011070.LI 100 m

Gasket for pressure profile 3 EPDM black, sliding polymer 011070.RE 100 m

Gasket for pressure profile 4 EPDM black, sliding polymer 011077 100 m

Gasket for pressure profile 5 EPDM black, sliding polymer 011073 100 m

Gasket for pressure profile 6 EPDM black, sliding polymer 011076 100 m

Gasket for pressure profile 7 EPDM black, sliding polymer 011074 100 m

Gasket for pressure profile 8 EPDM black, sliding polymer 011071 100 m

Gasket for pressure profile 9 EPDM black, sliding polymer 011075 100 m

Gasket for pressure profile 11 EPDM black, sliding polymer 011072 100 m

Gasket for pressure profile 13 EPDM black, sliding polymer 011078 50 m

 ■ Technical information
 – For all standard pressure profiles.
 – LI = rolled up left.
 – RE = rolled up right.

3

Article Material Surface No. PU

Gasket for pressure profile 3 silicone black, dry 011270 100 m

Gasket for pressure profile 5 silicone black, dry 011273 100 m

 ■ Technical information
 – For all standard pressure profiles.

3

*Time of delivery on demand.
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THERM+ Product range
Gaskets

System width 50/56/76/96 mm
Exterior gaskets
I-Series/V-Series

Article Material Surface No. PU
Gasket for pressure
 profile 7 H EPDM black, dry 150510 100 m

 ■ Technical information
 – For use with pressure profile no. 118505, 118510, 118515.
 – For applications with timber cover profile.

7

Article Material Surface No. PU
Gasket for pressure
profile 5 polygonal EPDM black, sliding polymer 011805 100 m

 ■ Technical information
 – For polygonal profiles no. 013800, 013801, 013802.

5

Article Material Surface No. PU
Gasket for pressure
profile 8° to 15° EPDM black, sliding polymer 011810 100 m

 ■ Technical information
 – For all standard pressure profiles.

5

Article Material Surface No. PU
Gasket for pressure
profile 3 polygonal 3° to 7° EPDM black, adhesive 011850 200 m

 ■ Technical information
 – For flat pressure profiles.

*Time of delivery on demand.
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THERM+ Product range
Gaskets

System width 50/56/76/96 mm
Exterior gaskets
I-Series/V-Series

G
as
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ts

Article Material Surface No. PU

Interior gasket 3 EPDM black, sliding polymer 220320 100 m

Interior gasket 4 EPDM black, sliding polymer 220346 100 m

Interior gasket 5 EPDM black, sliding polymer 220321 100 m

Interior gasket 6 EPDM black, sliding polymer 220347 100 m

Interior gasket 7 EPDM black, sliding polymer 220322 100 m

Interior gasket 8 EPDM black, sliding polymer 220348 100 m

Interior gasket 9 EPDM black, sliding polymer 220323 100 m

Interior gasket 10 EPDM black, sliding polymer 220349 100 m

Interior gasket 11 EPDM black, sliding polymer 220324 75 m

Interior gasket 12 EPDM black, sliding polymer 220350 100 m

Interior gasket 13 EPDM black, sliding polymer 220325 75 m

Interior gasket 14 EPDM black, sliding polymer 220351 50 m

Interior gasket 15 EPDM black, sliding polymer 220326 50 m

Interior gasket 17 EPDM black, sliding polymer 220327 50 m

 ■ Technical information
 – For the interior compensation of varying infill thicknesses with no. 116005.

Article Material Surface No. PU

Compensation gasket 2 EPDM black, sliding polymer 011080 100 m

 ■ Technical information
 – For the compensation of varying infill thicknesses.

2

Article Material Surface No. PU

Compensation gasket 2 EPDM black, sliding polymer 227010 100 m

Compensation gasket 4 EPDM black, sliding polymer 227015 100 m

Compensation gasket 6 EPDM black, sliding polymer 227020 100 m

Compensation gasket 8 EPDM black, sliding polymer 227025 100 m

Compensation gasket 10 EPDM black, sliding polymer 227030 100 m

 ■ Technical information
 – For the compensation of varying infill thicknesses.

Article Material Surface No. PU

Compensation gasket 9 EPDM black, sliding polymer 227032 100 m

 ■ Technical information
 – For the compensation of varying infill thicknesses.
 – Gasket easy to tear off to 3/5/7 mm.
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THERM+ Product range
Gaskets

System width 50/56/76/96 mm
Exterior gaskets
I-Series/V-Series

Article Material Surface No. PU

Compensation gasket 2 EPDM black, sliding polymer 154505 100 m

Compensation gasket 4 EPDM black, sliding polymer 154507 100 m

Compensation gasket 6 EPDM black, sliding polymer 154509 100 m

 ■ Technical information
 – For THERM+ H-V and A-V (not in roof area).
 – For the interior compensation of varying infill thicknesses.

2 
- 6
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THERM+ Product range
Gaskets

System width 50/56/76/96 mm
Additional gaskets

I-Series/V-Series

G
as

ke
ts

Article Material Surface No. PU

Rope 4 EPDM black, dry 220070 200 m

 ■ Technical information
 – For fixation profile no. 014401.

Article Material Surface No. PU

Slide-in gasket 8/3 EPDM black, siliconised 167013 10 pc(s)

 ■ Technical information
 – For a clearance-free sliding of the RAICO insertion profiles.
 – Length: 100 mm.

Article Material Surface No. PU
Gasket for expansion 
mullion EPDM black, sliding polymer 152005 100 m

 ■ Technical information
 – For THERM+ A-I and A-V (V not in roof area).
 – For expansion profiles.
 – For sheets with a thickness of 2 mm.

18

9

Article Material Surface No. PU
Gasket for expansion 
mullion EPDM black, sliding polymer 011120 100 m

 ■ Technical information
 – Double gasket (with tear-off point).
 – For sheets with a thickness of 2 mm.

27

8

Article Material Surface No. PU

Connection gasket 8 EPDM black, dry 054500 20 m

 ■ Technical information
 – For sheets with a thickness of 2 mm.

8

Article Material Surface No. PU

T-connection gasket 10 TPE black, dry 054501 20 m

 ■ Technical information
 – For sheets with a thickness of 2 mm.

10



2020102

THERM+ Product range
Gaskets

System width 50/56/76 mm
Insulating blocks
I-Series/V-Series

Article Material Surface No. PU

Insulating block 50/9 EPDM black, sliding polymer 151010 50 m

 ■ Technical information
 – For pressure profiles with a system width of 50 mm.

50

9

Article Material Surface No. PU

Insulating block 56/9 EPDM black, sliding polymer 151020 50 m

 ■ Technical information
 – For pressure profiles with a system width of 56 mm.

56

9

Article Material Surface No. PU

Insulating block 56/9/5 EPDM black, sliding polymer 151021 50 m

 ■ Technical information
 – For pressure profiles with a system width of 56 mm.

56

9 5

Article Material Surface No. PU

Insulating block 76/9 EPDM black, sliding polymer 151030 50 m

 ■ Technical information
 – For pressure profiles with a system width of 76 mm.

9

76

Article Material Surface No. PU

Insulating block 50/21 EPDM/Polyethylene black, sliding polymer 150605 50 m

 ■ Technical information
 – For pressure profiles with a system width of 50 mm.

50

20
.5

Article Material Surface No. PU

Insulating block 56/21 EPDM/Polyethylene black, sliding polymer 150610 50 m

 ■ Technical information
 – For pressure profiles with a system width of 56 mm.

56

20
.5
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THERM+ Product range
Gaskets

System width 50/56/76 mm
Insulating blocks
I-Series/V-Series

G
as
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ts

Article Material Surface No. PU

Insulating block P 50/19 polyethylene - 168509 50 m

 ■ Technical information
 – For system width 50 mm.
 – One-side adhesive.
 – Delivery in 25 bars each with a length of 2 m.
 – Assembly in combination with exterior gasket 3 to 5 mm.

25

19

Article Material Surface No. PU

Insulating block P 50/25 polyethylene - 168510 50 m

 ■ Technical information
 – For system width 50 mm.
 – One-side adhesive.
 – Delivery in 25 bars each with a length of 2 m.
 – Assembly in combination with exterior gasket 3 to 5 mm.

Article Material Surface No. PU

Insulating block PH 50/29 polyethylene - 168513 50 m

 ■ Technical information
 – For system width 50 mm.
 – One-side adhesive.
 – Pasted aluminium foil on the inside.
 – Delivery in 25 bars each with a length of 2 m.
 – Assembly in combination with exterior gasket 3 to 5 mm.

Article Material Surface No. PU

Insulating block P 50/39 polyethylene - 168514 50 m

 ■ Technical information
 – For system width 50 mm.
 – One-side adhesive.
 – Delivery in 25 bars each with a length of 2 m.
 – Assembly in combination with exterior gasket 3 to 5 mm.

Article Material Surface No. PU

Insulating block P 56/19 polyethylene - 168515 50 m

 ■ Technical information
 – For system width 56 mm.
 – One-side adhesive.
 – Delivery in 25 bars each with a length of 2 m.
 – Assembly in combination with exterior gasket 3 to 5 mm.

29

19
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THERM+ Product range
Gaskets

System width 50/56/76 mm
Insulating blocks
I-Series/V-Series

Article Material Surface No. PU

Insulating block P 56/25 polyethylene - 168516 50 m

 ■ Technical information
 – For system width 56 mm.
 – One-side adhesive.
 – Delivery in 25 bars each with a length of 2 m.
 – Assembly in combination with exterior gasket 3 to 5 mm.

Article Material Surface No. PU

Insulating block PH 56/29 polyethylene - 168519 50 m

 ■ Technical information
 – For system width 56 mm.
 – One-side adhesive.
 – Pasted aluminium foil on the inside.
 – Delivery in 25 bars each with a length of 2 m.
 – Assembly in combination with exterior gasket 3 to 5 mm.

Article Material Surface No. PU

Insulating block P 56/39 polyethylene - 168520 50 m

 ■ Technical information
 – For system width 56 mm.
 – One-side adhesive.
 – Delivery in 25 bars each with a length of 2 m.
 – Assembly in combination with exterior gasket 3 to 5 mm.

Article Material Surface No. PU

Insulating block P 76/19 polyethylene - 168521 50 m

 ■ Technical information
 – For system width 76 mm.
 – One-side adhesive.
 – Delivery in 25 bars each with a length of 2 m.
 – Assembly in combination with exterior gasket 3 to 5 mm.

19

45

Article Material Surface No. PU

Insulating block P 76/25 polyethylene - 168522 50 m

 ■ Technical information
 – For system width 76 mm.
 – One-side adhesive.
 – Delivery in 25 bars each with a length of 2 m.
 – Assembly in combination with exterior gasket 3 to 5 mm.

25

45
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THERM+ Product range
Gaskets

System width 50/56/76 mm
Insulating blocks
I-Series/V-Series

G
as
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ts

Article Material Surface No. PU

Insulating block P 76/39 polyethylene - 168526 50 m

 ■ Technical information
 – For system width 76 mm.
 – One-side adhesive.
 – Glass bite 23 mm.
 – Delivery in 25 bars each with a length of 2 m.
 – Assembly in combination with exterior gasket 5 mm.

Article height mm Material Surface No. PU

Insulating block SG 25/5 5 polyethylene - 168541 50 m

Insulating block SG 25/8 8 polyethylene - 168544 50 m

Insulating block SG 25/10 10 polyethylene - 168546 50 m

Insulating block SG 25/12 12 polyethylene - 168548 50 m

Insulating block SG 25/14 14 polyethylene - 168550 50 m

Insulating block SG 25/16 16 polyethylene - 168552 50 m

Insulating block SG 25/18 18 polyethylene - 168554 50 m

Insulating block SG 25/20 20 polyethylene - 168556 50 m

Insulating block SG 25/22 22 polyethylene - 168558 50 m

Insulating block SG 25/24 24 polyethylene - 168560 50 m

Insulating block SG 25/26 26 polyethylene - 168562 50 m

Insulating block SG 25/28 28 polyethylene - 168564 50 m

Insulating block SG 25/30 30 polyethylene - 168566 50 m

Insulating block SG 25/32 32 polyethylene - 168568 50 m

Insulating block SG 25/34 34 polyethylene - 168570 50 m

Insulating block SG 25/36 36 polyethylene - 168572 50 m

 ■ Technical information
 – For glazing system SG2.
 – One-side adhesive (side of interior gasket).
 – Delivery in 25 bars each with a length of 2 m.

25

8
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THERM+ Product range
Gaskets

System width 50/56/76 mm
Insulating blocks
I-Series/V-Series

Article Material Surface No. PU

Fire protection block 50/21 polyethylene - 168640 50 m

Fire protection block 50/27 polyethylene - 168642 50 m

Fire protection block 50/41 polyethylene - 168644 50 m

 ■ Technical information
 – For system width 50 mm.
 – For fire resistant curtain walls.
 – Adhesive on one side.
 – Delivery in 25 bars each with a length of 2 m.
 – Assembly in combination with no. 011070, 011073 or no. 011077.

Article Material Surface No. PU

Fire protection block 56/21 polyethylene - 168646 50 m

Fire protection block 56/27 polyethylene - 168648 50 m

Fire protection block 56/41 polyethylene - 168650 50 m

 ■ Technical information
 – For system width 56 mm.
 – For fire resistant curtain walls.
 – Adhesive on one side.
 – Delivery in 25 bars each with a length of 2 m.
 – Assembly in combination with no. 011070, 011073 or no. 011077.

Article Material Surface No. PU

Fire protection tape 18/1 Swelling material black, adhesive 167060 25 m

 ■ Technical information
 – Adhesive on one side.

Article Material Surface No. PU

Fire protection insertion 64/12 Silicate white 119805 24 m

 ■ Technical information
 – Insertion for THERM+ A-V (not in roof area).
 – For fire resistant curtain walls.

Article Material Surface No. PU

Fire protection insertion 22/10 Silicate white 119810 100 
pc(s)

 ■ Technical information
 – Insertion for THERM+ A-V (not in roof area).
 – For fire resistant curtain walls.
 – For T-connector 100 to 200.
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THERM+ Product range
Gaskets

System width 50/56/76 mm
Insulating blocks
I-Series/V-Series

G
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Article Material Surface No. PU
Fire protection insertion 
22/10 with groove Silicate white 119812 50 pc(s)

 ■ Technical information
 – Insertion for THERM+ A-V (not in roof area).
 – For fire resistant curtain walls.
 – For T-connector 75.

Article Material Surface No. PU

Fire protection insertion Silicate white 168990 12 m

 ■ Technical information
 – For fire resistant curtain walls.
 – Assembly with fire protection insertion profile no. 119305.
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THERM+ Product range
Accessories

System width 50/56/76 mm
Accessories timber curtain wall
I-Series/V-Series

Article Material Surface No. PU

Base profile KOMBI transom 50 aluminium mill finished 160550 10 pc(s)

Base profile KOMBI transom 56 aluminium mill finished 160552 10 pc(s)

Base profile KOMBI transom 76 aluminium mill finished 160554 10 pc(s)

 ■ Technical information
 – TC timber connector KOMBI for system THERM+ H-I

- No. 160550 for system width 50 mm
- No. 160552 for system width 56 mm
- No. 160554 for system width 76 mm.

 – Prepunched for special tapping screw and special wood screw.
 – Length: 300 mm.
 – Accessories: 

- Screw, no. 908020 or 908021, 908025.

Article Material Surface No. PU

Base profile KOMBI transom 50 V aluminium mill finished 160551 10 pc(s)

Base profile KOMBI transom 56 V aluminium mill finished 160553 10 pc(s)

Base profile KOMBI transom 76 V aluminium mill finished 160555 10 pc(s)

 ■ Technical information
 – TC timber connector KOMBI for system THERM+ H-V (not in roof area).

- No. 160551 for system width 50 mm
- No. 160553 for system width 56 mm
- No. 160555 for system width 76 mm.

 – Prepunched for special tapping screw and special wood screw.
 – Length: 300 mm.
 – Accessories: 

- Screw, no. 908020 or 908021, 908025.

Article Material Surface No. PU

Base profile 41/40 aluminium mill finished 160410 10 pc(s)

Base profile 47/40 aluminium mill finished 160412 10 pc(s)

Base profile 67/60 aluminium mill finished 160414 10 pc(s)

 ■ Technical information
 – For system THERM+ H-I and S-I.

- No. 160410 for system width 50 mm
- No. 160412 for system width 56 mm
- No. 160414 for system width 76 mm.

 – In case of transom-connection with continuous mullion structural profile and continuous 
transom base profile for gasket with flap.

 – Short piece 40 mm or 60 mm, perforated.
 – Accessories: 

- Screw, no. 908020 or 908021, 908025.



2020 109

A
cc

es
so

rie
s

THERM+ Product range
Accessories

System width 50/56/76 mm
Accessories timber curtain wall

I-Series/V-Series

Article Material Surface No. PU

Base profile 41/40 V aluminium mill finished 160411 10 pc(s)

Base profile 47/40 V aluminium mill finished 160413 10 pc(s)

 ■ Technical information
 – For THERM+ H-V (not in roof area).

- No. 160411 for system width 50 mm
- No. 160413 for system width 56 mm.

 – In case of transom-connection with continuous mullion structural profile
and continuous transom base profile for gasket with flap.

 – Short piece 40 mm, perforated.
 – Accessories: 

- Screw, no. 908020 or 908021, 908025.

Article Material Surface No. PU

TC timber connector 60 aluminium mill finished 161302 10 pc(s)

TC timber connector 80 aluminium mill finished 161307 10 pc(s)

TC timber connector 100 aluminium mill finished 161312 10 pc(s)

TC timber connector 120 aluminium mill finished 161317 10 pc(s)

TC timber connector 160 aluminium mill finished 161322 10 pc(s)

TC timber connector 200 aluminium mill finished 161327 10 pc(s)

TC timber connector 240 aluminium mill finished 161332 10 pc(s)

 ■ Technical information
 – TC timber connector type SOLO and KOMBI, system THERM+ H-I and H-V (V not in roof area).
 – 1 set consisting of:

- 1 transom element
- 1 mullion element
- 1 positioning piece.

Article Material Surface Drive No. PU

Screw sleeve 12/25 aluminium bare - 160405 100 pc(s)

 ■ Technical information
 – For one-sided/two-sided connection of timber mullion-and-transom connector.

Article Material Surface Drive No. PU

Threaded sleeve 12/29 aluminium bare TX T25 160406 100 pc(s)

 ■ Technical information
 – For two-sided connection of timber mullion-and-transom connector.

Article Material Surface Drive No. PU

Threaded sleeve 12/24 aluminium bare TX T25 160407 100 pc(s)

 ■ Technical information
 – For expansion mullion connection of timber mullion-and-transom connector.
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THERM+ Product range
Accessories

System width 50/56/76 mm
Accessories steel curtain wall
I-Series

Article
Dimension of 
steel profile 

mm

Wall thickness 
of steel profile 

mm
Material Surface No. PU

Joint sealing 50 x 50 2 to 3 EPDM black, dry 016700 10 pc(s)
Joint sealing 50 x 60 2 to 3 EPDM black, dry 016705 10 pc(s)
Joint sealing 50 x 70 2 to 3 EPDM black, dry 016710 10 pc(s)
Joint sealing 50 x 80 2 to 3 EPDM black, dry 016715 10 pc(s)
Joint sealing 50 x 90 2 to 3 EPDM black, dry 016720 10 pc(s)
Joint sealing 50 x 100 2 to 3 EPDM black, dry 016725 10 pc(s)
Joint sealing 50 x 120 2 to 3 EPDM black, dry 016730 10 pc(s)
Joint sealing 60 x 60 2 to 3 EPDM black, dry 016740 10 pc(s)
Joint sealing 60 x 80 2 to 3 EPDM black, dry 016745 10 pc(s)
Joint sealing 60 x 100 2 to 3 EPDM black, dry 016750 10 pc(s)
Joint sealing 60 x 120 2 to 3 EPDM black, dry 016755 10 pc(s)
Joint sealing 60 x 140 2 to 3 EPDM black, dry 016760 10 pc(s)
Joint sealing 60 x 60 4 to 5 EPDM black, dry 016770 10 pc(s)
Joint sealing 60 x 80 4 to 5 EPDM black, dry 016775 10 pc(s)
Joint sealing 60 x 100 4 to 5 EPDM black, dry 016780 10 pc(s)
Joint sealing 60 x 120 4 to 5 EPDM black, dry 016785 10 pc(s)
Joint sealing 60 x 140 4 to 5 EPDM black, dry 016790 10 pc(s)

 ■ Technical information
 – For THERM+ S-I.
 – For transom T-connector for tubes no. 016300.
 – To seal the joint between transom and mullion profile.

Article
Dimension of 
steel profile 

mm

Wall thickness 
of steel profile 

mm
Material Surface No. PU

Sealing piece 50 x 50 2 to 3 EPDM cellular rubber black 016800 10 pc(s)
Sealing piece 50 x 60 2 to 3 EPDM cellular rubber black 016805 10 pc(s)
Sealing piece 50 x 70 2 to 3 EPDM cellular rubber black 016810 10 pc(s)
Sealing piece 50 x 80 2 to 3 EPDM cellular rubber black 016815 10 pc(s)
Sealing piece 50 x 90 2 to 3 EPDM cellular rubber black 016820 10 pc(s)
Sealing piece 50 x 100 2 to 3 EPDM cellular rubber black 016825 10 pc(s)
Sealing piece 50 x 120 2 to 3 EPDM cellular rubber black 016830 10 pc(s)
Sealing piece 60 x 60 2 to 3 EPDM cellular rubber black 016840 10 pc(s)
Sealing piece 60 x 80 2 to 3 EPDM cellular rubber black 016845 10 pc(s)
Sealing piece 60 x 100 2 to 3 EPDM cellular rubber black 016850 10 pc(s)
Sealing piece 60 x 120 2 to 3 EPDM cellular rubber black 016855 10 pc(s)
Sealing piece 60 x 140 2 to 3 EPDM cellular rubber black 016860 10 pc(s)
Sealing piece 60 x 60 4 to 5 EPDM cellular rubber black 016870 10 pc(s)
Sealing piece 60 x 80 4 to 5 EPDM cellular rubber black 016875 10 pc(s)
Sealing piece 60 x 100 4 to 5 EPDM cellular rubber black 016880 10 pc(s)
Sealing piece 60 x 120 4 to 5 EPDM cellular rubber black 016885 10 pc(s)
Sealing piece 60 x 140 4 to 5 EPDM cellular rubber black 016890 10 pc(s)

 ■ Technical information
 – For THERM+ S-I.
 – For transom T-connector for tubes no. 016300.
 – To seal the steel tubes.
 – Insertion with installation tool no. 015210.
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THERM+ Product range
Accessories

System width 50/56/76 mm
Accessories steel curtain wall

I-Series

Article Material Surface No. PU

Transom T-connector set steel bare 016300 10 pc(s)

 ■ Technical information
 – For THERM+ S-I.
 – Consisting of weld-on piece, pressure piece and fastening screw.
 – Fabrication with welding jig no. 015200.
 – Accessories:

- Gaskets no. 016700 to 016790.
- Sealing elements no. 016800 to 016890.

Article Material Surface No. PU

Base profile glass carrier 50 L aluminium mill finished 167810 10 pc(s)

Base profile glass carrier 56 L aluminium mill finished 167812 10 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – For glass carrier variant L (1 glass carrier per side).
 – Accessories:

- 2x screw no. 909038
- 3x screw no. 908952.

Article Material Surface No. PU

Base profile glass carrier 50 L aluminium mill finished 167811 10 pc(s)

Base profile glass carrier 56 L aluminium mill finished 167813 10 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – For glass carrier variant L (1 glass carrier per side).
 – With closed screw channel.
 – Accessories:

- 2x screw no. 909038
- 3x screw no. 908952.

Article Material Surface No. PU

Base profile glass carrier 50 L IE aluminium mill finished 167700 10 pc(s)

Base profile glass carrier 56 L IE aluminium mill finished 167702 10 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – For glass carrier variant L (1 glass carrier per side).
 – Application with integration elements.
 – Accessories:

- 2x screw no. 909038
- 3x screw no. 908952.
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THERM+ Product range
Accessories

System width 50/56/76 mm
Accessories steel curtain wall
I-Series

Article Material Surface No. PU

Base profile mullion 50 CG aluminium mill finished 167830 10 pc(s)

Base profile mullion 56 CG aluminium mill finished 167832 10 pc(s)

Base profile mullion 50 CG aluminium mill finished 167895 10 pc(s)

Base profile mullion 56 CG aluminium mill finished 167896 10 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – Assembly in the mullion.
 – For glass carrier variant CG (cross glass carrier).
 – With closed screw channel.
 – No. 167895 and 167896 for the use with base transom gasket.
 – Accessories:

 - 4x screw no. 908952.

Article Material Surface No. PU

Base profile glass carrier 50 SC H aluminium mill finished 167821 10 pc(s)

Base profile glass carrier 56 SC H aluminium mill finished 167823 10 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – Execution with steel connector SC no. 430010 to 430030.
 – For glass carrier variant H (2 glass carriers per side).
 – With closed screw channel.
 – Accessories:

 - 1x screw no. 908038
 - 2x screw no. 909038
 - 3x screw no. 908952.

Article Material Surface No. PU

Base profile glass carrier 50 SCL CG aluminium mill finished 167816 10 pc(s)

Base profile glass carrier 56 SCL CG aluminium mill finished 167818 10 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – Execution with steel connector SCL no. 430050 or 430052.
 – For glass carrier variant CG (cross glass carrier).
 – With closed screw channel.
 – Accessories:

- 2x screw no. 909038
- 3x screw no. 908952.
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THERM+ Product range
Accessories

System width 50/56/76 mm
Accessories steel curtain wall

I-Series

Article Material Surface No. PU

Base profile glass carrier 50 SC CG aluminium mill finished 167831 10 pc(s)

Base profile glass carrier 56 SC CG aluminium mill finished 167833 10 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – Execution with steel connector SC no. 430010 to 430030.
 – For glass carrier variant CG (cross glass carrier).
 – With closed screw channel.
 – Accessoires:

 - 1x screw no. 908038
 - 2x screw no. 909038
 - 3x screw no. 908952.

Article Material Surface No. PU

Base profile glass carrier 50 L aluminium mill finished 167835 10 pc(s)

Base profile glass carrier 56 L aluminium mill finished 167837 10 pc(s)

Base profile glass carrier 76 L aluminium mill finished 167839 10 pc(s)

 ■ Technical information
 – For THERM+ S-I.
 – For glass carrier variant L (1 glass carrier per side).
 – For use with commercial steel tubes.
 – Accessories:

 - 5x screw no. 908952.

Article Material Surface No. PU

Base profile glass carrier 50 L aluminium mill finished 167836 10 pc(s)

Base profile glass carrier 56 L aluminium mill finished 167838 10 pc(s)

Base profile glass carrier 76 L aluminium mill finished 167840 10 pc(s)

 ■ Technical information
 – For THERM+ S-I.
 – For glass carrier variant L (1 glass carrier per side).
 – For use with commercial steel tubes.
 – With closed screw channel.
 – Accessories:

- 5x screw no. 908952.

Article Material Surface No. PU

Base profile glass carrier 50 L IE aluminium mill finished 167696 10 pc(s)

Base profile glass carrier 56 L IE aluminium mill finished 167698 10 pc(s)

Base profile glass carrier 76 L IE aluminium mill finished 167699 10 pc(s)

 ■ Technical information
 – For THERM+ S-I.
 – For glass carrier variant L (1 glass carrier per side).
 – Application with integration elements.
 – Accessoires:

- 5x screw no. 908952.
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THERM+ Product range
Accessories

System width 50/56/76 mm
Accessories steel curtain wall
I-Series

Article Material Surface No. PU

Base profile mullion 50 CG aluminium mill finished 167866 10 pc(s)

Base profile mullion 56 CG aluminium mill finished 167868 10 pc(s)

Base profile mullion 76 CG aluminium mill finished 167870 10 pc(s)

Base profile mullion 50 CG aluminium mill finished 167900 10 pc(s)

Base profile mullion 56 CG aluminium mill finished 167901 10 pc(s)

Base profile mullion 76 CG aluminium mill finished 167902 10 pc(s)

 ■ Technical information
 – For THERM+ S-I.
 – Assembly in the mullion.
 – For glass carrier variant CG (cross glass carrier).
 – For use with commercial steel tubes.
 – With closed screw channel.
 – No. 167900, 167901, 167902 for the use with base transom gasket.
 – Accessories:

 - 4x screw no. 908952.

Article Material Surface No. PU

Base profile glass carrier 50 SCL CG aluminium mill finished 167846 10 pc(s)

Base profile glass carrier 56 SCL CG aluminium mill finished 167848 10 pc(s)

 ■ Technical information
 – For THERM+ S-I.
 – Execution with steel connector SCL no. 430050 or 430052.
 – For glass carrier variant CG (cross glass carrier).
 – For use with commercial steel tubes.
 – With closed screw channel.
 – Accessories: 

 - 5x screw no. 908952.

Article Material Surface No. PU

Base profile glass carrier 50 SC H aluminium mill finished 167856 10 pc(s)

Base profile glass carrier 56 SC H aluminium mill finished 167858 10 pc(s)

Base profile glass carrier 76 SC H aluminium mill finished 167860 10 pc(s)

 ■ Technical information
 – For THERM+ S-I.
 – Execution with steel connector SC no. 430010 to 430030.
 – For glass carrier variant H (2 glass carriers per side).
 – For use with commercial steel tubes.
 – With closed screw channel.
 – Accessories:

- 1x screw no. 908038
- 5x screw no. 908952.
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THERM+ Product range
Accessories

System width 50/56/76 mm
Accessories steel curtain wall

I-Series

Article Material Surface No. PU

Base profile 50 sun protection fixation aluminium mill finished 167795 10 pc(s)

Base profile 56 sun protection fixation aluminium mill finished 167796 10 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – Application with sun protection device.
 – Accessories:

 - 2x screw no. 909038.

Article Material Surface No. PU

Base profile 50 scaffolding fixation aluminium mill finished 167793 10 pc(s)

Base profile 56 scaffolding fixation aluminium mill finished 167794 10 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – Application with scaffolding fixation no. 166235.
 – Accessories:

- 8x screw no. 908952.

Article Material Surface No. PU

Base profile glass carrier 50 SC CG aluminium mill finished 167876 10 pc(s)

Base profile glass carrier 56 SC CG aluminium mill finished 167878 10 pc(s)

 ■ Technical information
 – For THERM+ S-I.
 – Execution with steel connector SC no. 430010 or 430030.
 – For glass carrier variant CG (cross glass carrier).
 – For use with commercial steel tubes.
 – With closed screw channel.
 – Accessories:

 - 1x screw no. 908038
 - 5x screw no. 908952.

Article Material Surface No. PU

Base profile glass carrier 76 CG aluminium mill finished 167880 10 pc(s)

 ■ Technical information
 – For THERM+ S-I.
 – Execution with steel connector SC and SCL.
 – For glass carrier variant CG (cross glass carrier).
 – For use with commercial steel tubes.
 – With closed screw channel.
 – Accessories:

 - 1x screw no. 908038
 - 5x screw no. 908952.
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THERM+ Product range
Accessories

System width 50/56/76 mm
Accessories steel curtain wall
I-Series

Article Material Surface No. PU

Base profile carrier 50 plast. material black 168405 500 pc(s)

Base profile carrier 56 plast. material black 168410 500 pc(s)

Base profile carrier 76 plast. material black 168415 500 pc(s)

	■ Technical information
	– For THERM+ S-I.
	– No. 168405 for system width 50 mm.
	– No. 168410 for system width 56 mm.
	– No. 168415 for system width 76 mm.
	– Pluggable, for fixation of base profile no. 168400 or 168401.
	– For interior gaskets type S and L.
	– Use with 250 mm spacing.
	– Installation help included.

Article Material Surface No. PU

Base profile 50/39 aluminium mill finished 167805 10 pc(s)

Base profile 56/46 aluminium mill finished 167807 10 pc(s)

	■ Technical information
	– For THERM+ FS-I.
	– Execution with base gasket for transom with flap in case of a continuous mullion.
	– No. 167805: short piece 39 mm, prepunched.
	– No. 167807: short Piece 46 mm, prepunched.
	– Execution with no. 908952.

Article Material Surface No. PU

Base profile glass carrier 50 SCL CG aluminium mill finished 167890 10 pc(s)

Base profile glass carrier 56 SCL CG aluminium mill finished 167892 10 pc(s)

	■ Technical information
	– For THERM+ FS-I.
	– For fire-resistant curtain walls.
	– For use with steel connector SCL no 430050 or 430052.
	– Assembly in the transom with cross glass carriers no. 163750 to 163778.
	– With closed screw channel.
	– Accessories: 

- 3x screw no. 908952.

Article Material Surface No. PU

Base profile glass carrier 50 L aluminium mill finished 167885 10 pc(s)

Base profile glass carrier 56 L aluminium mill finished 167887 10 pc(s)

	■ Technical information
	– For THERM+ FS-I.
	– For fire-resistant curtain walls.
	– Assembly in the transom with aluminium glass carriers no. 167306 to 167931.
	– With closed screw channel.
	– Accessories: 

- 3x screw no. 908952.



2020 117

A
cc

es
so

rie
s

THERM+ Product range
Accessories

System width 50/56/76 mm
Accessories steel curtain wall

I-Series

Article Material Surface No. PU

Glass carrier set 1 steel/stainless steel bright rolled 163505 2 pc(s)

 ■ Technical information
 – For THERM+ S-I in case of glass weights from 600 to 800 kg.
 – For direct welding on structural steel profile.
 – 1 set is needed per transom.
 – 1 set consisting of:

- 2x milled welding piece
- 2x base profile short piece.

 – Accessories:
- No. 163635 to 163730 (depends on glass thickness).

Article Material Surface No. PU

Glass carrier set 25 to 26 aluminium mill finished 163635 2 pc(s)

Glass carrier set 27 to 28 aluminium mill finished 163640 2 pc(s)

Glass carrier set 29 to 30 aluminium mill finished 163645 2 pc(s)

Glass carrier set 31 to 32 aluminium mill finished 163650 2 pc(s)

Glass carrier set 33 to 34 aluminium mill finished 163655 2 pc(s)

Glass carrier set 35 to 36 aluminium mill finished 163660 2 pc(s)

Glass carrier set 37 to 38 aluminium mill finished 163665 2 pc(s)

Glass carrier set 39 to 40 aluminium mill finished 163670 2 pc(s)

Glass carrier set 41 to 42 aluminium mill finished 163675 2 pc(s)

Glass carrier set 43 to 44 aluminium mill finished 163680 2 pc(s)

Glass carrier set 45 to 46 aluminium mill finished 163685 2 pc(s)

Glass carrier set 47 to 48 aluminium mill finished 163690 2 pc(s)

Glass carrier set 49 to 50 aluminium mill finished 163695 2 pc(s)

Glass carrier set 51 to 52 aluminium mill finished 163700 2 pc(s)

Glass carrier set 53 to 54 aluminium mill finished 163705 2 pc(s)

Glass carrier set 55 to 56 aluminium mill finished 163710 2 pc(s)

Glass carrier set 57 to 58 aluminium mill finished 163715 2 pc(s)

Glass carrier set 59 to 60 aluminium mill finished 163720 2 pc(s)

Glass carrier set 61 to 62 aluminium mill finished 163725 2 pc(s)

Glass carrier set 63 to 64 aluminium mill finished 163730 2 pc(s)

 ■ Technical information
 – For THERM+ S-I.
 – For glass weigths from 600 to 800 kg.
 – Use in connection with glass support set no. 163505 or 163506.
 – Demand per transom: 1 set.
 – 1 set consisting of:

- 2 x glass carrier, length 150 mm
- 4 x screw M10x22
- 4 x screw ST5.5x22 no. 012100
- 4 x punching sleeve 8/24.
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THERM+ Product range
Accessories

System width 50/56/76 mm
Accessories steel curtain wall
I-Series

Article Material Surface No. PU

Glass carrier set 1 FV steel/stainless steel bright rolled 163506 2 pc(s)

 ■ Technical information
 – For THERM+ S-I in case of glass weights from 600 to 800 kg.
 – For direct welding on structural steel profile.
 – 1 set is needed per transom.
 – For hot-dip galvanised constructions.
 – 1 set consisting of:

- 2x milled welding piece
- 2x base profile short piece
- 2x screw channel short piece.

 – Accessories:
- No. 163635 to 163730 (depends on glass thickness).

Article Material Surface No. PU

Steel connector SC 60 aluminium mill finished, burrfree 430010 10 pc(s)

Steel connector SC 90 aluminium mill finished, burrfree 430015 10 pc(s)

Steel connector SC 120 aluminium mill finished, burrfree 430020 10 pc(s)

Steel connector SC 150 aluminium mill finished, burrfree 430025 10 pc(s)

Steel connector SC 180 aluminium mill finished, burrfree 430030 10 pc(s)

 ■ Technical information
 – For THERM+ S-I and FS-I.
 – 1 set consisting of:

- 10x mullion element
- 10x transom element.

Article Material Surface No. PU

Steel connector SCL 8 aluminium mill finished, burrfree 430050 10 pc(s)

Steel connector SCL 3 aluminium mill finished, burrfree 430052 10 pc(s)

 ■ Technical information
 – For THERM+ S-I and FS-I.
 – Accessories:

- 3x screw M6x46 no. 908954
- 2x screw 5.0x16 no. 908046.

Article Material Surface No. PU

Safety bolt 10 stainless steel V2A burrfree 430207 10 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – For fire-resistant curtain walls.
 – For SCL connector.
 – For the reinforcment of the connectors no. 430050, 430052.
 – Accessories:

- 1x screw M6x46 no. 908954.
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THERM+ Product range
Accessories

System width 50/56/76 mm
Accessories steel curtain wall

I-Series

Article Material Surface No. PU

Reinforcing plate 2 stainless steel V2A bright rolled 430142 10 pc(s)

Reinforcing plate 3 stainless steel V2A bright rolled 430143 10 pc(s)

Reinforcing plate 4 stainless steel V2A bright rolled 430144 10 pc(s)

Reinforcing plate 5 stainless steel V2A bright rolled 430145 10 pc(s)

 ■ Technical information
 – For THERM+ S-I and FS-I.
 – For transom profiles with 2 to 5 mm wall thickness.
 – Application with steel connector SC no. 430010 to 430030.

Article Material Surface No. PU

Fixing element 61 aluminium bare 430155 10 pc(s)

Fixing element 83 aluminium bare 430160 10 pc(s)

Fixing element 105 aluminium bare 430165 10 pc(s)

 ■ Technical information
 – For THERM+ S-I and FS-I.
 – For the fixation of screw connections with steel connector SC.
 – No. 430160 and 430165 for commercial steel tubes.

Article Material Surface No. PU

Fixing part 50/4 aluminium mill finished, burrfree 430210 10 pc(s)

Fixing part 50/3 aluminium mill finished, burrfree 430213 10 pc(s)

Fixing part 50/2 aluminium mill finished, burrfree 430219 10 pc(s)

Fixing part 60/5 aluminium mill finished, burrfree 430225 10 pc(s)

Fixing part 60/4 aluminium mill finished, burrfree 430228 10 pc(s)

Fixing part 60/3 aluminium mill finished, burrfree 430231 10 pc(s)

Fixing part 60/2 aluminium mill finished, burrfree 430240 10 pc(s)

 ■ Technical information
 – For THERM+ S-I and FS-I.
 – Application with steel connector SCL no. 430050 or 430052.
 – Accessories:

- 2x screw M6x15 no. 908953.
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THERM+ Product range
Accessories

System width 50/56/76 mm
Accessories steel curtain wall
I-Series

Article Material Surface No. PU

Belay flat 41/13 stainless steel V2A burrfree 430205 10 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – For fire-resistant curtain walls.
 – For SCL connector.
 – For the reinforcement of the fixing parts no. 430210, 430213, 430219, 430225, 430228, 

430231, 430240.

Article
Transom

wall thick-
ness

Material Surface No. PU

Fixing part 50/2.5 2.5/2.6 mm aluminium mill finished, 
burrfree 430216* 10 pc(s)

Fixing part 60/2.5 2.5/2.6 mm aluminium mill finished, 
burrfree 430237* 10 pc(s)

Fixing part 70/5 5 mm aluminium mill finished, 
burrfree 430246* 10 pc(s)

Fixing part 70/4 4 mm aluminium mill finished, 
burrfree 430249* 10 pc(s)

Fixing part 70/3 3 mm aluminium mill finished, 
burrfree 430255* 10 pc(s)

Fixing part 70/2.5 2.5 mm aluminium mill finished, 
burrfree 430258* 10 pc(s)

Fixing part 80/5 5 mm aluminium mill finished, 
burrfree 430264* 10 pc(s)

Fixing part 80/4 4 mm aluminium mill finished, 
burrfree 430267* 10 pc(s)

Fixing part 80/3 3 mm aluminium mill finished, 
burrfree 430273* 10 pc(s)

Fixing part 90/5 5 mm aluminium mill finished, 
burrfree 430279* 10 pc(s)

Fixing part 90/4 4 mm aluminium mill finished, 
burrfree 430282* 10 pc(s)

Fixing part 90/3 3 mm aluminium mill finished, 
burrfree 430285* 10 pc(s)

Fixing part 100/5 5 mm aluminium mill finished, 
burrfree 430291* 10 pc(s)

Fixing part 100/4 4 mm aluminium mill finished, 
burrfree 430294* 10 pc(s)

Fixing part 100/3 3 mm aluminium mill finished, 
burrfree 430297* 10 pc(s)

 ■ Technical information
 – For THERM+ S-I.
 – Application with steel connector SCL no. 430050 or 430052.
 – Accessories:

- 2x screw M6x15 no. 908953.

*Time of delivery on demand.
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THERM+ Product range
Accessories

System width 50/56/76 mm
Accessories steel curtain wall

I-Series

Article Material Surface No. PU

Spacer X polypropylene grey 420300 100 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – For the safe distance between threaded tube profiles

during transport and storage (inner position/cross points).

Article Material Surface No. PU

Spacer U 50 polypropylene grey 420301 100 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – For the safe distance between threaded tube profiles (50 mm width)

during transport and storage (outer position/end points).

Article Material Surface No. PU

Spacer U 60 polypropylene grey 420302 100 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – For the safe distance between threaded tube profiles (60 mm width)

during transport and storage (outer position/end points).

Article Material Surface No. PU

Base profile adapter 50 plastic material black 160705 10 pc(s)

Base profile adapter 56 plastic material black 160710 10 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – For steel connector SC and SCL.
 – No. 160705 for system width 50 mm.
 – No. 160710 for system width 56 mm.
 – For the guidance of interior gaskets in the T-connection area.

Article Material Surface No. PU

Base profile adapter 50 aluminium mill finished 160706 10 pc(s)

Base profile adapter 56 aluminium mill finished 160711 10 pc(s)

Base profile adapter 76 aluminium mill finished 160716 10 pc(s)

 ■ Technical information
 – For THERM+ S-I.
 – For steel connector SC and SCL.
 – No. 160706 for system width 50 mm.
 – No. 160711 for system width 56 mm.
 – No. 160716 for system width 76 mm.
 – For the guidance of interior gaskets in the T-connection area.
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THERM+ Product range
Accessories

System width 50/56 mm
Accessories aluminium curtain wall
I-Series/V-Series

Article Material Surface No. PU
T-connector 25 aluminium mill finished 160006 10 pc(s)
T-connector 50 aluminium mill finished 160008 10 pc(s)
T-connector 75 aluminium mill finished 160010 10 pc(s)
T-connector 100 aluminium mill finished 160016 10 pc(s)
T-connector 125 aluminium mill finished 160020 10 pc(s)
T-connector 150 aluminium mill finished 160026 10 pc(s)
T-connector 175 aluminium mill finished 160030 10 pc(s)
T-connector 200 aluminium mill finished 160035 10 pc(s)

 ■ Technical information
 – For THERM+ A-I and A-V (V-series not in roof area).
 – T-connector drilled.
 – Length 36 mm.
 – Accessories:

- Fixture on the mullion profile with minimum 2 screws no. 908057
- Fixture on the transom profile with 2 screws no. 908005.

Article Material Surface No. PU
T-connector 25 TR aluminium mill finished 160069 10 pc(s)
T-connector 50 TR aluminium mill finished 160071 10 pc(s)
T-connector 75 TR aluminium mill finished 160073 10 pc(s)
T-connector 100 TR aluminium mill finished 160075 10 pc(s)
T-connector 125 TR aluminium mill finished 160077 10 pc(s)
T-connector 150 TR aluminium mill finished 160079 10 pc(s)
T-connector 175 TR aluminium mill finished 160081 10 pc(s)
T-connector 200 TR aluminium mill finished 160083 10 pc(s)

 ■ Technical information
 – For system THERM+ A-I.
 – For connection of box transom profiles with T-mullion profiles.
 – Aluminium T-connector, perforated and milled.
 – Accessories:

- 3x screw no. 908057 for mullion connection
- 2x screws no. 908005 for transom connection.

Article Material Surface No. PU
T-connector 50 TR V aluminium mill finished 160085 10 pc(s)
T-connector 75 TR V aluminium mill finished 160087 10 pc(s)
T-connector 100 TR V aluminium mill finished 160089 10 pc(s)
T-connector 125 TR V aluminium mill finished 160091 10 pc(s)
T-connector 150 TR V aluminium mill finished 160093 10 pc(s)
T-connector 175 TR V aluminium mill finished 160095 10 pc(s)
T-connector 200 TR V aluminium mill finished 160097 10 pc(s)

 ■ Technical information
 – For system THERM+ A-V (not in roof area).
 – For connection of box transom profiles with T-mullion profiles.
 – Aluminium T-connector, perforated and milled.
 – Accessories:

- 1x screw no. 908055 for mullion connection
- 1x screw no. 908057 for mullion connection
- 2x screw no. 908005 for transom connection.
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THERM+ Product range
Accessories

System width 50/56 mm
Accessories aluminium curtain wall

I-Series/V-Series

Article Material Surface No. PU

T-connector set N50 aluminium mill finished 161100 10 pc(s)

T-connector set N56 aluminium mill finished 161101 10 pc(s)

T-connector set N50 V aluminium mill finished 161105 10 pc(s)

T-connector set N56 V aluminium mill finished 161106 10 pc(s)

 ■ Technical information
 – For system width 50 mm or 56 mm.
 – For the posterior assembly of rectangular transom profiles.
 – 1 set consisting of:

- 1x T-connector
- 6x screw 4.8 x 25 no. 908005
- 3x screw 4.8 x 23 no. 908055
- 1x T-connector sleeve 8/18
- 1x T-connector element
- No. 161100/161101: 1x connector set base profile system THERM+ A-I
- No. 161105/161105: 1x connector set base profile system THERM+ A-V (not in roof area).

Article Material Surface No. PU

T-connector set D50/50 aluminium mill finished 161151 10 pc(s)

T-connector set D50/75 aluminium mill finished 161152 10 pc(s)

T-connector set D50/100 aluminium mill finished 161153 10 pc(s)

T-connector set D50/125 aluminium mill finished 161154 10 pc(s)

T-connector set D50/150 aluminium mill finished 161155 10 pc(s)

T-connector set D50/175 aluminium mill finished 161156 10 pc(s)

T-connector set D50/200 aluminium mill finished 161157 10 pc(s)

 ■ Technical information
 – For THERM+ A-I and A-V (V-series not in roof area).
 – For system width 50 mm.
 – T-connector for the connection of expansion profiles.
 – 1 set consisting of:

- 10x piece T-connector D
- 10x piece expansion transom plate
- 40x distance sleeve
- 10x distance piece.

 – Accessories:
- 4x screw no. 908057 for mullion connection
- 2x screw no. 230070 for transom connection.
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THERM+ Product range
Accessories

System width 50/56 mm
Accessories aluminium curtain wall
I-Series/V-Series

Article Material Surface No. PU
T-connector set D56/50 aluminium mill finished 161161 10 pc(s)
T-connector set D56/75 aluminium mill finished 161162 10 pc(s)
T-connector set D56/100 aluminium mill finished 161163 10 pc(s)
T-connector set D56/125 aluminium mill finished 161164 10 pc(s)
T-connector set D56/150 aluminium mill finished 161165 10 pc(s)
T-connector set D56/175 aluminium mill finished 161166 10 pc(s)
T-connector set D56/200 aluminium mill finished 161167 10 pc(s)

 ■ Technical information
 – For THERM+ A-I and A-V (V-series not in roof area).
 – For system width 56 mm.
 – T-connector for connection of expansion profiles.
 – 1 set consisting of:

- 10x T-connector D
- 10x expansion transom plate
- 40x distance sleeve
- 10x distance piece.

 – Accessories:
- 4x screw no. 908057 for mullion connection
- 2x screw no. 230070 for transom connection.

Article Material Surface No. PU

T-connector set spring bolt aluminium mill finished 161020 2 pc(s)

 ■ Technical information
 – For THERM+ A-I and A-V (V-series not in roof area).
 – For system width 50 mm (possible for transom depths from 50 to 175 mm).
 – For system width 56 mm (possible for transom depths from 50 to 200 mm).
 – 1 set consisting of:

- 2x connector element 23 and 45 (per transom 2 sets = 1 PU)
 – Accessories:

- 3x screw no. 908005 for mullion and transom connection.

Article Material Surface No. PU

T-connector 8/50 stainless steel bright rolled, knurled 160130 10 pc(s)

 ■ Technical information
 – For THERM+ A-I and A-V (V-series not in roof area).
 – For the double-sided T-connection of T-shaped profiles.
 – Accessories:

- 1x screw no. 908115 for transom connection.

Article Material Surface No. PU

T-connector 8/30 stainless steel bright rolled, knurled 160131 10 pc(s)

 ■ Technical information
 – For THERM+ A-I and A-V (A-V not in the roof area).
 – For the unilateral T-connection of T-shaped profiles.
 – Accessories:

- 1x screw no. 904255 for mullion connection
- 1x screw no. 908115 for transom connection.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Glass carriers

I-Series

Article Material Surface No. PU

Glass carrier 10 to 14 plastic material black 162005 10 pc(s)

Glass carrier 15 to 16 plastic material black 162010 10 pc(s)

Glass carrier 17 to 18 plastic material black 162015 10 pc(s)

Glass carrier 19 to 20 plastic material black 162020 10 pc(s)

Glass carrier 21 to 22 plastic material black 162025 10 pc(s)

Glass carrier 23 to 24 plastic material black 162030 10 pc(s)

Glass carrier 25 to 26 plastic material black 162035 10 pc(s)

Glass carrier 27 to 28 plastic material black 162040 10 pc(s)

Glass carrier 29 to 30 plastic material black 162045 10 pc(s)

Glass carrier 31 to 32 plastic material black 162050 10 pc(s)

Glass carrier 33 to 34 plastic material black 162055 10 pc(s)

Glass carrier 35 to 36 plastic material black 162060 10 pc(s)

Glass carrier 37 to 38 plastic material black 162065 10 pc(s)

Glass carrier 39 to 40 plastic material black 162070 10 pc(s)

Glass carrier 41 to 42 plastic material black 162075 10 pc(s)

Glass carrier 43 to 44 plastic material black 162080 10 pc(s)

Glass carrier 45 to 46 plastic material black 162085 10 pc(s)

Glass carrier 47 to 48 plastic material black 162090 10 pc(s)

Glass carrier 49 to 50 plastic material black 162095 10 pc(s)

Glass carrier 51 to 52 plastic material black 162100 10 pc(s)

Glass carrier 53 to 54 plastic material black 162105 10 pc(s)

Glass carrier 55 to 56 plastic material black 162110 10 pc(s)

Glass carrier 57 to 58 plastic material black 162115 10 pc(s)

Glass carrier 59 to 60 plastic material black 162120 10 pc(s)

Glass carrier 61 to 62 plastic material black 162125 10 pc(s)

Glass carrier 63 to 64 plastic material black 162130 10 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – Max. glass load transfer with 1 or 2 glass carriers per supporting point:

see chapter Assembly options in the planning manual.
 – Accessories:

- 3x screw no. 012049 each.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Glass carriers
I-Series

Article Material Surface No. PU

Glass carrier 10 to 14 aluminium mill finished 167306 10 pc(s)

Glass carrier 15 to 16 aluminium mill finished 167311 10 pc(s)

Glass carrier 17 to 18 aluminium mill finished 167316 10 pc(s)

Glass carrier 19 to 20 aluminium mill finished 167321 10 pc(s)

Glass carrier 21 to 22 aluminium mill finished 167326 10 pc(s)

Glass carrier 23 to 24 aluminium mill finished 167331 10 pc(s)

Glass carrier 25 to 26 aluminium mill finished 167336 10 pc(s)

Glass carrier 27 to 28 aluminium mill finished 167341 10 pc(s)

Glass carrier 29 to 30 aluminium mill finished 167346 10 pc(s)

Glass carrier 31 to 32 aluminium mill finished 167351 10 pc(s)

Glass carrier 33 to 34 aluminium mill finished 167356 10 pc(s)

Glass carrier 35 to 36 aluminium mill finished 167361 10 pc(s)

Glass carrier 37 to 38 aluminium mill finished 167366 10 pc(s)

Glass carrier 39 to 40 aluminium mill finished 167371 10 pc(s)

Glass carrier 41 to 42 aluminium mill finished 167376 10 pc(s)

Glass carrier 43 to 44 aluminium mill finished 167381 10 pc(s)

Glass carrier 45 to 46 aluminium mill finished 167386 10 pc(s)

Glass carrier 47 to 48 aluminium mill finished 167391 10 pc(s)

Glass carrier 49 to 50 aluminium mill finished 167396 10 pc(s)

Glass carrier 51 to 52 aluminium mill finished 167401 10 pc(s)

Glass carrier 53 to 54 aluminium mill finished 167906 10 pc(s)

Glass carrier 55 to 56 aluminium mill finished 167911 10 pc(s)

Glass carrier 57 to 58 aluminium mill finished 167916 10 pc(s)

Glass carrier 59 to 60 aluminium mill finished 167921 10 pc(s)

Glass carrier 61 to 62 aluminium mill finished 167926 10 pc(s)

Glass carrier 63 to 64 aluminium mill finished 167931 10 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – Max. glass load transfer with 1 or 2 glass carriers per supporting point:

see chapter Assembly options in the planning manual.
 – Accessories:

- 3x screw no. 012028 for no. 167306 to no. 167341.
- 3x screw no. 012100 for no. 167346 to no. 167931.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Glass carriers

I-Series

Article Material Surface No. PU

Glass carrier 8/13 aluminium mill finished 167555* 10 pc(s)

Glass carrier 10/13 aluminium mill finished 167556* 10 pc(s)

Glass carrier 12/13 aluminium mill finished 167557* 10 pc(s)

Glass carrier 14/13 aluminium mill finished 167558* 10 pc(s)

Glass carrier 16/13 aluminium mill finished 167559* 10 pc(s)

Glass carrier 18/13 aluminium mill finished 167560* 10 pc(s)

Glass carrier 20/13 aluminium mill finished 167561* 10 pc(s)

Glass carrier 22/13 aluminium mill finished 167562* 10 pc(s)

Glass carrier 24/13 aluminium mill finished 167563* 10 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – For interior gaskets with a height of 26 mm.
 – Max. glass load transfer see chapter Assembly options in the planning manual.
 – Accessories:

- 3x screw no. 908308 each.

*Time of delivery on demand.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Glass carriers
I-Series

Article Material Surface No. PU

Cross glass carrier set 35 to 36 I aluminium mill finished, burrfree 163750 2 pc(s)

Cross glass carrier set 37 to 38 I aluminium mill finished, burrfree 163752 2 pc(s)

Cross glass carrier set 39 to 40 I aluminium mill finished, burrfree 163754 2 pc(s)

Cross glass carrier set 41 to 42 I aluminium mill finished, burrfree 163756 2 pc(s)

Cross glass carrier set 43 to 44 I aluminium mill finished, burrfree 163758 2 pc(s)

Cross glass carrier set 45 to 46 I aluminium mill finished, burrfree 163760 2 pc(s)

Cross glass carrier set 47 to 48 I aluminium mill finished, burrfree 163762 2 pc(s)

Cross glass carrier set 49 to 50 I aluminium mill finished, burrfree 163764 2 pc(s)

Cross glass carrier set 51 to 52 I aluminium mill finished, burrfree 163766 2 pc(s)

Cross glass carrier set 53 to 54 I aluminium mill finished, burrfree 163768 2 pc(s)

Cross glass carrier set 55 to 56 I aluminium mill finished, burrfree 163770 2 pc(s)

Cross glass carrier set 57 to 58 I aluminium mill finished, burrfree 163772 2 pc(s)

Cross glass carrier set 59 to 60 I aluminium mill finished, burrfree 163774 2 pc(s)

Cross glass carrier set 61 to 62 I aluminium mill finished, burrfree 163776 2 pc(s)

Cross glass carrier set 63 to 64 I aluminium mill finished, burrfree 163778 2 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – Use for increased glass load transfer.
 – For cut-to-size by the customer in case of assembly at the edges (left or right).
 – 1 set consisting of:

- 2x mullion part
- 2x transom part
- The screws needed should be ordered separately.

Article Material Surface No. PU

Screw set THERM+ A-I/H-I stainless 
steel V4A polymer lubricated 163790 1 pc(s)

 ■ Technical information
 – Für THERM+ A-I und H-I.
 – Application with cross glass carrier set no. 163750 to 163778.
 – Demand per transom: 1 set.
 – 1 set consisting of:

- 6x no. 012153
- 16x no. 012101.

Article Material Surface No. PU

Screw set FS-I stainless 
steel V4A polymer lubricated 163793 1 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – Application with cross glass carrier set no.  163750 to 163778.
 – Demand per transom: 1 set.
 – 1 set consisting of:

- 6x no. 012153
- 16x no. 012101.

25

68
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THERM+ Product range
Accessories

System widths 50/56/76 mm
Glass carriers

V-Series

Article Material Surface No. PU

Glass carrier 10 to 11 V plastic material black 162002 10 pc(s)

Glass carrier 12 to 13 V plastic material black 162007 10 pc(s)

Glass carrier 14 to 15 V plastic material black 162012 10 pc(s)

Glass carrier 16 to 17 V plastic material black 162017 10 pc(s)

Glass carrier 18 to 19 V plastic material black 162022 10 pc(s)

Glass carrier 20 to 21 V plastic material black 162027 10 pc(s)

Glass carrier 22 to 23 V plastic material black 162032 10 pc(s)

Glass carrier 24 to 25 V plastic material black 162037 10 pc(s)

Glass carrier 26 to 27 V plastic material black 162042 10 pc(s)

Glass carrier 28 to 29 V plastic material black 162047 10 pc(s)

Glass carrier 30 to 31 V plastic material black 162052 10 pc(s)

Glass carrier 32 to 33 V plastic material black 162057 10 pc(s)

Glass carrier 34 to 35 V plastic material black 162062 10 pc(s)

Glass carrier 36 to 37 V plastic material black 162067 10 pc(s)

Glass carrier 38 to 39 V plastic material black 162072 10 pc(s)

Glass carrier 40 to 41 V plastic material black 162077 10 pc(s)

Glass carrier 42 to 43 V plastic material black 162082 10 pc(s)

Glass carrier 44 to 45 V plastic material black 162087 10 pc(s)

Glass carrier 46 to 47 V plastic material black 162092 10 pc(s)

Glass carrier 48 to 49 V plastic material black 162097 10 pc(s)

Glass carrier 50 to 51 V plastic material black 162102 10 pc(s)

Glass carrier 52 to 53 V plastic material black 162107 10 pc(s)

Glass carrier 54 to 55 V plastic material black 162112 10 pc(s)

Glass carrier 56 to 57 V plastic material black 162117 10 pc(s)

Glass carrier 58 to 59 V plastic material black 162122 10 pc(s)

Glass carrier 60 to 61 V plastic material black 162127 10 pc(s)

Glass carrier 62 to 63 V plastic material black 162132 10 pc(s)

Glass carrier 64 to 65 V plastic material black 162137 10 pc(s)

 ■ Technical information
 – For THERM+ V series (not in roof area).
 – Max. glass load transfer with 1 or 2 glass carriers per supporting point:

see chapter Assembly options in the planning nanual.
 – Accessories:

- 3x screw no. 012134 each.
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THERM+ Product range
Accessories

System widths 50/56/76 mm
Glass carriers
V-Series

Article Material Surface No. PU

Glass carrier 10 to 12 V aluminium mill finished 167302 10 pc(s)

Glass carrier 13 to 14 V aluminium mill finished 167307 10 pc(s)

Glass carrier 15 to 16 V aluminium mill finished 167312 10 pc(s)

Glass carrier 17 to 18 V aluminium mill finished 167317 10 pc(s)

Glass carrier 19 to 20 V aluminium mill finished 167322 10 pc(s)

Glass carrier 21 to 22 V aluminium mill finished 167327 10 pc(s)

Glass carrier 23 to 24 V aluminium mill finished 167332 10 pc(s)

Glass carrier 25 to 26 V aluminium mill finished 167337 10 pc(s)

Glass carrier 27 to 28 V aluminium mill finished 167342 10 pc(s)

Glass carrier 29 to 30 V aluminium mill finished 167347 10 pc(s)

Glass carrier 31 to 32 V aluminium mill finished 167352 10 pc(s)

Glass carrier 33 to 34 V aluminium mill finished 167357 10 pc(s)

Glass carrier 35 to 36 V aluminium mill finished 167362 10 pc(s)

Glass carrier 37 to 38 V aluminium mill finished 167367 10 pc(s)

Glass carrier 39 to 40 V aluminium mill finished 167372 10 pc(s)

Glass carrier 41 to 42 V aluminium mill finished 167377 10 pc(s)

Glass carrier 43 to 44 V aluminium mill finished 167382 10 pc(s)

Glass carrier 45 to 46 V aluminium mill finished 167387 10 pc(s)

Glass carrier 47 to 48 V aluminium mill finished 167392 10 pc(s)

Glass carrier 49 to 50 V aluminium mill finished 167397 10 pc(s)

Glass carrier 51 to 52 V aluminium mill finished 167402 10 pc(s)

Glass carrier 53 to 54 V aluminium mill finished 167907 10 pc(s)

Glass carrier 55 to 56 V aluminium mill finished 167912 10 pc(s)

Glass carrier 57 to 58 V aluminium mill finished 167917 10 pc(s)

Glass carrier 59 to 60 V aluminium mill finished 167922 10 pc(s)

Glass carrier 61 to 62 V aluminium mill finished 167927 10 pc(s)

Glass carrier 63 to 64 V aluminium mill finished 167932 10 pc(s)

 ■ Technical information
 – For THERM+ V series (not in roof area).
 – Max. glass load transfer with 1 or 2 glass carriers per supporting point:

see chapter Assembly options in the planning manual.
 – Accessories:

- 3x screw no. 902805 each for no. 167302 to no. 167307.
- 3x screw no. 012099 each for no. 167312 to no. 167932.
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THERM+ Product range
Accessories

System widths 50/56/76 mm
Glass carriers

V-Series

Article Material Surface No. PU

Cross glass carrier set 35 to 36 V aluminium mill finished, burrfree 163930 2 pc(s)

Cross glass carrier set 37 to 38 V aluminium mill finished, burrfree 163932 2 pc(s)

Cross glass carrier set 39 to 40 V aluminium mill finished, burrfree 163934 2 pc(s)

Cross glass carrier set 41 to 42 V aluminium mill finished, burrfree 163936 2 pc(s)

Cross glass carrier set 43 to 44 V aluminium mill finished, burrfree 163938 2 pc(s)

Cross glass carrier set 45 to 46 V aluminium mill finished, burrfree 163940 2 pc(s)

Cross glass carrier set 47 to 48 V aluminium mill finished, burrfree 163942 2 pc(s)

Cross glass carrier set 49 to 50 V aluminium mill finished, burrfree 163944 2 pc(s)

Cross glass carrier set 51 to 52 V aluminium mill finished, burrfree 163946 2 pc(s)

Cross glass carrier set 53 to 54 V aluminium mill finished, burrfree 163948 2 pc(s)

Cross glass carrier set 55 to 56 V aluminium mill finished, burrfree 163950 2 pc(s)

Cross glass carrier set 57 to 58 V aluminium mill finished, burrfree 163952 2 pc(s)

Cross glass carrier set 59 to 60 V aluminium mill finished, burrfree 163954 2 pc(s)

Cross glass carrier set 61 to 62 V aluminium mill finished, burrfree 163956 2 pc(s)

Cross glass carrier set 63 to 64 V aluminium mill finished, burrfree 163958 2 pc(s)

 ■ Technical information
 – For THERM+ V series (not in roof area).
 – Use for increased glass load transfer.
 – For cut-to-size by the customer in case of assembly at the edges (left or right).
 – 1 set consisting of:

- 2x mullion part
- 2x transom part
- The screws needed should be ordered separately.

Article Material Surface No. PU

Screw set A-V/H-V stainless 
steel V4A polymer lubricated 163791 1 pc(s)

 ■ Technical information
 – For THERM+ A-V and H-V (not in roof area).
 – Application with cross glass carrier set no. 163930 to 163958.
 – Demand per transom: 1 set.
 – 1 set consisting of:

- 6x no. 012151
- 16x no. 012099.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Interior sealing pieces
I-Series/V-Series

Article Material Surface No. PU

Sealing piece for transom 50 EPDM cellular rubber black, adhesive 152010 100 pc(s)

Sealing piece for transom 50 V EPDM cellular rubber black, adhesive 152012 100 pc(s)

Sealing piece for transom 50 EPDM cellular rubber black, adhesive 152040 100 pc(s)

 ■ Technical information
 – No. 152010 for THERM+ I-series.
 – No. 152012 and 152040 for THERM+ V-series.
 – No. 152040 for transom gasket no. 158010 with compensation of glass infill thickness.
 – For system width 50 mm.
 – One-side adhesive.
 – Do not use for roof assembly.

Article Material Surface No. PU

Sealing piece for transom 50 E2 EPDM cellular rubber black, adhesive 152009 100 pc(s)

Sealing piece for transom 50 E2 V EPDM cellular rubber black, adhesive 152013 100 pc(s)

 ■ Technical information
 – No. 152009 for THERM+ I-series.
 – No. 152013 for THERM+ V-series.
 – For interior gaskets of the 2nd drainage level.
 – For system width 50 mm.
 – One-side adhesive.
 – Do not use for roof assembly.

Article Material Surface No. PU

Sealing piece for structural prof.  50 I EPDM cellular rubber black 152500 10 pc(s)

Sealing piece for structural prof.  56 I EPDM cellular rubber black 152501 10 pc(s)

Sealing piece for structural prof.  50 V EPDM cellular rubber black 152502 10 pc(s)

Sealing piece for structural prof.  56 V EPDM cellular rubber black 152503 10 pc(s)

Sealing piece for structural prof.  50 I 200 EPDM cellular rubber black 152504 10 pc(s)

Sealing piece for structural prof.  56 I 200 EPDM cellular rubber black 152505 10 pc(s)

Sealing piece for structural prof.  50 V 200 EPDM cellular rubber black 152506 10 pc(s)

Sealing piece for structural prof.  56 V 200 EPDM cellular rubber black 152507 10 pc(s)

 ■ Technical information
 – For THERM+ A-I and A-V (V-series not in roof area).
 – For system widths 50 and 56 mm.
 – Field of application and selection see chapter Assembly options in the planning manual.



2020 133

A
cc

es
so

rie
s

THERM+ Product range
Accessories

System width 50/56/76/96 mm
Interior sealing pieces

I-Series/V-Series

Article Material Surface No. PU

Sealing piece for transom 50/26 EPDM cellular rubber black, adhesive 152007* 100 pc(s)

Sealing piece for transom 50/26 E2 EPDM cellular rubber black, adhesive 152011* 100 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – No. 152007 for interior gasket no. 150461 with a height of 26 mm.
 – No. 152011 for interior gasket no. 150463 with a heigth of 26 mm.
 – For system width 50 mm.
 – One-side adhesive.
 – Do not use for roof assembly.

Article Material Surface No. PU

Sealing piece for transom 56 EPDM cellular rubber black, adhesive 152015 100 pc(s)

Sealing piece for transom 56 V EPDM cellular rubber black, adhesive 152017 100 pc(s)

Sealing piece for transom 56 V EPDM cellular rubber black, adhesive 152045 100 pc(s)

 ■ Technical information
 – No. 152015 for THERM+ I-series.
 – No. 152017 and 152045 for THERM+ V-series.
 – No. 152045 for transom gasket no. 158110 with compensation of glass infill thickness.
 – For system width 56 mm.
 – One-side adhesive.
 – Do not use for roof assembly.

*Time of delivery on demand.

Article Material Surface No. PU

Sealing piece for transom 56 E2 EPDM cellular rubber black, adhesive 152014 100 pc(s)

Sealing piece for transom 56 E2 V EPDM cellular rubber black, adhesive 152018 100 pc(s)

 ■ Technical information
 – No. 152014 for THERM+ I-series.
 – No. 152018 for THERM+ V-series.
 – For interior gaskets of the 2nd drainage level.
 – For system width 56 mm.
 – One-side adhesive.
 – Do not use for roof assembly.

Article Material Surface No. PU

Sealing piece for transom 76 EPDM cellular rubber black, adhesive 152020 100 pc(s)

Sealing piece for transom 76 V EPDM cellular rubber black, adhesive 152058 100 pc(s)

 ■ Technical information
 – No. 152020 for THERM+ I-series.
 – No. 152058 for THERM+ V-series.
 – For system width 76 mm.
 – One-side adhesive.
 – Do not use for roof assembly.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Interior sealing pieces
I-Series/V-Series

Article Material Surface No. PU

Sealing piece for transom 76 E2 EPDM cellular rubber black, adhesive 152019* 100 pc(s)

Sealing piece for transom 76 E2 V EPDM cellular rubber black, adhesive 152059* 100 pc(s)

 ■ Technical information
 – No. 152019 for THERM+ I-series.
 – No. 152059 for THERM+ H-V.
 – For interior gaskets of the 2nd drainage level.
 – For system width 76 mm.
 – One-side adhesive.
 – Do not use for roof assembly.

Article Range of application Material Surface No. PU

Sealing piece for transom D S EPDM
transom gaskets EPDM black, dry 152046 1 m

Sealing piece for transom D S E2 EPDM
interior gaskets level 2 EPDM black, dry 152047 1 m

Sealing piece for transom D S Silicone
transom gaskets silicone black, dry 152048 1 m

Sealing piece for transom D S E2 Silicone
interior gaskets level 2 silicone black, dry 152049 1 m

 ■ Technical information
 – For THERM+ I-series.
 – For roof slope of the transom.
 – For self-fabrication.

*Time of delivery on demand.

Article Range of application Material Surface No. PU

Sealing piece for transom 50 P Transom gaskets 50 plastic
material black 152080 100 pc(s)

Sealing piece for transom 56 P Transom gaskets 56 plastic
material black 152082 100 pc(s)

Sealing piece for transom 76 P Transom gaskets 76 plastic
material black 152084 100 pc(s)

Sealing piece for transom 96 P Transom gaskets 96 plastic
material black 152086 100 pc(s)

Sealing piece for transom 50 E2 P Interior gaskets 50
level 2

plastic
material black 152090 100 pc(s)

Sealing piece for transom 56 E2 P Interior gaskets 56
level 2

plastic
material black 152092 100 pc(s)

Sealing piece for transom 76 E2 P Interior gaskets 76
level 2

plastic
material black 152094 100 pc(s)

Sealing piece for transom 96 E2 P Interior gaskets 96
level 2

plastic
material black 152096 100 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – For roof application.
 – Accessories:

- Sealing material no. 952015 or 952020.
- Screw no. 012049.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Interior sealing pieces

I-Series/V-Series

Article Length 
mm

Range
of application Material Surface No. PU

Interior sealing piece
50 S 175 Transom

gaskets 50
stainless 

steel
burrfree,

bright rolled 167281 5 pc(s)

Interior sealing piece
56 S 185 Transom

gaskets 56
stainless 

steel
burrfree,

bright rolled 167283 5 pc(s)

Interior sealing piece
76 S 215 Transom

gaskets 76
stainless 

steel
burrfree,

bright rolled 167285 5 pc(s)

Interior sealing piece
96 S 260 Transom

gaskets 96
stainless 

steel
burrfree,

bright rolled 167287 5 pc(s)

Interior sealing piece
50 E2 S 175 Interior gaskets

50 level 2
stainless 

steel
burrfree,

bright rolled 167291 5 pc(s)

Interior sealing piece
56 E2 S 185 Interior gaskets

56 level 2
stainless 

steel
burrfree,

bright rolled 167293 5 pc(s)

Interior sealing piece
76 E2 S 215 Interior gaskets

76 level 2
stainless 

steel
burrfree,

bright rolled 167295 5 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – For roof slope of the transom.
 – For self-fabrication.
 – Accessories:

- Special countersunk screw no. 908118.

Article Material Surface No. PU

Sealing piece 50 plastic material transparent 167140 10 pc(s)

Sealing piece 56 plastic material transparent 167145 10 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – Additional possibility of ventilation and drainage of the vertical rebate.
 – Accessories:

- Sealing material no. 952015 or 952020.
- Screw no. 012092.

Article Material Surface No. PU

Sealing piece 50 V plastic material transparent 167142 10 pc(s)

Sealing piece 56 V plastic material transparent 167147 10 pc(s)

 ■ Technical information
 – For THERM+ V series (not in roof area).
 – Additional possibility of ventilation and drainage of the vertical rebate.
 – Accessories:

- Sealing material no. 952015 or 952020.
- Screw no. 012092.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Interior sealing pieces
I-Series/V-Series

Article Material Surface No. PU
Sealing piece
for base transom plastic material transparent 152071 10 pc(s)

 ■ Technical information
 – For THERM+ I series.
 – For interior gaskets type S and L.
 – For system widths 50, 56, 76 mm.
 – Accessories:

- Sealing material no. 952015 or 952020.

Article Material Surface No. PU
Sealing piece
for base transom D plastic material transparent 152072 10 pc(s)

 ■ Technical information
 – For THERM+ S-I.
 – For interior gaskets type D.
 – For system widths 50, 56, 76 mm.
 – Accessories:

- Sealing material no. 952015 or 952020.

Article Material Surface No. PU
Sealing piece
for base transom V plastic material transparent 152075 10 pc(s)

 ■ Technical information
 – For THERM+ V series (not in roof area).
 – For base gasket V.
 – For system widths 50, 56 mm.
 – Accessories:

- Sealing material no. 952015 or 952020.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Interior sealing pieces

I-Series/V-Series

Article Range
of application Material Surface No. PU

Sealing piece for transom 
16° to 30° left

Transom gaskets
I-series

EPDM
cellular rubber

black,
adhesive 152021 10 pc(s)

Sealing piece for transom 
16° to 30° right

Transom gaskets
I-series

EPDM
cellular rubber

black,
adhesive 152024 10 pc(s)

Sealing piece for transom 
E2 16° to 30° left

Interior gaskets
I-series level 2

EPDM 
cellular rubber

black,
adhesive 152027 10 pc(s)

Sealing piece for transom 
E2 16° to 30° right

Interior gaskets
I-series level 2

EPDM
cellular rubber

black,
adhesive 152030 10 pc(s)

Sealing piece for transom 
V 16° to 30° left

Transom gaskets
V-series

EPDM
cellular rubber

black,
adhesive 152033 10 pc(s)

Sealing piece for transom 
V 16° to 30° right

Transom gaskets
V-series

EPDM
cellular rubber

black,
adhesive 152036 10 pc(s)

Sealing piece for transom 
E2 V 16° to 30° left

Interior gaskets
V-series level 2

EPDM
cellular rubber

black,
adhesive 152060 10 pc(s)

Sealing piece for transom 
E2 V 16° to 30° right

Interior gaskets
V-series level 2

EPDM
cellular rubber

black,
adhesive 152063 10 pc(s)

 ■ Technical information
 – For all system widths.
 – One-side adhesive.

Article Range
of application Material Surface No. PU

Sealing piece for transom 
31° to 45° left

Transom gaskets
I-series

EPDM
cellular rubber

black,
adhesive 152022 10 pc(s)

Sealing piece for transom 
31° to 45° right

Transom gaskets
I-series

EPDM
cellular rubber

black,
adhesive 152025 10 pc(s)

Sealing piece for transom 
E2 31° to 45° left

Interior gaskets
I-series level 2

EPDM
cellular rubber

black,
adhesive 152028 10 pc(s)

Sealing piece for transom 
E2 31° to 45° right

Interior gaskets
I-series level 2

EPDM
cellular rubber

black,
adhesive 152031 10 pc(s)

Sealing piece for transom 
V 31° to 45° left

Transom gaskets
V-series

EPDM
cellular rubber

black,
adhesive 152034 10 pc(s)

Sealing piece for transom 
V 31° to 45° right

Transom gaskets
V-series

EPDM
cellular rubber

black,
adhesive 152037 10 pc(s)

Sealing piece for transom 
E2 V 31° to 45° left

Interior gaskets
V-series level 2

EPDM
cellular rubber

black,
adhesive 152061 10 pc(s)

Sealing piece for transom 
E2 V 31° to 45° right

Interior gaskets
V-series level 2

EPDM
cellular rubber

black,
adhesive 152064 10 pc(s)

 ■ Technical information
 – For all system widths.
 – One-side adhesive.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Interior sealing pieces
I-Series/V-Series

Article Range
of application Material Surface No. PU

Sealing piece for transom
46° to 55° left

Transom gaskets
I-series

EPDM
cellular rubber

black,
adhesive 152023 10 pc(s)

Sealing piece for transom
46° to 55° right

Transom gaskets
I-series

EPDM
cellular rubber

black,
adhesive 152026 10 pc(s)

Sealing piece for transom
E2 45° to 55° left

Interior gaskets
I-series level 2

EPDM
cellular rubber

black,
adhesive 152029 10 pc(s)

Sealing piece for transom
E2 45° to 55° right

Interior gaskets
I-series level 2

EPDM
cellular rubber

black,
adhesive 152032 10 pc(s)

Sealing piece for transom V
46° to 55° left

Transom gaskets
V-series

EPDM
cellular rubber

black,
adhesive 152035 10 pc(s)

Sealing piece for transom V
46° to 55° right

Transom gaskets
V-series

EPDM
cellular rubber

black,
adhesive 152038 10 pc(s)

Sealing piece for transom
E2 V 46° to 55° left

Interior gaskets
V-series level 2

EPDM
cellular rubber

black,
adhesive 152062 10 pc(s)

Sealing piece for transom
76 E2 V 46° to 55° right

Interior gaskets
V-series level 2

EPDM
cellular rubber

black,
adhesive 152065 10 pc(s)

 ■ Technical information
 – For all system widths.
 – One-side adhesive.

Article Range
of application Material Surface No. PU

Sealing piece
for mullion 50 Mullions gaskets 50 EPDM

cellular rubber black 152300 10 pc(s)

Sealing piece
for mullion D

Direct glazing
50 to 76

EPDM
cellular rubber black 152301 10 pc(s)

Sealing piece
for mullion 50 E3

Mullion gaskets
50 level 3

EPDM
cellular rubber black 152302 10 pc(s)

Sealing piece
for mullion 56 Mullion gaskets 56 EPDM

cellular rubber black 152305 10 pc(s)

Sealing piece
for mullion 56 E3

Mullion gaskets
56 level 3

EPDM
cellular rubber black 152307 10 pc(s)

Sealing piece
for mullion 76 Mullion gaskets 76 EPDM

cellular rubber black 152310 10 pc(s)

Sealing piece
for mullion 76 E3

Mullion gaskets
76 level 3

EPDM
cellular rubber black 152312 10 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – For curtain walls and glass roofs.

Article Material Surface No. PU

Sealing elem. for mullion 50 V EPDM cellular rubber black 152320 10 pc(s)

Sealing elem. for mullion 56 V EPDM cellular rubber black 152325 10 pc(s)

 ■ Technical information
 – For THERM+ V series (not in roof area).
 – For curtain walls.

Article Material Surface No. PU

Sealing piece threaded tube EPDM cellular rubber black 421400 100 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – For use with the steel threaded tubes no. 445010 to 445105.
 – To seal the end openings of the threaded tubes.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Interior sealing pieces

I-Series/V-Series

Article Range
of application Material Surface No. PU

Sealing piece 50 E3 Interior gaskets
level 3 stainless steel bright rolled 167103 10 pc(s)

Sealing piece 50 Mullion gaskets stainless steel bright rolled 167105 10 pc(s)

Sealing piece 56 Mullion gaskets stainless steel bright rolled 167115 10 pc(s)

Sealing piece 76 Mullion gaskets stainless steel bright rolled 167125 10 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – To seal the interior gaskets in case of joints with an angle of 180° (straight extension).
 – Accessories:

- Sealing material no. 952015 or 952020.
- 2x screw no. 908118.

Article Range
of application Material Surface No. PU

Sealing piece
50 E3/90° to 180°

Interior gaskets
level 3 stainless steel bright rolled 167098 10 pc(s)

Sealing piece
50/90° to 180° Mullion gaskets stainless steel bright rolled 167106 10 pc(s)

Sealing piece
56 E3/90° to 180°

Interior gaskets
level 3 stainless steel bright rolled 167112 10 pc(s)

Sealing piece
56/90° to 180° Mullion gaskets stainless steel bright rolled 167116 10 pc(s)

Sealing piece
76/90° to 180° Mullion gaskets stainless steel bright rolled 167126 10 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – To seal the interior gaskets in case of joints with an angle from 90° to 180° (exterior angle).
 – Accessories:

- Sealing material no. 952015 or 952020.
- 2x screw no. 908118.

Article Range
of application Material Surface No. PU

Sealing piece
50 E3/180° to 270°

Interior gaskets
level 3 stainless steel bright rolled 167099 10 pc(s)

Sealing piece
50/180° to 270° Mullion gaskets stainless steel bright rolled 167107 10 pc(s)

Sealing piece
56/180° to 270° Mullion gaskets stainless steel bright rolled 167117 10 pc(s)

Sealing piece
76/180° to 270° Mullion gaskets stainless steel bright rolled 167127 10 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – To seal the interior gaskets in case of joints with an angle from 180° to 270° (interior angle).
 – Accessories:

- Sealing material no. 952015 or 952020.
- 2x screw no. 908118.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Interior sealing pieces
I-Series/V-Series

Article Material Surface No. PU

Transom sealing piece 50 stainless steel bright rolled 167130 10 pc(s)

Transom sealing piece 56 stainless steel bright rolled 167132 10 pc(s)

Transom sealing piece 76 stainless steel bright rolled 167134 10 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – To seal the transom gaskets in case of joints with an angle from 0° to 90° (exterior angle).
 – For angles without mullions.
 – Accessories:

- Sealing material no. 952015 or 952020.
- 2x screw no. 908118.

Article Material Surface No. PU

Transom sealing piece 50 stainless steel bright rolled 167131 10 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – To seal the transom gaskets 50 in case of joints with an angle of 180° (straight extension).
 – Accessories:

- Sealing material no. 952015 or 952020.
- 2x screw no. 908118.

Article Material Surface No. PU

Sealing piece 50 V stainless steel bright rolled 167100 10 pc(s)

Sealing piece 56 V stainless steel bright rolled 167110 10 pc(s)

 ■ Technical information
 – For THERM+ V series (not in roof area).
 – To seal the mullion gaskets in case of joints with an angle of 180° (straight extension).
 – Accessories:

- Sealing material no. 952015 or 952020.
- 2x screw no. 908118.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Exterior sealing pieces

I-Series/V-Series

Article Material Surface No. PU
Sealing piece
for pressure profile 50 EPDM cellular rubber black, adhesive 014035 10 pc(s)

Sealing piece
for pressure profile 56 EPDM cellular rubber black, adhesive 014036 10 pc(s)

Sealing piece
for pressure profile 76 EPDM cellular rubber black, adhesive 014037 10 pc(s)

Sealing piece
for pressure profile 96 EPDM cellular rubber black, adhesive 152425 10 pc(s)

Sealing piece
for pressure profile 50 F EPDM cellular rubber black, adhesive 014038 10 pc(s)

Sealing piece
for pressure profile 56 F EPDM cellular rubber black, adhesive 014039 10 pc(s)

Sealing piece
for pressure profile 76 F EPDM cellular rubber black, adhesive 014041 10 pc(s)

 ■ Technical information
 – For THERM+ I- and V-series (V-series not in roof area).
 – For exterior gaskets 3 to 4 mm.
 – Type F for flat pressure profiles with gasket no. 220205.
 – One-side adhesive.

Article Material Surface No. PU
Sealing piece
for pressure profile 50/5 EPDM cellular rubber black, adhesive 152401 10 pc(s)

Sealing piece
for pressure profile 56/5 EPDM cellular rubber black, adhesive 152411 10 pc(s)

Sealing piece
for pressure profile 76/5 EPDM cellular rubber black, adhesive 152421 10 pc(s)

Sealing piece
for pressure profile 96/5 EPDM cellular rubber black, adhesive 152426 10 pc(s)

 ■ Technical information
 – For THERM+ I- and V-series (V-series not in roof area).
 – For exterior gaskets 5 to 7 mm.
 – One-side adhesive.

Article Material Surface No. PU
Sealing piece
for pressure profile 50/3 F EPDM cellular rubber black, adhesive 152450 10 pc(s)

Sealing piece
for pressure profile 56/3 F EPDM cellular rubber black, adhesive 152455 10 pc(s)

Sealing piece
for pressure profile 76/3 F EPDM cellular rubber black, adhesive 152460 10 pc(s)

 ■ Technical information
 – For THERM+ I- and V-series (V-series not in roof area).
 – For exterior gasket no. 220204.
 – For flat pressure profiles.
 – One-side adhesive.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Exterior sealing pieces
I-Series/V-Series

Article Length 
mm Material Surface No. PU

Sealing piece
for pressure profile 50 S 210 EPDM

cellular rubber
black,

adhesive 014080 5 pc(s)

Sealing piece
for pressure profile 56 S 210 EPDM

cellular rubber
black,

adhesive 014081 5 pc(s)

Sealing piece
for pressure profile 76 S 240 EPDM

cellular rubber
black,

adhesive 014082 5 pc(s)

Sealing piece
for pressure profile 96 S 275 EPDM

cellular rubber
black,

adhesive 152430 5 pc(s)

Sealing piece
for pressure profile 50 FS 145 EPDM

cellular rubber
black,

adhesive 014083 5 pc(s)

Sealing piece
for pressure profile 56 FS 160 EPDM

cellular rubber
black,

adhesive 014084 5 pc(s)

Sealing piece
for pressure profile 76 FS 185 EPDM

cellular rubber
black,

adhesive 014085 5 pc(s)

 ■ Technical information
 – For THERM+ I- and V-series (V-series not in roof area).
 – For exterior gaskets 3 to 4 mm.
 – For self-fabrication.
 – For bevelled transom connections.
 – Type F for flat pressure profiles with gasket no. 220205.
 – One-side adhesive.

Article Length 
mm Material Surface No. PU

Sealing piece
for pressure profile 50/5 S 210 EPDM

cellular rubber
black,

adhesive 152402 5 pc(s)

Sealing element
for pressure profile 56/5 S 210 EPDM

cellular rubber
black,

adhesive 152412 5 pc(s)

Sealing piece
for pressure profile 76/5 S 240 EPDM

cellular rubber
black,

adhesive 152422 5 pc(s)

Sealing piece
for pressure profile 96/5 S 275 EPDM

cellular rubber
black,

adhesive 152432 5 pc(s)

 ■ Technical information
 – For THERM+ I- and V-series (V-series not in roof area).
 – For exterior gaskets 5 to 7 mm.
 – For self-fabrication.
 – For bevelled transom connections.
 – One-side adhesive.

Article Length 
mm Material Surface No. PU

Sealing piece
for pressure profile 50/3 FS 145 EPDM

cellular rubber
black,

adhesive 152451 5 pc(s)

Sealing piece
for pressure profile 56/3 FS 160 EPDM

cellular rubber
black,

adhesive 152456 5 pc(s)

Sealing piece
for pressure profile 76/3 FS 185 EPDM

cellular rubber
black,

adhesive 152461 5 pc(s)

 ■ Technical information
 – For THERM+ I- and V-series (V-series not in roof area).
 – For exterior gasket no. 220204.
 – For flat pressure profiles with bevelled transom connections.
 – For self fabrication.
 – One-side adhesive.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Sealing plates/sheets

I-Series/V-Series

Article Range
of application Material Surface No. PU

Cross point
sealing plate 50 Pressure profiles stainless 

steel
bright rolled, 

adhesive 016050 10 pc(s)

Cross point
sealing plate 56 Pressure profiles stainless 

steel
bright rolled, 

adhesive 016051 10 pc(s)

Cross point
sealing plate 76 Pressure profiles stainless 

steel
bright rolled, 

adhesive 016052 10 pc(s)

Cross point
sealing plate 50 F Flat pressure profiles stainless 

steel
bright rolled, 

adhesive 016053 10 pc(s)

Cross point
sealing plate 56 F Flat pressure profiles stainless 

steel
bright rolled, 

adhesive 016054 10 pc(s)

Cross point
sealing plate 76 F Flat pressure profiles stainless 

steel
bright rolled, 

adhesive 016055 10 pc(s)

Cross point
sealing plate 76 P

For increased
glass bite

stainless 
steel

bright rolled, 
adhesive 016056 10 pc(s)

Cross point
sealing plate 76 D Roof glazing stainless 

steel
bright rolled, 

adhesive 167586 10 pc(s)

Cross point
sealing plate 96 D Roof glazing stainless 

steel
bright rolled, 

adhesive 167588 10 pc(s)

 ■ Technical information
 – For THERM+ I- and V-series (V-series not in roof area).
 – One-side adhesive.

Article Range
of application Material Surface No. PU

Cross point
sealing plate 50 F

Flat pressure profiles
on building connection

stainless 
steel

bright rolled, 
adhesive 016062 10 pc(s)

Cross point
sealing plate 56 F

Flat pressure profiles
on building connection

stainless 
steel

bright rolled, 
adhesive 016064 10 pc(s)

 ■ Technical information
 – Without surrounding edge.
 – One-side adhesive.

Article Length 
mm

Range
of application Material Surface No. PU

Cross point
sealing plate 50 S 230 Pressure profiles stainless 

steel
bright rolled, 

adhesive 016080 10 pc(s)

Cross point
sealing plate 56 S 240 Pressure profiles stainless 

steel
bright rolled, 

adhesive 016081 10 pc(s)

Cross point
sealing plate 76 S 270 Pressure profiles stainless 

steel
bright rolled, 

adhesive 016082 10 pc(s)

Cross point
sealing plate 96 S 300 Pressure profiles stainless 

steel
bright rolled, 

adhesive 016087 10 pc(s)

Cross point
sealing plate 50 FS 160 Flat pressure profiles stainless 

steel
bright rolled, 

adhesive 016083 10 pc(s)

Cross point
sealing plate 56 FS 170 Flat pressure profiles stainless 

steel
bright rolled, 

adhesive 016084 10 pc(s)

Cross point
sealing plate 76 FS 210 Flat pressure profiles stainless 

steel
bright rolled, 

adhesive 016085 10 pc(s)

 ■ Technical information
 – For THERM+ I- and V-series (V-series not in roof area).
 – For self-fabrication.
 – For bevelled transom connections.
 – One-side adhesive.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Sealing plates/sheets
I-Series/V-Series

Article Range of application Material Surface No. PU
Cross point
sealing plate 50 Conservatory roofs stainless 

steel
bright rolled, 

adhesive 054300 10 pc(s)

Cross point
sealing plate 56 Conservatory roofs stainless 

steel
bright rolled, 

adhesive 054301 10 pc(s)

Cross point
sealing plate 76 Conservatory roofs stainless 

steel
bright rolled, 

adhesive 054302 10 pc(s)

 ■ Technical information
 – Cranked 2 mm.
 – One-side adhesive.

Article For pressure profile Material Surface No. PU
Cross point sealing 
plate 96 118020, 141710 stainless 

steel
bright rolled, 

adhesive 167480 10 pc(s)

 ■ Technical information
 – For system width 96 mm.
 – One-side adhesive.

Article Range of application Material Surface No. PU
Profile joint
sealing plate 50 Pressure profiles stainless 

steel
bright rolled, 

adhesive 016070 10 pc(s)

Profile joint
sealing plate 56 Pressure profiles stainless 

steel
bright rolled, 

adhesive 016071 10 pc(s)

Profile joint
sealing plate 76 Pressure profiles stainless 

steel
bright rolled, 

adhesive 016072 10 pc(s)

Profile joint
sealing plate 50 F Flat pressure profiles stainless 

steel
bright rolled, 

adhesive 016073 10 pc(s)

Profile joint
sealing plate 56 F Flat pressure profiles stainless 

steel
bright rolled, 

adhesive 016074 10 pc(s)

Profile joint
sealing plate 76 F Flat pressure profiles stainless 

steel
bright rolled, 

adhesive 016075 10 pc(s)

 ■ Technical information
 – For junction of pressure/cover profile.
 – One-side adhesive.
 – Type F for flat pressure profiles.
 – Length no. 016070 to 016072: 50 mm.
 – Length no. 016073 to 016075: 35 mm.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Sealing plates/sheets

I-Series/V-Series

Article For cover
profile Material Surface No. PU

Interior joint plate 50/15 013003 aluminium bright rolled 167230 10 pc(s)

Interior joint plate 50/20 013210 aluminium bright rolled 167232 10 pc(s)

Interior joint plate 50/25 141104 aluminium bright rolled 167234 10 pc(s)

Interior joint plate 50/30 141106 aluminium bright rolled 167236 10 pc(s)

Interior joint plate 56/15 013023 aluminium bright rolled 167250 10 pc(s)

Interior joint plate 56/20 013410 aluminium bright rolled 167252 10 pc(s)

Interior joint plate 56/25 141304 aluminium bright rolled 167254 10 pc(s)

Interior joint plate 56/32 141307 aluminium bright rolled 167257 10 pc(s)

Interior joint plate 76/15 013050 aluminium bright rolled 167270 10 pc(s)

Interior joint plate 76/20 013610 aluminium mill finished 167272 10 pc(s)

Interior joint plate 76/25 013615 aluminium bright rolled 167274 10 pc(s)

 ■ Technical information
 – For junction of pressure/cover profile.
 – No. 167230, 167250, 167270 without surrounding edge.
 – Length: 100 mm.

Article Length
mm

For cover
profile Material Surface No. PU

Junction plate 50 75 118005 aluminium bright rolled 167220 10 pc(s)

Junction plate 56 75 118010 aluminium bright rolled 167222 10 pc(s)

Junction plate 76 75 118015 aluminium bright rolled 167224 10 pc(s)

 ■ Technical information
 – For junction of no. 118005/118010/118015 with pressure profile in roof area.
 – Length: 75 mm.
 – Accessories:

- Sealing material no. 952015 or 952020.
- Screw no. 230196.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Sealing plates/sheets
I-Series/V-Series

Article Length
mm

For pressure/
cover profile Material Surface No. PU

Exterior joint plate 50/9 50 013008 aluminium bright rolled 167750 10 pc(s)

Exterior joint plate 50/12 50 013004, 013007 aluminium bright rolled 167752 10 pc(s)

Exterior joint plate 50/13.5 50 141101 aluminium bright rolled 167753 10 pc(s)

Exterior joint plate 50/15 50 013003 aluminium bright rolled 167754 10 pc(s)

Exterior joint plate 50/20 50 013210 aluminium bright rolled 167756 10 pc(s)

Exterior joint plate 50/25 50 141104 aluminium bright rolled 167757 10 pc(s)

Exterior joint plate 50/4 70 013300 aluminium bright rolled 167758 10 pc(s)

Exterior joint plate 56/9 50 013028 aluminium bright rolled 167765 10 pc(s)

Exterior joint plate 56/12 50 013024, 013027 aluminium bright rolled 167767 10 pc(s)

Exterior joint plate 56/13.5 50 141301 aluminium bright rolled 167768 10 pc(s)

Exterior joint plate 56/15 50 013023 aluminium bright rolled 167769 10 pc(s)

Exterior joint plate 56/20 50 013410 aluminium bright rolled 167771 10 pc(s)

Exterior joint plate 56/25 50 141304 aluminium bright rolled 167772 10 pc(s)

Exterior joint plate 56/4 70 013310 aluminium bright rolled 167773 10 pc(s)

Exterior joint plate 76/12 50 013051 aluminium bright rolled 167782 10 pc(s)

Exterior joint plate 76/15 50 013050 aluminium bright rolled 167784 10 pc(s)

Exterior joint plate 76/20 50 013610 aluminium bright rolled 167786 10 pc(s)

Exterior joint plate 76/25 50 013615 aluminium bright rolled 167787 10 pc(s)

Exterior joint plate 76/4 70 013313 aluminium bright rolled 167788 10 pc(s)

 ■ Technical information
 – For junction of pressure/cover profile.
 – Accessories:

- Sealing material no. 952015 or 952020.
- For junction of cover profile: rivet no. 230196
- For junction with pressure profile or flat pressure profile: screw no. 054001.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Accessories

I-Series/V-Series

Article For cover profile Material Surface No. PU

End cap 50/12 013004 aluminium mill finished 016604 10 pc(s)

End cap 50/13.5 141101 aluminium mill finished 167730 10 pc(s)

End cap 50/15 013003 aluminium mill finished 016603 10 pc(s)

End cap 50/20 013210 aluminium mill finished 016605 10 pc(s)

End cap 50/25 141104 aluminium mill finished 167736 10 pc(s)

End cap 56/12 013024 aluminium mill finished 016624 10 pc(s)

End cap 56/13.5 141301 aluminium mill finished 167732 10 pc(s)

End cap 56/15 013023 aluminium mill finished 016623 10 pc(s)

End cap 56/20 013410 aluminium mill finished 016609 10 pc(s)

End cap 56/25 013025 aluminium mill finished 016606 10 pc(s)

End cap 56/25 141304 aluminium mill finished 167738 10 pc(s)

End cap 76/12 013051 aluminium mill finished 016651 10 pc(s)

End cap 76/15 013050 aluminium mill finished 016650 10 pc(s)

End cap 76/20 013610 aluminium mill finished 016610 10 pc(s)

End cap 76/25 013615 aluminium mill finished 167740 10 pc(s)

End cap 96/15 141710 aluminium mill finished 167882 10 pc(s)

 ■ Technical information
 – For pressure profiles with snap-on cover profiles.

Article For pressure profile Material Surface No. PU

End cap 50/9 013008 aluminium mill finished 016608 10 pc(s)

End cap 50/12 013007 aluminium mill finished 016607 10 pc(s)

End cap 56/9 013028 aluminium mill finished 016628 10 pc(s)

End cap 56/12 013027 aluminium mill finished 016627 10 pc(s)

 ■ Technical information
 – For pressure profiles with visible screws.

Article For pressure profile Material Surface No. PU

End cap 50/7 013018 aluminium mill finished 016618 10 pc(s)

End cap 56/7 013038 aluminium mill finished 016638 10 pc(s)

End cap 76/7 013068 aluminium mill finished 016668 10 pc(s)

End cap 96/7 142770 aluminium mill finished 167883 10 pc(s)

 ■ Technical information
 – For bevelled pressure profiles with visible screws.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Accessories
I-Series/V-Series

Article For cover profile Material Surface No. PU

End cap 60/15 L 013481, Left aluminium mill finished 016670* 10 pc(s)

End cap 60/15 R 013481, Right aluminium mill finished 016671* 10 pc(s)

End cap 50/15 L 013471, Left aluminium mill finished 016672 10 pc(s)

End cap 50/15 R 013471, Right aluminium mill finished 016673 10 pc(s)

End cap 56/15 L 013476, Left aluminium mill finished 016674 10 pc(s)

End cap 56/15 R 013476, Right aluminium mill finished 016675 10 pc(s)

 ■ Technical information
 – For roof application.
 – Accessories:

- Screw 3.5 x 6.5 no. 906019.

Article Material Surface No. PU

End cap 400/146 aluminium bright rolled 053005 1 pc(s)

End cap 400/130 aluminium bright rolled 053006 1 pc(s)

End cap 400/129 aluminium bright rolled 053007 1 pc(s)

 ■ Technical information
 – For eaves area.
 – Cut to size (self-fabrication) according to roof inclination

(1 PU per gutter).
 – Assembly with no. 054553.

Article Material Surface No. PU

End cap eaves aluminium bright rolled 053009 1 pc(s)

 ■ Technical information
 – For eaves area.
 – Cut to size (self-fabrication) according to roof inclination

(1 PU per gutter).
 – Assembly with no. 054554.

*Time of delivery on demand.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Accessories

I-Series/V-Series

Article Material Surface No. PU

End cap ridge aluminium bright rolled 053010 1 pc(s)

 ■ Technical information
 – For ridge area.
 – Cut to size (self-fabrication) according to roof inclination (1 PU per ridge).
 – Assembly with no. 054553.

Article Length 
mm End cap Material Surface No. PU

Sealing plate 350/145 350 053001 EPDM
cellular rubber

black,
adhesive 054551 1 pc(s)

Sealing plate 400/146 400 053005, 053006 
053007, 053010

EPDM
cellular rubber

black,
adhesive 054553 1 pc(s)

Sealing plate 400/128/2 470 053009 EPDM
cellular rubber

black,
adhesive 054554 1 pc(s)

 ■ Technical information
 – Adhesive on one side.

Article Material Surface No. PU

Cover profile fixation 80 aluminium mill finished 167005 100 pc(s)

 ■ Technical information
 – To clip on timber cover profiles in connection with aluminium pressure profiles

no. 118505/118510/118515.
 – Short pieces with a length of 80 mm.
 – With 3 slotted holes Ø 5 mm for screwing the cover profile.

Article Material Surface No. PU

Belay sheet 17/30 I stainless steel bright rolled 167007 100 pc(s)

Belay sheet 17/30 I stainless steel bright rolled 167017 10 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – For the protection of gasket hats of flap gaskets.
 – Accessories:

- Screw 4.8x19 no. 908118 for THERM+ A-I, H-I, S-I
- Screw 4.8x19 no. 902805 for THERM+ FS-I.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Accessories
I-Series/V-Series

Article Material Surface No. PU

Belay sheet 15/30 V stainless steel bright rolled 167008 100 pc(s)

Belay sheet 15/30 V stainless steel bright rolled 167018 10 pc(s)

 ■ Technical information
 – For THERM+ V series (not in roof area).
 – For the protection of gasket hats of flap gaskets.
 – Accessories:

- Screw 4.8x19 no. 908118.

Article Material Surface No. PU

Belay sheet 15/32 stainless steel bright rolled 127100 10 pc(s)

 ■ Technical information
 – For the protection of vertical cover profiles against slipping out of position.
 – Accessories:

- Screw 3.9x13 no. 902511.

Article Material Surface No. PU

Sheet 40 stainless steel bright rolled 167050 10 pc(s)

 ■ Technical information
 – For the application on fire protection curtain walls.
 – Short piece 50 mm for the reinforcement of pressure profiles.

Article Material Surface No. PU

Fixture spring 26/25/10 stainless steel bright rolled 915015 50 pc(s)

Fixture spring 39/25/10 stainless steel bright rolled 915020 50 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – For the connection of the compensation profile 7/23 no. 116005.
 – No. 915015 for system widths 50/56 mm.
 – No. 915020 for system width 76 mm.
 – Connection on structural profile:

- THERM+ A-I, H-I, S-I: with screw 5.5 x 16 no. 012091
- THERM+ FS-I: with screw 5.5 x 40 no. 012113.

Article Material Surface No. PU

Fixture spring 26/25/10 V stainless steel bright rolled 915025 50 pc(s)

 ■ Technical information
 – For THERM+ V series (not in roof area).
 – For the fixation of the compensation profile no. 116010.
 – For system widths 50 and 56 mm.
 – Connection on structural profile:

- THERM+ A-V, H-V: with screw 5.5x16 no. 012091.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Accessories

I-Series/V-Series

Article Material Surface No. PU

Terminal clamp 47/22 stainless steel bright rolled 915501 100 pc(s)

 ■ Technical information
 – Use as assembly aid or for the fixation of sheets and connection profiles

on hard-to-access locations.
 – Clamping thickness: 1.5 to 3 mm.
 – Accessories:

- Fixation with drill Ø 6 for screw connection.

Article Material Surface No. PU

Back filling 60/17 plastic material black 167015 100 pc(s)

 ■ Technical information
 – For THERM+ I- and V-series (V-series not in roof area).
 – For burglar-resistant curtain walls THERM+ RC.
 – Pressure-resistant blocking for one- or two-sided spacing blocks.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Accessories
I-Series/V-Series

Article Material Surface No. PU

Suction disc set 75 aluminium / silicone black 163807 1 pc(s)

 ■ Technical information
 – Suction disc set consisting of:

- 1 aluminium plate, coated in RAL 9004 (signal black)
- 1 silicone plate, black.

 – Accessories:
- Screw no. 907204 to 907244 (coated in RAL 9004 signal black)
- Screw no. 907254 to 907294 (stainless steel)

Article Material Surface No. PU

Suction disc set 75 aluminium / silicone black 163809 1 pc(s)

 ■ Technical information
 – Suction disc set consisting of: 

- 1x aluminium plate, coated in RAL 9004 (signal black)
- 1x silicone plate, black.

 – Accessories:
THERM+ I and V:
- Screw no. 012350 to 012369 (coated in RAL 9004 signal black, bare sealing ring)
- Screw no. 012174 to 012195 (stainless steel)
or
- Screw no. 012310 to 012329 (coated in RAL 9004 signal black, bare sealing ring)
- Screw no. 012011 to 012261 (stainless steel)
THERM+ FS-I:
- Screw no. 909658 to 909708 (coated in RAL 9004 signal black, bare sealing ring)
- Screw no. 909258 to 909308 (stainless steel)

Article Material Surface No. PU

Suction disc set 50/90 aluminium / silicone black 163810 1 pc(s)

Suction disc set 56/90 aluminium / silicone black 163812 1 pc(s)

 ■ Technical information
 – Suction disc set consisting of:

- 1 aluminium plate, coated in RAL 9004 (signal black)
- 1 silicone plate, black

 – Accessories:
- Screw no. 907216 to 907244, RAL 9004 coated.
- Screw no. 907266 to 907294, stainless steel
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Accessories

I-Series/V-Series

Article Material Surface No. PU

Suction disc set 50/90 aluminium / silicone black 163811 1 pc(s)

Suction disc set 56/90 aluminium / silicone black 163813 1 pc(s)

 ■ Technical information
 – Suction disc set consisting of: 

- 1x aluminium plate, coated in RAL 9004 (signal black)
- 1x silicone plate, black.

 – Accessories:
THERM+ I and V:
- Screw no. 012350 to 012369 (coated in RAL 9004 signal black, bare sealing ring)
- Screw no. 012174 to 012195 (stainless steel)
or
- Screw no. 012310 to 012329 (coated in RAL 9004 signal black, bare sealing ring)
- Screw no. 012011 to 012261 (stainless steel)
THERM+ FS-I:
- Screw no. 909658 to 909708 (coated in RAL 9004 signal black, bare sealing ring)
- Screw no. 909258 to 909308 (stainless steel)

Article Material Surface No. PU

Toggle 20/58 SG aluminium bright rolled, burrfree 164611 10 pc(s)

Toggle 20/58 SG aluminium bright rolled, burrfree 164612 100 pc(s)

 ■ Technical information
 – For THERM+ I- and V-series (V not in roof area).
 – For the SG2 curtain wall.
 – Accessories:

- Screw no. 012107 to no. 012129 (THERM+ I and V)
- Screw no. 909253 to no. 909288 (THERM+ FS-I).

Article Material Surface No. PU
Distance sleeve 50 aluminium mill finished 167085 50 pc(s)

Distance sleeve 56 aluminium mill finished 167086 50 pc(s)

 ■ Technical information
 – For THERM+ A-I.
 – Fixation agent for angle connector.
 – No. 167085 for system width 50 mm, no. 167086 for system width 56 mm.

Article Material Surface No. PU
Distance washer 4 aluminium bare 167065 100 pc(s)

Distance washer 7 aluminium bare 167066 100 pc(s)

 ■ Technical information
 – For THERM+ A-I.
 – Fixation agent for angle connector.
 – No. 167065 for system width 50 mm.
 – No. 167066 for system width 56 mm.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Accessories
I-Series/V-Series

Article Material Surface No. PU
Rosette 25 aluminium grey 167070 100 pc(s)

 ■ Technical information
 – For THERM+ A-I.
 – Fixation agent for angle connector.
 – Outside diameter 25 mm.

Article Material Surface No. PU
Retainer 16 stainless steel bright rolled 167165 10 pc(s)

Retainer 18 stainless steel bright rolled 167167 10 pc(s)

Retainer 20 stainless steel bright rolled 167169 10 pc(s)

Retainer 22 stainless steel bright rolled 167171 10 pc(s)

Retainer 24 stainless steel bright rolled 167173 10 pc(s)

Retainer 26 stainless steel bright rolled 167175 10 pc(s)

Retainer 28 stainless steel bright rolled 167177 10 pc(s)

Retainer 30 stainless steel bright rolled 167179 10 pc(s)

Retainer 32 stainless steel bright rolled 167181 10 pc(s)

Retainer 34 stainless steel bright rolled 167183 10 pc(s)

Retainer 36 stainless steel bright rolled 167185 10 pc(s)

Retainer 38 stainless steel bright rolled 167187 10 pc(s)

Retainer 40 stainless steel bright rolled 167189 10 pc(s)

Retainer 42 stainless steel bright rolled 167191 10 pc(s)

Retainer 44 stainless steel bright rolled 167193 10 pc(s)

 ■ Technical information
 – For THERM+ I- and V-series (V not in roof area).
 – For system widths 50 and 56 mm.
 – For the fixation of panels up to the assembly of the pressure profiles.
 – Retainer may remain in the glass rebate.
 – Fixation with screw no. 012091.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Accessories

I-Series/V-Series

Article Material Surface No. PU
Set of downpipes
for conservatory white plastic material white 054800 1 pc(s)

Set of downpipes
for conservatory brown plastic material  black-brown 054801 1 pc(s)

 ■ Technical information
 – 1 set consisting of:

- 1x screw neck
- 1x tapering
- 1x bend connector
- 2x cuff
- 1x downpipe 2.5 m
- 1x leaf guard.

 – Assembly with gutter no. 051014.

Article Material Surface Surface area 
m No. PU

Water pipe 80/2 aluminium mill finished 0.251 545105 6 m

Water pipe 80/2 aluminium mill finished 0.251 545106 3 m

 ■ Technical information
 – Assembly with gutter no. 051014 and 540025.
 – Accessories:

- No. 551105, 551150, 551155, 551180, 551181.

Article Material Surface No. PU

Extension piece 1.000 aluminium burrfree, bright rolled 054820 1 pc(s)

 ■ Technical information
 – For the junction of gutter no. 051014.
 – Length: 1 m.

Article Material Surface No. PU

Extension piece 80 aluminium burrfree, bright rolled 054821 1 pc(s)

 ■ Technical information
 – For the junction of gutter no. 051014.
 – Length: 80 mm.

Article Material Surface No. PU

Extension piece 45° aluminium burrfree, bright rolled 054822 1 pc(s)

 ■ Technical information
 – For the junction of gutter no. 051014 in angle of 45°.

Article Material Surface No. PU

Extension piece 90° aluminium burrfree, bright rolled 054823 1 pc(s)

 ■ Technical information
 – For the junction of gutter no. 051014 in angle of 90°.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Accessories
I-Series/V-Series

Article Material Surface No. PU

Water pipe angle connection 100° aluminium mill finished 551150 1 pc(s)

Water pipe angle connection 135° aluminium mill finished 551155 1 pc(s)

 ■ Technical information
 – No. 551150 for the extension of no. 545105 and 545106 in angle of 100°.
 – No. 551155 for the extension of no. 545105 and 545106 in angle of 135°.

Article Material Surface No. PU

Water pipe connection 75/2 aluminium mill finished 551105 1 pc(s)

 ■ Technical information
 – For the straight extension of no. 545105 and 545106.
 – Length: 150 mm.

Article Material Surface No. PU

Water pipe holder 1 aluminium mill finished 551180 2 pc(s)

 ■ Technical information
 – For the fixation of no. 545105 and 545106.
 – Utilisation together with no. 551181.

Article Material Surface No. PU

Water pipe holder 2 aluminium mill finished 551181 2 pc(s)

 ■ Technical information
 – For the fixation of no. 545105 and 545106.
 – Utilisation together with no. 551180.

Article Material Surface No. PU

Water pipe insert set plastic material grey 551190 1 pc(s)

 ■ Technical information
 – Outer diameter 74 mm.
 – Utilisation with gutter no. 051014 or 540025.
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THERM+ Product range
Accessories

System width 50/56 mm
Fixation brackets

I-Series/V-Series

Article Material Surface No. PU

Fixation bracket 80 aluminium mill finished 166005 1 pc(s)

	■ Technical information
	– For structural profile widths from 50 to 60 mm.
	– For structural profile depths from 100 mm.
	– For celling connection with sliding support.
	– With 4x slotted hole 40x15.5 mm.
	– With 2x slotted hole 40x11 mm.
	– Accessories: 

- Fixation unit 2 x no. 166110.

Article Material Surface No. PU

Fixation bracket 140 aluminium mill finished 166010 1 pc(s)

	■ Technical information
	– For structural profile widths from 50 to 60 mm.
	– For structural profile depths from 100 mm.
	– For intermdiate floor connection with mullion joint.
	– With 2x slotted hole 40x11 mm.
	– With 2x slotted hole 40x15.5 mm.
	– With 4x drillings Ø 11 mm.
	– With 4x drillings Ø 5 mm.
	– Accessories: 

- Fixation unit no. 166115.

Article Material Surface No. PU

Fixation bracket 120 aluminium mill finished 166015 1 pc(s)

	■ Technical information
	– For structural profile widths from 50 to 60 mm.
	– For structural profile depths from 90 mm.
	– For intermdiate floor connection with sliding or fixed support.
	– With 6x slotted holes 40x11 mm.
	– With 2x slotted holes 40x15.5 mm.
	– Accessories: 

- Fixation unit no. 166105 or 166110.
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THERM+ Product range
Accessories

System width 50/56/76 mm
Fixation brackets
I-Series/V-Series

Article Material Surface No. PU

Fixation unit aluminium mill finished 166105 1 set

 ■ Technical information
 – For the connection of fixation bracket 120 no. 166015.
 – Unit consisting of: 

- 4x grooved plates. 
- 2x distance sleeves Ø 15x2 mm, length 63 mm.
- 2x hexagon screws M10x110.
- 2x nuts M10.
- 2x serrated washer for M10.

Article Material Surface No. PU

Fixation unit aluminium mill finished 166110 1 set

 ■ Technical information
 – For the connection of fixation bracket 80 no. 166005 and 120 no. 166015.
 – Unit consisting of: 

- 1x distance sleeve Ø 15x2 mm, length 78 mm.
- 1x hexagon screw M10x100.
- 1x nut M10.
- 2x washer A 10.5.
- 1x serrated washer for M10.

Article Material Surface No. PU

Fixation unit aluminium mill finished 166115 1 set

 ■ Technical information
 – For the connection of fixation bracket 140 no. 166010.
 – Unit consisting of:

- 1x flat 90/15/63 mm.
- 4x grooved plates.
- 1x distance sleeve Ø 15x2 mm, length 78 mm.
- 2x distance sleeve Ø 15x2 mm, length 63 mm.
- 2x hexagon screws M10x110.
- 1x hexagon screw M10x100.
- 2x washer A 10.5.
- 3x nuts M10.
- 4x grooved pins Ø 5x25 mm DIN 1473-A2.
- 3x serrated washer for M10.

Article Material Surface No. PU

Fixation unit aluminium mill finished 166120 1 set

 ■ Technical information
 – For the connection of fixation bracket 80 no. 166005.
 – Unit consisting of:

- 4x grooved plates.
- 2x distance sleeve Ø 15x2 mm, length 75 mm.
- 2x hexagon screws M10x110.
- 2x nuts M10.
- 2x serrated washer for M10.
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THERM+ Product range
Accessories

System width 50/56/76 mm
Fixation brackets

I-Series/V-Series

Article Material Surface No. PU

Rilled plate 40/35 aluminium mill finished 166050 10 pc(s)

 ■ Technical information
 – For THERM+ A-I and A-V (A-V not in roof area).
 – For the mullion fixation on the base bracket with an insertion profile.
 – Accessories:

- Special screw no. 907505.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Fixation for external components
I-Series/V-Series

Article Material Surface Surface area 
m No. PU

Fixture unit 150 S aluminium mill finished 0.436 166205 1 pc(s)

Fixture unit 150 HA aluminium mill finished 0.436 166206 1 pc(s)

 ■ Technical information
 – No. 166205 for THERM+ S-I.
 – No. 166206 for THERM+ A-I and H-I.
 – For the fixation of heavy loads like projecting balconies or canopies.
 – Accessories:

- 3x screw no. 905535 for A-I and S-I
- 3x screw no. 908655 for H-I.

Article Material Surface Surface area 
m No. PU

Fixture unit 150 V aluminium mill finished 0.428 166210 1 pc(s)

 ■ Technical information
 – For THERM+ V series (not in roof area).
 – For the fixation of heavy loads like projecting balconies or canopies.
 – Accessories:

- 3x screw no. 905075 for A-V
- 3x screw no. 908655 for H-V.

Article Material Surface Surface area 
m No. PU

Fixture unit 50/150 FS-I aluminium mill finished 0.512 166211 1 pc(s)

Fixture unit 56/150 FS-I aluminium mill finished 0.524 166212 1 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – For the fixation of heavy loads like projecting balconies or canopies.
 – Accessories:

- 6x or 12x screw no. 908952
- Bit elongation no. 441262.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Fixation for external components

I-Series/V-Series

Article Material Surface No. PU

Collar for fixture unit 12/18 stainless steel bare 166215 1 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – For fixture unit no. 166205 and 166206.
 – For the fastening on the interior gasket.
 – Accessories:

- 2x screw no. 908118.

Article Material Surface No. PU

Collar for fixture unit 9/15 V stainless steel bare 166218 1 pc(s)

 ■ Technical information
 – For THERM+ V series (not in roof area).
 – For fixture unit no. 166210.
 – For the fastening on the interior gasket.
 – Accessories:

- 2x screw no. 908118.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Fixation for external components
I-Series/V-Series

Article Material Surface No. PU

Collar A aluminium bare 166216 1 pc(s)

 ■ Technical information
 – For THERM+ I- and V-series (V-series not in roof area).
 – For fixture unit no. 166205, 166206, 166211 and 166212.
 – For the fastening on the pressure and cover profiles.
 – Accessories: 

- 2x no. 054001, 230196 or no. 910125.

Article Material Surface No. PU
Stainless steel collar 
12/18 stainless steel bare 166217 1 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – For fixture unit no. 166211 and 166212.
 – For the fastening on the interior gasket.
 – Accessories:

- 2x screw no. 902805.

Article Material Surface No. PU

Insertion profile 50 I aluminium mill finished, burrfree 166220 1 pc(s)

Insertion profile 56 I aluminium mill finished, burrfree 166221 1 pc(s)

Insertion profile 50 V aluminium mill finished, burrfree 166242 1 pc(s)

Insertion profile 56 V aluminium mill finished, burrfree 166243 1 pc(s)

 ■ Technical information
 – No. 166220, 166221 for THERM+ A-I.
 – Nr. 166242, 166243 for THERM+ A-V.
 – Reinforcement profile for the fixture unit.
 – Accessories: 

- 1x screw no. 908005 each to avoid slipping of the profile.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Fixation for external components

I-Series/V-Series

Article Material Surface No. PU

Scaffolding fixation I aluminium mill finished 166235 10 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – Fixation with 2 screws no. 012108 (S-I) or no. 012110 (A-I, H-I, FS-I).
 – With thread M12 for screw no. 907605.

Article Material Surface No. PU

Scaffolding fixation V aluminium mill finished 166240 10 pc(s)

 ■ Technical information
 – For THERM+ V series (not in roof area).
 – Fixation with 2 screws no. 012108.
 – With thread M12 for screw no. 907605.

Article Material Surface No. PU
Sealing sleeve 8 EPDM black, dry 169900 10 pc(s)
Sealing sleeve 10 EPDM black, dry 169901 10 pc(s)
Sealing sleeve 12 EPDM black, dry 169902 10 pc(s)
Sealing sleeve 14 EPDM black, dry 169903 10 pc(s)
Sealing sleeve 16 EPDM black, dry 169904 10 pc(s)
Sealing sleeve 18 EPDM black, dry 169905 10 pc(s)
Sealing sleeve 20 EPDM black, dry 169906 10 pc(s)
Sealing sleeve 22 EPDM black, dry 169907 10 pc(s)
Sealing sleeve 24 EPDM black, dry 169908 10 pc(s)
Sealing sleeve 26 EPDM black, dry 169909 10 pc(s)
Sealing sleeve 28 EPDM black, dry 169910 10 pc(s)
Sealing sleeve 30 EPDM black, dry 169911 10 pc(s)
Sealing sleeve 32 EPDM black, dry 169912 10 pc(s)
Sealing sleeve 34 EPDM black, dry 169913 10 pc(s)
Sealing sleeve 36 EPDM black, dry 169914 10 pc(s)
Sealing sleeve 38 EPDM black, dry 169915 10 pc(s)
Sealing sleeve 42 EPDM black, dry 169917 10 pc(s)
Sealing sleeve 46 EPDM black, dry 169919 10 pc(s)

 ■ Technical information
 – Assembly with sun protection fixation no. 169942 to 169999.
 – To slide onto canopy fixation no. 167720 (for THERM+ I-series).
 – To slide onto canopy fixation no. 167725 (for THERM+ V-series).
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Fixation for external components
I-Series/V-Series

Article Material Surface No. PU

Sun protection fixation socket 42 stainless steel bright rolled 169942 10 pc(s)

Sun protection fixation socket 46 stainless steel bright rolled 169946 10 pc(s)

Sun protection fixation socket 50 stainless steel bright rolled 169950 10 pc(s)

Sun protection fixation socket 54 stainless steel bright rolled 169954 10 pc(s)

Sun protection fixation socket 58 stainless steel bright rolled 169958 10 pc(s)

Sun protection fixation socket 62 stainless steel bright rolled 169962 10 pc(s)

Sun protection fixation socket 66 stainless steel bright rolled 169966 10 pc(s)

Sun protection fixation socket 70 stainless steel bright rolled 169970 10 pc(s)

Sun protection fixation socket 74 stainless steel bright rolled 169974 10 pc(s)

Sun protection fixation socket 78 stainless steel bright rolled 169978 10 pc(s)

Sun protection fixation socket 82 stainless steel bright rolled 169982 10 pc(s)

Sun protection fixation socket 86 stainless steel bright rolled 169986 10 pc(s)

Sun protection fixation socket 90 stainless steel bright rolled 169990 10 pc(s)

Sun protection fixation socket 94 stainless steel bright rolled 169994 10 pc(s)

Sun protection fixation socket 98 stainless steel bright rolled 169998 10 pc(s)

Sun protection fixation socket 102 stainless steel bright rolled 169999 10 pc(s)

 ■ Technical information
 – One fixation consisting of:

- 1x stainless steel bolt
- 1x set screw M8x25 mm
- 1x connection screw.

 – Fixture only in connection with sealing sleeve, no. 169900 to 169919.

Article Material Surface No. PU

Canopy fixture 78 I stainless steel bare 167720 2 pc(s)

Canopy fixture 78 V stainless steel bare 167725 2 pc(s)

 ■ Technical information
 – No. 167720 for THERM+ A-I.
 – No. 167725 for THERM+ A-V (A-V not in roof area).
 – For the fixation of canopies.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Fixation for external components

I-Series/V-Series

Article Material Surface No. PU

Ventilation nozzle set 100 SG aluminium black anodised
E6/C35 163820 1 pc(s)

Ventilation nozzle set 150 SG aluminium black anodised
E6/C35 163822 1 pc(s)

 ■ Technical information
 – Roof ventilation for structural glazing joints.
 – 1 ventilation nozzle set SG (length 100 or 150 mm) consisting of:

- 1x cover cap Ø 46
- 1x ventilation prolongation 100/16 (no. 163820) or
- 1x ventilation prolongation 150/16 (no. 163822)
- 1x threaded sleeve M12x50
- 1x sealing washer
- 1x suction disc Ø 75
- 1x silicone plate Ø 75
- 1x bolt
- 1x screw 5.5x19.

Article Material Surface No. PU

Ventilation nozzle set 100/30 aluminium black anodised
E6/C35 163825 1 pc(s)

Ventilation nozzle set 100/60 aluminium black anodised
E6/C35 163827* 1 pc(s)

Ventilation nozzle set 150/30 aluminium black anodised
E6/C35 163829 1 pc(s)

Ventilation nozzle set 150/60 aluminium black anodised
E6/C35 163831 1 pc(s)

 ■ Technical information
 – Roof ventilation for pressure or cover profiles.
 – 1 ventilation nozzle set 100 (length 100 mm) consisting of:

- 1x cover cap Ø 46
- 1x ventilation prolongation 100/16
- 1x threaded sleeve M12 (no. 163825 for cover profiles 15 to 30 mm high) or
- 1x threaded sleeve M12 (no. 163827 for cover profiles 31 to 60 mm high)
- 1x sealing washer
- 1x nut M12
- 1x sealing sleeve
- 1x toothed pulley for M12.

 – 1 ventilation nozzle set 150 (length 150 mm) consisting of:
- 1x cover cap Ø 46
- 1x ventilation prolongation 150/16
- 1x threaded sleeve M12 (no. 163829 for cover profiles 15 to 30 mm high) or
- 1x threaded sleeve M12 (no. 163831 for cover profiles 31 to 60 mm high)
- 1x sealing washer
- 1x nut M12
- sealing sleeve
- toothed pulley for M12.

*Time of delivery on demand.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Fixation for external components
I-Series/V-Series

Article Material Surface No. PU

Ventilation nozzle set 100 SV aluminium black anodised
E6/C35 163835 1 pc(s)

Verntilation nozzle set 150 SV aluminium black anodised
E6/C35 163837 1 pc(s)

 ■ Technical information
 – Special roof ventilation for pressure profiles with visible screws.
 – For pressure profiles with a height from 3 to 26 mm.
 – 1 ventilation nozzle set SV (length 100 or 150 mm) consisting of:

- 1x cover cap Ø 46
- 1x ventilation prolongation 100/16 (no. 163835) or
- 1x ventilation prolongation 150/16 (no. 163837)
- 1x threaded sleeve M12
- 1x sealing washer
- 1x toothed pulley for M12.

Article Material Surface No. PU

Ventilation nozzle set 100 F aluminium black anodised
E6/C35 163815 1 pc(s)

Ventilation nozzle set 150 F aluminium black anodised
E6/C35 163817 1 pc(s)

 ■ Technical information
 – Special roof ventilation for pressure profiles.
 – 1 ventilation nozzle set F (length 100 or 150 mm) consisting of:

- 1x cover cap Ø 46
- 1x ventilation prolongation 100/16 (no. 163815) or
- 1x ventilation prolongation 150/16 (no. 163817)
- 1x threaded sleeve M12
- 1x seeling washer.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Screws

I-Series/V-Series

Article Material Surface Drive No. PU
Special tapping screw 
ST3.9 x 13

stainless steel 
V2A bright rolled TX T15 230075 100 pc(s)

 ■ Technical information
 – Special thread for screwing in synthetic material.

Article Material Surface Drive No. PU
Countersunk tapping 
screw ST5.5 x 20

stainless steel 
V4A

polymer
lubricated TX T25 902805 100 pc(s)

Article Material Surface Drive No. PU
Countersunk tapping 
screw ST5.5 x 22

stainless steel 
V4A

polymer
lubricated cross recess 012028 100 pc(s)

Article Material Surface Drive No. PU
Countersunk tapping 
screw ST4.8 x 16

stainless steel 
V4A

polymer
lubricated

hexagon so-
cket SW4 908115 100 pc(s)

Article Material Surface Drive No. PU
Countersunk tapping 
screw ST4.8 x 19

stainless steel 
V2A

polymer
lubricated TX T25 908118 100 pc(s)

Article Material Surface Drive No. PU
Special tapping screw 
ST5.5 x 24

stainless steel 
V4A bright rolled hexagon

socket SW5 012049 100 pc(s)

Special tapping screw 
ST5.5 x 20

stainless steel 
V4A bright rolled hexagon

socket SW5 012134 100 pc(s)

 ■ Technical information
 – No. 012029, 012049 for synthetic glass carriers THERM+ I.
 – No. 012134 for synthetic glass carriers THERM+ V.

Article Material Surface Drive No. PU
Countersunk tapping 
screw ST3.9 x 13

stainless steel 
V2A bright rolled cross recess 

PH2 902511 100 pc(s)
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Screws
I-Series/V-Series

Article Material Surface Drive No. PU
Cylinder tapping screw 
ST4.8 x 42

stainless steel 
V2A

polymer
lubricated

hexagon
socket SW4 905055 100 pc(s)

Article Material Surface Drive No. PU
Cylinder tapping screw 
ST4.8 x 19

stainless steel 
V2A

polymer
lubricated

hexagon
socket SW5 230070 100 pc(s)

Article Material Surface Drive No. PU
Cylinder tapping screw 
ST5.5 x 19

stainless steel 
V2A

polymer
lubricated

hexagon
socket SW4 908308 100 pc(s)

Article Material Surface Drive No. PU

Special tapping screw 
ST5.0 x 30 steel

Geomet 500, 
polymer

lubricated
TX T20 908030 100 pc(s)

Article Material Surface Drive No. PU

Special tapping screw 
ST6.0 x 25 steel

Geomet 500, 
polymer

lubricated
TX T20 908037 100 pc(s)

Article Material Surface Drive No. PU

Special tapping screw
ST5 x 25 steel

Geomet 500, 
polymer

lubricated
TX T20 908031 100 pc(s)

Article Material Surface Drive No. PU
Cylinder tapping screw 
ST5.5 x 13

stainless steel 
V4A

polymer
lubricated TX T20 904615 100 pc(s)
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Screws

I-Series/V-Series

Article Material Surface Drive No. PU
Special tapping screw 
ST4.8 x 23

stainless
steel V4A

polymer
lubricated TX T25 908055 100 pc(s)

Special tapping screw 
ST4.8 x 41

stainless
steel V4A

polymer
lubricated TX T25 908057 100 pc(s)

Article Material Surface Drive No. PU

Special flat fillister
head screw 6.0x38 steel

Geomet 500, 
polymer

lubricated
TX T20 909038 100 pc(s)

Article Material Surface Drive No. PU
Special tapping screw 
ST6.0 x 48

stainless
steel V4A

Geomet 500 
coated TX T25 909448 100 pc(s)

Special tapping screw 
ST6.0 x 68

stainless
steel V4A

Geomet 500 
coated TX T25 909468 100 pc(s)

Special tapping screw 
ST6.0 x 83

stainless
steel V4A

Geomet 500 
coated TX T25 909483 100 pc(s)

Article Material Surface Drive No. PU

Special tapping screw 
ST5.0 x 15 steel

Geomet 500, 
polymer

lubricated
TX T20 908046 100 pc(s)

Article Material Surface Drive No. PU

Special tapping screw 
ST6.0 x 30 steel

Geomet 500, 
polymer

lubricated
TX T20 908038 100 pc(s)
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Screws
I-Series/V-Series

Article Material Surface Drive No. PU

Cylinder tapping screw ST5.5 x 16 stainless steel V4A polymer lubricated hexagon socket SW5 012097 100 pc(s)

Cylinder tapping screw ST5.5 x 19 stainless steel V4A polymer lubricated hexagon socket SW5 012103 100 pc(s)

Cylinder tapping screw ST5.5 x 20 stainless steel V4A polymer lubricated hexagon socket SW5 012099 100 pc(s)

Cylinder tapping screw ST5.5 x 22 stainless steel V4A polymer lubricated hexagon socket SW5 012100 100 pc(s)

Cylinder tapping screw ST5.5 x 25 stainless steel V4A polymer lubricated hexagon socket SW5 012101 100 pc(s)

Cylinder tapping screw ST5.5 x 28 stainless steel V4A polymer lubricated hexagon socket SW5 012098 100 pc(s)

Cylinder tapping screw ST5.5 x 30 stainless steel V4A polymer lubricated hexagon socket SW5 012168 100 pc(s)

Cylinder tapping screw ST5.5 x 32 stainless steel V4A polymer lubricated hexagon socket SW5 012150 100 pc(s)

Cylinder tapping screw ST5.5 x 35 stainless steel V4A polymer lubricated hexagon socket SW5 012151 100 pc(s)

Cylinder tapping screw ST5.5 x 38 stainless steel V4A polymer lubricated hexagon socket SW5 012152 100 pc(s)

Cylinder tapping screw ST5.5 x 40 stainless steel V4A polymer lubricated hexagon socket SW5 012090 100 pc(s)

Cylinder tapping screw ST5.5 x 42 stainless steel V4A polymer lubricated hexagon socket SW5 012153 100 pc(s)

Cylinder tapping screw ST5.5 x 45 stainless steel V4A polymer lubricated hexagon socket SW5 012154 100 pc(s)

Cylinder tapping screw ST5.5 x 48 stainless steel V4A polymer lubricated hexagon socket SW5 012155 100 pc(s)

Cylinder tapping screw ST5.5 x 50 stainless steel V4A polymer lubricated hexagon socket SW5 012156 100 pc(s)

Cylinder tapping screw ST5.5 x 52 stainless steel V4A polymer lubricated hexagon socket SW5 012157 100 pc(s)

Cylinder tapping screw ST5.5 x 55 stainless steel V4A polymer lubricated hexagon socket SW5 012158 100 pc(s)

Cylinder tapping screw ST5.5 x 58 stainless steel V4A polymer lubricated hexagon socket SW5 012159 100 pc(s)

Cylinder tapping screw ST5.5 x 60 stainless steel V4A polymer lubricated hexagon socket SW5 012160 100 pc(s)

Cylinder tapping screw ST5.5 x 62 stainless steel V4A polymer lubricated hexagon socket SW5 012161 100 pc(s)

Cylinder tapping screw ST5.5 x 65 stainless steel V4A polymer lubricated hexagon socket SW5 012162 100 pc(s)

Cylinder tapping screw ST5.5 x 68 stainless steel V4A polymer lubricated hexagon socket SW5 012163 100 pc(s)

Cylinder tapping screw ST5.5 x 70 stainless steel V4A polymer lubricated hexagon socket SW5 012164 100 pc(s)

Cylinder tapping screw ST5.5 x 72 stainless steel V4A polymer lubricated hexagon socket SW5 012165 100 pc(s)

Cylinder tapping screw ST5.5 x 75 stainless steel V4A polymer lubricated hexagon socket SW5 012166 100 pc(s)

Cylinder tapping screw ST5.5 x 78 stainless steel V4A polymer lubricated hexagon socket SW5 012145 100 pc(s)

Cylinder tapping screw ST5.5 x 80 stainless steel V4A polymer lubricated hexagon socket SW5 012167 100 pc(s)

Cylinder tapping screw ST5.5 x 82 stainless steel V4A polymer lubricated hexagon socket SW5 012275 100 pc(s)

Cylinder tapping screw ST5.5 x 85 stainless steel V4A polymer lubricated hexagon socket SW5 012276 100 pc(s)

Cylinder tapping screw ST5.5 x 88 stainless steel V4A polymer lubricated hexagon socket SW5 012277 100 pc(s)

Cylinder tapping screw ST5.5 x 90 stainless steel V4A polymer lubricated hexagon socket SW5 012278 100 pc(s)

Cylinder tapping screw ST5.5 x 92 stainless steel V4A polymer lubricated hexagon socket SW5 012279 100 pc(s)

Cylinder tapping screw ST5.5 x 95 stainless steel V4A polymer lubricated hexagon socket SW5 012280 100 pc(s)

 ■ Technical information
 – With cutting notch.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Screws

I-Series/V-Series

Article Material Surface Drive No. PU
Cylinder tapping screw ST5.5 x 25 stainless steel V4A polymer lubricated hexagon socket SW5 012136 100 pc(s)
Cylinder tapping screw ST5.5 x 28 stainless steel V4A polymer lubricated hexagon socket SW5 012137 100 pc(s)
Cylinder tapping screw ST5.5 x 30 stainless steel V4A polymer lubricated hexagon socket SW5 012138 100 pc(s)
Cylinder tapping screw ST5.5 x 32 stainless steel V4A polymer lubricated hexagon socket SW5 012010 100 pc(s)
Cylinder tapping screw ST5.5 x 35 stainless steel V4A polymer lubricated hexagon socket SW5 012011 100 pc(s)
Cylinder tapping screw ST5.5 x 38 stainless steel V4A polymer lubricated hexagon socket SW5 012012 100 pc(s)
Cylinder tapping screw ST5.5 x 40 stainless steel V4A polymer lubricated hexagon socket SW5 012139 100 pc(s)
Cylinder tapping screw ST5.5 x 42 stainless steel V4A polymer lubricated hexagon socket SW5 012013 100 pc(s)
Cylinder tapping screw ST5.5 x 45 stainless steel V4A polymer lubricated hexagon socket SW5 012014 100 pc(s)
Cylinder tapping screw ST5.5 x 48 stainless steel V4A polymer lubricated hexagon socket SW5 012140 100 pc(s)
Cylinder tapping screw ST5.5 x 50 stainless steel V4A polymer lubricated hexagon socket SW5 012015 100 pc(s)
Cylinder tapping screw ST5.5 x 52 stainless steel V4A polymer lubricated hexagon socket SW5 012141 100 pc(s)
Cylinder tapping screw ST5.5 x 55 stainless steel V4A polymer lubricated hexagon socket SW5 012016 100 pc(s)
Cylinder tapping screw ST5.5 x 58 stainless steel V4A polymer lubricated hexagon socket SW5 012142 100 pc(s)
Cylinder tapping screw ST5.5 x 60 stainless steel V4A polymer lubricated hexagon socket SW5 012017 100 pc(s)
Cylinder tapping screw ST5.5 x 62 stainless steel V4A polymer lubricated hexagon socket SW5 012143 100 pc(s)
Cylinder tapping screw ST5.5 x 65 stainless steel V4A polymer lubricated hexagon socket SW5 012018 100 pc(s)
Cylinder tapping screw ST5.5 x 68 stainless steel V4A polymer lubricated hexagon socket SW5 012020 100 pc(s)
Cylinder tapping screw ST5.5 x 70 stainless steel V4A polymer lubricated hexagon socket SW5 012146 100 pc(s)
Cylinder tapping screw ST5.5 x 72 stainless steel V4A polymer lubricated hexagon socket SW5 012147 100 pc(s)
Cylinder tapping screw ST5.5 x 75 stainless steel V4A polymer lubricated hexagon socket SW5 012148 100 pc(s)
Cylinder tapping screw ST5.5 x 78 stainless steel V4A polymer lubricated hexagon socket SW5 012260 100 pc(s)
Cylinder tapping screw ST5.5 x 80 stainless steel V4A polymer lubricated hexagon socket SW5 012149 100 pc(s)
Cylinder tapping screw ST5.5 x 82 stainless steel V4A polymer lubricated hexagon socket SW5 012261 100 pc(s)
Cylinder tapping screw ST5.5 x 85 stainless steel V4A polymer lubricated hexagon socket SW5 012262 100 pc(s)
Cylinder tapping screw ST5.5 x 88 stainless steel V4A polymer lubricated hexagon socket SW5 012265 100 pc(s)
Cylinder tapping screw ST5.5 x 90 stainless steel V4A polymer lubricated hexagon socket SW5 012266 100 pc(s)
Cylinder tapping screw ST5.5 x 92 stainless steel V4A polymer lubricated hexagon socket SW5 012267 100 pc(s)
Cylinder tapping screw ST5.5 x 95 stainless steel V4A polymer lubricated hexagon socket SW5 012268 100 pc(s)
Cylinder tapping screw ST5.5 x 100 stainless steel V4A polymer lubricated hexagon socket SW5 012270 100 pc(s)

 ■ Technical information
 – With cutting notch.
 – Comes with sealing ring no. 012061.



2020172

THERM+ Product range
Accessories

System width 50/56/76/96 mm
Screws
I-Series/V-Series

Article Material Surface Drive No. PU

Cylinder tapping screw ST 5.5 x 35 stainless steel V4A RAL 9004 hexagon socket SW5 012310 100 pc(s)

Cylinder tapping screw ST 5.5 x 38 stainless steel V4A RAL 9004 hexagon socket SW5 012311 100 pc(s)

Cylinder tapping screw ST 5.5 x 40 stainless steel V4A RAL 9004 hexagon socket SW5 012312 100 pc(s)

Cylinder tapping screw ST 5.5 x 42 stainless steel V4A RAL 9004 hexagon socket SW5 012313 100 pc(s)

Cylinder tapping screw ST 5.5 x 45 stainless steel V4A RAL 9004 hexagon socket SW5 012314 100 pc(s)

Cylinder tapping screw ST 5.5 x 48 stainless steel V4A RAL 9004 hexagon socket SW5 012315 100 pc(s)

Cylinder tapping screw ST 5.5 x 50 stainless steel V4A RAL 9004 hexagon socket SW5 012316 100 pc(s)

Cylinder tapping screw ST 5.5 x 52 stainless steel V4A RAL 9004 hexagon socket SW5 012317 100 pc(s)

Cylinder tapping screw ST 5.5 x 55 stainless steel V4A RAL 9004 hexagon socket SW5 012318 100 pc(s)

Cylinder tapping screw ST 5.5 x 58 stainless steel V4A RAL 9004 hexagon socket SW5 012319 100 pc(s)

Cylinder tapping screw ST 5.5 x 60 stainless steel V4A RAL 9004 hexagon socket SW5 012320 100 pc(s)

Cylinder tapping screw ST 5.5 x 62 stainless steel V4A RAL 9004 hexagon socket SW5 012321 100 pc(s)

Cylinder tapping screw ST 5.5 x 65 stainless steel V4A RAL 9004 hexagon socket SW5 012322 100 pc(s)

Cylinder tapping screw ST 5.5 x 68 stainless steel V4A RAL 9004 hexagon socket SW5 012323 100 pc(s)

Cylinder tapping screw ST 5.5 x 70 stainless steel V4A RAL 9004 hexagon socket SW5 012324 100 pc(s)

Cylinder tapping screw ST 5.5 x 72 stainless steel V4A RAL 9004 hexagon socket SW5 012325 100 pc(s)

Cylinder tapping screw ST 5.5 x 75 stainless steel V4A RAL 9004 hexagon socket SW5 012326 100 pc(s)

Cylinder tapping screw ST 5.5 x 78 stainless steel V4A RAL 9004 hexagon socket SW5 012327 100 pc(s)

Cylinder tapping screw ST 5.5 x 80 stainless steel V4A RAL 9004 hexagon socket SW5 012328 100 pc(s)

Cylinder tapping screw ST 5.5 x 82 stainless steel V4A RAL 9004 hexagon socket SW5 012329 100 pc(s)

 ■ Technical information
 – With cutting notch.
 – Comes with sealing ring no. 012061.
 – Sealing washer bright rolled.
 – Screw head coated in RAL 9004 (signal black).
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Screws

I-Series/V-Series

Article Material Surface No. PU

Special tapping screw ST6.0 x 53 steel/stainless steel Geomet 500,
polymer lubricated 909253 100 pc(s)

Special tapping screw ST6.0 x 58 steel/stainless steel Geomet 500,
polymer lubricated 909258 100 pc(s)

Special tapping screw ST6.0 x 63 steel/stainless steel Geomet 500,
polymer lubricated 909263 100 pc(s)

Special tapping screw ST6.0 x 68 steel/stainless steel Geomet 500,
polymer lubricated 909268 100 pc(s)

Special tapping screw ST6.0 x 73 steel/stainless steel Geomet 500,
polymer lubricated 909273 100 pc(s)

Special tapping screw ST6.0 x 78 steel/stainless steel Geomet 500,
polymer lubricated 909278 100 pc(s)

Special tapping screw ST6.0 x 83 steel/stainless steel Geomet 500,
polymer lubricated 909283 100 pc(s)

Special tapping screw ST6.0 x 88 steel/stainless steel Geomet 500,
polymer lubricated 909288 100 pc(s)

Special tapping screw ST6.0 x 93 steel/stainless steel Geomet 500,
polymer lubricated 909293 100 pc(s)

Special tapping screw ST6.0 x 98 steel/stainless steel Geomet 500,
polymer lubricated 909298 100 pc(s)

Special tapping screw ST6.0 x 103 steel/stainless steel Geomet 500,
polymer lubricated 909303 100 pc(s)

Special tapping screw ST6.0 x 108 steel/stainless steel Geomet 500,
polymer lubricated 909308 100 pc(s)

Special tapping screw ST6.0 x 113 steel/stainless steel Geomet 500,
polymer lubricated 909313 100 pc(s)

 ■ Technical information
 – With cutting notch.
 – Comes with sealing ring no. 910061.

Article Material Surface No. PU

Special tapping screw ST6.0 x 58 steel/stainless steel RAL 9004 909658 100 pc(s)

Special tapping screw ST6.0 x 63 steel/stainless steel RAL 9004 909663 100 pc(s)

Special tapping screw ST6.0 x 68 steel/stainless steel RAL 9004 909668 100 pc(s)

Special tapping screw ST6.0 x 73 steel/stainless steel RAL 9004 909673 100 pc(s)

Special tapping screw ST6.0 x 78 steel/stainless steel RAL 9004 909678 100 pc(s)

Special tapping screw ST6.0 x 83 steel/stainless steel RAL 9004 909683 100 pc(s)

Special tapping screw ST6.0 x 88 steel/stainless steel RAL 9004 909688 100 pc(s)

Special tapping screw ST6.0 x 93 steel/stainless steel RAL 9004 909693 100 pc(s)

Special tapping screw ST6.0 x 98 steel/stainless steel RAL 9004 909698 100 pc(s)

Special tapping screw ST6.0 x 103 steel/stainless steel RAL 9004 909703 100 pc(s)

Special tapping screw ST6.0 x 108 steel/stainless steel RAL 9004 909708 100 pc(s)

 ■ Technical information
 – With cutting notch.
 – Comes with sealing ring no. 910061.
 – Sealing washer bright rolled.
 – Screw head coated in RAL 9004 (signal black).



2020174

THERM+ Product range
Accessories

System width 50/56/76/96 mm
Screws
I-Series/V-Series

Article Material Surface Drive No. PU
Cylinder tapping screw ST5.5 x 25 stainless steel V4A polymer lubricated hexagon socket SW5 012234 100 pc(s)

Cylinder tapping screw ST5.5 x 28 stainless steel V4A polymer lubricated hexagon socket SW5 012235 100 pc(s)

Cylinder tapping screw ST5.5 x 30 stainless steel V4A polymer lubricated hexagon socket SW5 012236 100 pc(s)

Cylinder tapping screw ST5.5 x 32 stainless steel V4A polymer lubricated hexagon socket SW5 012237 100 pc(s)

Cylinder tapping screw ST5.5 x 35 stainless steel V4A polymer lubricated hexagon socket SW5 012238 100 pc(s)

Cylinder tapping screw ST5.5 x 38 stainless steel V4A polymer lubricated hexagon socket SW5 012212 100 pc(s)

Cylinder tapping screw ST5.5 x 40 stainless steel V4A polymer lubricated hexagon socket SW5 012239 100 pc(s)

Cylinder tapping screw ST5.5 x 42 stainless steel V4A polymer lubricated hexagon socket SW5 012213 100 pc(s)

Cylinder tapping screw ST5.5 x 45 stainless steel V4A polymer lubricated hexagon socket SW5 012214 100 pc(s)

Cylinder tapping screw ST5.5 x 48 stainless steel V4A polymer lubricated hexagon socket SW5 012240 100 pc(s)

Cylinder tapping screw ST5.5 x 50 stainless steel V4A polymer lubricated hexagon socket SW5 012215 100 pc(s)

Cylinder tapping screw ST5.5 x 52 stainless steel V4A polymer lubricated hexagon socket SW5 012241 100 pc(s)

Cylinder tapping screw ST5.5 x 55 stainless steel V4A polymer lubricated hexagon socket SW5 012216 100 pc(s)

Cylinder tapping screw ST5.5 x 58 stainless steel V4A polymer lubricated hexagon socket SW5 012242 100 pc(s)

Cylinder tapping screw ST5.5 x 60 stainless steel V4A polymer lubricated hexagon socket SW5 012217 100 pc(s)

Cylinder tapping screw ST5.5 x 62 stainless steel V4A polymer lubricated hexagon socket SW5 012243 100 pc(s)

Cylinder tapping screw ST5.5 x 65 stainless steel V4A polymer lubricated hexagon socket SW5 012218 100 pc(s)

Cylinder tapping screw ST5.5 x 68 stainless steel V4A polymer lubricated hexagon socket SW5 012219 100 pc(s)

Cylinder tapping screw ST5.5 x 70 stainless steel V4A polymer lubricated hexagon socket SW5 012244 100 pc(s)

Cylinder tapping screw ST5.5 x 72 stainless steel V4A polymer lubricated hexagon socket SW5 012220 100 pc(s)

Cylinder tapping screw ST5.5 x 75 stainless steel V4A polymer lubricated hexagon socket SW5 012245 100 pc(s)

Cylinder tapping screw ST5.5 x 78 stainless steel V4A polymer lubricated hexagon socket SW5 012221 100 pc(s)

Cylinder tapping screw ST5.5 x 80 stainless steel V4A polymer lubricated hexagon socket SW5 012246 100 pc(s)

Cylinder tapping screw ST5.5 x 82 stainless steel V4A polymer lubricated hexagon socket SW5 012222 100 pc(s)

Cylinder tapping screw ST5.5 x 85 stainless steel V4A polymer lubricated hexagon socket SW5 012223 100 pc(s)

Cylinder tapping screw ST5.5 x 88 stainless steel V4A polymer lubricated hexagon socket SW5 012263 100 pc(s)

Cylinder tapping screw ST5.5 x 90 stainless steel V4A polymer lubricated hexagon socket SW5 012264 100 pc(s)

Cylinder tapping screw ST5.5 x 92 stainless steel V4A polymer lubricated hexagon socket SW5 012226 100 pc(s)

 ■ Technical information
 – With cutting notch.
 – Comes with sealing washer no. 012050.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Screws

I-Series/V-Series

Article Material Surface Drive No. PU
Pan head tapping screw
ST3.5 x 6.5 stainless steel V2A bright rolled cross recess 

PH2 906019 100 pc(s)

Article Material Surface Drive No. PU
Pan head tapping screw
ST4.8 x 16 stainless steel V2A bright rolled cross recess 

PH2 230150 100 pc(s)

Article Material Surface Drive No. PU
Pan head tapping screw
ST4.2 x 38 stainless steel V2A bright rolled TX T20 906026 100 pc(s)

Article Material Surface Drive No. PU

Special tapping screw ST6.0 x 58 steel/stainless steel Geomet 500,
polymer lubricated TX T25 909058 100 pc(s)

Special tapping screw ST6.0 x 63 steel/stainless steel Geomet 500,
polymer lubricated TX T25 909063 100 pc(s)

Special tapping screw ST6.0 x 68 steel/stainless steel Geomet 500,
polymer lubricated TX T25 909068 100 pc(s)

Special tapping screw ST6.0 x 73 steel/stainless steel Geomet 500,
polymer lubricated TX T25 909073 100 pc(s)

Special tapping screw ST6.0 x 78 steel/stainless steel Geomet 500,
polymer lubricated TX T25 909078 100 pc(s)

Special tapping screw ST6.0 x 83 steel/stainless steel Geomet 500,
polymer lubricated TX T25 909083 100 pc(s)

Special tapping screw ST6.0 x 88 steel/stainless steel Geomet 500,
polymer lubricated TX T25 909088 100 pc(s)

Special tapping screw ST6.0 x 93 steel/stainless steel Geomet 500,
polymer lubricated TX T25 909093 100 pc(s)

Special tapping screw ST6.0 x 98 steel/stainless steel Geomet 500,
polymer lubricated TX T25 909098 100 pc(s)

Special tapping screw ST6.0 x 103 steel/stainless steel Geomet 500,
polymer lubricated TX T25 909103 100 pc(s)

Special tapping screw ST6.0 x 108 steel/stainless steel Geomet 500,
polymer lubricated TX T25 909108 100 pc(s)

Special tapping screw ST6.0 x 113 steel/stainless steel Geomet 500,
polymer lubricated TX T25 909113 100 pc(s)

 ■ Technical information
 – With cutting notch.
 – Comes with sealing washer no. 910060.



2020176

THERM+ Product range
Accessories

System width 50/56/76/96 mm
Screws
I-Series/V-Series

Article Material Surface Drive No. PU

Pan head tapping screw ST5.5 x 16 stainless steel V4A polymer lubricated TX T25 012091 100 pc(s)

Pan head tapping screw ST5.5 x 19 stainless steel V4A polymer lubricated TX T25 012092 100 pc(s)

Pan head tapping screw ST5.5 x 22 stainless steel V4A polymer lubricated TX T25 012105 100 pc(s)

Pan head tapping screw ST5.5 x 25 stainless steel V4A polymer lubricated TX T25 012107 100 pc(s)

Pan head tapping screw ST5.5 x 28 stainless steel V4A polymer lubricated TX T25 012108 100 pc(s)

Pan head tapping screw ST5.5 x 30 stainless steel V4A polymer lubricated TX T25 012109 100 pc(s)

Pan head tapping screw ST5.5 x 32 stainless steel V4A polymer lubricated TX T25 012110 100 pc(s)

Pan head tapping screw ST5.5 x 35 stainless steel V4A polymer lubricated TX T25 012111 100 pc(s)

Pan head tapping screw ST5.5 x 38 stainless steel V4A polymer lubricated TX T25 012112 100 pc(s)

Pan head tapping screw ST5.5 x 40 stainless steel V4A polymer lubricated TX T25 012113 100 pc(s)

Pan head tapping screw ST5.5 x 42 stainless steel V4A polymer lubricated TX T25 012114 100 pc(s)

Pan head tapping screw ST5.5 x 45 stainless steel V4A polymer lubricated TX T25 012115 100 pc(s)

Pan head tapping screw ST5.5 x 48 stainless steel V4A polymer lubricated TX T25 012116 100 pc(s)

Pan head tapping screw ST5.5 x 50 stainless steel V4A polymer lubricated TX T25 012117 100 pc(s)

Pan head tapping screw ST5.5 x 52 stainless steel V4A polymer lubricated TX T25 012118 100 pc(s)

Pan head tapping screw ST5.5 x 55 stainless steel V4A polymer lubricated TX T25 012119 100 pc(s)

Pan head tapping screw ST5.5 x 58 stainless steel V4A polymer lubricated TX T25 012129 100 pc(s)

Pan head tapping screw ST5.5 x 60 stainless steel V4A polymer lubricated TX T25 012123 100 pc(s)

Pan head tapping screw ST5.5 x 62 stainless steel V4A polymer lubricated TX T25 012124 100 pc(s)

Pan head tapping screw ST5.5 x 65 stainless steel V4A polymer lubricated TX T25 012125 100 pc(s)

Pan head tapping screw ST5.5 x 68 stainless steel V4A polymer lubricated TX T25 012106 100 pc(s)

Pan head tapping screw ST5.5 x 70 stainless steel V4A polymer lubricated TX T25 012126 100 pc(s)

Pan head tapping screw ST5.5 x 72 stainless steel V4A polymer lubricated TX T25 012144 100 pc(s)

Pan head tapping screw ST5.5 x 75 stainless steel V4A polymer lubricated TX T25 012127 100 pc(s)

Pan head tapping screw ST5.5 x 78 stainless steel V4A polymer lubricated TX T25 012200 100 pc(s)

Pan head tapping screw ST5.5 x 80 stainless steel V4A polymer lubricated TX T25 012128 100 pc(s)

Pan head tapping screw ST5.5 x 82 stainless steel V4A polymer lubricated TX T25 012201 100 pc(s)

Pan head tapping screw ST5.5 x 85 stainless steel V4A polymer lubricated TX T25 012202 100 pc(s)

Pan head tapping screw ST5.5 x 88 stainless steel V4A polymer lubricated TX T25 012203 100 pc(s)

Pan head tapping screw ST5.5 x 90 stainless steel V4A polymer lubricated TX T25 012198 100 pc(s)

Pan head tapping screw ST5.5 x 95 stainless steel V4A polymer lubricated TX T25 012191 100 pc(s)

Pan head tapping screw ST5.5 x 98 stainless steel V4A polymer lubricated TX T25 012199 100 pc(s)

Pan head tapping screw ST5.5 x 110 stainless steel V4A polymer lubricated TX T25 012204 100 pc(s)

 ■ Technical information
 – With cutting notch.



2020 177

A
cc

es
so

rie
s

THERM+ Product range
Accessories

System width 50/56/76/96 mm
Screws

I-Series/V-Series

Article Material Surface Drive No. PU

Pan head tapping screw ST5.5 x 22 stainless steel V4A polymer lubricated TX T25 012169 100 pc(s)

Pan head tapping screw ST5.5 x 25 stainless steel V4A polymer lubricated TX T25 012170 100 pc(s)

Pan head tapping screw ST5.5 x 28 stainless steel V4A polymer lubricated TX T25 012171 100 pc(s)

Pan head tapping screw ST5.5 x 30 stainless steel V4A polymer lubricated TX T25 012172 100 pc(s)

Pan head tapping screw ST5.5 x 32 stainless steel V4A polymer lubricated TX T25 012173 100 pc(s)

Pan head tapping screw ST5.5 x 35 stainless steel V4A polymer lubricated TX T25 012174 100 pc(s)

Pan head tapping screw ST5.5 x 38 stainless steel V4A polymer lubricated TX T25 012175 100 pc(s)

Pan head tapping screw ST5.5 x 40 stainless steel V4A polymer lubricated TX T25 012176 100 pc(s)

Pan head tapping screw ST5.5 x 42 stainless steel V4A polymer lubricated TX T25 012177 100 pc(s)

Pan head tapping screw ST5.5 x 45 stainless steel V4A polymer lubricated TX T25 012178 100 pc(s)

Pan head tapping screw ST5.5 x 48 stainless steel V4A polymer lubricated TX T25 012179 100 pc(s)

Pan head tapping screw ST5.5 x 50 stainless steel V4A polymer lubricated TX T25 012180 100 pc(s)

Pan head tapping screw ST5.5 x 52 stainless steel V4A polymer lubricated TX T25 012181 100 pc(s)

Pan head tapping screw ST5.5 x 55 stainless steel V4A polymer lubricated TX T25 012182 100 pc(s)

Pan head tapping screw ST5.5 x 58 stainless steel V4A polymer lubricated TX T25 012183 100 pc(s)

Pan head tapping screw ST5.5 x 60 stainless steel V4A polymer lubricated TX T25 012184 100 pc(s)

Pan head tapping screw ST5.5 x 62 stainless steel V4A polymer lubricated TX T25 012185 100 pc(s)

Pan head tapping screw ST5.5 x 65 stainless steel V4A polymer lubricated TX T25 012186 100 pc(s)

Pan head tapping screw ST5.5 x 68 stainless steel V4A polymer lubricated TX T25 012190 100 pc(s)

Pan head tapping screw ST5.5 x 70 stainless steel V4A polymer lubricated TX T25 012187 100 pc(s)

Pan head tapping screw ST5.5 x 72 stainless steel V4A polymer lubricated TX T25 012192 100 pc(s)

Pan head tapping screw ST5.5 x 75 stainless steel V4A polymer lubricated TX T25 012188 100 pc(s)

Pan head tapping screw ST5.5 x 78 stainless steel V4A polymer lubricated TX T25 012194 100 pc(s)

Pan head tapping screw ST5.5 x 80 stainless steel V4A polymer lubricated TX T25 012189 100 pc(s)

Pan head tapping screw ST5.5 x 82 stainless steel V4A polymer lubricated TX T25 012195 100 pc(s)

Pan head tapping screw ST5.5 x 85 stainless steel V4A polymer lubricated TX T25 012196 100 pc(s)

 ■ Technical information
 – With cutting notch.
 – Comes with sealing ring no. 012061.



2020178

THERM+ Product range
Accessories

System width 50/56/76/96 mm
Screws
I-Series/V-Series

Article Material Surface Drive No. PU

Pan head tapping screw ST5.5 x 35 stainless steel V4A RAL 9004 TX T25 012350 100 pc(s)

Pan head tapping screw ST5.5 x 38 stainless steel V4A RAL 9004 TX T25 012351 100 pc(s)

Pan head tapping screw ST5.5 x 40 stainless steel V4A RAL 9004 TX T25 012352 100 pc(s)

Pan head tapping screw ST5.5 x 42 stainless steel V4A RAL 9004 TX T25 012353 100 pc(s)

Pan head tapping screw ST5.5 x 45 stainless steel V4A RAL 9004 TX T25 012354 100 pc(s)

Pan head tapping screw ST5.5 x 48 stainless steel V4A RAL 9004 TX T25 012355 100 pc(s)

Pan head tapping screw ST5.5 x 50 stainless steel V4A RAL 9004 TX T25 012356 100 pc(s)

Pan head tapping screw ST5.5 x 52 stainless steel V4A RAL 9004 TX T25 012357 100 pc(s)

Pan head tapping screw ST5.5 x 55 stainless steel V4A RAL 9004 TX T25 012358 100 pc(s)

Pan head tapping screw ST5.5 x 58 stainless steel V4A RAL 9004 TX T25 012359 100 pc(s)

Pan head tapping screw ST5.5 x 60 stainless steel V4A RAL 9004 TX T25 012360 100 pc(s)

Pan head tapping screw ST5.5 x 62 stainless steel V4A RAL 9004 TX T25 012361 100 pc(s)

Pan head tapping screw ST5.5 x 65 stainless steel V4A RAL 9004 TX T25 012362 100 pc(s)

Pan head tapping screw ST5.5 x 68 stainless steel V4A RAL 9004 TX T25 012363 100 pc(s)

Pan head tapping screw ST5.5 x 70 stainless steel V4A RAL 9004 TX T25 012364 100 pc(s)

Pan head tapping screw ST5.5 x 72 stainless steel V4A RAL 9004 TX T25 012365 100 pc(s)

Pan head tapping screw ST5.5 x 75 stainless steel V4A RAL 9004 TX T25 012366 100 pc(s)

Pan head tapping screw ST5.5 x 78 stainless steel V4A RAL 9004 TX T25 012367 100 pc(s)

Pan head tapping screw ST5.5 x 80 stainless steel V4A RAL 9004 TX T25 012368 100 pc(s)

Pan head tapping screw ST5.5 x 82 stainless steel V4A RAL 9004 TX T25 012369 100 pc(s)

 ■ Technical information
 – With cutting notch.
 – Comes with sealing ring no. 012061.
 – Sealing washer bright rolled.
 – Screw head coated in RAL 9004 (signal black).
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Screws

I-Series/V-Series

Article Material Surface Drive No. PU
Raised countersunk head tapping screw ST5.5 x 36 stainless steel V4A RAL 9004 TX T25 907202 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 39 stainless steel V4A RAL 9004 TX T25 907204 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 41 stainless steel V4A RAL 9004 TX T25 907206 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 43 stainless steel V4A RAL 9004 TX T25 907208 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 45 stainless steel V4A RAL 9004 TX T25 907210 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 47 stainless steel V4A RAL 9004 TX T25 907212 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 49 stainless steel V4A RAL 9004 TX T25 907214 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 51 stainless steel V4A RAL 9004 TX T25 907216 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 53 stainless steel V4A RAL 9004 TX T25 907218 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 55 stainless steel V4A RAL 9004 TX T25 907220 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 57 stainless steel V4A RAL 9004 TX T25 907222 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 59 stainless steel V4A RAL 9004 TX T25 907224 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 61 stainless steel V4A RAL 9004 TX T25 907226 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 63 stainless steel V4A RAL 9004 TX T25 907228 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 65 stainless steel V4A RAL 9004 TX T25 907230 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 67 stainless steel V4A RAL 9004 TX T25 907232 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 69 stainless steel V4A RAL 9004 TX T25 907234 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 71 stainless steel V4A RAL 9004 TX T25 907236 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 73 stainless steel V4A RAL 9004 TX T25 907238 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 75 stainless steel V4A RAL 9004 TX T25 907240 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 78 stainless steel V4A RAL 9004 TX T25 907242 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 81 stainless steel V4A RAL 9004 TX T25 907244 100 pc(s)

 ■ Technical information
 – With cutting notch.
 – Screw head coated in RAL 9004 (signal black).

Article Material Surface Drive No. PU
Raised countersunk head tapping screw ST5.5 x 36 stainless steel V4A polymer lubricated TX T25 907252 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 39 stainless steel V4A polymer lubricated TX T25 907254 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 41 stainless steel V4A polymer lubricated TX T25 907256 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 43 stainless steel V4A polymer lubricated TX T25 907258 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 45 stainless steel V4A polymer lubricated TX T25 907260 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 47 stainless steel V4A polymer lubricated TX T25 907262 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 49 stainless steel V4A polymer lubricated TX T25 907264 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 51 stainless steel V4A polymer lubricated TX T25 907266 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 53 stainless steel V4A polymer lubricated TX T25 907268 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 55 stainless steel V4A polymer lubricated TX T25 907270 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 57 stainless steel V4A polymer lubricated TX T25 907272 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 59 stainless steel V4A polymer lubricated TX T25 907274 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 61 stainless steel V4A polymer lubricated TX T25 907276 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 63 stainless steel V4A polymer lubricated TX T25 907278 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 65 stainless steel V4A polymer lubricated TX T25 907280 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 67 stainless steel V4A polymer lubricated TX T25 907282 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 69 stainless steel V4A polymer lubricated TX T25 907284 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 71 stainless steel V4A polymer lubricated TX T25 907286 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 73 stainless steel V4A polymer lubricated TX T25 907288 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 75 stainless steel V4A polymer lubricated TX T25 907290 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 78 stainless steel V4A polymer lubricated TX T25 907292 100 pc(s)
Raised countersunk head tapping screw ST5.5 x 81 stainless steel V4A polymer lubricated TX T25 907294 100 pc(s)

 ■ Technical information
 – With cutting notch.
 – Screw head bright rolled.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Screws
I-Series/V-Series

Article Material Surface Drive No. PU
Countersunk screw
M8 x 25

stainless steel 
V2A bright rolled hexagon

socket SW5 904015 100 pc(s)

Article Material Surface Drive No. PU
Countersunk screw
M5 x 12

stainless steel 
V4A bright rolled hexagon

socket SW3 904255 100 pc(s)

Article Material Surface Drive No. PU

Special screw M6 x 30 stainless steel 
V2A bright rolled hexagon

socket SW4 908950 100 pc(s)

 ■ Technical information
 – Thread-forming.

Article Material Surface Drive No. PU
Cheese head screw
M6 x 35

stainless steel 
V4A bright rolled hexagon

socket SW5 905535 100 pc(s)

Article Material Surface Drive No. PU

Special screw M5 x 10 steel zinced TX T20 908952 100 pc(s)

Article Material Surface Drive No. PU

Special screw M6 x 15 steel zinced, poly-
mer lubricated TX T20 908953 100 pc(s)

Article Material Surface Drive No. PU

Special screw M6 x 46 steel zinced TX T20 908954 100 pc(s)
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Screws

I-Series/V-Series

Article Material Surface Drive No. PU
Cheese head screw
M6 x 52 stainless steel bright rolled TX T25 905552 100 pc(s)

Cheese head screw
M6 x 62 stainless steel bright rolled TX T25 905562 100 pc(s)

Cheese head screw
M6 x 72 stainless steel bright rolled TX T25 905572 100 pc(s)

Cheese head screw
M6 x 82 stainless steel bright rolled TX T25 905582 100 pc(s)

Cheese head screw
M6 x 92 stainless steel bright rolled TX T25 905592 100 pc(s)

Cheese head screw
M6 x 102 stainless steel bright rolled TX T25 905602 100 pc(s)

Cheese head screw
M6 x 112 stainless steel bright rolled TX T25 905612 100 pc(s)

 ■ Technical information
 – For two-sided connection of TC timber connector.

Article Material Surface Drive No. PU

Special wood screw 6 x 80 stainless steel 
V2A

polymer
lubricated TX T25 908550 100 pc(s)

 ■ Technical information
 – Special head for TC timber connector.

Article Material Surface Drive No. PU
Pan Head wood screw
4.5 x 20 steel zinced TX T20 907550 100 pc(s)

 ■ Technical information
 – For screw connections of the base profiles for timber expansion mullion.

Article Material Surface Drive No. PU
Cheese head screw
M5 x 14

stainless steel 
V2A bright rolled hexagon

socket SW3 230102 100 pc(s)

Article Material Surface Drive No. PU
Cheese head screw
M5 x 25

stainless steel 
V4A bright rolled hexagon

socket SW4 905075 100 pc(s)
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Screws
I-Series/V-Series

Article Material Surface Drive No. PU
Special wood screw
6 x 100

stainless steel 
V2A

polymer
lubricated TX T25 908655 100 pc(s)

 ■ Technical information
 – For fixture unit THERM+ H-I and H-V (H-V not in roof area).

Article Material Surface Drive No. PU
Special wood screw
4.5 x 35

stainless steel 
V2A

polymer
lubricated TX T20 908020 100 pc(s)

Special wood screw
4.5 x 35

stainless steel 
V2A

polymer
lubricated TX T20 908021 1.000 

pc(s)

 ■ Technical information
 – For THERM+ H-I and H-V (H-V not in roof area).
 – For the screw connection of base profiles.

Article Material Surface Drive No. PU
Special wood screw
4.5 x 35

stainless steel 
V2A

polymer
lubricated TX T20 908025 1.000 

pc(s)

 ■ Technical information
 – For THERM+ H-I and H-V (H-V not in roof area).
 – For the screw connection of base profiles.
 – Betted for magazine screw driver no. 298510.

Article Material Surface Drive No. PU

Special tapping screw 
ST6.0 x 20 steel

Geomet 500, 
polymer

lubricated
TX T20 908033 100 pc(s)

Special tapping screw 
ST6.0 x 35 steel

Geomet 500, 
polymer

lubricated
TX T20 908034 100 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – No. 908033: for the fixation of steel connector SC no. 430010.
 – No. 908034: for the fixation of steel connector SCL no. 430015 to 430030.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Screws

I-Series/V-Series

Article Material Surface Drive No. PU

Special screw M6 x 25 stainless
steel bright rolled TX T25 908225 100 pc(s)

 ■ Technical information
 – For expansion mullion connection of TC timber connector.

Article Material Surface Drive No. PU
Special wood screw
5 x 50

stainless
steel bright rolled TX T25 908545 100 pc(s)

 ■ Technical information
 – Special design for one-sided TC timber connector

Article Material Surface Drive No. PU

Special screw M12 x 80 Steel 4.6 electrolytically
galvanised - 907605 10 pc(s)

Article Material Surface Drive No. PU

Special screw M10 x 25 stainless steel 
V4A bright rolled - 907505 10 pc(s)

 ■ Technical information
 – For THERM+ A-I and A-V (A-V not in roof area).
 – Use for floor brackets with insertion profile.
 – 1 PU consisting of:

- 10x T-head bolt
- 10x nut M10
- 10x washer.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Screws
I-Series/V-Series

Article Material Surface Drive No. PU
Special tapping screw 
ST4.8 x 38

stainless steel 
V2A

polymer
lubricated TX T20 908554 100 pc(s)

Special tapping screw 
ST4.8 x 50

stainless steel 
V2A

polymer
lubricated TX T20 908555 100 pc(s)

Special tapping screw 
ST4.8 x 70

stainless steel 
V2A

polymer
lubricated TX T20 908556 100 pc(s)

Special tapping screw 
ST4.8 x 90

stainless steel 
V2A

polymer
lubricated TX T20 908557 100 pc(s)

Special tapping screw 
ST4.8 x 130

stainless steel 
V2A

polymer
lubricated TX T20 908558 100 pc(s)

Special tapping screw 
ST4.8 x 170

stainless steel 
V2A

polymer
lubricated TX T20 908559 100 pc(s)

Special tapping screw 
ST4.8 x 210

stainless steel 
V2A

polymer
lubricated TX T20 908560 100 pc(s)

 ■ Technical information
 – For THERM+ H-I and H-V (H-V not in roof area).
 – For TC timber connector.

Article Material Surface Drive No. PU
Special tapping screw 
ST4.8 x 25

stainless steel 
V4A

polymer
lubricated TX T20 908005 100 pc(s)

Article Material Surface Drive No. PU
Special tapping screw 
ST3.9 x 13

stainless steel 
V2A bright rolled cross recess 

PH2 054001 100 pc(s)

 ■ Technical information
 – Accessories:

- End cap no. 054100 to 054102.

Article Material Surface Drive No. PU

Blind rivet 4 x 8 stainless steel/
aluminium bright rolled - 230196 100 pc(s)

 ■ Technical information
 – For drillings Ø 4.1 mm.
 – Clamping area: 3 to 4.5 mm.

Article Material Surface Drive No. PU

Special blind rivet 4.8 x 15 stainless steel/
aluminium bright rolled - 910125 100 pc(s)

 ■ Technical information
 – For drillings Ø 4.9 mm.
 – Clamping area: 4.5 to 11 mm.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Accessories screws

I-Series/V-Series

Article Material Surface No. PU

Screw sleeve 5.5 PVC black 167025 100 pc(s)

 ■ Technical information
 – For pressure profile screws for certified passive house THERM+ A-V (not in roof area).

Article Material Surface No. PU

Punching sleeve 8/25 steel bright rolled 167020 100 pc(s)

 ■ Technical information
 – For T-connectionof fire-resistantcurtain walls THERM+ A-V.

Article Material Surface No. PU

Sealing washer 16 stainless steel bright rolled 012050 100 pc(s)

 ■ Technical information
 – With EPDM gasket for screws Ø 5.5 to 6 mm.

Article Material Surface No. PU

Sealing ring 10 stainless steel bright rolled 012061 100 pc(s)

 ■ Technical information
 – With EPDM gasket for screws Ø 5.5 to 6 mm.

Article Material Surface No. PU

Bullet for screw heads aluminium - 014060 100 pc(s)

 ■ Technical information
 – For burglar resistant curtain wall systems RC2/3.
 – For screw drive hexagon socket SW5.
 – Application with tool no. 015310 or 170725.

Article Material Surface No. PU

Sealing washer 16 stainless steel bright rolled 910060 100 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – With EPDM gasket for screws Ø 5.5 to 6 mm.

Article Material Surface No. PU

Sealing ring 10 stainless steel bright rolled 910061 100 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – With EPDM gasket for screws Ø 5.5 to 6 mm.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Accessories screws
I-Series/V-Series

Article Material Surface No. PU

Cover 11 G silicone grey 014109 100 pc(s)

Cover 11 S silicone black 014110 100 pc(s)

 ■ Technical information
 – For flat pressure profiles with countersunk screw connection.
 – No. 014109 silimar to RAL 7043 (traffic grey).
 – No. 014110 similar to RAL 9017 (traffic black).

Article Material Surface No. PU

Cover 12 W plastic material white 054100 100 pc(s)

Cover 12 G plastic material grey 054101 100 pc(s)

Cover 12 S plastic material black 054102 100 pc(s)

 ■ Technical information
 – For screw no. 054001.

Article Material Surface No. PU

Cover 15 W plastic material white 167075 100 pc(s)

Cover 15 S plastic material black 167076 100 pc(s)

 ■ Technical information
 – For drillings Ø 15.

Article Material Surface No. PU

Protection insert TX25 Zinc - 915110 100 pc(s)

 ■ Technical information
 – For burglar resistant curtain wall series.
 – For screw drive TX T25.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Accessories sealing

I-Series/V-Series

Article Material Surface No. PU
Sealing foil insertable
200 D, piping EPDM black, dry 951015 20 m

Sealing foil insertable
500 D, piping EPDM black, dry 951017 20 m

 ■ Technical information
 – Building connection foil, bonding with glue no. 014015.
 – Vapour-proof, vapour diffusion resistance μ = 140.000.
 – Equivalent to an air layer of Sd 112 m.
 – Unilateral with piping to insert in RAICO profiles.

Article Material Surface No. PU
Sealing foil insertable
200 O, piping EPDM black, dry 951025 20 m

Sealing foil insertable
500 O, piping EPDM black, dry 951027 20 m

 ■ Technical information
 – Building connection foil, bonding with glue no. 014015.
 – Vapour-open, vapour diffusion resistance μ = 20.000.
 – Equivalent to an air layer of Sd = 16 m.
 – Unilateral with piping to insert in RAICO profiles.

Article Material Surface No. PU
Sealing foil insertable
200 D, gluing strips EPDM black with

adhesive strip 951019 20 m

Sealing foil insertable
500 D, gluing stripes EPDM black with

adhesive strip 951021 20 m

 ■ Technical information
 – Building connection foil, bonding with glue no. 014015.
 – Vapour-proof, vapour diffusion resistance μ = 140.000.
 – Equivalent to an air layer Sd = 112 m.
 – Unilateral with glue strip.

Article Material Surface No. PU
Sealing foil insertable
200 O, gluing stripes EPDM black with

adhesive strip 951029 20 m

Sealing foil insertable
500 O, gluing stripes EPDM black with

adhesive strip 951031 20 m

 ■ Technical information
 – Building connection foil, bonding with glue no. 014015.
 – Vapour-open, vapour diffusion resistance μ = 20.000.
 – Equivalent to an air layer Sd = 16 m.
 – Unilateral with glue strip.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Accessories sealing
I-Series/V-Series

Article Width Surface No. PU

Protection film 1250 1250 mm white, RAICO inscription 953005 100 m

Protection film 625 625 mm white, RAICO inscription 953010 100 m

 ■ Technical information
 – For the protection of aluminium, stainless steel and sythetic surfaces.
 – Remove film after 3 months at the latest.
 – One-side adhesive.

Article Material Surface No. PU

Glue for membranes 600 - black 014015 1 pc(s)

 ■ Technical information
 – Glue for breather membrane no. 951005 to 951031.
 – Processing with hand to held squeeze gun no. 014021.
 – Technical data sheet or safety data sheet is to be observed!
 – Content: 600 ml in foil bag.

Article Material Surface No. PU

Hand held squeeze gun - - 014021 1 pc(s)

 ■ Technical information
 – For the processing of no. 014015 for example.
 – For tubular bags 600 ml.

Article Material Surface No. PU

Sealing material D2 MS polymere black 952015 1 pc(s)

 ■ Technical information
 – Sealing compound for the sealing of seams and joints

of EPDM gaskets and synthetic parts.
 – On MS-polymer base.
 – Black, pasty, odour-free.
 – Resistant to UV light and weatherproof.
 – Processing temperature: -5° C to +40° C.
 – Operating temperature: -30° C to +80° C.
 – Technical data sheet is to be observed!
 – Content: 310 ml in nozzle cartridge.

Article Material Surface No. PU

Special Silicon B1 silicone black 952020 1 pc(s)

 ■ Technical information
 – Sealant for the sealing, caulking and gluing of siliconised gaskets.
 – Silicone sealant on the basis of a modified amine system.
 – Black, pasty.
 – UV, weather and ageing-resistant, flame resistant B1.
 – Processing temperature: +5° C to +35° C.
 – Operating temperature: -40° C to +180° C.
 – Technical data sheet is to be observed!
 – Content: 310 ml in nozzle cartridge.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Accessories sealing

I-Series/V-Series

Article Material Surface No. PU

Cleaner 450 - transparent 952000 1 pc(s)

 ■ Technical information
 – Alcoholic solution for cleaning EPDM- and siliconised gaskets.
 – 2-propanol.
 – Fluid, colourless.
 – Flash off time: 10 to 60 minutes.
 – Technical data sheet or safety data sheet is to be observed!
 – Content: 1000 ml in an aluminium bottle.

Article Material Surface No. PU

Loctite 424 - transparent 952023 1 pc(s)

 ■ Technical information
 – For gluing rubber, elastomers, plastics and materials that are difficult to glue.
 – 1-component ethyl cyano-acrylate.
 – Low viscosity.
 – Technical data sheet or safety data sheet is to be observed!
 – Content: 20 g in a synthetic bottle.

Article Material Surface No. PU

Double-sided adhesive tape 19/0.6 polyethylene grey 014040 33 m

 ■ Technical information
 – For the fixation of raw and coated aluminium or synthetic profiles.

Article Material Surface No. PU

PU sealing strip 10/7 polyurethane black 951990 10 m

 ■ Technical information
 – For THERM+ H-I and H-V (H-V not in roof area).
 – Use with expansion base profiles for timber structural expansion profile.
 – One-side adhesive.

Article Material Surface No. PU

Aluminium cleaner - transparent 952009 1 pc(s)

 ■ Technical information
 – Cleaning agent for the final cleaning and removal of non-dried adhesive.
 – Cleans anodised, coated and powder-coated surfaces.
 – Protects the material-specific surfaces and has a strongly degreasing effect.
 – Avoid contact with RAICO protection film.
 – Technical data sheet or safety data sheet is to be observed!
 – Content: 1000 ml in metal screw can.
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THERM+ Product range
Accessories

System width 50/56/76/96 mm
Accessories sealing
I-Series/V-Series

Article Material Surface No. PU

Polyurethane sealing strip 15/8 polyurethane grey 054580 11 m

 ■ Technical information
 – Assembly with ridge profile no. 051004.
 – Vapour-open.
 – One-side adhesive.

Article Material Surface No. PU

Protection cover black plastic material black 014032 100 pc(s)

Protection cover white plastic material white 014033 100 pc(s)

Protection cover grey plastic material RAL 7035 014034 100 pc(s)

 ■ Technical information
 – Fits in slotted hole 35x5.
 – For sheet thicknesses up to 2.2 mm.
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THERM+ Product range
Tools

System width 50/56/76/96 mm
Supporting structure Timber

Series I/Series V

Article No. PU

Tool set in box THERM+ H-I 170605 1 pc(s)

 ■ Technical information
 – For THERM+ H-I.
 – Content:

- 1x no. 170349, 1x no. 170354
- 1x alternatively no. 170351 (50) or 170352 (56) or 170353 (76)
- 1x no. 015004, 1x no. 170375
- 2x no. 170300, 1x no. 170510.

Article No. PU

Tool set in box THERM+ H-V 173605 1 pc(s)

 ■ Technical information
 – For THERM+ H-V (not in roof area).
 – Content:

- 2x no. 170300, 1x no. 173375
- 1x alternatively no. 173351 (50) or 173352 (56) or 173353 (76)
- 1x no. 015004, 1x no. 170354
- 1x no. 173350, 1x no. 170510.

Article No. PU

Drilling jig extension 300 170201 1 pc(s)

 ■ Technical information
 – For THERM+ H-I and H-V (H-V not in roof area).
 – For TC timber connector SOLO and KOMBI.
 – For depths of the structural profile up to 300 mm.
 – Utilisation with no. 170206.

Article No. PU

Drilling jig mullion 240 170206 1 pc(s)

 ■ Technical information
 – For THERM+ H-I and H-V (H-V not in roof area).
 – For TC timber connector SOLO and KOMBI.
 – For depths of the structural profile up to 240 mm.

Article No. PU

Drilling jig transom TC 170217 1 pc(s)

 ■ Technical information
 – For THERM+ H-I and H-V (H-V not in roof area).
 – For TC timber connector SOLO and KOMBI.
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THERM+ Product range
Tools

System width 50/56/76/96 mm
Supporting structure Timber
Series I/Series V

Article No. PU

Milling jig transom T-connector 170211 1 pc(s)

	■ Technical information
	– For THERM+ H-I and H-V (H-V not in roof area).
	– For TC timber connector SOLO and KOMBI.

Article No. PU

Adapter socket mullion D 170208 1 pc(s)

	■ Technical information
	– For THERM+ H-I and H-V (H-V not in roof area).
	– For expansion profiles of TC timber connector SOLO and KOMBI.
	– For the adjustment of the drillhole diameter at the drilling jig.

Article No. PU

Adapter socket mullion E 170209 1 pc(s)

	■ Technical information
	– For THERM+ H-I and H-V (H-V not in roof area).
	– For the unilateral connection type 1 of the TC timber connector SOLO and KOMBI.
	– For the adjustment of the drillhole diameter at the drilling jig.

Article No. PU

Subland milling jig 22/10 170251 1 pc(s)

	■ Technical information
	– For the milling of the transom of the TC timber connector.
	– For use with 30 mm cutter tip.
	– Speed: max. 22,000 rpm, direction of rotation: right.
	– Feed: approx. 2 to 6 m per min, depending on the density of the wood.

Article No. PU

Magazine screw driver in box 298510 1 pc(s)

	■ Technical information
	– For THERM+ H-I and H-V (H-V not in roof area).
	– For the fast screwing of base profiles.
	– Accessories: 

- Positioning foot no. 170631 to 170633 
- Wood screw taped no. 908025.
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THERM+ Product range
Tools

System width 50/56/76/96 mm
Supporting structure Timber

Series I/Series V

Article No. PU

Positioning foot for base profile 50, 76, 96 170635 1 pc(s)

Positioning foot for base profile 56, 76, 96 170636 1 pc(s)

	■ Technical information
	– For base profile THERM+ H-I and H-V (H-V not in roof area).
	– No. 170635 for system widths 50, 76 and 96 mm.
	– No. 170636 for system widths 56, 76 and 96 mm.
	– Utilisation with subland drill no. 298510.

Article No. PU

Replacement bit TX 20 170629 1 pc(s)

	■ Technical information
	– Replacement part for subland drill no. 298510.
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THERM+ Product range
Tools

System widths 50/56/76 mm
Supporting structure Steel
Series I

Article No. PU

Adaptor shoe 12 015002 2 pc(s)

Adaptor shoe 7 015002.1 2 pc(s)

Adaptor shoe 9.5 015002.3 2 pc(s)

Adaptor shoe 8 015002.4 2 pc(s)

Adaptor shoe 5 015002.5 2 pc(s)

Compensation flat section 8 015002.6 2 pc(s)

Compensation flat section 18 015002.7 2 pc(s)

Compensation flat section 3 015002.8 2 pc(s)

 ■ Technical information
 – To adjust the welding devices to diverse widths of structural profiles.
 – Selection see Processing steel.

Article No. PU

Tool set in box THERM+ S-I 170600 1 pc(s)

 ■ Technical information
 – For THERM+ S-I.
 – Content:

- 1x no. 170100
- 1x alternatively no. 015002 to no. 015002.8
- 2x no. 015011, 1x no. 170375
- 1x no. 015004, 1x no. 170349
- 1x alternatively no. 170351 (50) or no. 170352 (56) or no. 170353 (76)
- 1x no. 170354, 2x no. 170300.

Article No. PU

Welding device 170100 1 pc(s)

 ■ Technical information
 – For THERM+ S-I.
 – For axial positioning of all THERM+ S-I base profiles in 3 mm distance

of the structural profile.
 – For structural profile widths from 50 to 100 mm.
 – Accessories:

- Adaptor shoes no. 015002 to 015002.8 for each width of structural profile.

Article No. PU

Welding device adjustable 170110 1 pc(s)

 ■ Technical information
 – For THERM+ S-I.
 – For axial positioning of all THERM+ S-I base profiles in 3 mm distance

of the structural profile.
 – Width adjustment from 50 to 140 mm.
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THERM+ Product range
Tools

System widths 50/56/76 mm
Supporting structure Steel

I-Series

Article No. PU

Welding jig for steel connector 015200 1 pc(s)

 ■ Technical information
 – For the fixation of the welding plate no. 016300.
 – Adjustable for mullion widths from 50 to 100 mm.

Article No. PU

Installation tool 015210 1 pc(s)

 ■ Technical information
 – Assembly tool for sealing pieces no. 016800 to 016890.

Article No. PU

Welding pliers 015011 1 pc(s)

 ■ Technical information
 – For the maintencance of the 3 mm distance between base profile and structural profile.

Article No. PU

Welding device adjustable axe 170115 1 pc(s)

 ■ Technical information
 – For THERM+ S-I.
 – For axial positioning of all THERM+ S-I base profiles in 3 mm distance of the structural profile.
 – Width adjustment from 50 to 170 mm (170 mm only when base profile is placed centered).
 – Axial change for lateral offset of base profiles.
 – Adaptor shoe 9.5 no. 015002.3 included.

Article No. PU

Drilling jig transom S 2 440260 1 pc(s)

Drilling jig transom S 3 440261 1 pc(s)

 ■ Technical information
 – For THERM+ S-I and FS-I.
 – No. 440260 for wall thicknesses of the profile < 3 mm.
 – No. 440261 for wall thicknesses of the profile ≥ 3 mm.
 – For all versions of the steel connector SC and SCL.
 – For glass carrier variants L, H and CG.

Article No. PU

Sawing and milling jig base profile 440250 2 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – For the base profiles no. 168420 and 168425.



2020196

THERM+ Product range
Tools

System widths 50/56/76 mm
Supporting structure Steel
I-Series

Article No. PU

Drilling template SC 2 440285 2 pc(s)

Drilling template SC 3 440287 2 pc(s)

Drilling template SCL 2 440289 2 pc(s)

Drilling template SCL 3 440291 2 pc(s)

 ■ Technical information
 – For THERM+ S-I and FS-I.
 – No. 440285 and 220289 for wall thicknesses of the profile < 3 mm.
 – No. 440287 and 220291 for wall thicknesses of the profile ≥ 3 mm.
 – For use with no. 440280.
 – For drillings in the mullion profile of steel connector SC or SCL.

Article No. PU

Hole saw 41 440400 1 pc(s)

 ■ Technical information
 – For THERM+ S-I and FS-I.
 – For the processing of steel connector SC.
 – For use in combination with no. 440401 and 440402.

SC

SCL

Article No. PU

Base body drilling template mullion 440280 1 pc(s)

 ■ Technical information
 – For THERM+ S-I and FS-I.
 – For structural profile widths 50 to 100 mm.
 – For structural profile depths up to 200 mm.
 – For use with no. 440285 to 440291.
 – For drillings in the mullion profile of steel connector SC and SCL.

Article No. PU

Drilling jig mullion steel-aluminium 2 170130 1 pc(s)

Drilling jig mullion steel-aluminium 3 170131 1 pc(s)

 ■ Technical information
 – For mullion THERM+ S-I and FS-I with THERM+ A-I transom.
 – No. 170130 for wall thicknesses of the profile < 3 mm.
 – No. 170131 for wall thicknesses of the profile ≥ 3 mm.
 – For system width 50 and 56 mm.
 – For RAICO threaded tubes and commercially available steel tubes

with a width of 50, 60, 70, 80, 90 and 100 mm.
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THERM+ Product range
Tools

System widths 50/56/76 mm
Supporting structure Steel

I-Series

Article No. PU

Screw coupling T25 441250 1 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – For a professional tightening of the pressure profile screws.

Article No. PU

AccuBird Pro 298530 1 pc(s)

 ■ Technical information
 – For the riveting of the blind rivet no. 910125.
 – Accessories:

- Mouthpiece no. 298531.

Article No. PU

Height control screw head 441260 1 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – For checking the screw tightening torque.
 – For use with visible, concealed and sunk screw connections.
 – For use with toggle 20/58 SG no. 164611 or 164612.

Article No. PU

Pilot drill 93 440401 1 pc(s)

 ■ Technical information
 – For THERM+ S-I and FS-I.
 – For the processing of steel connector SC.
 – For use in combination with no. 440400 and 440402.

Article No. PU

Hang up cup 440402 1 pc(s)

 ■ Technical information
 – For THERM+ S-I and FS-I.
 – For the processing of steel connector SC.
 – For use in combination with no. 440400 and 440401.
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THERM+ Product range
Tools

System widths 50/56/76 mm
Supporting structure Steel
I-Series

Article No. PU

Mouthpiece 17/29 298531 1 pc(s)

 ■ Technical information
 – For the riveting of the blind rivet no. 910125.
 – For use with no. 298530.
 – Special length 20 mm.

Article Length mm No. PU

Spacer 20/100 100 170720 10 pc(s)

 ■ Technical information
 – For THERM+ S-I and FS-I.
 – For use as a depth stop during the mullion processing for SC and SCL connectors.
 – Protection for drilling jigs no. 440260, 440261 and inserts for drilling jigs no. 440285, 

440287, 440290, 440291.
 – Spacer has to be shortened to the required length.
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THERM+ Product range
Tools

System width 50/56 mm
Supporting structure Aluminium

Series I/Series V

Article No. PU

Tool set in box THERM+ A for frame processing 170610 1 pc(s)

Tool set in box THERM+ A for stick processing 170611 1 pc(s)

 ■ Technical information
 – For THERM+ A-I.
 – Content for both tool boxes:

- 1x no. 170030
- Alternatively 1x no. 170035 (50) to no. 170043 (56)
- 2x no. 170300, 1x no. 170375
- 1x no. 015004, 1x no. 170354
- 1x no. 170021.

 – Additional content for no. 170610 (in case of frame fabrication with notching tool):
- 1x no. 170349, alternatively 1x no. 170351 or no. 170352.

 – Additional content for no. 170611 (in case of stick fabrication with cutting scissors):
- 1x no. 170400, alternatively 1x no. 170415 or no. 170416.

Article No. PU

Tool set in box THERM+ A-V for frame processing 173610 1 pc(s)

Tool set in box THERM+ A-V for stick processing 173611 1 pc(s)

 ■ Technical information
 – For THERM+ A-V (not in roof area).
 – Content for both tool boxes:

- 1x no. 170030
- Alternatively 1x no. 170035 (50) or no. 170040 (56) or
  no. 170036, 170041, 173038, 173039.
- 2x no. 170300, 1x no. 173375
- 1x no. 015004, 1x no. 170354
- 1x no. 170021
- Alternatively 1x no. 170036 (50) or no. 170041 (56).

 – Additional content for no. 170610 (in case of frame fabrication with notching tool):
- 1x no. 173350, alternatively 1x no. 173351 or no. 173352.

 – Additional content for no. 170611 (in case of stick fabrication with cutting scissors):
- 1x no. 170400, alternatively 1x no. 173415 or no. 173416.

Article No. PU

Base body drilling jig for T-connectors 170030 1 pc(s)

 ■ Technical information
 – For THERM+ A-I and A-V (A-V not in roof area).
 – Base body for insertion of drill templates no. 170035 to no. 170043, 170071, 170072, 

173038, 173039.
 – For drills for T-connector in aluminium mullion profiles.
 – For system widths 50 and 56 mm.
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THERM+ Product range
Tools

System width 50/56 mm
Supporting structure Aluminium
Series I/Series V

Article No. PU

Drilling template for T-connector I/V 170021 1 pc(s)

 ■ Technical information
 – For THERM+ A-I (without U profile) and A-V (with U profile; A-V not in roof area).
 – For holes for T-connector in aluminium transom profiles.
 – For system widths 50 and 56 mm.

Article No. PU

Drilling template for self-production of T-connector 170022 1 pc(s)

 ■ Technical information
 – For THERM+ A-I and A-V (A-V not in roof area).
 – To drill holes for T-connector in case of self-fabrication.
 – For system widths 50 and 56 mm.

Article Range of application No. PU

Drilling template for T-connector Rectangular profiles 50 170035 2 pc(s)

Drilling template for T-connector T-connector set N50 170036 2 pc(s)

Drilling template for T-connector Expansion profiles 50,
direct screw connection 170037 2 pc(s)

Drilling template for T-connector T-shaped profiles 50, A-I 170038 2 pc(s)

Drilling template for T-connector T-connector set 50 TR, A-I 170039 2 pc(s)

Drilling template for T-connector Spring bolt 50 170071 2 Stk

Drilling template for T-connector Rectangular profiles 56 170040 2 pc(s)

Drilling template for T-connector T-connector set N56 170041 2 pc(s)

Drilling template for T-connector Expansion profiles 56,
direct screw connection 170042 2 pc(s)

Drilling template for T-connector T-shaped profiles 56, A-I 170043 2 pc(s)

Drilling template for T-connector Spring bolt 56 170072 2 pc(s)

Drilling template for T-connector V T-shaped profiles 50, A-V 173038 2 pc(s)

Drilling template T-connector 50 V T-connector set 50 TR, A-V 173039 1 pc(s)

Drilling template for T-connector Eaves and ridge connections 174035 1 pc(s)

 ■ Technical information
 – For THERM+ A-I and A-V (A-V not in roof area).
 – Application with drilling jig for T-connectors no. 170030.
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THERM+ Product range
Tools

System width 50/56/76 mm
Cutting and notching tools

I-Series/V-Series

Article No. PU

Cutting and notching tool 170470 1 pc(s)

Length stop for 170470 170470.1 1 pc(s)

 ■ Technical information
 – For all THERM+ gaskets up to a system width of 76 mm.
 – With insert for straight cut.
 – With length stop 4.0 m.
 – Depending on gasket, extension set system no. 170475 to 170478 is needed.

Article Range of application No. PU
Extension set I Interior gaskets I-series 170475 1 set

Extension set V Interior gaskets V-series,
with conversion kit 170476 1 set

Extension set E2 I Interior gaskets I-series level 2 170477 1 pc(s)
Extension set E2 V Interior gaskets V-series level 2 170478 1 pc(s)

 ■ Technical information
 – For interior gaskets THERM+ I and V (V not in roof area).

Article Range of application No. PU
Notching tool adjustable 45° to 90° Interior gaskets up to 76 mm 015008 1 pc(s)
Notching tool adjustable 45° to 90° Interior gaskets up to 100 mm 170325 1 pc(s)
Notching tool adjustable 30° to 90° Interior gaskets up to 76 mm 170379 1 pc(s)

 ■ Technical information
 – For THERM+ I- and V-series (V-series not in roof area).
 – For cutting interior gaskets.

Article Range of application No. PU
Notching tool for transom gasket I-series up to 100 mm, adjust. 45° to 90° 170310 1 pc(s)
Notching tool for transom gasket I-series up to 76 mm, adjustable 45° to 90° 170375 1 pc(s)
Notching tool for transom gasket I-series up to 76 mm, adjustable 30° to 90° 170376 1 pc(s)

Notching tool interior gasket E2 I-series up to 76 mm, adjustable 45° to 90° 
level 2 170380 1 pc(s)

Notching tool interior gasket E2 I-series up to 76 mm, adjustable 30° to 90° 
level 2 170381 1 pc(s)

Notching tool transom gasket roof I-series up to 96 mm,
notching and punching Ø 6 mm 170382 1 pc(s)

Notching tool gasket for tansom 26 I-series height 26 mm up to 76 mm
level 2, adjustable 45° to 90° 170385* 1 pc(s)

Notching tool gasket transom 26 E2 I-series height 26 mm up to 76 mm
adjustable 45° to 90° 170384* 1 pc(s)

Notching tool V V-series up to 76 mm, adjustable 45° to 90° 173375 1 pc(s)

Notching tool E2 V-series up to 76 mm, adjustable 45° to 90° 
level 2 173380 1 pc(s)

 ■ Technical information
 – For THERM+ I- and V-series (V-series not in roof area).
 – For interior gaskets type S, L and D.
 – For interior gaskets type D (steel curtain wall S-I) remove press pad.

*Time of delivery on demand.
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THERM+ Product range
Tools

System width 50/56/76 mm
Cutting and notching tools
Series I/Series V

Article No. PU

Replacement blades 015006.1 10 pc(s)

	■ Technical information
	– For tools no. 015008, 170375, 170380, 170385, 170470, 173375 and 173380.

Article Range of application No. PU

Notching tool 50/56 adjustable Interior gaskets I-series 
50 and 56 mm, adjustable 45° to 90° 170368 1 pc(s)

Notching tool 76 adjustable Interior gaskets I-series 
76 mm, adjustable 45° to 90° 170369 1 pc(s)

Notching tool 50/56 adjustable Interior gaskets I-series 
50 and 56 mm, adjustable 30° to 90° 170378 1 pc(s)

Notching tool 50/56 V adjustable Interior gaskets V-series 
50 and 56 mm, adjustable 45° to 90° 173368 1 pc(s)

	■ Technical information
	– For interior gaskets THERM+ I and V (V not in roof area).
	– For notching the mullion gaskets.
	– Replacement blades included in delivery.

Article No. PU

Adaptor knife 50/56/76 E3 170367 4 pc(s)

	■ Technical information
	– For notching no.170368 and 170369 for interior gaskets in the 3rd drainage level.

Article No. PU

Gasket punch 98/4 170395 1 pc(s)

	■ Technical information
	– For THERM+ I- and V-series (V-series not in roof area).
	– For notching holes for the scaffolding fixture.
	– With equipment for both series.

Article No. PU

Replacement blades 170396 1 pc(s)

	■ Technical information
	– For gasket punch 98/4 no. 170395.

Article No. PU

Replacement blades 170411 1 pc(s)

	■ Technical information
	– For tool no. 170376, 170379, 170381, 170310 and 170325.



2020 203

To
ol

s

THERM+ Product range
Tools

System width 50/56/76 mm
Cutting and notching tools

Series I/Series V

Article No. PU

Gasket friction stay base element 170400 1 pc(s)

 ■ Technical information
 – For THERM+ I- and V-series (V-series not in roof area).
 – Utilisation with adaptor knife sets from no. 170401 (I) resp. 173415 (V).
 – Adaptor knife set see table.

Article Range of application No. PU
Adaptor knife set 50 Insulating blocks 50 mm I + V 170401 1 set
Adaptor knife set 56 Insulating blocks 56 mm I + V 170402 1 set
Adaptor knife set 76 Insulating blocks 76 mm I + V 170403 1 set
Adaptor knife set F Base gasket for transom 50/56/76 I + V 170407 1 set
Adaptor knife set SG Insulating blocks SG I + V 170409 1 set
Adaptor knife set A 50 Aluminium stick fabrication 50 mm I 170415 1 set
Adaptor knife set A 56 Aluminium stick fabrication 56 mm I 170416 1 set
Adaptor knife set A50 E3 3rd drainage level 50 I 170420 1 set
Adaptor knife set A56 E3 3rd drainage level 56 I 170421 1 set

Adaptor knife set SC Steel stick fabrication 50, 56 I
with steel connector SC 170432 1 set

Adaptor knife set SCL Steel stick fabrication 50, 56 I
with steel connector SCL 170433 1 set

Adaptor knife 50 Mullion gasket for continuous transom 
profile 50 mm I + V 170480 1 set

Adaptor knife 56 Mullion gasket for continuous transom 
profile 56 mm I + V 170481 1 set

 ■ Technical information
 – For THERM+ I- and V-series (V-series not in roof area).
 – Use with no. 170400.

Article No. PU

Perforated dish 6 170424 1 pc(s)

 ■ Technical information
 – For interior gaskets THERM+ I.
 – For punching the holes in sealing cap of transom sealing pieces D.
 – Fixation agents included in set.
 – Utilisation with no. 170400.

Article Range of application No. PU

Adaptor knife set A50 V Stick fabrication 50 mm 173415 1 pc(s)

Adaptor knife set A56 V Stick fabrication 56 mm 173416 1 pc(s)

Adaptor knife set A50 E3 V Stick fabrication 50 mm level 3 173420 1 pc(s)

Adaptor knife set A56 E3 V Stick fabrication 56 mm level 3 173421 1 pc(s)

 ■ Technical information
 – For THERM+ A-V (not in roof area).
 – Use with no. 170400.
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THERM+ Product range
Tools

System width 50/56/76 mm
Cutting and notching tools
I-Series/V-Series

Article No. PU
Gasket friction stay 45° to 90° 015004 1 pc(s)

 ■ Technical information
 – For cutting gaskets up to system width 56 mm.
 – Adjustable from 45° to 90°.

Article No. PU
Gasket friction stay 90° 015005 1 pc(s)

 ■ Technical information
 – For cutting gaskets up to system width 56 mm.

Article No. PU

Notching tool 100 170335 1 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – For notching the interior mullion gaskets up to a width of 100 mm.
 – Accessories:

- Adaptor knife no. 170332 to no. 170362.

Article Range of application No. PU
Replacement blades 50, 56 No. 170401, 170402 170405 1 set
Replacement blades 76 No. 170403, 170409 170406 1 set
Replacement blades set F No. 170407 170408 1 set
Replacement blade No. 170490, 170491, 170492, 170493 170495 1 pc(s)

Article Range of application No. PU

Interchangeable insert E1 I Transom gaskets I 170490 1 pc(s)

Interchangeable insert E1 V Transom gaskets V 170491 1 pc(s)

 ■ Technical information
 – For THERM+ I- and V-series (V-series not in roof area).
 – Use with no. 170400.

Article No. PU

Notching tool 170349 1 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – For notching the interior mullion gaskets up to a width of 76 mm.
 – Accessories:

 - Adaptor knife no. 170340 to no. 170362, exept no. 170332.
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THERM+ Product range
Tools

System width 50/56/76 mm
Cutting and notching tools

I-Series/V-Series

Article Range of application No. PU
Adaptor knife 50 V Mullion gasket 50 mm 173351 2 pc(s)
Adaptor knife 56 V Mullion gasket 56 mm 173352 2 pc(s)
Adaptor knife 76 Mullion gasket 76 mm 173353 2 pc(s)
Adaptor knife 50 E3 V Interior gasket 50 mm level 3 173356 2 pc(s)
Adaptor knife 56 E3 V Interior gasket 56 mm level 3 173357 2 pc(s)
Adaptor knife F 50 V Base gasket for transom 50 V 173360 1 pc(s)
Adaptor knife F 56 V Base gasket for transom 56 V 173361 1 pc(s)

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – For notching tool no. 173350.

Article Range of application No. PU
Adaptor knife DF 50 Base gasket for transom D 50 mm 170340 1 pc(s)
Adaptor knife DF 56 Base gasket for transom D 56 mm 170341 1 pc(s)
Adaptor knife DF 76 Base gasket for transom D 76 mm 170342 1 pc(s)
Adaptor knife 50 Mullion gasket 50 mm 170351 2 pc(s)
Adaptor knife 56 Mullion gasket 56 mm 170352 2 pc(s)
Adaptor knife 76 Mullion gasket 76 mm 170353 2 pc(s)
Adaptor knife 96 Mullion gasket 96 mm (only with no. 170335) 170332 2 pc(s)
Adaptor knife 50 E3 3rd drainage level 50 mm 170356 2 pc(s)
Adaptor knife 56 E3 3rd drainage level 56 mm 170357 2 pc(s)
Adaptor knife 76 E3 3rd drainage level 76 mm 170358 2 pc(s)
Adaptor knife F 50 Base gasket for transom S and L 50 mm 170360 1 pc(s)
Adaptor knife F 56 Base gasket for transom S and L 56 mm 170361 1 pc(s)
Adaptor knife F 76 Base gasket for transom S and L 76 mm 170362 1 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – For notching tool no. 170335 and 170349.

Article No. PU

Guide pin set I 170336 2 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – For the modification of notching tool no. 170350 to 170349.
 – For use in case of shortened transom screw channel (e.g. steel connector SC).

Article No. PU

Notching tool V 173350 1 pc(s)

 ■ Technical information
 – For THERM+ V series (not in roof area).
 – Up to a width of 76 mm.
 – For notching the interior mullion gaskets.
 – Accessories:

- Adaptor knife no. 173351 to no. 173361.
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THERM+ Product range
Tools

System width 50/56/76 mm
Cutting and notching tools
Series I/Series V

Article No. PU

Knife for compensation gaskets 170710 1 pc(s)

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – Tool for cutting the interior gaskets with compensation of the glass infill thickness.

Article No. PU
Modification set interior gasket 26 170430* 1 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – For interior gaskets with a heigt of 26 mm.
 – Utilisation with notching tool no. 170349.

Article No. PU

Knife for compensation gaskets 170715 1 pc(s)

 ■ Technical information
 – For THERM+ V-series (not in roof area).
 – Use to cut off sealing lip of interior gaskets with compensation of the glass infill thickness.

*Time of delivery on demand.

Article No. PU
Modification set notching tool timber stick processing 170425 1 pc(s)

 ■ Technical information
 – For THERM+ H-I.
 – For interior gaskets for stick fabrication.
 – For mullions widths from 50 to 100 mm.
 – Utilisation with notching tool no. 170349.

Article Range of application No. PU
Replacement blades No. 170340, 170341, 170342 015007.12 10 pc(s)

Replacement blades

No. 170351 to 170353, 170331, 170356 to 
170358, 170367 to 170369, 170378, 
170415, 170416, 170420, 170421, 173351
to 173353, 173356, 173357, 173367, 
173368, 173415, 1734166

170354 10 pc(s)

Article Range of application No. PU
Replacement blades F 50 No. 170360, 173360 170363 1 set
Replacement blades F 56 No. 170361, 173361 170364 1 set
Replacement blades F 76 No. 170362 170365 1 set
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THERM+ Product range
Tools

System width 50/56/76 mm
Cutting and notching tools

Series I/Series V

Article No. PU

Notching knife for insulating block P 170530 1 pc(s)

 ■ Technical information
 – For notching of insulating block P.

Article No. PU

Magazine for RC drive-in bullet 015310 1 pc(s)

Magazine for RC drive-in bullet 170725 1 pc(s)

 ■ Technical information
 – For fixing the bullets for screw heads no. 014060

on the burglar resistant curtain wall RC2 and RC3.
 – No. 170725 for countersunk cylinder head screws.

Article No. PU

Double gasket roller 170301 1 pc(s)

 ■ Technical information
 – For interior and exterior gaskets.

Article No. PU

Gasket tool HD 170302 1 pc(s)

 ■ Technical information
 – For half gaskets.

Article No. PU

Dismantling tool for cover profile 015220 1 pc(s)

Replacement spring 015220.1 1 pc(s)

 ■ Technical information
 – For the posterior removal of aluminium cover profiles.

Article No. PU

Gasket roller 170300 1 pc(s)

 ■ Technical information
 – For interior and exterior gaskets.
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THERM+ Product range
Tools

System width 50/56/76 mm
Cutting and notching tools
Series I/Series V

Article No. PU

Toggle assembly key SG 170750 1 pc(s)

 ■ Technical information
 – For THERM+ SG2.
 – Used to place and turn the SG toggles no. 164611 or 164612 into the U profile

in the glass edge.
 – With height adjustable guide washer.

Article No. PU

Punching steel 50/12 170390 1 pc(s)

 ■ Technical information
 – For THERM+ I-series.
 – For punching the interior gaskets in case of penetrating parts.

Article No. PU

Assembly aid 015230 100 pc(s)

 ■ Technical information
 – For THERM+ I- and V-series (V-series not in roof area).
 – For system widths 50, 56, 76 mm.
 – For temporary fixation of the glass (use gaskets and screws like for normal glazing).

Article No. PU

Screw guidance set 170730 1 pc(s)

 ■ Technical information
 – For THERM+ I- and V-series (V-series not in roof area).
 – For system widths 50, 56, 76 mm.
 – For the straight guidance of pressure profile screws.

Article No. PU

Assembly aid for heavy glass weight 170705 1 pc(s)

 ■ Technical information
 – For pane loads up to 800 kg.
 – Use always in pair.
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THERM+ Product range
Tools

System width 50/56/76 mm
Drills and countersinks

Series I/Series V

Article No. PU
Drill 9 170502 1 pc(s)

 ■ Technical information
 – Ø 9 mm.
 – To drill the pressure and cover profiles in sun protection fixation.
 – Spare part for drilling set no. 170500.
 – Incl. hexagon socket screw key.

Article No. PU
Subland drill 4.5/8 171005 1 pc(s)

 ■ Technical information
 – Ø 4.5 mm/Ø 8 mm.
 – For drilling of the T-connectors in T-shaped curtain walls for unilateral T-connection.

Article No. PU
Subland drill 6.6/11 171010 1 pc(s)

 ■ Technical information
 – Ø 6.6 mm/Ø 11 mm.
 – For drilling the visible and countersunk screwed flat pressure profiles.

Article No. PU
Subland drill 6.0/10.5 015501 1 pc(s)

 ■ Technical information
 – Ø 6 mm/Ø 10.5 mm.
 – For drilling the visible and countersunk screwed pressure profiles.

Article No. PU
Timber drill 12 171050 1 pc(s)

 ■ Technical information
 – Ø 12 mm.
 – With center point.
 – For drillings of mullion profiles for TC timber connector.

Article Ø drill No. PU
Twist drill 4.3 4.3 mm 171043 10 pc(s)
Twist drill 4.6 4.6 mm 171046 10 pc(s)
Twist drill 5.1 5.1 mm 171051 10 pc(s)
Twist drill 5.3 5.3 mm 171053 10 pc(s)
Twist drill 5.6 5.6 mm 171056 10 pc(s)
Twist drill 6.4 6.4 mm 171064 10 pc(s)
Twist drill 5.0 5.0 mm 171150 10 pc(s)
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THERM+ Product range
Tools

System width 50/56/76 mm
Drills and countersinks
I-Series/V-Series

Article No. PU

Drilling set for sun protection fixtures 170500 1 pc(s)

 ■ Technical information
 – For predrilling the holes for fixation agents of sun protection.
 – Adjusted for all aluminium pressure and cover profiles.
 – Content:

- Drilling jig
- Drill Ø 9 mm with stop
- Bevel milling head Ø 14.5 mm with stop
- Bevel milling head Ø 19.5 mm with stop
- Reversible jaws for system width 50, 56 and 76 mm.

Article No. PU

Bevel milling head 14.5 170501 1 pc(s)

 ■ Technical information
 – Ø 14.5 mm.
 – To drill the pressure and cover profiles in sun protection fixation.
 – Spare part for drilling set no. 170500.
 – Incl. hexagon socket screw key.

Article No. PU

Timber drill 4 171061 1 pc(s)

 ■ Technical information
 – Ø 4.0 mm.
 – For drillings of transom profiles for TC timber connector.
 – For use with drilling jig no. 170217.

Article No. PU

Screw insert TX 20 170510 1 pc(s)

 ■ Technical information
 – For the easier drilling of special timber screw no. 908020 and 908021.

Article No. PU

Bit elongation 200 mm 441262 1 pc(s)

 ■ Technical information
 – For THERM+ FS-I.
 – Screw bit elongation for screw connection of the fixation units no. 166211 and 

166212.
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THERM+ Product range
Tools

System width 50/56/76 mm
Drills and countersinks

Series I/Series V

Article No. PU

Bevel milling head 16.5 170505 1 pc(s)

 ■ Technical information
 – For THERM+ A-I.
 – Ø 16.5 mm.
 – For drilling the aluminium structural profiles of the angle connector.

Article No. PU

Bevel milling head 19.5 170503 1 pc(s)

 ■ Technical information
 – Ø 19.5 mm.
 – To drill the pressure and cover profiles in sun protection fixation.
 – Spare part for drilling set no. 170500.
 – Incl. hexagon socket screw key.
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THERM+ Product range
Tools

System width 50/56/76 mm
Punching tools and accessories
Series I/Series V

Article No. PU

Pneumatic hand punch 298505 1 pc(s)

 ■ Technical information
 – For processing of the aluminium profiles in all THERM+ curtain walls, FRAME+

and WING window systems.
 – Accessories:

- Angle for table fixture no. 298506, punching tool acc. to application.

Article No. PU

Angle for table fixture of pneumatic hand punch 298506 2 pc(s)

 ■ Technical information
 – For the table assembly of pneumatic hand punch no. 298505.

Article No. PU

Adapter punch tool pneumatic hand punch 298505 298109 1 pc(s)

 ■ Technical information
 – Adapter for no. 298100 for the assembly of the interchangeable adapters.

Article No. PU

Interchangeable adapter slotted hole 30x5 015121 1 pc(s)

 ■ Technical information
 – For the pneumatic punch no. 298505.
 – To punch slotted holes 30x5 mm into pressure and cover profiles.

Article No. PU

Interchangeable adapter slotted hole 12x5 170050 1 pc(s)

 ■ Technical information
 – For the pneumatic punch no. 298505.
 – To punch slotted holes 12x5 mm into base profiles.

Article No. PU

Interchangeable adapter 2x 6x9 173055 1 pc(s)

 ■ Technical information
 – For THERM+ A-I and A-V (A-V not in roof area).
 – For pneumatic punch no. 298505.
 – To punch holes with Ø 6 mm in transom profile for subsequent connection

with T-connector and combined curtain wall.
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THERM+ Product range
Tools

System width 50/56/76 mm
Punching tools and accessories

Series I/Series V

Article No. PU

Interchangeable adapter 2x 6x27 173060 1 pc(s)

 ■ Technical information
 – For THERM+ A-I and A-V (A-V not in roof area).
 – For pneumatic punch no. 298505.
 – To punch holes with Ø 6 mm in transom profile for T-connection

with T-connector 25 to 200 and spring bolt.

Article No. PU

Interchangeable adapter slotted hole 12x5 170065 1 pc(s)

 ■ Technical information
 – For THERM+ A-I and A-V (A-V not in roof area).
 – For pneumatic hand punch no. 298505.
 – For notching the holes in expansion transom profile for T-connection.
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THERM+ Product range
Tools

System width 50/56/76 mm
Punching tools and accessories
Series I/Series V

Article No. PU

Multi functional punching tool curtain wall 298525 1 pc(s)

 ■ Technical information
 – For rational processing of curtain wall profiles.
 – Up to 3 mm material thickness.
 – For system width 50, 56 and 76 mm.
 – Possible punches:

- Structural profiles A-I and A-V: 2x Ø 6 for T-connection
- Base profiles H-I and H-V: 4x SH 12x5 for additional screw connection on glass support
- Cover profiles: 1x SH 30x4 for pressure equalization/drainage
- Pressure profiles: 1x SH 20x12 for sealing pieces167140 to 167147
- Pressure profiles: 1x Ø 6,5 for pressure profile screws (also for pressure profiles
 for timber cover profile)
- Pressure profiles: 1x SH 20x5 for pressure equalization/drainage
- Pressure profiles: 1x SH 40x4 for pressure equalization/drainage
- Pressure profiles for timber cover profile: 1x Ø 8 for pressure equalization/drainage.

 – Scope of delivery:
- Pneumatic punch
- Instruction manual
- Foot pedal
- Related compressed air-hoses
- Length lock.
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THERM+ Product range
Tools

System width 50/56/76 mm
Punching tools and accessories

Series I/Series V

Article No. PU

Adaptor tool ventilation pressure profiles 298182 1 pc(s)

 ■ Technical information
 – For the multifuncitonal punching tool 2 no. 298100.
 – For processing of cover and pressure profiles THERM+.
 – For bevelled cover and pressure profiles (use in roof area).
 – Hole for pressure profile for ventilation/drainage (slotted hole 20x5 mm).
 – Hole for pressure profile for ventilation/drainage (slotted hole 40x4 mm).
 – Hole for cover profile for ventilation/drainage (slotted hole 30x4 mm).

Article No. PU

Multi functional punching tool 2 298100 1 pc(s)

 ■ Technical information
 – For the processing of aluminium profiles for all THERM+, WING

and FRAME+ systems.
 – Automatic air vent included.
 – Accessories:

- No. 298101, 298102
- Exchange tools on demand.

Article No. PU

Table for multi functional punching tool 2 298101 1 pc(s)

 ■ Technical information
 – For the safe assembly of the multifunctional punching tool 2 no. 298100.

Article No. PU

Length lock for pneumatic punch 2 298102 1 pc(s)

 ■ Technical information
 – For multifunctional punching tool no. 298100.

Article No. PU

Adaptor tool structural profile 298180 1 pc(s)

 ■ Technical information
 – For THERM+ A-I and A-V (A-V not in roof area).
 – For the multifunctional punching tool 2 no. 298100.
 – For the processing of the structural profiles.
 – Drill 2x SH 12x5 mm for expansion transom of aluminium T-connector.
 – Drill 2x Ø 6 mm for all other aluminium T-connectors.
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Technical Conditions

1. General Conditions
All RAICO products have been developed or selected for usage
in the construction of façades, windows, and doors. They are 
meant to be assembled by specialized companies following the 
acknowledged technical regulations, in particular as applicable to 
constructing façades, windows, and doors, and also following all 
directives, norms, regulations and recommendations which are 
standards within the industry. All RAICO documentation should be 
considered as non-binding recommendations in regard to the
planning, designing, processing, finishing and assembly of these 
products. They are intended to offer suggestions to the certified 
specialist, or inform on successful applications. The specialist must 
always check carefully whether the suggestions and documentati-
ons are appropriate also in his particular case, and in every respect.

Scope of delivery and RAICO warranty
Our scope of delivery covers the contents of our known Sales 
Terms. We assume no liability for damages caused by the use of 
system accessories, parts, and hardware which are not named 
in our product documentation as suitable original parts and hard-
ware.

Advisory service by RAICO employees
Our specialists offer free-of-charge advisory services and
recommendations. All suggestions, proposals, designs and the 
like, be it in written or oral form, calculations, drawings, sketches 
etc. provided by our employees in the course of advice given or 
by mutual correspondence, are to be considered as non-binding 
suggestions from our company, and thus result in limiting our
liability to deliberate intention and culpable negligence only. This 
limit also applies to construction designs and tender documents.

Support in cost estimation
Help regarding the estimation of costs is offered to the best of 
our knowledge and is in any case non-committal. Generally 
speaking, material prices are calculated only concerning 
RAICO’s product range. Supplements for operating costs, as 
well as times for manufacture and assembly are calculated
according to manufacturer’s instructions.

Statics
The statics information published by us, as well as the Chart on 
the greatest possible window dimensions have been prepared to 
the best of our knowledge. Construction elements dimensioned 
according to the correct application of this information and pro-
cessed expertly are thus sufficiently dimensioned in line with the 
currently applying industry norms. Supporting structures and 
enforcements must be defined according to individual static
calculations. Our suggestions and proposals regarding statics 
have to be checked by the processing specialist, by a certified 
stress analyst, or by the architect before order placement, and 
be accepted by the orderer.

2.  Requirements regarding the processing
company

Production facilities
An essential preliminary for the professional processing of RAICO 
products is the availability of appropriate technical devices and 
machinery in the company which will process RAICO materials. 
Facilities must be furnished in such a way that profiles and
construction parts will not be damaged during storage, removal 
or processing. All materials and parts must be stored in a dry 
place and in a way that they will not be subject to damage 
caused by external influences. In particular, they must be safely 
kept away from lime, mortar, dirt, steel chips, grinding sparks, 
acids, and the like. Concerning the use of solvents, the Data 
Sheet (MO 17) published by the Berufsgenossenschaft der
chemischen Industrie (the German Government Safety Organi-
zation of Chemical Industries) is binding.

Instructions and employee training
In order to keep up with newest technical standards it is essential 
to provide the necessary training - by the study of our documen-
tations on how to process our materials and products, by the
study of specialist literature, by visiting seminars etc.

Dimensions, drawings, statics
All measures such as site measuring, cutting measures, glass 
measures must be determined by the processing company
independently. It is necessary to back up details, connections 
etc. with the help of drawings, and to carry out static calculations 
for stressed profiles and bracings, and have them checked if
applicable. 

3. Norms
The basis for these Technical Conditions are the following relevant 
DIN norms (German industrial standards), or DIN EN norms
respectively, applying to the construction of façades, windows 
and doors:
DIN 1055 –  Parts 1 to Part 5, load assumptions for

buildings.
 –  Part 4 A 1 (Additional DIN 1055 Part 4),

aerodynamic form co-efficients for building 
structures

DIN 4102 –  Parts 5, 13, 18, reaction of building materials 
and components to fire

DIN 4108 –  Parts 1 to 5, heat protection in high-building
DIN 4109 – Sound proofing in high-building
DIN 12209 –  Building hardware – locks - mechanically 

actuated locks and strike plates - require-
ments and testing procedures

DIN 17611 –  Anodized semi-finished goods made of alu-
minium and forgeable aluminium alloys with 
layer thicknesses of at least 10 mm, techni-
cal delivery terms

DIN 18056 –  Window walls, dimensioning and
construction

DIN V 18073 –  Closing-off by rolling elements, sun pro-
tection devices and blinds in construction,
definition of terms and requirements

DIN 18095 – Parts 1, 2 smoke protection doors
DIN 18202 – Tolerances in high-building, buildings
DIN 18263 –  Part 1 and Part 4, locks and hardware, door 

locking devices with hydraulic
absorption

DIN 18273 –  Door handle fittings, doors with protection 
against fire and smoke

DIN 18351 –  VOB (German Construction Contract
Procedures), Part C General technical con-
tractual terms for construction work and fa-
çade works

DIN 18357 –  VOB (German Construction Contract
Procedures), Contracting rules for award of 
public works Part C, General technical re-
gulations for construction work, hardware 
works

DIN 18358 –  VOB (German Construction Contract
Procedures), Contracting rules for award of 
public works Part C, General technical re-
gulations for construction work, rolling shut-
ter works

DIN 18360 –  VOB (German Construction Contract
Procedures), Contracting rules for award of 
public works Part C, General technical re-
gulations for construction work, metal con-
struction work, locksmith works
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All our systems and technical products have been developed
in accordance with the preliminaries and conditions of the Deut-
sche Institut für Normung e. V. (DIN, i. e. German Institute for
Industrial Norms). In individual cases, deviations from norms
valid outside the coverage of DIN standards may occur. Our
customers are advised in any case to make comparisons with 
valid national norms and standards as well.

Quality control
The features and functions of our systems, as described and 
evaluated in test reports, certificates etc. can only be expected 
when using original RAICO products. In order to ensure perfect 
quality, only our original parts should be processed.

Regulations and recommendations
VDI (Association of German Engineers) regulation 2719 – sound 
protection Chart for determining the exposure categories regarding 
window glazing – Institut für Fenstertechnik e. V. Rosenheim
(Institute for Window Technology), explanatory notes on glazing 
– Institut des Glaserhandwerks für Verglasungstechnik und
Fensterbau (German glazing crafts institute for glazing techno-
logy and window construction).
Systems admitted by building inspection authorities must be
manufactured according to the admittance declarations (DIBt). 
Deviations from the admittance declarations must in any case
be authorized by the superior building supervision authorities.

4. Materials and products
Materials delivered by us have been manufactured according to 
applying norms and standards. Materials and products made of 
materials produced outside our area of influence are to be selected 
by the processing company at their own accountability.
Aluminium
For the manufacture of aluminium windows, façades, etc. we deliver 
anodized profiles made of EN AW 6060 T66 alloy. For specific
anodizing procedures, such as single-stage procedures, deviating 
specific alloys must be used. Specific alloys can be delivered by 
us only upon prior inquiry and agreement from our side.
Extruded aluminium sheetsare delivered in accordance with DIN 
EN 12020. We deliver metal sheets and bands in accordance 
with DIN EN 485, Parts 1 and 2. Various materials and forms
of delivery (profiles, metal sheets, bands) are to be adjusted
according to the required looks and appearance.
Profiles made of plastic
The qualities of the used molding material corresponds at least 
to the molding material PVC-U, EDLP, 078-25-28 according to 
DIN EN ISO 1163, Parts 1 and 2. Slight flat unevenness caused 
by production are admissible in as much as their correct functio-
ning will not be affected.

Steel
Regarding steel parts necessary for load-bearing construction 
elements and anchoring constructions, DIN EN 1993-1 apply.
All steel parts no longer accessible after assembly must be
galvanized. Admitted procedures are hot galvanization and flame 
spraying galvanization. DIN EN ISO 1461 applies regarding the 
welding spots of galvanized constructions, and the spots where 
the corrosion protection of the steel parts is subject to damage 
during assembly. Parts no longer accessible after assembly 
must have a surface protection according to DIN 18360 fig. 3.1.8 
or higher.

Joining elements

Connecting elements such as screws, bolts, rivets etc. must
be sufficiently protected against corrosion. If used together with 
aluminium they must be made of specific alloys. Aluminum may 
be used for parts exposed to less static stress.

DIN 18361 –  VOB (German Construction Contract
Procedures), Contracting rules for award
of public works Part C, General technical re-
gulations for construction work, glazing 
works

DIN 18516 –  Parts 1, 3, 4, cladding for external walls 
ventilated at rear

DIN 18545 –  Parts 1 to 3, sealing of glazings with sealing 
compounds

DIN EN 356 –  Assault-inhibiting glazings; testing of
features inhibiting assault with cutting and 
beating tools. Testing of features inhibiting 
full-penetration throwing, classification

DIN EN 573 –  Parts 3 and 4, extruded aluminium sheets 
and sheets made of forgeable aluminium al-
loys, features and technical delivery terms

DIN EN 755 –  Parts 1 and 2, extruded aluminium sheets 
and sheets made of forgeable aluminium al-
loys, features and technical delivery terms

DIN EN 1063 –  Assault-inhibiting glazings, definition of 
terms; testing of feature inhibiting full-
penetration shots, and classification

DIN EN 1154 –  Door locking devices with hydraulic
absorption, automatic door closers with
linear operation, door closers

DIN EN 1155 –  Door closers with hydraulic absorption: 
lockable door closers with and without over-
ride

DIN EN 1522 –  Windows, doors, closings-off – inhibition of 
full-penetration shots – requirements and 
classification

DIN EN 1523 –  Windows, doors, closings-off - inhibition
of full-penetration shots – requirements and 
testing procedures

DIN EN 1627 –  Windows, doors, closings-off – burglary
inhibition – requirements and classification

DIN EN 1628 –  Windows, doors, closings-off – burglary in-
hibition – testing procedures for deter-mi-
ning the resistance against static stress

DIN EN 1629 –  Windows, doors, closings-off – burglary in-
hibition – testing procedures for deter-mi-
ning the resistance against dynamic impact

DIN EN 1630 –  Windows, doors, closings-off – burglary in-
hibition – testing procedures for deter-mi-
ning the resistance against manual
attempts at burglary

DIN EN 12152 –  Light curtain-wall façades, joint permea-bili-
ty, requirements and classifications

DIN EN 12153 –  Light curtain-wall façades, joint permea-bili-
ty, inspection method

DIN EN 12154 –  Curtain-wall façades, tightness to hard rain, 
laboratory testing under static stress

DIN EN 12179 –  Light curtain-wall façades, resistance to 
wind stress

 – Part 4: Laboratory testing
DIN EN 12207 –  Windows and doors, air permeability,

classification
DIN EN 12208 –  Windows and doors, tightness to heavy 

rain, classification
DIN EN ISO 10077-1 –  Thermo-technical qualities of windows, 

doors, and joints
TRLV –  Technical regulations for the usage of

glazings with linear supports
TRAV –  Technical regulations for the usage of

glazings with anti-fall guards
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Technical Conditions

Under particular climatic or other environmental influences,
fixing elements made of stainless steel A4 must be used,
especially when visible outside. The processing company has
to make sure about their usage at its own accountability.

Hardware

According to our specifications, RAICO hardware and relating 
components are sufficiently dimensioned and protected against 
corrosion in regard to the expected exposure and wear. Hard-
ware parts are to be selected by the processing company according 
to the wear and tear expected under normal conditions. Only 
hardware as approved and admitted by us is to be used.
Movable hardware parts must be maintained.
Thus the wear and tear of movable parts and their susceptibility 
to corrosion will be reduced. The intervals for cleaning and care 
depend on the environmental conditions

Glass

The particular guidelines issued by glass manufacturers regarding 
the processing of insulation glass and special glass apply. Glass 
manufacturers must produce triplex glass in general, and duplex 
glass from a glass thickness of 36 mm and higher on the standing 
edge, to ensure even glass load transfer.

Sealing compounds for glazing and sealing

Used sealing compounds must be resistant to influences of age 
and climate, and have to be malleable or permanently elastic, 
depending on the applied load. They must be suitable to their
intended purpose, in line with DIN 18545 according to all applying 
individual requirements.

Sealing profiles

The sealing profiles which are used must be non-hardening and 
abrasion-proof, and must keep their elastic qualities including 
their reset force to a large extent within the existing temperature 
range. The shore hardness must remain the same with only little 
tolerances. Sealing profiles have to be resistant to normal
atmospheric influences.

Assembly of various materials

When assembling various materials, it must be ensured that
neither corrosion nor other unfavorable influences occur.
In particular it must be ensured that no disturbing sounds will
be caused by changes in length as a result of temperature influ-
ences.

5. Construction features
System profiles
We only deliver profile systems which have been tested, admitted 
and certified, if necessary, by an acknowledged test institute or 
by the DIBt. The processing company will itself select the profile 
systems to be used, considering the expected requirements. 
Profile dimensions regarding frame, wing, mullion and transom 
are to be determined according to statics for profiles and hardware. 
For blind frames and sashes, hollow profiles are to be used in 
general.

Corner connectors and T-connectors
The production of corner connectors, T-connectors, butt joints 
and angle couplings for construction elements, by welding, 
screwing and bonding, bonding with off-center pins, pressing and 
bonding, must be done in accordance with the valid regulations. For 
an adhesive a cold-hardening two-component glue is to be used. 
The joints must feature sufficient firmness, stiffness and tightness 
throughout the complete profile’s cross-section.

System drainage
The drainage of the system must be provided for. Penetrating water 
must be drained off in any case. Please refer to the drainage cross 
section as shown in RAICO’s processing guidelines.
All openings and joints in the frame (such as screw holes, notches 
of the corner connectors, and the like) must be made tight, particu-
larly regarding the lower horizontal zone. Water tightness at miter 
joints, joints and crossings of the construction must be ensured. 

Assembly of the components
Where the construction makes joints necessary, additional poly-
tuft brushes, or EPDM/chloroprene sealings respectively, must 
be used for soundless moving and gliding. Where directly joined 
or screwed profiles and components have been used, functional 
sealing bands or interlayers are to be used in order to avoid
permeability, sound emission caused by expansion, and contact 
erosion.

Static requirements
All components must absorb the affecting forces and transfer 
them to the supporting structure of the building. DIN 18056 on 
window walls, dimensions and processing applies. 

Wind loads
Wind loads must be considered according to DIN 1055, Part 4 
with the addition on increased suction coefficients (at the building 
edges), if no exceeding loads are indicated.

Superficial loads
If the load of a person leaning out affects the transom (when the 
window wing is open), the additional vertical load which is then
required must be considered as well. In case of ceiling-high infills 
the horizontal superficial loads (caused by persons pressing 
against the mullion or transom from the inside) must be accounted 
for.

Special loads
Additional loads, such as sun protection devices, scaffolds, etc. 
must be considered in the static calculations. Our standard
products and systems are not to be used in maritime environments, 
swimming pools and spas without prior modifications.

Bending
The determined flection of mullion and transom must be in
accordance with the requirements as defined in DIN 18056. Ad-
ditional requirements, especially for the utilisation of special 
glass panes, must be considered when calculating the admissible 
flection. 

Protection against heat and humidity
According to DIN 4108 on heat protection in high-building, building 
components are among light external walls when featuring weights 
of up to 300 kg/m². The resulting influences on the room climate 
must be particularly considered, above all regarding the type 
and location of heating and air conditioning, heat storage, wall 
surfaces, and the respective solar radiation. The builder’s
requirements are to be tuned to the economical and technical 
possibilities in window construction. In particular, DIN 4108
applies here. Drainage measures must be agreed. The applicable 
insulation and avoidance of thermal bridges must be considered 
when external wall claddings, carriers, supports, panels and 
other fillings are used.

Rear-ventilated wall claddings
Wall claddings and socle wainscotings ventilated from the rear 
must be done in a fashion that little quantities of water having 
penetrated the ventilation gap are led to the outside in a con-
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trolled manner. Inasmuch as is required, anti-drumming devices 
have to be built in. The openings for entering and escaping venti-
lation air must be distributed evenly over the width, their total
resulting in a sufficient cross section. In any case, a rear-ventilated 
façade requires a perfectly insulated and airtight wall.

Sound proofing
For bigger sheet surfaces, claddings, cover profiles and window 
sills, anti-drumming materials must be used. VDI guideline 2719 
on the sound protection of windows and DIN 4109 on sound
protection in high-building are the basics. If higher requirements 
than those defined in sound-protection category 2 are demanded, 
particular requirements must be considered and agreed. 

Sun protection
Sun protection devices and the resulting construction design must 
be agreed between the processing company and the builder.

Protection against fire and smoke
Due to building regulations and obligations by local authorities 
differing regionally, protective measures against fire and smoke 
must be taken from the tender documentation, or agreed with the 
orderer.

Movement and deformation of building
and building components
Building components must not absorb loads from the structure. 
Snow loads, differences in temperature, as well as lowering and 
shrinking must be considered. Expansion joints must be done 
accounting for differences in temperature from - 20° to + 60° 
Centigrade with light surfaces of natural color; with colored and 
dark surfaces from -20° to +80° Centigrade.

6. Production
Accuracy grade, surface qualities and deformation risks have to 
be checked before cutting. For the manufacture and processing 
of our constructions we provide multiple processing guidelines, 
tools, and auxiliary means to the processing company, which 
serve as a help to reach the required quality standards. General 
basic processing instructions will not be mentioned here.
For reasons of quality assurance profile parts up to a 
length of 10 cm of each batch are taken from some parts
of the RAICO composites. 

Processing
The focus must be on the angular accuracy during cutting and 
assembly in particular. With steel profiles or heat-insulated profiles, 
fitting pieces should be used for precise cutting. The effect 
caused by released internal stress, deflection and the like in
the profiles must be checked not only before and after cutting, 
but also after milling and stamping. The cutting edges must be
deburred carefully. Especially the burs from the workpiece must 
be removed wherever they inhibit correct functioning or result
in possible accident hazards.

During production, the following issues must be carefully observed:

a) Accuracy of fit, flush corner connections and joints

b) Dimensional accuracy of profiles and components

c)  Build-in of sealings and tightness, fitting accuracy of corners 
and joints

d) Drainage (dimensioning and distribution)

e) Sealing of all profile joints, notches, and screwing

f) Fitting accuracy of the wing bearing

g) Damages to the surface

h)  Hardware must be mounted according to the newest state-of-
the-art technology and to our specific instructions in such a 
way that the smooth-running motion (by lubrification), correct 
fit of the hardware, and tightness of the component will all be 
ensured.

i)  Lubrification of all moving parts (lock bars, scissors, handles, etc.)

Function test
RAICO components, being high-quality items with long life 
cycles, should fulfill, among others, the following requirements:

Tightness against heavy rain
A window’s tightness against water penetration is defined according 
to DIN EN 12208, and is categorized by four exposure groups.
The exposure group to be chosen depends on the geographical 
location, a normal or excessive wind load, the form of the building, 
the position of the building and its height. If not agreed otherwise, 
DIN EN 12208 applies.

Hardware function
Ensuring the easy operation of all hardware.
Faultless functioning of the safety devices, or the faulty-operation 
blockers respectively.

Surface treatment of aluminium
All component surfaces have to be protected against influences 
normally expected. The processing company decides at its own 
accountability on the suitable individual surface treatment. It will 
also make sure that specific features of the construction, such as 
the combination with metals of higher value within the electro-
chemical series (Cu, Sn, Pb etc.), will be considered, as well as 
specific emissions caused by the individual location including the 
effect of sea water. We do not give any warranty for profiles 
hardware and components which have been anodized or color-
coated outside our area of influence; in particular this applies to 
combinations of heat-insulated profiles.
Anodic oxidation
The surface treatment of components made of aluminium must 
be carried out in accordance with DIN 17611. The look of the sur-
face in regard to shine, structure, color shade, and evenness, 
and the required surface treatment (E0 – E6) are to be taken from 
the tender documentation or agreed individually. 
For color shading only procedures are admissible which create 
oxidation layers that are color-fast and light resistant without
exception. For judging varieties in appearance and color, an
evaluation by means of average or limit samples must be agreed.

Please observe:
The E0 procedure is only applicable in case that there are no
demands whatsoever regarding an even, decorative surface. 
The E6 procedure may only be applied under the condition that the 
factory-packed aluminium can be transported within an assuredly 
short time from the manufacturing factory to the anodizing work-
shop. The profiles must not be exposed to humidity and/or affected 
by human sweat, or subjected to lack of packaging during trans-
port, storage, inappropriate handling and the like. If these preli-
minaries are not observed, RAICO cannot accept any warranty 
claims.

Coating
Color coating procedures of the surface of aluminium components 
are not standardized. Due to the various possible procedures, 
details are to be taken from the tender documentation, or agreed 
with the orderer and RAICO (in case we deliver surface-coated 
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profiles). Regarding high-gloss colors undesirable effects may 
be more clearly visible than in case of standard coating. This 
cannot be influenced by RAICO. At offshore locations and in
indoor swimming pools with brine water or sea water, filiform
corrosion may occur. In these cases the usage of pre-anodized 
profiles is recommended. Please inquire for more details.

Protective measures during completion time
According to VOB (Contracting Rules for Award of Public Works), 
the building owner is liable to all damages regarding his services 
until buy-off through the building owner. For temporarily protecting 
the components during completion time, in particular against 
mechanical damage or damaging effects of plaster, mortar, cement, 
color and the like, adhesive tapes, plastic foils and suitable protec-
tive paint can be used which can be removed later without leaving 
traces.

7. Transport and assembly
During transport and storage, appropriate protective measures
are to be taken in order to avoid damages. Assembly of the com-
ponents is to be done only after having finished all plastering 
work. On demand of the building owner and for a certain com-
pensation to be agreed on, the components must be protected 
against possible damage with the help of protective bands or 
foils in case later plastering work is carried out.

Fastening
Build-in and bracing must be carried out according to DIN 18056 
and DIN 18360. It must be ensured that the bracing safely trans-
fers forces from the building component to the structure. The fi-
xing elements must be adjusted to the building shell, supporting 
the adjoining profiles in such a way that they will be protected 
against torsion and bending. In case the firmness in the bracing 
spots seem doubtful, the orderer must be informed without delay 
according to VOB/B § 4, Paragraph 3 (German Construction Con-
tract Procedures). If components with moving wings, mullions and 
transoms are used, the blind frames must be mounted in such a 
way that the forces emanating from bands, bearings, mullions 
and transoms will be transferred to the structure. Each side of the 
window wall must be joined to the structure at least at two points. 
The maximum distance of the bracing spots is 80 cm. The neces-
sary assembly clearance, caused by thermal expansion of the 
building components, necessary sealing joints, and dimensional 
changes of the adjacent components has to be controlled by 
means of expansion joints. If required, gliding elements for expan-
sion compensation which are soundproof, airtight and watertight 
must be used. During mounting and plastering, door frames should 
be planned, also considering heat insulation and moisture barriers.

Sealing
If not defined otherwise in the tender documentation, the parts of 
the building which serve as brick partitions (such as windows, win-
dow walls, doors, etc.) must be sealed in the joints of the building 
structure and the components by suitable sealing materials. The 
joints must be tight and sealed according to DIN 18360 and DIN 
18540. Bigger hollow spaces at joining walls or joints in the
construction have to be rear-ventilated by using water-repellent 
bands to fill the joints, with pore blocking. Only bands are allowable 
which can change their volume elastically due to their structure.  
Exterior joints and joining walls are sealed by means of permanent 
sealing agents or EPDM foils to be glued or clamped. For proper 
processing, sealing joints must be clean, dry and greaseless. The 
sealing joints must be dimensioned according to the instructions 
given by the manufacturers producing sealing agents. 

Glazing
The glazing of window panes, panels, fillings and the like is to be 
carried out according to DIN 18361 (glazing work). Glass manufac-
turers’ guidelines on glazing procedures must be observed. The 
company in charge of window construction, if not carrying out the 
glazing itself, upon order receipt must agree on the precise manner 
and execution of glazing works with the glazing company before 
placing the order on glass. The glazing contractor has to be
informed on the selected system type, or way of mounting. The
guidelines issued by the German Institute of Glazing Crafts
referring to glazing technology and window construction, and the 
processing guidelines issued by the sub-suppliers of glass panels 
and insulation glass must be considered.

Wet glazing
For wet glazing the ‘Chart for determining the exposure catego-
ries of window glazing’, published by the German Institute for 
Window Technology must be considered.

Dry glazing
For dry glazing with duplex sealing profiles, the rebate must
generally be equipped with a ventilation system and a controlled 
drainage system towards the outside. Materials used for the 
sealing profiles will be selected according to expected exposure. 
When processing the sealing profiles it is important that the tole-
rances and dimensions of the rebate width without sealing, of the 
sealing itself, and of the filling elements (e. g. the glass pane) will 
be adjusted to each other, ensuring that the adding tolerance
values will not exceed the maximum allowances, and that they 
will remain water-tight (please see processing guidelines).
Principally, however, the guidelines on glazing are to be considered.

Pressure glazing
For pressure glazing the specific processing guidelines issued 
by glass manufacturers and system producers must be followed.

Usage of blocks
With glass panes, panels, fillings and the like, blocks made of 
plastic or impregnated water-proofed hardwood featuring a mini-
mum length of 10 cm must be used in an expert way dependent 
on the type of wing and rebate, to ensure that the wings will not 
touch and scrape. When single-sheet glazing and insulation 
glass are used, the guidelines on the use of blocks with even 
glass panes must be observed (as issued by the German Institu-
te of Glazing Crafts for Glazing Technology and Window Con-
struction).

Controlled drainage
Rain water and leak water penetrating from other building
components must be collected right above the metal construction, 
and drained off in a controlled manner. Water caused by rain, 
condensation and leak caught in the construction itself must be 
collected and drained off in a controlled manner within the lower 
horizontal of each zone, whether applying to glazing zones or 
wings with differing varieties of opening. 

When collecting this water, the maximum level the water will
rise inside the collecting chamber must be taken into account,
also considering external pressure. The rising level should be at 
least 10 mm and must be increased according to the expected
maximum external pressure. Collected water must be drained off 
in a controlled manner to the outside, preventing it to penetrate 
the building structure.
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Cleaning
Assembled components must be cleaned before buyoff, dirt
and soil caused by mounting must be removed. Only allowable 
cleaning detergents may be used. Additional cleaning procedures 
have been defined in Explanatory Note A 5 on cleaning aluminium 
in construction (issued by the German Aluminum Center).

Protective measures
To ensure faultless functioning and long life-cycles of hardware 
parts, suitable lubricants and grease have to be applied to moving 
hardware elements.

Final inspection
Before delivery of the building components to the orderer, the 
following functions must be checked:
a)  the evenness of joints between frame and window sash, and 

the even circumferential wing bearing
b) the easy motion and correct functioning of all hardware parts
c) the operation blockers
d) the correct and faultless fit of the wing seals
e) the openings for ventilation and drainage of the rebate.
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RAICO
Bautechnik GmbH

Declaration of Compliance

We, RAICO Bautechnik GmbH, 87772 Pfaffenhausen, GERMANY,
declare that our suppliers of the building product

extruded precision profiles
with the alloy EN AW 6060 T 66

meet the requirements for the compliance certificate imposed in the
Building Rules List B Part 1 (issue 2008/1) number 1.4.7.1 on the basis of the

German Mark of Conformity according to § 23 of the regional building regulations.

Pfaffenhausen, 24 November 2016

(Manager Internal Operations)

DIN EN 12020-1
DIN EN 12020-2

Technical Conditions
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Pictures and diagrams, measurements, and technical 
data in this catalogue have been used for illustrating 
purposes, and are thus not binding. We reserve the 
right to make changes to reflect technical advance-
ments. 
 
We accept no responsibility for mistakes regarding 
contents, typographical errors nor misprints which 
might have occured during producing this catalogue. 
No part of this publication may be reproduced, stored 
in a retrieval system or transmitted in any form without 
our prior permission in writing. All deliveries are  
subject to our Terms of Sales and Supply.
 
No. 002052, 2nd release 2020-07
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RAICO Swiss GmbH
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info.fr@raico.com
Entzheim, FR

RAICO Pacifi c
info.au@raico.com
Canberra, AU

RAICO East
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RAICO Austria
info.at@raico.com
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