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FRAME+ 75 DI fi ttings 
System benefi ts

Technology in detail

■ Product features
 –  Locks with commercial U-shaped forend 24 x 6 mm.
 –  All locks feature long bolt travel with a bolt projection

of 20 mm as described in DIN 18251-2.
 –  All locking and fittings sets are designed for max. sash 

dimensions of 1,400 x 2,950 mm (W x H).
 –  Escape and panic doors for maximum sash dimensions

of 1,400 x 2,950 mm (W x H) and a sash weight of 250 kg
tested and executable.

 –  Doors with burglar resistant requirements can be manu-
factured up to a sash height of 2,950 mm depending on
the fitting selection.

 –  Locking sets for emergency exit and panic door locks 
according to DIN EN 179 and DIN EN 1125 can also
be used for doors with burglar-resistant requirements
according to DIN EN 1627 up to class RC3. 

■ Optimum planning
 –  Simple design and work preparation, since all components 

are matched to the profile system.
 –  Legal security through certified escape door sets according 

to DIN EN 179 and DIN EN 1125.
 –  Individual adaptation to customer wishes with extensive

range of accessories.

■ Effi cient processing
 –  Simple installation thanks to uniform profile machining

and detailed installation drawings.
 –  Uniform lever and fitting axis with all lock types.
 –  No rework on the building site in case of change of use,

since the milled slot is identical for standard and emergency 
exit locks.

 –  ISO plate with integrated latch bolt slide block is mounted 
with the strike plate without a separate screw fastening.

 –  Striking plates adapted to the profile, hence much less 
adaptation work necessary during manufacturing.

Tests
Uf  values up to 1.4 W/(m2K) 
Air permeablitiy up to Class 4
Water tightness up to Class 9A
Resistance to wind load up to Class C4
Burglar resistance RC3
Operating forces Class 2
Airborne sound insulation up to 44 dB
Capability for release fulfilled
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FRAME+ 75 DI fi ttings
System benefi ts

Overview system values

FRAME+
75 DI

 System values

System depth 75 mm

 Applications

Punched opening window X

Curtain wall insertion element X

Leaf-enclosing infills X

 Application limits

Min. width inactive leaf 310 mm1,5

Min. width active leaf 310 mm2

Min. height active/inactive leaf 720 mm3/2,010 mm4

Max. width active/inactive leaf 1,400 mm

Max. height active/inactive leaf 2,950 mm

Max. sash weight 250 kg5

Glass infill thickness sash 10 to 68 mm6

Glass infill thickness frame 10 to 56 mm

Leaf-enclosing infill thickness 31 to 77 mm

1 For a clear passage width ≥ 800 mm with 90° opening min. width = 940 mm.  
2 At EN 179 / EN 1125 as well as standard with closing sequence control min. width = 450 mm. 
3 For a clear passage width ≥ 1800 mm with interlocking catch lock min. height = 1821 mm. 
4 At multipoint locking with pusher height 1050 mm.  
5  Depending on the hinge equipment, see diagram 6000.

More specific requirements (oversized dimensions) on request.
6 Depending on profile, see selection tables glazing beads.
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FRAME+ 75 DI fi ttings 
System benefi ts

Overview of pictograms

One active leaf e. g.:
– Single-sash elements.
–  Active leaf at two-winged elements 

without panic function.
–  Active leaf at two-winged elements 

with partial panic function.
The fitting selection applies only for the  
active leaf, the fitting for the inactive leaf 
must possibly be selected separately.

Two active leafs e. g.:
–  Active and inactive leaf at two-winged 

elements with full panic function.
The fitting selection applies for the
active and inactive leaf.

One active leaf
–  The active leaf opens electrically

by an A-opener motor.

Two active leafs
–  The active leaf opens electrically

by an A-opener motor.

Single lever lock
–  Prepared for E-opener without smoke 

and fire safety requirements.

Multipoint locking

Multipoint locking
–  The active leaf opens electrically

by an A-opener motor.

Manual inactive leaf closure
– With door edge bolt.
– No panic function in the inactive leaf.
The fitting selection applies only for the  
inactive leaf, the fitting for the active leaf 
must be selected separately.

Automatic inactive leaf closure
– With rebate locking bolt.
– No panic function in the inactive leaf.
The fitting selection applies only for the  
inactive leaf, the fitting for the active leaf 
must be selected separately.

Single lever lock

Single lever lock
–  Strike box with integrated E-opener.

Single lever lock
– Prepared for an E-opener.
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FRAME+ 75 DI fi ttings
System benefi ts

Multipoint locking
–  The active leaf opens electrically by 

A-opener motor.

Multipoint locking:
–  As bolt.

Multipoint locking:
–  As hook bolt.

Multipoint locking:
– As latchbolt.

DIN EN 179:
–  Complies with the guidelines of

DIN EN 179 for emergency exit doors.

DIN EN 1125:
–  Complies with the guidelines of

DIN EN 1125 for panic doors.

Overview of pictograms/abbreviations

List of abbreviations 
i.o.: inward opening
o.o.: outward opening
PU: packing unit
s-s: single-sash 
t-w: two-winged 
OHS: opposite hinge side
PC: profile cylinder
LI:  length inside
Lo:  length outside
L:  length
incl.: inclusive
ODS: overhead door closer

Multipoint locking

Self-locking multipoint locking

Multipoint locking:
–  As hook bolt with two round bolts.
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FRAME+ 75 DI fi ttings 
System benefi ts

Determination of the order numbers
Testing of the selection diagram 

Sash dimension 1200 x 2500 - single-sash

Sash weight 150 kg

Opening direction Inward opening

DIN direction DIN R

Sash profile 314380 sash profile 84/71 VH

Lock Multipoint locking bar bolt lock without panic function

Hinge Aluminium roller hinge colour EV1

Example values for fitting selection

■ Important note
  The following pages are an instruction for the determination of the order numbers of the RAICO fitting selection and show you

the fundamental procedure with the aid of an example.

1. Testing of the selection diagram

Result:
–  The sash dimension must be executed 

with deformation-resistant profile. 
–  The sash height requires a bar bolt 

lock with lock extension.

FRAME+ 75 DI  ttings
Overview

Selection and overview
CE marking bar bolt and hook bolt lock with extension
Sizing diagram

 Sash height

 Sash width

 Technical information
 –   When using third-party fittings, it may

be necessary to check the maximum 
sash sizes or weights against the
corresponding conformity certificates.

 –  The maximum latching distances in
accordance with the RAICO test
certificates for CE marking as per
EN 14351-1 must be adhered to as must, 
if applicable, the requirements as per
EN 1627 ff. for burglar-resistant
elements.

 Notice
 –   In case of unfavourable installation

positions (direct sunlight, cast shadows) 
and dark surface coatings, the use of 
warp-resistant profiles is also recom-
mended for smaller sash heights.

 –  Depending on the selected door hinges 
and the sash weight, there may be
restrictions on the maximum sash size 
(see FRAME+ 75 DI Planning, section 
Door hinges).  

*** Hinges see selection tables.

inward outward
1 winged 2 winged 1 winged 2 winged

Air permeability EN 14351-1 4/3* 4/3* 4/3* 4/3*
Resistance to wind load EN 12210 C4/C4* C3/C3* C4/C3* C3/C3*
Water tightness EN12208 9A/9A* 7A/7A* 8A/5A* 7A/5A*
Operating forces EN 12217 2/2* 1/1* 2/2* 2/2*

* Test value applies for roller hinge.

S
as

h 
he

ig
ht

**  depending on the lock,
selection tables see planning  ttings.

RC1 / RC2 / RC3:
min. SW active leaf  800 max. SW active leaf  1400
min. SW inactive leaf 350 max. SW inactive leaf 1400
min. SH 2000  max. SH 2950** 

S
H

S
H

S
H
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System benefi ts

Determination of the order numbers
Selection of the lock

2. Selection of the locking system

1
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Selection tables standard

Execution example for determination of the requested version 
No. 395010 – Opening direction I – DIN direction R – Technical specification 011 – Colour 00 =  Version 395010.IR01100

Locking systems without panic function 
Bar bolt lock 
Single-sash elements and active leaf at two-winged elements

No. Article PU

395010 Bar bolt lock 1 set

Opening direction DIN direction Technical specification Colour

I = inward 
A = outward

R = right 
L = left

010 =  active leaf backset 34 sash profile 314391, 314506
011 =  active leaf backset 44 sash profile 314100, 314102, 314112, 314150, 314160, 

314380, 314386, 314387, 314390, 314392, 314508, 314510
012 = Active leaf backset 64 sash profile 314110, 314151, 314161

00 =  no colour 
specification

Selection of the available versions

■ Technical information
 – Min. sash height for multipoint lockings 2010 mm. 

– Stainless steel dummy mullion with end caps. 
– Lock 2-turn. 
– Square pin 8 mm. 
– At outward opening ISO plate with integrated latch bolt slide. 
– Classification DIN 18251-3 class 3. 
–   Tested in RAICO doors up to burglar resistance class RC2 according to DIN 

EN 1627 ff.

 –  PU contains:
  A Bar bolt lock manual locking, stainless steel roand bolt. 

 B Strike plate with latch support, adjustable. 
 C ISO plate.

  D 2 pieces strike plate roand bolts.

 –  Accessories: 
 –  Pusher sets see fitting system standard locks.

  –  E-opener, connection cable and cable transition see product range chapter 
„Accessories standard locks“.

  –  At two-winged elements inactive leaf locking also necessary.

Extension

No. Article PU

395015 Extension bar bolt lock 1 set

■ Technical information
 – Use from sash height ≥ 2400 mm additionally.

 –  PU contains:
  D Strike plate roand bolt. 

 E  Extension bar bolt lock manual locking, 
stainless steel roand bolt.

Fixation

No. Article PU Sash height Demand

908016 Countersunk screw St 4.2x19 100 pc(s)

≤ 2400 18 pc(s)

2400 to 2599 23 pc(s)

2600 to 2799 24 pc(s)

≥ 2800 25 pc(s)

1 active sash (s-s)
Multipoint locking
with round bolt

Result:
–  Bar bolt lock:

No. 395010.IR01100.
–  Lock extension:

No. 395015.
–  Fixation:

24 pc(s) countersunk screws
St 4,2x19 no. 908016.

–  The selection of the accessories 
(pusher sets, E-opener) will be 
taken separately.



2016 11

 
 
 

Pr
od

uc
t r

an
ge

Article overview 13

Locking technology 
Standard locks 15
Panic locks 17
Locks inactive leaf 21
Accessories locks 22

Pusher and Handles 
Pusher 26
Handles 28
Accessories Pusher, handles 29

Door closer 
Upper door closer 30
Accessories door closer 32

Accessories in general 
Screws 33

Tools 
Drilling jig fi ttings 34

Content



201612

 
 
 



2016 13

 
 
 

Pr
od

uc
t r

an
ge

No. Page No. Page No. Page

FRAME+ 75 DI fi ttings
Article overview

328100 34
395000 15
395010 15
395015 15
395020 15
395025 15
395030 16
395031 16
395032 16
395040 16
395041 16
395043 16
395080 21
395090 21
395100 17
395101 17
395110 17
395120 17
395121 17
395122 17
395123 17
395130 17
395131 17
395140 17
395141 17
395150 17
395200 19
395201 19
395202 19
395203 19
395204 19
395205 19
395210 19
395211 19
395212 19
395220 20
395221 20
395222 20
395230 20
395231 20
395232 20
395240 19
395241 19
395242 19
395243 19
395244 19
395245 19
395246 19
395247 19
395248 19

395250 19
395251 19
395252 19
395253 19
395254 19
395255 19
395260 20
395261 20
395262 20
395263 20
395264 20
395265 20
395270 20
395271 20
395272 20
395273 20
395274 20
395275 20
395280 19
395281 19
395282 19
395290 18
395291 18
395295 18
395296 18
395300 22
395301 22
395310 21
395311 21
395312 21
395313 21
395315 22
395320 22
395321 22
395322 22
395323 22
395324 22
395325 23
395326 23
395327 23
395328 23
395330 23
395331 23
395332 24
395333 24
395334 24
395335 24
395338 24
395340 25
395341 25

395350 25
395351 25
395400 26
395401 26
395402 26
395410 26
395411 26
395412 26
395413 26
395414 26
395420 27
395421 27
395423 27
395424 27
395430 27
395431 27
395432 27
395450 29
395451 29
395455 29
395460 29
395490 29
395500 30
395501 30
395502 30
395503 31
395515 31
395516 31
395550 32
395551 32
395560 32
395570 32
395571 32
395572 32
395600 27
395601 27
395605 27
395610 28
395611 28
395615 28
395616 28
902512 33
904259 33
908016 33
908018 33
908118 33
910101 33



201614

 
 
 



2016 15

Pr
od

uc
t r

an
ge

Locking technology
Standard locks

FRAME+ 75 DI fi ttings
Product range

Article Material Surface No. PU

Single lever lock stainless steel matt 395000 1 set

 ■ Technical information
 – Max. sash height 2,300 mm.
 – Stainless steel forend with end caps.
 – Lock 1-turn.
 – Square pin 8 mm.
 – For outward opening ISO plate with integrated latch bolt slide.
 – The latch support or E opener must be ordered separately.
 – Attention: no order item, see selection tables for further specification.

Article Material Surface No. PU

Bar bolt lock stainless steel matt 395010 1 set

Extension of bar bolt lock stainless steel matt 395015 1 set

 ■ Technical information
 – Min. sash height multipoint locking 2,010 mm.
 – No. 395015 also for use from a height of > 2,400 mm.
 – Stainless steel forend with end caps.
 – Lock 2-turn.
 – Square pin 8 mm.
 – For outward opening ISO plate with integrated latch bolt slide.
 – Classification DIN 18251-3 class 3.
 – Tested in RAICO doors up to burglar resistance class RC3 according to DIN EN 1627 ff.
 – Attention: no order item, see selection tables for further specification.

Article Material Surface No. PU

Hookbolt lock stainless steel matt 395020 1 set

Extension of hookbolt lock stainless steel matt 395025 1 set

 ■ Technical information
 – Min. sash height multipoint locking 2,010 mm.
 – No. 395025 also for use from a height of > 2,400 mm.
 – Stainless steel forend with end caps.
 – Lock 2-turn.
 – Square pin 8 mm.
 – For outward opening ISO plate with integrated latch bolt slide.
 – Classification DIN 18251-3 class 3.
 – Tested in RAICO doors up to burglar resistance class RC3 according to DIN EN 1627 ff.
 – Attention: no order item, see selection tables for further specification.
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Locking technology
Standard locks

FRAME+ 75 DI fi ttings
Product range

Article Material Surface No. PU

Automatic deadlock SH ≤ 2,399 stainless steel matt 395030 1 set

Automatic deadlock SH 2,400 to 2,599 stainless steel matt 395031 1 set

Automatic deadlock SH 2,600 to 2,950 stainless steel matt 395032 1 set

 ■ Technical information
 – Min. sash height multipoint locking 2010 mm.
 – Stainless steel forend with end caps.
 – Lock 1-turn.
 – Square pin 8 mm.
 – With integrated day latch function and crank latch.
 – For outward opening ISO plate with integrated latch bolt slide.
 – Classification DIN 18251-3 class 3.
 – VdS-approval class A (M114339).
 – Tested in RAICO doors up to burglar resistance class RC3 according to DIN EN 1627 ff.
 – Attention: no order item, see selection tables for further specification.

Article Material Surface No. PU
Automatic deadlock A-opener
SH ≤ 2,399 stainless steel matt 395040 1 set

Automatic deadlock A-opener
SH 2,400 to 2,599 stainless steel matt 395041 1 set

Automatic deadlock A-opener
SH 2,600 to 2,950 stainless steel matt 395043 1 set

 ■ Technical information
 – Min. sash height multipoint locking 2,010 mm.
 – Stainless steel forend with end caps.
 – Lock 1-turn.
 – Square pin 8 mm.
 – At outward opening ISO plate with integrated latch bolt slide.
 – Classification DIN 18251-3 class 3.
 – VdS-approval class A (M114340).
 – Tested in RAICO doors up to burglar resistance class RC3 according to DIN EN 1627 ff.
 – Basic connection set or connection set of the tappet contact must be ordered separately.
 – Attention: no order item, see selection tables for further specification.
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FRAME+ 75 DI Fittings
Product range

Locking technology
Panic locks

Article Material Surface No. PU

Panic E single lever lock single-sash stainless steel matt 395100 1 set

Panic E single lever lock single-sash CLL stainless steel matt 395101 1 set

Panic B single lever lock single-sash stainless steel matt 395110 1 set

Panic E single lever lock two-winged stainless steel matt 395120 1 set

Panic E single lever lock two-winged CLL stainless steel matt 395121 1 set

Panic E single lever lock two-winged GFF, LM stainless steel matt 395122 1 set

Panic E single lever lock two-winged LM stainless steel matt 395123 1 set

Panic B single lever lock two-winged stainless steel matt 395130 1 set

Panic E single lever lock two-winged LM stainless steel matt 395131 1 set

Panic E single lever lock two-winged, E-opener, LM stainless steel matt 395140 1 set

Panic E single lever lock two-winged, E-opener, CLL, LM stainless steel matt 395141 1 set

Panic B single lever lock two-winged, E-opener, LM stainless steel matt 395150 1 set

 ■ Technical Information
 – For sets no. 395100 to 395110:

- For single sash doors with emergency exit and panic function.
- For two-winged doors with partial panic function at the active leaf.
- Packages for special function inward emergency exit EN179 also available .
- Set no. 395101 with controlled latch locking device (CLL).
- Latch support or E-opener has to be ordered separately.

 – For sets no. 395120 to 395150:
- For two-winged doors with emergency exit and panic function on both leaves.
- Set no. 395121 with controlled latch locking device (CLL).
- Sets no. 395122, 395141 with controlled latch locking device (CLL) and latch monitoring (LM).
- Sets no. 395123, 395131, 395140, 395150 with latch monitoring (LM).
- Sets no. 395140, 395141, 395150 with connecting cable for E-opener.
- Connecting cable for LM no. 395338 has to be ordered separately.
- Pushing flap and run-on rest absolutely necessary.

 – For all sets:
- Max. sash height 2,300 mm.
- Stainless steel forend with end caps.
- Lock 1-turn.
- Square pin 9 mm. 
- ISO plate with integrated latch bolt slide, for panic inward without latch bolt slide.
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Article Material Surface No. PU

Panic E hookbolt-bar bolt lock SH ≤ 2,399, single sash stainless steel matt 395290 1 set

Panic E hookbolt-bar bolt lock SH ≤ 2,400 to 2,599, single sash stainless steel matt 395291 1 set

Panic D hookbolt-bar bolt lock SH ≤ 2,399, single sash stainless steel matt 395295 1 set

Panic D hookbolt-bar bolt lock SH ≤ 2,400 to 2,599, single sash stainless steel matt 395296 1 set

 ■ Technical Information
 – Manual panic multipoint locking.
 – ATTENTION: Free-running profile cylinder with FZG certification absolutely necessary!
 – For single sash doors with emergency exit and panic function.
 – For two-winged doors with partial panic function at the active leaf.
 – Packages for special function inward emergency exit EN179 also available.
 – Min. sash height for multipoint locking 2,010 mm.
 – Stainless steel forend with end caps.
 – Lock 1-turn.
 – Square pin 9 mm.
 – ISO plate with integrated latch bolt slide, for panic inward without latch bolt slide.
 – Classification DIN 18251-3 class 3.
 – Tested in RAICO doors up to burglar resistance class RC3 according to DIN EN 1627 ff.

FRAME+ 75 DI Beschläge
Lieferprogramm

Locking technology
Panic locks
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Article Material Surface No. PU

Panic E automatic dead lock SH ≤ 2,399, single sash stainless steel matt 395200 1 set

Panic E automatic dead lock SH 2,400 to 2,599, single sash stainless steel matt 395201 1 set

Panic E automatic dead lock SH 2,600 to 2,950, single sash stainless steel matt 395202 1 set

Panic E automatic dead lock SH ≤ 2,399, single sash, CLL stainless steel matt 395203 1 set

Panic E automatic dead lock SH 2,400 to 2,599, single sash, CLL stainless steel matt 395204 1 set

Panic E automatic dead lock SH 2,600 to 2,950, single sash, CLL stainless steel matt 395205 1 set

Panic B automatic dead lock SH ≤ 2,399, single sash stainless steel matt 395210 1 set

Panic B automatic dead lock SH 2,400 to 2,599, single sash stainless steel matt 395211 1 set

Panic B automatic dead lock SH 2,600 to 2,950, single sash stainless steel matt 395212 1 set

Panic E automatic dead lock SH ≤ 2,399, two-winged stainless steel matt 395240 1 set

Panic E automatic dead lock SH 2,400 to 2,599, two-winged stainless steel matt 395241 1 set

Panic E automatic dead lock SH 2,600 to 2,950, two-winged stainless steel matt 395242 1 set

Panic E automatic dead lock SH ≤ 2,399, two-winged, CLL stainless steel matt 395243 1 set

Panic E automatic dead lock SH 2,400 to 2,599, two-winged, CLL stainless steel matt 395244 1 set

Panic E automatic dead lock SH 2,600 to 2,950, two-winged, CLL stainless steel matt 395245 1 set

Panic E automatic dead lock SH ≤ 2,399, two-winged, CLL, LM stainless steel matt 395246 1 set

Panic E automatic dead lock SH 2,400 to 2,599, two-winged, CLL, LM stainless steel matt 395247 1 set

Panic E automatic dead lock SH 2,600 to 2,950, two-winged, CLL, LM stainless steel matt 395248 1 set

Panic E automatic dead lock SH ≤ 2,399, two-winged, LM stainless steel matt 395280 1 set

Panic E automatic dead lock SH 2,400 to 2,599, two-winged, LM stainless steel matt 395281 1 set

Panic E automatic dead lock SH 2,600 to 2,950, two-winged, LM stainless steel matt 395282 1 set

Panic B automatic dead lock SH ≤ 2,399, two-winged stainless steel matt 395250 1 set

Panic B automatic dead lock SH 2,400 to 2,599, two-winged stainless steel matt 395251 1 set

Panic B automatic dead lock SH 2,600 to 2,950, two-winged stainless steel matt 395252 1 set

Panic B automatic dead lock SH ≤ 2,399, two-winged, LM stainless steel matt 395253 1 set

Panic B automatic dead lock SH 2,400 to 2,599, two-winged, LM stainless steel matt 395254 1 set

Panic B automatic dead lock SH 2,600 to 2,950, two-winged, LM stainless steel matt 395255 1 set

 ■ Technical Information
 – For sets no. 395200 to 395212:

- For single sash doors with emergency exit and panic function.
- For two-winged doors with partial panic function at the active leaf.
- Packages for special function inward emergency exit EN179 also available.
- Sets no. 395203, 395204, 395205 with controlled latch locking device (CLL).

 – For sets no. 395240 to 395282:
- For two-winged doors with emergency exit and panic function.
- Sets no. 395243, 395244, 395245 with controlled latch locking device (CLL).
- Sets no. 395246, 395247, 395248 with controlled latch locking device (CLL) and latch monitoring (LM).
- Sets no. 395253 to 395255, 395280 to 395282 with latch monitoring (LM).
- Connecting cable for LM included in sets.
- Lower bar inlay has to be ordered separately.
- Pushing flap and run-on rest absolutely necessary.

 – For all sets:
- Classification DIN 18251-3 class 3.
- VdS classification class A (M114339).
- Tested in RAICO doors up to burglar resistance class RC3 acc. to DIN EN 1627 ff.
- Min. sash height for multipoint locking 2,010 mm.
- Stainless steel forend with end caps.
- Lock 1-turn.
- Square pin 9 mm.
- ISO plate with integrated latch bolt slide, for panic inward without latch bolt slide.

FRAME+ 75 DI Fittings
Product range

Locking technology
Panic locks
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Article Material Surface No. PU

Panic E automatic dead lock A-opener SH ≤ 2,399, single sash stainless steel matt 395220 1 set

Panic E automatic dead lock A-opener SH 2,400 to 2,599, single sash stainless steel matt 395221 1 set

Panic E automatic dead lock A-opener SH 2,600 to 2,950, single sash stainless steel matt 395222 1 set

Panic B automatic dead lock A-opener SH ≤ 2,399, single sash stainless steel matt 395230 1 set

Panic B automatic dead lock A-opener SH 2,400 to 2,599, single sash stainless steel matt 395231 1 set

Panic B automatic dead lock A-opener SH 2,600 to 2,950, single sash stainless steel matt 395232 1 set

Panic E automatic dead lock A-opener SH ≤ 2,399, two-winged stainless steel matt 395260 1 set

Panic E automatic dead lock A-opener SH 2,400 to 2,599, two-winged stainless steel matt 395261 1 set

Panic E automatic dead lock A-opener SH 2,600 to 2,950, two-winged stainless steel matt 395262 1 set

Panic E automatic dead lock A-opener SH ≤ 2,399, two-winged, LM stainless steel matt 395263 1 set

Panic E automatic dead lock A-opener SH 2,400 to 2,599, two-winged, LM stainless steel matt 395264 1 set

Panic E automatic dead lock A-opener SH 2,600 to 2,950, two-winged, LM stainless steel matt 395265 1 set

Panic B automatic dead lock A-opener SH ≤ 2,399, two-winged stainless steel matt 395270 1 set

Panic B automatic dead lock A-opener SH 2,400 to 2,599, two-winged stainless steel matt 395271 1 set

Panic B automatic dead lock A-opener SH 2,600 to 2,950, two-winged stainless steel matt 395272 1 set

Panic B automatic dead lock A-opener SH ≤ 2,399, two-winged, LM stainless steel matt 395273 1 set

Panic B automatic dead lock A-opener SH 2,400 to 2,599, two-winged, LM stainless steel matt 395274 1 set

Panic B automatic dead lock A-opener SH 2,600 to 2,950, two-winged, LM stainless steel matt 395275 1 set

 ■ Technical Information
 – For sets no. 395220 to 395232:

- For single sash doors with emergency exit and panic function.
- For two-winged doors with partial panic function at the active leaf.
- Packages for special function inward emergency exit EN179 also available.

 – For sets no. 395260 to 395275:
- For two-winged doors with emergency exit and panic function.
- Sets no. 395263 to 395265, 395273 to 395275 with latch monitoring (LM).
- Connecting cable for LM included in sets.
- Lower bar inlay has to be ordered separately.
- Pushing flap and run-on rest absolutely necessary.

 – For all sets:
- Classification DIN 18251-3 class 3.
- VdS classification class A (M114340).
- Tested in RAICO doors up to burglar resistance class RC3 acc. to DIN EN 1627 ff.
- Basic connection set or connection set of the tappet contact has to be ordered separately.
- Min. sash height for multipoint locking 2,010 mm.
- Stainless steel forend with end caps.
- Lock 1-turn.
- Square pin 9 mm.
- ISO plate with integrated latch bolt slide, for panic inward without latch bolt slide.

FRAME+ 75 DI Fittings
Product range

Locking technology
Panic locks
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Locking technology
Locks inactive leaf 

FRAME+ 75 DI fi ttings
Product range

Article Material Surface No. PU

Inactive leaf locking  manual stainless steel matt 395080 1 set

 ■ Technical information
 – For two-winged doors without panic function.
 – Stainless steel forend with end caps.
 – Bar inlay below must be ordered separately.
 – Attention: no order item, see selection tables for further specification.

Article Material Surface No. PU

Inactive leaf locking  automatic stainless steel matt 395090 1 set

 ■ Technical information
 – For two-winged doors without panic function.
 – For two-winged doors with partial panic function at the active leaf.
 – Stainless steel forend.
 – Bar inlay below must be ordered separately.
 – Attention: no order item, see selection tables for further specification.

Article Material Surface No. PU

Bar inlay sill inward opening - black 395310 1 pc(s)

Bar inlay sill outward opening - black 395311 1 pc(s)

 ■ Technical information
 – For two-winged doors.
 – Floor connection with sill.

Article Material Surface No. PU

Bottom shoot bolt adjustable - - 395312 1 pc(s)

 ■ Technical information
 – For two-winged doors.
 – Floor connection without sill.

Article Material Surface No. PU

Bar inlay sill outward opening RC stainless steel - 395313 1 pc(s)

 ■ Technische Information
 – For two-winged escape doors with burglar-resistance RC2 and RC3.
 – Floor connection with sill.
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Locking technology
Accessories standard locks

FRAME+ 75 DI fi ttings
Product range

Article No. PU

Latch support adjustable 395300 1 pc(s)

 ■ Technical information
 – Adjustable, with fixation screws.
 – For doors without E-opener absolutely necessary.

Article No. PU

Standard E-opener without unlocking 395320 1 pc(s)

Standard E-opener with unlocking 395321 1 pc(s)

 ■ Technical information
 – Execution ProFix2, with integrated keeper slide, without strike plate.
 – Nominal voltage 10 to 24 V AC/DC.
 – Duty cycle 100% with a max. 12 V DC supply.
 – No. 395321 not admissible for panic doors!

Article No. PU

E-opener for access control system, without monitoring contact 395322 1 pc(s)

E-opener for access control system, with monitoring contact 395323 1 pc(s)

 ■ Technical information
 – Execution ProFix2, with integrated keeper slide, without strike plate.
 – With diode, for access control systems.
 – Nominal voltage 10 to 24 V AC/DC.
 – Duty cycle 100% with a max. 12 V DC supply.

Article No. PU

E-opener for swing door drives, without monitoring contact 395324 1 pc(s)

 ■ Technical information
 – Execution ProFix2, with integrated keeper slide, without strike plate.
 – With diode, for swing door drives
 – Without monitoring contact.
 – Nominal voltage 22 to 42 V AC/DC.
 – Duty cycle 100% with a max. 24 V DC supply.

Article No. PU

Locking bolt housing RC 395301 1 pc(s)

 ■ Technical information
 – For burglar-resistant doors RC2 and RC3.

Article No. PU

Insertion for anti-drill protection RC 395315 1 pc(s)

 ■ Technical information
 – For burglar-resistant doors RC2 and RC3.
 – Adhesive, to stick on the main lock case.
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Locking technology
Accessories locks

FRAME+ 75 DI fi ttings
Product range

Article No. PU

Lock switch contact 395331 1 pc(s)

 ■ Technical information
 – Suitable for all locking types except of two-winged doors with full panic function.
 – Adjustable switch point.
 – Dust- and splash-proofed.
 – Connection cable 6 m.
 – VdS clas C (G 110091).
 – Tool-free installation.

Article No. PU

Connecting cable for E-opener 2.5 m 395325 1 pc(s)

Connecting cable for E-opener 4.5 m 395326 1 pc(s)

 ■ Technical information
 – 2 wires, 0.5 mm2, pluggable.

Article No. PU

Basic connection set for automatic lock with A-opener 395330 1 set

 ■ Technical information
 – For cap combination 1A and 2A.
 – Including magnetic contact.
 – For on-site power supply.
 – Cable transition additionally required.

Article No. PU

E-opener, quiescent current, without monitoring contact 395327 1 pc(s)

E-opener, quiescent current, with monitoring contact 395328 1 pc(s)

 ■ Technical information
 – Execution ProFix2, with integrated keeper slide, without strike plate.
 – Quiescent current execution.
 – With diode, for swing door drives.
 – No. 395327 without monitoring contact, no. 395328 with monitoring contact.
 – Nominal voltage 24 V DC.
 – Duty cycle 100%.
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Locking technology
Accessories locks

FRAME+ 75 DI fi ttings
Product range

Article No. PU

Flexible cable transition 395333 1 pc(s)

 ■ Technical information
 – Concealed installation in the rebate.
 – Detachable, with installation tub.
 – Max. Ø for cable: 8 mm.

Article No. PU

Top-hat rail-power supply 395334 1 pc(s)

 ■ Technical information
 – For cap combination 1A and 2A.
 – For top-hat installation.
 – 12V DC, 2.0A.
 – Width 77 mm (4.4 modules).

Article No. PU

Connection set tappet contact for automatic lock with A-opener 395335 1 set

 ■ Technical information
 – For cap combination 1A and 2A.
 – Including magnetic contact.
 – For on-site power supply.

Article No. PU

Opening monitoring 395332 1 pc(s)

 ■ Technical information
 – Opening monitoring of doors.
 – For the connection to alarm and monitoring systems.
 – VdS Class B (G 198514).
 – Length of connection cable 10 m.
 – Including fixation material.

Article No. PU

Connection cable for dead bolt monitoring 10 m 395338 1 Stk

 ■ Technical information
 – For locking combination 2E.
 – Required if bolt monitoring device and E-opener are connected at the same time.
 – With plug single-ended for the connection of the counter case.
 – Max. Ø of cable: 8 mm.
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Locking technology
Accessories locks

FRAME+ 75 DI fi ttings
Product range

Article Material Surface No. PU

Pushing flap - silver 395340 1 pc(s)

 ■ Technical information
 – For two-winged emergency exit and panic door locks absolutely necessary.

Article Material Surface No. PU
Run-on rest with pin
for pushing flap - silver 395341 1 pc(s)

 ■ Technical information
 – For two-winged emergency exit and panic door locks absolutely necessary.

Article Material Surface No. PU
Additional set for
two-winged escape door 
with swing door drive

stainless steel matt 395350 1 pc(s)

 ■ Technical information
 – For two-winged doors with swing door drive.
 – Necessary additionally to the lock set.
 – Only for the use in connection with two-winged full panic function

or with automatic inactive leaf locking.
 – E-opener 22 to 42V AC/DC, without feedback contact, with diode.
 – Duty cycle 100% with a 24V DC supply.

Article No. PU

Additional set dead bolt monitoring for inactive leaf 395351 1 pc(s)

 ■ Technical information
 – For two-winged doors with profile change or dummy mullion.
 – Dead bolt monitoring on the upper espagnolette bolt.
 – VdS class C (G 107060).
 – Mount instead of the upper bar inlay.
 – Connection cable 6 m.
 – Attention: no order item, see selection tables for further specification.
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Pusher and handles
Pusher

FRAME+ 75 DI fi ttings
Product range

Article No. PU

Half-set interior 395400 1 set

Pusher set 395401 1 set

 ■ Technical information
 – Firmly pivoted, with return spring.
 – Concealed fixation, without fixation screws.
 – Attention: no order item, see selection tables for further specification.

Article No. PU

Panic E half-set 395410 1 set

Panic B pusher set 395411 1 set

Panic B external pusher 395412 1 pc(s)

 ■ Technical information
 – Firmly pivoted, with return spring.
 – Concealed fixation, without fixation screws.
 – Attention: no order item, see selection tables for further specification.

Article No. PU

Panic B safety set RC3 395413 1 pc(s)

Panic B safety set RC2 395414 1 pc(s)

 ■ Technical information
 – No. 395414: safety set DIN 18257 class ES1-ZA.
 – No. 395413: safety set DIN 18257 class ES2-ZA.
 – Firmly pivoted, with return spring.
 – Concealed fixation, fixation screws included.
 – For burglar-resistant doors with shift function E the standard half sets may be used.
 – Cylinder length 70/35 mm absolutely necessary for both articles!
 – Attention: no order item, see selection tables for further specification.

Article No. PU

Half-set exterior fixed knob 395402 1 pc(s)

 ■ Technical information
 – Fixed.
 – Concealed fixation, without fixation screws.
 – Attention: no order item, see selection tables for further specification.



2016 27

FRAME+ 75 DI fi ttings
Product range

Pr
od

uc
t r

an
ge

Pusher and handles
Pusher

Article No. PU

Panic E half-set push bar 395430 1 set

Panic B half-set push bar 395431 1 set

Panic E half-set push bar inactive leaf 395432 1 set

 ■ Technical information
 – Not possible for two-winged doors with sash profile 314391, 314506.
 – Concealed fixation, without fixation screws.
 – Execution as short plate.
 – Attention: no order item, see selection tables for further specification.

Article Material Surface No. PU
Panic E half-set pushbar
active and inactive leaf SW<1,350 stainless steel matt 395420 1 set

Panic B half-set pushbar SW<1,350 stainless steel matt 395421 1 set
Panic E half-set pushbar
active and inactive leaf SW>1,350 stainless steel matt 395423 1 set

Panic B half-set pushbar SW>1,350 stainless steel matt 395424 1 set

 ■ Technical information
 – No. 395420, 395423:

- For active leaf with shift function E and inactive leaf.
 – No. 395421, 395424:

- For active leaf with switchover function B.
 – Concealed fixation, without fixation screws.
 – Attention: no order item, see selection tables for further specification.

Article Material Surface No. PU

Tubular handle stainless steel L=2,500 stainless steel matt 395600 1 pc(s)

Tubular handle stainless steel L=3,000 stainless steel matt 395601 1 pc(s)

 ■ Technical information
 – For modular system push handle.
 – Ø 35 mm, wall thickness 1.5 mm.
 – Surface polished, grain 800.

Article Material Surface No. PU

Straight support 90° stainless steel matt 395605 1 pc(s)

 ■ Technical information
 – For modular system push handle.
 – Mounting set has to be ordered separately.
 – Requirement per push handle: 2 pieces.
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Pusher and handles
Handles

FRAME+ 75 DI fi ttings
Product range

Article Material Surface No. PU

Mounting set unilateral, standard stainl. steel matt 395615 2 pc(s)

 ■ Technical information
 – For modular system push handle.
 – For the unilateral fixation of support no. 395605.
 – For doors exposed to normal stresses.

Article Material Surface No. PU

Mounting set unilateral, heavy stainl. steel matt 395616 2 pc(s)

 ■ Technical information
 – For modular system push handle.
 – For the unilateral fixation of support no. 395605.
 – For doors exposed to high stresses.

Article Material Surface No. PU

Reinforcement tube L=3,000 steel electrolytically 
galvanised 395610 1 pc(s)

 ■ Technical information
 – For modular system push handle.
 – For the reinforcement of push handles L > 1,500 mm and for doors exposed to high stress.
 – Length = external tube - 100 mm.

Article Material Surface No. PU

Distance sleeve synthetic - 395611 1 pc(s)

 ■ Technical information
 – For modular system push handle.
 – For use in connection with reinforcement tube no. 395610.
 – Distance sleeve to reinforcement tube appr. 350 mm.
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Pusher and handles
Accessories pusher and handles

FRAME+ 75 DI fi ttings
Product range

Article Material Surface No. PU

Two-sided profile cylinder standard - - 395490 1 pc(s)

 ■ Technical information
 – With emergency and danger function on both sides.
 – Exterior length 65 for PC rose with/without cylinder cover possible.
 – Different locking.
 – Anti-drilling protection.
 – Including 3 keys.
 – Attention: no order item, see selection tables for further specification.

Article Material Surface No. PU

PC decorative ring stainless steel stainless steel matt 395455 1 pc(s)

 ■ Technical information
 – Installation only possible at the outside.
 – No additional fixation material necessary.

Article Material Surface No. PU

Panic cylinder rose - - 395460 1 pc(s)

 ■ Technical information
 – Installation possible at the inside and outside.
 – Sliding rose, concealed fixation.
 – Oval, profile cylinder perforated.
 – Rose height 7 mm.
 – Without fixation screws.
 – Attention: no order item, see selection tables for further specification.

Article Material Surface No. PU

Cylinder rose - - 395450 1 pc(s)

 ■ Technical information
 – Installation possible at the inside and outside.
 – Sliding rose, concealed fixation.
 – Oval, profile cylinder perforated.
 – Rose height 6 mm.
 – Without fixation screws.
 – Attention: no order item, see selection tables for further specification.

Article Material Surface No. PU

Cylinder rose with cylinder cover - - 395451 1 pc(s)

 ■ Technical information
 – Installation only possible at the outside.
 – Sliding rose with plug pulling protection, concealed fixation.
 – Oval, profile cylinder perforated.
 – Rose height 11.5 mm (for cylinder projection from 5 to 7 mm).
 – Without fixation screws.
 – Attention: no order item, see selection tables for further specification.
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Door closer
Upper door closer

FRAME+ 75 DI fi ttings
Product range

Article No. PU

Upper door closer GEZE TS 5000 395500 1 set

 ■ Technical information
 – Mounting plate for closer must be ordered separately.
 – Single-sash elements:

- Blade mounting hinge side inward: SW ≥ 600 mm.
- Transom mounting opposite hinge outward: SW ≥ 700 mm.

 – Two-winged elements without closing sequence control - only for use on the active leaf:
- Blade mounting hinge side inward: SW ≥ 450 mm.
- Transom mounting opposite hinge outward: SW ≥ 700 mm.

 – Two-winged elem. without closing sequence control - for use on the active and inactive leaf:
- Use of 2 sets necessary.
- Blade mounting hinge side inw.: SW ≥ 450 mm. SW active leaf + SW inactive leaf ≥ 1,200 mm.
- Transom mounting opposite hinge outward: SW ≥ 700 mm.

 – Attention: no order item, see selection tables for further specification.

Article No. PU

Upper door closer GEZE TS 5000 L 395501 1 set

 ■ Technical information
 – Mounting plate for closer must be ordered separately.

-  At blade mounting outward opening the mounting plate sliding rail must be ordered 
separately.

 – Single-sash elements:
- Blade mounting opposite hinge outward: SW ≥ 650 mm. Interior view sash ≥ 58 mm.
- Transom mounting hinge side inward: SW ≥ 750 mm.

 – Two-winged elements without closing sequence control - only for use on the active leaf:
- Blade mounting opposite hinge outward: SW ≥ 450 mm. Interior view sash ≥ 58 mm.
- Transom mounting hinge side inward: SW ≥ 750 mm.

 – Two-winged elements without closing sequence control - for use on the active and 
inactive leaf:
- Use of 2 sets necessary.
- Blade mounting opposite hinge side outward: SW ≥ 450 mm.
 SW active leaf + SW inactive leaf ≥ 1,300 mm. Interior view sash ≥ 58 mm.
- Transom mounting hinge side inward: SW ≥ 750 mm.

 – Attention: no order item, see selection tables for further specification.

Article No. PU

Upper door closer GEZE TS 5000 closing sequence control 395502 1 set

 ■ Technical information
 – 2 pieces mounting plates must be ordered separately.
 – Blade mounting hinge side inward: 

- SW ≥ 450 mm.
- Interior view outer frame ≥ 54 mm.
- SW active leaf + SW inactive leaf ≥ 1,300 mm.

 – Attention: no order item, see selection tables for further specification.
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Door closer
Upper door closer

FRAME+ 75 DI fi ttings
Product range

Article No. PU

Upper door closer GEZE TS 5000 L closing sequence control 395503 1 set

 ■ Technical information
 – 2 pieces mounting plates for closer must be ordered separately.
 – Mounting plate sliding rail must be ordered separately.
 – Blade mounting opposite hinge outward:

- SW ≥ 450 mm. 
- Interior view sash ≥ 58mm.
- SW active leaf + SW inactive leaf ≥ 1,750 mm.

 – Attention: no order item, see selection tables for further specification.

Article No. PU

Upper door closer GEZE Boxer single-sash 395515 1 set

 ■ Technical information
 – Door closer size EN 3-6.
 – Min. width of the active leaf 660 mm.
 – Min. width of the inactive leaf 730 mm (at use on the active and inactive leaf).
 – Max. sash weight 180 kg.
 – For inward opening the sliding rail, for outward opening the closer has to be supported.
 – Attention: no order item, see selection tables for further specification.

Article No. PU

Upper door closer GEZE Boxer ISM two-winged 395516 1 set

 ■ Technical information
 – Door closer size EN 3-6.
 – Min. width of the active leaf i.o. 820 mm, o.o. 670 mm.
 – Min. width of the inactive leaf 775 mm.
 – Max. sash weight 180 kg.
 – For inward opening the sliding rail, for outward opening the closer has to be supported.
 – Attention: no order item, see selection tables for further specification.
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Door closer
Accessories door closer

Article No. PU

Mechanical locking unit 395550 1 pc(s)

 ■ Technical information
 – For GEZE Boxer, GEZE TS 5000 and GEZE TS 5000 L.
 – Adjustable between 80° and 130°; holding force adjustable.
 – Not suitable for ISM slide rails (with closing sequence control).

Article No. PU

Locking unit for slide rail closing sequence control 395551 1 pc(s)

 ■ Technical information
 – For GEZE Boxer, GEZE TS 5000 qnd GEZE TS 5000 L.
 – Adjustable between 80° and 130°; holding force adjustable.
 – For ISM slide rails (with closing sequence control).
 – Requirement per sash: 1 piece.

Article No. PU

Opening restriction 395560 1 pc(s)

 ■ Technical information
 – For GEZE Boxer, GEZE TS 5000 and GEZE TS 5000 L.
 – Adjustable between 88° and 115°.
 – Not suitable for ISM slide rails (with closing sequence control).

Article No. PU

Mounting plate closing mechanism 395570 1 pc(s)

 ■ Technical information
 – For upper door closer GEZE TS 5000.
 – For upper door closer GEZE TS 5000 L.
 – Attention: no order item, see selection tables for further specification.

Article No. PU

Mounting plate slide rail 395571 1 pc(s)

 ■ Technical information
 – Bei auswärts öffnenden Elementen und Blattmontage Bandgegenseite.
 – For upper door closer GEZE TS 5000 L.
 – Attention: no order item, see selection tables for further specification.

Article No. PU

Mounting plate slide rail closing sequence control 395572 1 pc(s)

 ■ Technical information
 – For upper door closer GEZE TS 5000 L with closing sequence control.
 – Attention: no order item, see selection tables for further specification.

FRAME+ 75 DI fi ttings
Product range
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Accessories in general
Screws

Article Material Surface Drive No. PU
Countersunk screw
St 4.2x19

stainless steel 
V4A

polymer 
lubricated TX T20 908016 100 

pc(s)

Article Material Surface Drive No. PU
Special countersunk 
sheet metal screw
St 4.2x32

stainless steel 
V4A

polymer 
lubricated TX T20 908018 100 

pc(s)

Article Material Surface Drive No. PU
Special countersunk 
sheet metal screw
St 4.8x19

stainless steel 
V2A

polymer 
lubricated TX T25 908118 100 

pc(s)

Article Material Surface Drive No. PU
Countersunk head
blind rivet nut M5x12

stainless steel 
V2A - - 910101 100 

pc(s)

Article Material Surface Drive No. PU
Countersunk sheet
metal screw St 3.9x16

stainless steel 
V4A

polymer 
lubricated TX T15 902512 100 

pc(s)

Article Material Surface Drive No. PU
Countersunk sheet
metal screw M5x20

stainless steel 
V2A

TUFLOK® 
coated TX T25 904259 100 

pc(s)
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FRAME+ 75 DI fi ttings
Product range

Tools
Drilling jigs fi ttings

Article Material Surface No. PU

Drilling jig plastic material white 328100 1 pc(s)

 ■ Technical information
 – For two-winged doors with panic function.
 – For pushing flap and run-on rest.
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General information
Door locks

Validity of RAICO test certifi cates when using third-party fi ttings

CE marking according to EN 14351-1
-  Replacement of fi ttings may possibly lead to a change in the 

performance characteristics.

-  The equivalence of the third-party fi ttings with the RAICO
fi ttings must be verifi ed. Verifi cation lies within the scope of
responsibility of the product launcher.

-  A comparison test is not necessary with verifi ed equivalence; 
RAICO does, however, recommend an internal comparison test.

-  The maximum latching distances in accordance with the RAICO 
test certifi cates (see also the following sketch) must be adhered to!

Burglar resistance acc. to DIN EN 1627
-  Alternative locks must have a conformity proof according to

DIN 18251 class 4 (according to DIN EN 1627, table NA.1) or 
DIN EN 12209 (position 7, class 3 according to DIN EN 1627,
table 2). The replacement of locks is only permissible within
the framework of an expert report from the inspection
authority!

-  Permissible alternative combinations of profi le cylinders
and security fi ttings:
- Profi le cylinder class 21-, 31-, 71 BZ (DIN 18252)
  with security fi tting class ES1 (DIN 18257) or
- Profi le cylinder class 21-, 31-, 71 BS (DIN 18252)
  with security fi tting class ES1-ZA (DIN 18257).

-  The replacement of profi le cylinders and security fi ttings is per-
missible without an expert report from the inspection authority.

- The use of alternative door hinges is not permissible!

Emergency exit and panic doors acc. to EN 179 / EN 1125
-  For emergency exit and panic doors, the ”capability for

release“ is a mandatory property and must be verifi ed.
The replacement of locks and handles is only permissible 
within the framework of an expert report from the inspec-
tion authority!

- The use of alternative door hinges is not permissible!

General requirements when using fi ttings from other manufacturers for RAICO doors: 
■ Lock: U-shaped forend 6x24 mm.
■ Striking plate/door edge bolt/shoot bolt lock/panic counter case: U-shaped forend 5x24 mm or flat forend 3x24 mm with ISO plate.
■ Back set dimensions see allocation table.
■  The back set dimensions of door edge bolt/shoot bolt lock acc. to the allocation table are mandatory. On the resultant rod axis

the corner angles and dummy mullion sealing pieces are pre-punched.
■  For outward opening doors with door lock the opening width has to be restricted with a door stop according to the instructions

given by the supplier. As a rule, a back check in the guide rail will not be suffi cient.
■  To avoid jamming in the center joint when mounting two-winged panic doors, it is absolutely necessary to insert the RAICO

pushing fl ap no. 395340 with run-on rest and pin no. 395341.

Sash width ≤ 1,400
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Selection and overview
CE marking single lever lock
Sizing diagram

 Sash height

 Sash width

■ Technical information
 –   When using third-party fittings, it may

be necessary to check the maximum 
sash sizes or weights against the
corresponding conformity certificates.

 –  The maximum latching distances in
accordance with the RAICO test
certificates for CE marking as per
EN 14351-1 must be adhered to as must, 
if applicable, the requirements as per
EN 1627 ff. for burglar-resistant
elements.

■ Notice
 –   In case of unfavourable installation

positions (direct sunlight, cast shadows) 
and dark surface coatings, the use of 
warp-resistant profiles is also recom-
mended for smaller sash heights.

 –  Depending on the selected door hinges 
and the sash weight, there may be
restrictions on the maximum sash size 
(see FRAME+ 75 DI Planning, section 
Door hinges).  

no RC possible!

inward outward
1 winged 2 winged 1 winged 2 winged

Air permeability EN 14351-1 2 2 2 2
Resistance to wind load EN 12210 C2 B2 C2 B2
Water tightness EN12208 4A 4A 4A 4A
Operating forces EN 12217 2 1 2 2

*** Hinges see selection tables.
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Selection and overview
CE marking multipoint locking – standard height without extension

Sizing diagram

 Sash height

 Sash width

■ Technical information
 –   When using third-party fittings, it may

be necessary to check the maximum 
sash sizes or weights against the
corresponding conformity certificates.

 –  The maximum latching distances in
accordance with the RAICO test
certificates for CE marking as per
EN 14351-1 must be adhered to as must, 
if applicable, the requirements as per
EN 1627 ff. for burglar-resistant
elements.

■ Notice
 –   In case of unfavourable installation

positions (direct sunlight, cast shadows) 
and dark surface coatings, the use of 
warp-resistant profiles is also recom-
mended for smaller sash heights.

 –  Depending on the selected door hinges 
and the sash weight, there may be
restrictions on the maximum sash size 
(see FRAME+ 75 DI Planning, section 
Door hinges).  

*** Hinges see selection tables.

inward outward
1 winged 2 winged 1 winged 2 winged

Air permeability EN 14351-1 2 2 2 2
Resistance to wind load EN 12210 C2 B2 C2 B2
Water tightness EN12208 4A 4A 4A 4A
Operating forces EN 12217 2 1 2 2

inward outward
1 winged 2 winged 1 winged 2 winged

Air permeability EN 14351-1 4/3* 4/3* 4/3* 4/3*
Resistance to wind load EN 12210 C4/C4* C3/C3* C4/C3* C3/C3*
Water tightness EN12208 9A/9A* 7A/7A* 8A/5A* 7A/5A*
Operating forces EN 12217 2/2* 1/1* 2/2* 2/2*

* Test value applies for roller hinge.

S
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ht

**  depending on the lock,
selection tables see planning fi ttings.

RC1 / RC2 / RC3:
min. SW active leaf  800 max. SW active leaf  1400
min. SW inactive leaf 350 max. SW inactive leaf 1400
min. SH 2000  max. SH 2400** 
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Selection and overview
CE marking automatic deadlock – high execution
Sizing diagram

 Sash height

 Sash width

■ Technical information
 –   When using third-party fittings, it may

be necessary to check the maximum 
sash sizes or weights against the
corresponding conformity certificates.

 –  The maximum latching distances in
accordance with the RAICO test
certificates for CE marking as per
EN 14351-1 must be adhered to as must, 
if applicable, the requirements as per
EN 1627 ff. for burglar-resistant
elements.

■ Notice
 –   In case of unfavourable installation

positions (direct sunlight, cast shadows) 
and dark surface coatings, the use of 
warp-resistant profiles is also recom-
mended for smaller sash heights.

 –  Depending on the selected door hinges 
and the sash weight, there may be
restrictions on the maximum sash size 
(see FRAME+ 75 DI Planning, section 
Door hinges).  

*** Hinges see selection tables.

inward outward
1 winged 2 winged 1 winged 2 winged

Air permeability EN 14351-1 2 2 2 2
Resistance to wind load EN 12210 C2 B2 C2 B2
Water tightness EN12208 4A 4A 4A 4A
Operating forces EN 12217 2 1 2 2

inward outward
1 winged 2 winged 1 winged 2 winged

Air permeability EN 14351-1 4/3* 4/3* 4/3* 4/3*
Resistance to wind load EN 12210 C4/C4* C3/C3* C4/C3* C3/C3*
Water tightness EN12208 9A/9A* 7A/7A* 8A/5A* 7A/5A*
Operating forces EN 12217 2/2* 1/1* 2/2* 2/2*

* Test value applies for roller hinge.
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**  depending on the lock,
selection tables see planning fi ttings.

RC1 / RC2 / RC3:
min. SW active leaf  800 max. SW active leaf  1400
min. SW inactive leaf 350 max. SW inactive leaf 1400
min. SH 2000  max. SH 2600** 
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Selection and overview
CE marking automatic deadlock – extra high execution

Sizing diagram

 Sash height

 Sash width

■ Technical information
 –   When using third-party fittings, it may

be necessary to check the maximum 
sash sizes or weights against the
corresponding conformity certificates.

 –  The maximum latching distances in
accordance with the RAICO test
certificates for CE marking as per
EN 14351-1 must be adhered to as must, 
if applicable, the requirements as per
EN 1627 ff. for burglar-resistant
elements.

■ Notice
 –   In case of unfavourable installation

positions (direct sunlight, cast shadows) 
and dark surface coatings, the use of 
warp-resistant profiles is also recom-
mended for smaller sash heights.

 –  Depending on the selected door hinges 
and the sash weight, there may be
restrictions on the maximum sash size 
(see FRAME+ 75 DI Planning, section 
Door hinges).  

*** Hinges see selection tables.

inward outward
1 winged 2 winged 1 winged 2 winged

Air permeability EN 14351-1 4/3* 4/3* 4/3* 4/3*
Resistance to wind load EN 12210 C4/C4* C3/C3* C4/C3* C3/C3*
Water tightness EN12208 9A/9A* 7A/7A* 8A/5A* 7A/5A*
Operating forces EN 12217 2/2* 1/1* 2/2* 2/2*

* Test value applies for roller hinge.

S
as

h 
he
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ht

**  depending on the lock,
selection tables see planning fi ttings.

RC1 / RC2 / RC3:
min. SW active leaf  800 max. SW active leaf  1400
min. SW inactive leaf 350 max. SW inactive leaf 1400
min. SH 2000  max. SH 2750** 
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Selection and overview
CE marking bar bolt and hook bolt lock with extension
Sizing diagram

 Sash height

 Sash width

■ Technical information
 –   When using third-party fittings, it may

be necessary to check the maximum 
sash sizes or weights against the
corresponding conformity certificates.

 –  The maximum latching distances in
accordance with the RAICO test
certificates for CE marking as per
EN 14351-1 must be adhered to as must, 
if applicable, the requirements as per
EN 1627 ff. for burglar-resistant
elements.

■ Notice
 –   In case of unfavourable installation

positions (direct sunlight, cast shadows) 
and dark surface coatings, the use of 
warp-resistant profiles is also recom-
mended for smaller sash heights.

 –  Depending on the selected door hinges 
and the sash weight, there may be
restrictions on the maximum sash size 
(see FRAME+ 75 DI Planning, section 
Door hinges).  

*** Hinges see selection tables.

inward outward
1 winged 2 winged 1 winged 2 winged

Air permeability EN 14351-1 4/3* 4/3* 4/3* 4/3*
Resistance to wind load EN 12210 C4/C4* C3/C3* C4/C3* C3/C3*
Water tightness EN12208 9A/9A* 7A/7A* 8A/5A* 7A/5A*
Operating forces EN 12217 2/2* 1/1* 2/2* 2/2*

* Test value applies for roller hinge.

S
as
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ht

**  depending on the lock,
selection tables see planning fi ttings.

RC1 / RC2 / RC3:
min. SW active leaf  800 max. SW active leaf  1400
min. SW inactive leaf 350 max. SW inactive leaf 1400
min. SH 2000  max. SH 2950** 
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Locks
Classifi cation sash – backset

Locks without/with panic function

Single-sash elements / active leaf
for two-winged elements without panic function Backset 34 Backset 44 Backset 64
inward opening

No. Article
314100/314380 Sash profile 84/71 ■

314150 Sash profile 84/71 rounded contours ■

314160 Sash profile 84/71 slanted contours ■

314110 Sash profile 104/91 ■

314151 Sash profile 104/71 rounded contours ■

314161 Sash profile 104/71 slanted contours ■

314102/314386 Sash profile 84/41 ■

314112/314387 Sash profile 64/41 ■

outward opening

No. Article
314506/314391 Sash profile 48/111 ■

314508/314390 Sash profile 58/121 ■

314510/314392 Sash profile 58/61 ■

■ Locks without panic function

Inactive leaf
for two-winged elements without panic function Backset 34 Backset 59 Backset 84
inward opening

No. Article
314104 Dummy mullion profile 31/69 ■

314106 Dummy mullion profile 31/39 ■

314508/314390 Sash profile 58/121 (als Stulpflügel) ■

outward opening
No. Article

314100/314380 Sash profile 84/71 (as dummy mullion sash) ■

314108/314399 Dummy mullion sash profile 74/61 ■

314518 Dummy mullion and reversion profile 69/46 ■

314520 Dummy mullion profile 69/46 ■

Single-sash elements / active leaf
for two-winged elements with panic function Backset 34 Backset 44
outward opening

No. Article

314506/314391 Sash profile 48/111
(only admissible for single-sash elements!)

■

314508/314390 Sash profile 58/121 ■

314510/314392 Sash profile 58/61 ■

■ Locks with panic function

Inactive elaf
for two-winged elements with panic function Backset 34 Backset 84
outward opening

No. Article
314100/314380 Sash profile 84/71 (as dummy mullion sash) ■

314518 Dummy mullion and reversion profile 69/46 ■

314520 Dummy mullion profile 69/46 ■
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General information
Fitting overview for burglar-resistant doors

Fittings active leaf
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1 wing inward RC2 without without ■ ■ ■ on site ■ □ □
1 wing outward RC2 without without ■ ■ ■ on site ■ □ □
1 wing outward RC2 EN179 E, pusher ■ ■ ■ on site ■ □
1 wing outward RC2 EN179 B, pusher ■ ■ on site

1 wing outward RC2 EN1125 E, handlebar ■ ■ ■ on site ■ ■
1 wing outward RC2 EN1125 E, pushbar ■ ■ ■ on site ■ ■
1 wing outward RC2 EN1125 B, handlebar available shortly
1 wing outward RC2 EN1125 B, pushbar available shortly

2 wings inward RC2 without without ■ ■ ■ on site ■ ■
2 wings outward RC2 without without ■ ■ ■ on site ■ ■
2 wings outward RC2 EN179 E, pusher ■ ■ on site ■ ■
2 wings outward RC2 EN179 B, pusher ■ on site

2 wings outward RC2 EN1125 E, handlebar ■ ■ on site ■ ■
2 wings outward RC2 EN1125 E, pushbar ■ ■ on site ■ ■
2 wings outward RC2 EN1125 B, handlebar available shortly
2 wings outward RC2 EN1125 B, pushbar available shortly

1 wing inward RC3 without without ■ ■ ■ on site ■ □ □
1 wing outward RC3 without without ■ ■ ■ on site ■ □ □
1 wing outward RC3 EN179 E, pusher ■ ■ ■ on site ■ □
1 wing outward RC3 EN179 B, pusher ■ ■ on site

1 wing outward RC3 EN1125 E, handlebar ■ ■ ■ on site

1 wing outward RC3 EN1125 E, pushbar ■ ■ ■ on site

1 wing outward RC3 EN1125 B, handlebar available shortly
1 wing outward RC3 EN1125 B, pushbar available shortly

2 wings inward RC3 without without ■ ■ ■ on site ■ ■
2 wings outward RC3 without without ■ ■ ■ on site ■ ■
2 wings* outward RC3 EN179 E, pusher ■ ■ on site ■ ■
2 wings* outward RC3 EN179 B, pusher ■ on site

2 wings* outward RC3 EN1125 E, handlebar ■ ■ on site

2 wings* outward RC3 EN1125 E, pushbar ■ ■ on site

2 wings* outward RC3 EN1125 B, handlebar available shortly
2 wings* outward RC3 EN1125 B, pushbar available shortly

*  The data given apply to 2-winged full panic doors with panic function on both leaves. For doors with a partly panic function only on the active leaf the fi ttings have to be 
selected on the basis of 1-winged panic doors and automatic inactive leaf locking 395090.xxxxxx.

■ necessary □ alternative permitted
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General information
Fitting overview for burglar-resistant doors

Fittings active leaf Fittings inactive leaf
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General information
Automatic dead locks without A-opener
Day latch function

Activate day latch:

Step 1 Step 2 Step 3

Retract all locking components with
the inner lever handle. Hold pusher.

In this position slide the day latch
switch to the limit stop.

Release the lever handle. The latching 
deadbolts now stay retracted; the main 
latch is still in function.

Use:
The day latch function is contained in all automatic dead locks without panic function and A-opener. In connection with an E-opener
in the strike plate (optional accessories, not contained in the set), it allows a comfortable acces from the outside without using a key.
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General information
Automatic dead locks without A-opener

Day latch function

Deactivate day latch:

Step 1 Step 2 Step 3

Retract the main latch with the inner
lever handle. Hold pusher.

In this position bring the day latch 
switch back into the starting position.

Release the inner lever handle.
The latching deadbolts are now again
in function.
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Selection tables standard

Execution example to determine the requested version
No. 395000 – Opening direction I – DIN direction R – Technical specification 011 – Colour 00 =  Version 395000.IR01100

Locking systems without panic function
Single lever lock
Single-sash elements and active leaf with two-winged elements

No. Article PU

395000 Single lever lock 1 set

Opening direction DIN direction Technical specification Colour

I = inward
A = outward

R = right
L = left

010 =  active leaf backset 34 sash profile 314391, 314506
011 =  active leaf backset 44 sash profile 314100, 314102, 314112, 314150, 

314160, 314380, 314386, 314387, 314390, 314392, 314508, 314510

00 =  no colour 
specification

Selection of the available versions

■ Technical information
 – Max. sash height 2,300 mm.

– Stainless steel forend with end caps.
– Lock 1-turn.
– Square pin 8 mm.
– For outward opening ISO plate with integrated latch bolt slide.
– The latch support or E-opener must be ordered separately.

 –  PU contains:
  A Single lever lock.
  B Strike plate without latch support.
  C ISO plate.

 –  Accessories:
–  Pusher sets see chapter Standard locks.

  –  E-opener, connection cable and cable transition see Product range.
  –  For two-winged elements inactive leaf locking also necessary.

Fixation

No. Article PU Sash height Demand

908016 Countersunk screw St 4.2x19 100 pc(s) – 4 pc(s)

Latch support

No. Article PU

395300 Latch support adjustable 1 pc(s)

■ Technical information
 – Adjustable, with fixation screws.

– For doors without E-opener absolutely necessary.

 –  PU contains:
  D Latch support.
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Execution example to determine the requested version
No. 395010 – Opening direction I – DIN direction R – Technical specification 011 – Colour 00 =  Version 395010.IR01100

Locking systems without panic function
Bar bolt lock

Single-sash elements and active leaf with two-winged elements

No. Article PU

395010 Bar bolt lock 1 set

Opening direction DIN direction Technical specification Colour

I = inward
A = outward

R = right
L = left

010 =  active leaf backset 34 sash profile 314391, 314506
011 =  active leaf backset 44 sash profile 314100, 314102, 314112, 314150, 

314160, 314380, 314386, 314387, 314390, 314392, 314508, 314510
012 = active leaf backset 64 sash profile 314110, 314151, 314161

00 =  no colour 
specification

Selection of the available versions

■ Technical information
 – Min. sash height for multipoint lockings 2,010 mm.

– Stainless steel forend with end caps.
– Lock 2-turn.
– Square pin 8 mm.
– For outward opening ISO plate with integrated latch bolt slide.
– Classification DIN 18251-3 class 3.
–   Tested in RAICO doors up to burglar resistance class RC3

according to DIN EN 1627 ff.

 –  PU contains:
  A Bar bolt lock manual locking, stainless steel round bolt.

 B Strike plate with latch support, adjustable.
 C ISO plate.

  D 2 pieces strike plate round bolts.

 –  Accessories:
 –  Pusher sets see chapter Standard locks.

  –  E-opener, connection cable and cable transition see Product range.
  –  Accessories for burglar-resistant execution see table Fitting overview

for burglar-resistant doors.
  –  For two-winged elements inactive leaf locking also necessary.

Extension

No. Article PU

395015 Extension bar bolt lock 1 set

■ Technical information
 – Use from sash height ≥ 2,400 mm additionally.

 –  PU contains:
  D Strike plate round bolt.

 E  Extension bar bolt lock manual locking,
stainless steel round bolt.

Fixation

No. Article PU Sash height Demand

908016 Countersunk screw St 4.2x19 100 pc(s)

≤ 2,399 18 pc(s)

2,400 to 2,599 23 pc(s)

2,600 to 2,799 24 pc(s)

≥ 2,800 25 pc(s)
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Execution example to determine the requested version
No. 395020 – Opening direction I – DIN direction R – Technical specification 011 – Colour 00 =  Version 395020.IR01100

Locking systems without panic function
Hookbolt lock
Single-sash elements and active leaf for two-winged elements

No. Article PU

395020 Hookbolt lock 1 set

Opening direction DIN direction Technical specification Colour

I = inward
A = outward

R = right
L = left

010 =  active leaf backset 34 sash profile 314391, 314506
011 =  active leaf backset 44 sash profile 314100, 314102, 314112, 314150, 

314160, 314380, 314386, 314387, 314390, 314392, 314508, 314510
012 = active leaf backset 64 sash profile 314110, 314151, 314161

00 =  no colour 
specification

Selection of the available versions

■ Technical information
 – Min. sash height for multipoint lockings 2,010 mm.

– Stainless steel forend with end caps.
– Lock 2-turn.
– Square pin 8 mm.
– For outward opening ISO plate with integrated latch bolt slide.
– Classification DIN 18251-3 class 3.
–  Tested in RAICO doors up to burglar resistance class RC3 according to DIN EN 1627 ff.

 –  PU contains:
  A Hookbolt lock manual locking, stainless steel hookbolt.

 B Strike plate with latch support, adjustable.
 C ISO plate.

  D 2 pieces strike plate hookbolt.

 –  Accessories:
 –  Pusher sets see chapter Standard locks.

  –  E-opener, connection cable and cable transition see Product range.
  –  Accessories for burglar-resistant execution see table Fitting overview

for burglar-resistant doors.
  –  For two-winged elements inactive leaf locking also necessary.

Extension

No. Article PU

395025 Extension hookbolt lock 1 set

■ Technical information
 – Use from sash height ≥ 2,400 mm additionally.

 –  PU contains:
  D Strike plate hookbolt.
  E  Extension hookbolt lock manual locking,

stainless steel hookbolt.

Fixation

No. Article PU Sash height Demand

908016 Countersunk screw St 4.2x19 100 pc(s)

≤ 2,399 18 pc(s)

2,400 to 2,599 23 pc(s)

2600 to 2799 24 pc(s)

≥ 2800 25 pc(s)
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Execution example to determine the requested version
No. 395030 – Opening direction I – DIN direction R – Technical specification 011 – Colour 00 =  Version 395030.IR01100

Locking systems without panic function
Automatic deadlock

Single-sash elements and active leaf for two-winged elements

No. Article PU

395030 Automatic deadlock SH ≤ 2,399 mm 1 set

395031 Automatic deadlock SH 2,400 to 2,599 mm 1 set

395032 Automatic deadlock SH 2,600 to 2,950 mm 1 set

Opening direction DIN direction Technical specification Colour

I = inward
A = outward

R = right
L = left

010 =  active leaf backset 34 sash profile 314391, 314506
011 =  active leaf backset 44 sash profile 314100, 314102, 314112, 314150, 

314160, 314380, 314386, 314387, 314390, 314392, 314508, 314510
012 = active leaf backset 64 sash profile 314110, 314151, 314161

00 =  no colour 
specification

Selection of the available versions

■ Technical information
 – Min. sash height for multipoint lockings 2,010 mm.

– Stainless steel forend with end caps.
– Lock 1-turn.
– Square pin 8 mm.
–  For outward opening ISO plate with integrated latch bolt slide,

functional description see Overview day latch function.
 – For outward opening ISO plate with integrated latch bolt slide. 

– Classification DIN 18251-3 class 3.
– VdS-approval class A (M114339).
–  Tested in RAICO doors up to burglar resistance class RC3 according to DIN EN 1627 ff.

 –  PU contains:
  A Automatic deadlock self-locking.
  B Strike plate with latch support, adjustable.
  C ISO plate.
  D 2 pieces strike plate automatic deadbolt.
  E Magnetic set for latch bolt.

 –  Accessories:
 –  Pusher sets see chapter Standard locks.

  –  Accessories for burglar-resistant execution see table Fitting overview.
for burglar-resistant doors.

  –  For two-winged elements inactive leaf locking also necessary.

Fixation

No. Article PU Sash height Demand

908016 Countersunk screw St 4.2x19 100 pc(s)

≤ 2,399 21 pc(s)

2,400 to 2,599 22 pc(s)

2,600 to 2,950 24 pc(s)
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Execution example to determine the requested version
No. 395040 – Opening direction I – DIN direction R – Technical specification 011 – Colour 00 =  Version 395040.IR01100

Locking systems without panic function
Automatic deadlock with A-opener
Single-sash elements and active leaf for two-winged elements

No. Article PU

395040 Automatic deadlock with A-opener SH ≤ 2,399 mm 1 set

395041 Automatic deadlock with A-opener SH 2,400 to 2,599 mm 1 set

395043 Automatic deadlock with A-opener SH 2,600 to 2,950 mm 1 set

Opening direction DIN direction Technical specification Colour

I = inward
A = outward

R = right
L = left

010 =  active leaf backset 34 sash profile 314391, 314506
011 =  active leaf backset 44 sash profile 314100, 314102, 314112, 314150, 

314160, 314380, 314386, 314387, 314390, 314392, 314508, 314510
012 = active leaf backset 64 sash profile 314110, 314151, 314161

00 =  no colour 
specification

Selection of the available versions

■ Technical information
 – Min. sash height for multipoint lockings 2,010 mm.

– Stainless steel forend with end caps.
– Lock 1-turn.
– Square pin 8 mm.
– For outward opening ISO plate with integrated latch bolt slide.
– Classification DIN 18251-3 class 3.

 – VdS-approval class A (M114340).
– Tested in RAICO doors up to burglar resistance class RC3 according to DIN EN 1627 ff.
–  Basic connection set or connection set of the tappet contact must be ordered separately.

 –  PU contains:
  A Automatic deadlock self-locking with A-opener motor.
  B Strike plate with latch support, adjustable.
  C ISO plate.
  D 2 pieces strike plate automatic deadbolt.
  E Magnetic set for latch bolt.

 –  Accessories:
 –  Pusher sets see chapter Standard locks.

  –  Connection sets, cable transition and power supply see chapter
Accessories for locking systems.

  –  Accessories for burglar-resistant execution see table
Fitting overview for burglar-resistant doors.

  –  For two-winged elements inactive leaf locking also necessary.

Fixation

No. Article PU Sash height Demand

908016 Countersunk screw St 4.2x19 100 pc(s)

≤ 2,399 25 pc(s)

2,400 to 2,599 26 pc(s)

2,600 to 2,950 28 pc(s)

Connection set

No. Article PU

395330 Basic connection set for automatic lock with A-opener 1 set

■ Technical information
 – For cap combination 1A and 2A.

– Including magnetic contact.
– For on-site power supply.
– Cable transition also required.

 –  PU contains:
  K Magnetic contact.

 L Motor connection cable  with connector.
  M Structural connection cable  with connector.
  N 3 pieces cable protection sleeves.
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Execution example to determine the requested version
No. 395080 – Opening direction U – DIN direction U – Technical specification 020 – Colour 00 =  Version 395080.UU02000

Locking systems without panic function
Inactive leaf locking manual

Inactive leaf for two-winged elements

No. Article PU

395080 Inactive leaf locking manual 1 set

Opening direction DIN direction Technical specification Colour

U = universal U = universal

020 =  inactive leaf with profile change backset 34 sash profile 314100,
314108, 314380, 314390, 314399, 314508

021 =  inactive leaf with dummy mullion backset 59 dummy mull. 314104, 314106
022 =  inactive leaf with dummy mullion backset 84 dummy mull. 314518, 314520

00 =  no colour 
specification

Selection of the available versions

■ Technical information
 – For two-winged doors without panic function.

– Stainless steel forend with end caps.
– Bar inlay below must be ordered separately.

 –  PU contains:
  A Door edge bolt manual with bars.
  B 2 pieces locking bars massive.
  C Strike plate above.

Bar inlay below: for execution with sill

No. Article PU

395310 Bar inlay sill inward opening 1 pc(s)

395311 Bar inlay sill outward opening 1 pc(s)

395313 Bar inlay sill outward opening RC 1 pc(s)

■ Technical information
 – For two-winged doors.

– Floor connection with sill.

 –  PU contains:
  V Bar inlay inward opening.

 W  Bar inlay outward opening.

Fixation

No. Article PU Sash height Demand

9080162 Countersunk screw St 4.2x19 100 pc(s) – 4 pc(s)

9025121 Countersunk screw St 3.9x16 100 pc(s)  – 2 pc(s)
1 For the fixation of the bar inlay, only for execution with sill necessary, not with no. 395313.
2 2 pcs. additionally required for no. 395313.

Bar inlay below: for execution without sill

No. Article PU

395312 Bottom shoot bolt adjustable 1 pc(s)

■ Technical information
 – For two-winged doors.

– Floor connection without sill.

 –  PU contains:
  X Bottom shoot bolt.
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Execution example to determine the requested version
No. 395090 – Opening direction I – DIN direction U – Technical specification 020 – Colour 00 =  Version 395090.IU02000

Locking systems without panic function
Inactive leaf locking automatic
Inactive leaf for two-winged elements

No. Article PU

395090 Inactive leaf locking automatic 1 set

Opening direction DIN direction Technical specification Colour

I = inward
A = outward U = universal

020 =  inactive leaf with profile change backset 34 sash profile 314100,
314108, 314380, 314390, 314399, 314508

021 =  inactive leaf with dummy mullion backset 59 dummy mull. 314104, 314106
022 =  inactive leaf with dummy mullion backset 84 dummy mull. 314518, 314520

00 =  no colour 
specification

Selection of the available versions

■ Technical information
 – For two-winged doors without panic function.

– For two-winged doors with partial panic function at the active leaf.
– Stainless steel forend.
– Bar inlay below must be ordered separately.

 –  PU contains:
  A Rebate locking bolt automatic with bars and switching lock.
  B Drive dead bolt masssive below.
  C Drive dead bolt tube with glide-pin above.
  D Switching lock with spacer plates.
  E Strike plate above.

 F ISO plate above.

Bar inlay below: for execution with sill

No. Article PU
395310 Bar inlay below inward opening 1 pc(s)
395311 Bar inlay below outward opening 1 pc(s)
395313 Bar inlay sill outward opening RC 1 pc(s)

■ Technical information
 – For two-winged doors.

– Floor connection.

 –  PU contains:
  V Bar inlay inward opening.

 W  Bar inlay outward opening.

Bar inlay below: for execution without sill

No. Article PU
395312 Bottom shoot bolt adjustable 1 pc(s)

■ Technical information
 – For two-winged doors.

– Floor connection without sill.

 –  PU contains:
  X Eccentric strike plate.

Fixation

No. Article PU Sash height Demand
9080162 Countersunk screw St 4.2x19 100 pc(s) – 6 pc(s)
9025121 Countersunk screw St 3.9x16 100 pc(s)  – 2 pc(s)
1 For the fixation of the bar inlay, only for execution with sill necessary, not with no. 395313.
2 2 pcs. additionally required for no. 395313.



552016

FRAME+ 75 DI fi ttings
Overview

Lo
ck

s

General information
Escape door systems

Panic exit devices
according to DIN EN 1125

Emergency exit locks
according to DIN EN 179

Panic doors are used in buildings or parts of buildings that are 
open to the public and in which people unacquainted with the 
location are unaware of the function of the escape doors. It 
is compulsory for doors to be equipped on the escape side with 
fi ttings in the form of horizontal bar grips or push bars extending 
over the full width of the door!

In the case of two-winged doors, the panic lock must be designed 
such that the actuation of each actuating bar releases at least 
the door wing to which it is attached.

Remark:
Panic exit devices are also suitable for emergency exits.

Emergency exit doors are used in buildings or parts of buildings 
that are not open to the public and in which people acquainted 
with the location are aware of the function of the escape 
doors. Single-wing emergency exit doors may open inwards if 
this is permitted by the local building regulations. The prescri-
bed fi ttings are levers or fi nger plates attached to the inside 
surface of the door.

In the case of two-winged doors, the emergency exit lock must 
be designed such that the actuation of each operating element 
releases at least the door wing to which it is attached.

Remark:
Emergency exit locks are not suitable for panic doors.

Uniform standards apply throughout Europe for the equipment of escape doors; these standards are also anchored in German building
legislation and must therefore be implemented in practice. On escape doors, only tested and marked fittings may be used that have been 
tested together as a locking system and for which the corresponding proof of testing - the so-called certificate of conformity - is available.
Although these tested escape door locks offer appropriate security against penetration from the outside, actuation in an emergency or 
escape situation has been accorded priority over protection against burglary. The primary concern is the protection of people - and not
only in cases where they are endangered by fire and/or smoke.
Planners and architects are held fully responsible for the classification as emergency exit or panic door and are personally 
liable for the consequences of their decision!
The following main demands are placed on escape door systems:
■ Escape door locks must enable safe and effective escape through a door.
■ It must be possible to open escape doors from the inside at all times without external aids as long as there are people in the room.
■ It must be easy to fully open the doors with a handle.
■ The doors must not be obstructed by objects.

Escape door systems are divided into
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Locking position Initial position

Door is locked, all locking points are extended.
No access from the outside.

By a turn of the key the locking will be removed. The door is 
now only locked by the lever. No access from the outside.

Opening position

By another 1/4 turn of the key the lever will be pulled into the 
change function. Access from the outside possible.

General Information
Escape door functions
Shift function E

Use
For doors where unauthorised opening from the outside is to be prevented as a matter of principle. Due to the fixed pull handle/knob, 
entrance from the outside is possible only in conjunction with a key. Only a fixed knob or pull handle may be used as a fitting.

Access from the inside

possible at any time

Access from the inside

possible at any time

Emergency direction

Emergency direction

Emergency direction

Access from the inside

possible at any time

Access from
the outside
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Locking position Initial position

Door is locked, all locking points are extended. The external
lever is disengaged. No access from the outside.

By a turn of the key the locking will be removed. The door
is now only locked by the lever, the external lever is still
disengaged. No access from the outside.

Opening position Disengage the external lever again

By another 1/4 turn of the key the external lever will be
engaged. The door can now be opened using the external
lever.

By a turn of the key the main deadbolt will be locked out and 
the door is locked fi rmly. Simultaneously the external lever will 
be disengaged again.

General Information
Escape door functions

 Switchover function B

Use
For doors, which have to assure temporarily an entrance from the outside to the inside also without key.

Emergency direction

Emergency direction

Emergency direction

Emergency direction

Access from the inside

possible at any time

Access from
the outside

Access from the inside

possible at any time

Access from the inside

possible at any time

Access from the inside

possible at any time
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General Information
Escape door functions
Access function D

Use
For doors, where both occasional passage and upon actuating the panic function, passage from the outside via the lever-handle should be 
possible.

Locking position Initial position

Door is locked, all locking points are extended. The external
lever is disengaged. No access from the outside.

By two turns of the key or by actuating the panic function the 
locking will be removed. The door is now only locked by the
lever, the external lever is engaged. The access from the out-
side now takes place by actuating the external lever until the 
door will be locked again by the key.

Disengage the external lever again

By two turns of the key the main deadbolt will be locked out 
and the door is locked fi rmly. Simultaneously the external
lever will be disengaged again.

Emergency
direction

Emergency direction

Access from the inside

possible at any time

Access from the inside

possible at any time

Access from the inside

possible at any time

Emergency direction

Access from
the outside
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Step 1 Step 2

Retract all locking components by operating the lever-handle
or push-bar.

Turn the profi le cylinder key as far as it will go in the
locking direction.

Use
For doors where unauthorised opening from the outside is to be prevented as a matter of principle. Due to the fixed pull handle/knob, 
entrance from the outside is possible only in conjunction with a key. At certain times however, a full access from the outside can be
ensured.

Step 3 Step 4

Release the lever-handle or push bar again, turn back
and remove the profi le cylinder key – all locking components 
now remain retracted.

For disengaging the latch locking device turn the profi le
cylinder key as far as it will go in the opening direction.

General information
Escape door functions

Special function controlled latch locking device (CLL)
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General information
Capability of release for emergency exit and panic door locks

General information regarding the capability to release
For doors in escape and rescue routes, the CE marking according to DIN EN 14351-1 must take place in system of conformity 1.
The capability for release must be verified here as a mandatory property. A corresponding test certificate from the ift Rosenheim
can be found in our download area under www.raico.de
ATTENTION: The ift test certificate shall only apply if RAICO fittings are used! If alternative fittings are used, the capability for release 
must be verified by the processor.
In order to be able to ensure the capability for release, the carrier bar (RAICO no. 395340) with the take-up wedge (RAICO no. 395341) 
must be essentially mounted on both sashes for two-winged full panic doors with panic function!
When commissioning the door system, the gap size between the active and inactive leaf must be adjusted to ≥ 7 mm!

Sash divisions for two-winged full panic doors in dependence on the door model
When calculating the clear passage, an allowance of 100 mm was taken into consideration respectively for the inside fittings for
the active and inactive leaf (following the ÖNORM regulation ONR 25340, see sketches).
The following minimum sash widths apply, in order to achieve a clear passage dimension of ≥ 900 mm:
- Minimum width of inactive leaf: ILED ≥ 350 mm
- Minimum width of active leaf: ALED ≥ 1,150 mm (only active leaf opened)
- Minimum width of door system: ALED + ILED ≥ 1,300 mm (inactive leaf with dummy mullion profile, both sashes open)
    ALED + ILED ≥ 1,350 mm (inactive leaf with profile change, both sashes open)

Both leaves closed, inactive leaf with dummy mullion profi le Both leaves closed, inactive leaf with profi le change

Only active leaf opened, inactive leaf with profi le change Both leaves opened

Width of active leaf (mm)
800 900 1,000 1,100 1,200 1,300 1,400

Active leaf backset 45, pusher, inactive leaf dummy mullion ≥ 500 ≥ 400 ≥ 350 ≥ 350 ≥ 350 ≥ 350 ≥ 350
Active leaf backset 45, handlebar, inactive leaf dummy mullion ≥ 500 ≥ 400 ≥ 350 ≥ 350 ≥ 350 ≥ 350 ≥ 350
Active leaf backset 45, pushbar, inactive leaf dummy mullion ≥ 500 ≥ 400 ≥ 350 ≥ 350 ≥ 350 ≥ 350 ≥ 350
Active leaf backset 45, pusher, inactive leaf profile change ≥ 500 ≥ 400 ≥ 350 ≥ 350 ≥ 350 ≥ 350 ≥ 350
Active leaf backset 45, handlebar, inactive leaf profile change ≥ 600 ≥ 500 ≥ 400 ≥ 350 ≥ 350 ≥ 350 ≥ 350
Active leaf backset 45, pushbar, inactive leaf profile change ≥ 500 ≥ 400 ≥ 350 ≥ 350 ≥ 350 ≥ 350 ≥ 350
Active leaf backset 35, pusher, inactive leaf dummy mullion ./. ./. ./. ≥ 900 ≥ 800 ≥ 700 ≥ 600
Active leaf backset 35, handlebar, inactive leaf dummy mullion ./. ./. ./. ./. ./. ./. ./.
Active leaf backset 35, pushbar, inactive leaf dummy mullion ./. ≥ 700 ≥ 500 ≥ 400 ≥ 350 ≥ 350 ≥ 350
Active leaf backset 35, pusher, inactive leaf profile change ./. ./. ./. ≥ 900 ≥ 800 ≥ 750 ≥ 700
Active leaf backset 35, handlebar, inactive leaf profile change ./. ./. ./. ./. ./. ./. ./.
Active leaf backset 35, pushbar, inactive leaf profile change ./. ≥ 800 ≥ 700 ≥ 600 ≥ 500 ≥ 450 ≥ 400

Minimum width of inactive leaf for two-winged full panic doors depending on the door execution

width inactive leaf ILED width active leaf ALED

width inactive leaf ILED

width active leaf ALED

width inactive leaf ≥ 350

clearance ≥ 900 clearance ≥ 900
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General information
Alternative fi ttings for emergency exit and panic door locks

Permissible inside handles for emergency exit locks
EN 179 with shift function E

Permissible pusher sets for emergency exit locks
EN 179 with switch over function B

ECO Schulte GmbH & Co. KG 

FSB Franz Schneider Brakel GmbH

HAFI Beschläge GmbH 

HEWI Heinrich Wilke GmbH 

HOPPE AG Werk N1 

HOPPE AG Werk N4

HOPPE AG Werk S3 

Vieler Architectural Hardware GmbH

DORMA Beschlagtechnik GmbH 

GLUTZ AG 

WILKA Schließtechnik GmbH

Hermat Metallwaren GmbH
(acc. to the test reports of ift Rosenheim)

Erich Dieckmann GmbH Beschlagfabrik

NORMBAU Beschläge GmbH 

DO 20.1

DO 20.3

DO 20.32

DO 20.13

DO 20.5

DO 20.20

DO 20.7

DO 20.12

DO 20.4

DO 20.21

DO 9.10

DO 20.16

DO 20.18

ECO Schulte GmbH & Co. KG 

FSB Franz Schneider Brakel GmbH

HAFI Beschläge GmbH 

HEWI Heinrich Wilke GmbH 

HOPPE AG Werk N1 

HOPPE AG Werk N4 

HOPPE AG Werk S3 

Vieler Architectural Hardware GmbH

DORMA Beschlagtechnik GmbH 

GLUTZ AG 

WILKA Schließtechnik GmbH 

Hermat Metallwaren GmbH
(acc. to the test reports of ift Rosenheim)

Erich Dieckmann GmbH Beschlagfabrik

Normbau Beschläge GmbH

DO 20.1.02

DO 20.3.02

DO 20.32.02

DO 20.13.02

DO 20.5.02

DO 20.20.02

DO 20.7.02

DO 20.12.02

DO 20.4.02

DO 20.21.02

DO 9.10.02

DO 20.16.02

DO 20.18.02

Admissible internal fi ttings for panic door locks
EN 1125

Admissible external fi ttings for panic door locks
EN 1125 with switch over function B

ECO Schulte GmbH & Co. KG 

ESB Schulte Baubeschläge GmbH & Co. KG

FSB Franz Schneider Brakel GmbH & Co. KG

HEWI Heinrich Wilke GmbH 

GfS – Gesellschaft für Sicherungstechnik mbH
Glutz Deutschland GmbH 

DO 20.1

DO 2.17

DO 20.3

DO 20.14

DO 5.7

ECO Schulte GmbH & Co. KG

Other external fi ttings acc. to DIN 18273 or
special fi ttings with a valid general building
authority test certifi cate with conformity
declaration may be used.

DO 20.1

Safety devices EN 179 Safety devices EN 1125

There are no concerns against securing the emergency exit 
locks with the

GfS door guard, EN 179 one hand lock,
manufacturer Gfs Gesellschaft für Sicherheitstechnik GmbH

and

EXITalarm,
manufacturer ASSA ABLOY Sicherheitstechnik

There are no concerns against securing the panic door locks 
with the

GfS door guard „GfS Tag-Alarm“,
manufacturer Gfs Gesellschaft für Sicherheitstechnik GmbH

For further information please refer to the appropriate certificates of constancy of performance in our download area at www.raico.de.
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Execution example to determine the requested version
No. 395100 – Opening direction A – DIN direction R – Technical specification 010 – Colour 00 =  Version 395100.AR01000

Locking systems with panic function according to EN 179 and EN 1125
Single lever lock

Single-sash elements, active leaf for two-winged elements with partial panic function

No. Article PU

395100 Panic E single lever lock single-sash 1 set

395110 Panic B single lever lock single-sash 1 set

395101 Panic E single lever lock single-sash CLL 1 set

Opening direction DIN direction Technical specification Colour

A = outward R = right
L = left

010 =  active leaf backset 34 sash profile 314391, 314506
011 =  active leaf backset 44 sash profile 314100, 314102, 314112, 314150, 

314160, 314380, 314386, 314387, 314390, 314392, 314508, 314510

00 =  no colour 
specification

Selection of the available versions

■ Technical information
 – For single-sash doors with emergency exit and panic function.

– For two-winged doors with partial panic function at the active leaf.
–  For sets no. 395100 and 395110 also packages for special function

inward emergency exit available.
 – Set no. 395101 with controlled latch locking device (CLL).
 – Max. sash height 2,300 mm.

– Stainless steel forend with end caps.
– Lock 1-turn.
– Square pin 9 mm.
– ISO plate with integrated latch bolt slide.
– The latch support or E-opener must be ordered separately.

 –  PU contains:
  A Single lever lock.
  B Strike plate without latch support.
  C ISO plate.

 –  Accessories:
–  Pusher sets see chapter Emergency exit and panic locks.

  –  E-opener, connection cable and cable transition see Product range.
  –  For two-winged elements with partial panic function at the active leaf

the automatic inactive leaf locking is also necessary, see selection
tables inactive leaf.

Fixation

No. Article PU Sash height Demand

908016 Countersunk screw St 4.2x19 100 pc(s) – 4 pc(s)

Latch support

No. Article PU

395300 Latch support adjustable 1 pc(s)

■ Technical information
 – Adjustable, with fixation screws.

– At doors without E-opener absolutely necessary.

 –  PU contains:
  D Latch support.
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Locking systems with panic function according to EN 179 and EN 1125
Single lever lock
Active and inactive leaf for two-winged elements

No. Article PU
395120 Panic E single lever lock two-winged 1 set
395130 Panic B single lever lock two-winged 1 set
395131 Panic B single lever lock two-winged LM 1 set
395121 Panic E single lever lock two-winged CLL 1 set
395122 Panic E single lever lock two-winged CLL, LM 1 set
395123 Panic E single lever lock two-winged LM 1 set

Opening direction DIN direction Technical specification Colour

A = outward R = right
L = left

015 =  two-winged panic door with active leaf backset 34 (sash profile 314391, 
314506) and inactive leaf with profile change (sash profile 314108, 314399)

016 =  two-winged panic door with active leaf backset 44 (sash profile 314390, 
314508) and inactive leaf with profile change (sash profile 314100, 314380)

017 =  two-winged panic door with active leaf backset 34 (sash profile 314391, 
314506) and inactive leaf with dummy mullion profile (314518)

018 =  two-winged panic door with active leaf backset 44 (sash profile 314390, 
314392, 314508, 314510) and inactive leaf with dummy mullion profile 
(314518, 314520)

00 =  no colour 
specification

Selection of the available versions

■ Technical information
 – For two-winged full panic doors with emergency exit and panic function on both leaves.

– Max. sash height 2,300 mm.
 – Set no. 395121 with controlled latch locking device (CLL).
 – Set no. 395122 with controlled latch locking device (CLL) and latch monitoring (LM).
 – Set no. 395123 and 395131 with latch monitoring (LM).

– Stainless steel forend with end caps.
– Lock 1-turn.
– Square pin 9 mm.
– ISO plate with integrated latch bolt slide.
– Bar inlay for sill must be ordered separately.
– Pushing flap and run-on rest absolutely necessary.
– Connecting cable for LM (10 m) contained in set, cable transition has to be ordered separately.

 –  PU contains:
  A Single lever lock.

 B Drive dead bolt with latch support, not adjustable.
  C ISO plate.
  D Drive dead bolt massive below.
  E Drive dead bolt tube with glide-pin above.
  F Switching lock.
  G Strike plate above.
  H ISO plate above.

 –  Accessories:
–  Pusher sets see chapter Emergency exit and panic locks.

Execution example to determine the requested version
No. 395120 – Opening direction A – DIN direction R – Technical specification 015 – Colour 00 =  Version 395120.AR01500
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Bar inlay below: for execution with sill

No. Article PU

395311 Bar inlay sill outward opening 1 pc(s)

■ Technical information
 – For two-winged doors

– Floor connection.

 –  PU contains:
  W  Bar inlay.

Bar inlay below: at execution without sill

No. Article PU

395312 Bottom shoot bolt adjustable 1 pc(s)

■ Technical information
 – For two-winged doors

– Floor connection without sill.

 –  PU contains:
  X Eccentric strike plate.

Fixation

No. Article PU Sash height Demand

908016 Countersunk screw St 4.2x19 100 pc(s) – 6 pc(s)

9080181 Countersunk screw St 4.2x32 100 pc(s) – 1 pc(s)

9080122 Countersunk screw St 4.2x16 100 pc(s) – 2 pc(s)
1 For the fixation of the run-on rest.
2 For the fixation of the bar inlay, only at execution with sill necessary.

Locking systems with panic function according to EN 179 and EN 1125
Single lever lock

Active and inactive leaf for two-winged elements

Pushing flap

No. Article PU

395340 Pushing flap 1 pc(s)

395341 Run-on rest with pin for pushing flap 1 pc(s)

■ Technical information
 –  For two-winged emergency exit and panic locks 

absolutely necessary.
 –  PU contains:
  P Pushing flap (395340).

 Q Run-on rest (395341).

Cable transition

No. Article PU

395333 Flexible cable transition 1 pc(s)

■ Technical information
 – Concealed installation in the rebate.

– Detachable, with installation tub.
 – Max. Ø for cable: 8 mm.

 –  PU contains:
  R Cable transition.
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Locking systems with panic function according to EN 179 and EN 1125
Single lever lock with E-opener
Active and inactive leaf for two-winged elements

No. Article PU

395140 Panic E single lever lock two-winged, E-opener, LM 1 set

395141 Panic E single lever lock two-winged, E-opener, CLL, LM 1 set

395150 Panic B single lever lock two-winged, E-opener LM 1 set

Opening direction DIN direction Technical specification Colour

A = outward R = right
L = left

015 =  two-winged panic door with active leaf backset 34 (sash profile 314391, 
314506) and inactive leaf with profile change (sash profile 314108, 314399)

016 =  two-winged panic door with active leaf backset 44 (sash profile 314390, 
314508) and inactive leaf with profile change (sash profile 314100, 314380)

017 =  two-winged panic door with active leaf backset 34 (sash profile 314391, 
314506) and inactive leaf with dummy mullion profile (314518)

018 =  two-winged panic door with active leaf backset 44 (sash profile 314390, 
314392, 314508, 314510) and inactive leaf with dummy mullion profile 
(314518, 314520)

00 =  no colour 
specification

Selection of the available versions

■ Technical information
 – For two-winged full panic doors with emergency exit and panic function on both leaves.

– Max. sash height 2,300 mm.
–  Set no. 395140 and 395150 with latch monitoring (LM).

 –  Set no. 395141 with controlled latch locking device (CLL) and latch monitoring (LM).
 – Stainless steel forend with end caps.

– Lock 1-turn.
– Square pin 9 mm.
– ISO plate with integrated latch bolt slide.
– Connecting cable for E-opener included in sets.
– Connecting cable for bolt monitoring device no. 395338 must be ordered separately.
– Additional cable transition necessary for E-opener with LM in the inactive leaf.
– Bar inlay below must be ordered separately.
– Pushing flap and run-on rest absolutely necessary.

 –  PU contains:
  A Single lever lock.
  B Drive dead bolt with E-opener.
  C ISO plate.
  D Drive dead bolt massive below.
  E Drive dead bolt tube with glide-pin above.
  F Switching lock.
  G Strike plate above.
  H ISO plate above.

 –  Accessories:
–  Pusher sets see chapter Emergency exit and panic locks.

  – Cable transition see Product range. 

Execution example to determine the requested version
No. 395140 – Opening direction A – DIN direction R – Technical specification 015 – Colour 00 =  Version 395140.AR01500
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Bar inlay below: for execution with sill

No. Article PU

395311 Bar inlay sill outward opening 1 pc(s)

■ Technical information
 – For two-winged doors

– Floor connection with sill.

 –  PU contains:
  W  Bar inlay.

Bar inlay below: for execution without sill

No. Article PU

395312 Bottom shoot bolt adjustable 1 pc(s)

■ Technical information
 – For two-winged doors.

– Floor connection without sill.

 –  PU contains:
  X Eccentric strike plate.

Fixation

No. Article PU Sash height Demand

908016 Countersunk screw St 4.2x19 100 pc(s) – 8 pc(s)

9080181 Countersunk screw St 4.2x32 100 pc(s) – 1 pc(s)

9080122 Countersunk screw St 4.2x16 100 pc(s) – 2 pc(s)
1 For the fixation of the run-on rest.
2 For the fixation of the bar inlay, only at execution with sill necessary.

Locking systems with panic function according to EN 179 and EN 1125
Single lever lock with E-opener

Active and inactive leaf for two-winged elements

Pushing flap

No. Article PU

395340 Pushing flap 1 pc(s)

395341 Run-on rest with pin for pushing flap 1 pc(s)

■ Technical information
 –  For two-winged emergency exit and panic locks 

absolutely necessary.
 –  PU contains:
  K Pushing flap (395340).

 L Run-on rest (395341).

Cable transition

No. Article PU

395333 Flexible cable transition 1 pc(s)4

4 Additional cable transition necessary for LM in inactive leaf.

■ Technical information
 – Concealed installation in the rebate.

– Detachable, with installation tub.
 – Max. Ø for cable: 8 mm.

 –  PU contains:
  Q Cable transition.
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Ausführungsbeispiel zur Ermittlung der gewünschten Variante
No. 395120 – Öffnungsrichtung A – DIN-Richtung R – Technische Spezifikation 015 – Farbe 00 =  Variante 395120.AR01500.

Locking systems with panic function according to EN 179 and EN 1125
Hookbolt-bar bolt lock
Single-sash elements and active leaf for two-winged elements

No. Article PU
395290 Panic E Hookbolt-bar bolt lock SH ≤ 2,399 1 set
395291 Panic E Hookbolt-bar bolt lock SH 2,400 to 2,599 1 set
395295 Panic D Hookbolt-bar bolt lock SH ≤ 2,399 1 set
395296 Panic D Hookbolt-bar bolt lock SH 2,400 to 2,599 1 set

Opening direction DIN direction Technical specification Colour

I = inward
A = outward

R = right
L = left

010 =  active leaf backset 34 sash profile 314391, 314506
011 =  active leaf backset 44 sash profile 314100, 314102, 314112, 314150, 

314160, 314380, 314386, 314387, 314390, 314392, 314508, 314510

00 =  no colour 
specification

Selection of the available versions

■ Technical information
 – Manual panic multipoint locking.
 – ATTENTION: Free-running profile cylinder with FZG certification absolutely necessary!
 – For single-sash doors with emergency exit and panic function.

– For two-winged doors with partial panic function at the active leaf.
 – Packages for special function inward emergency exit EN179 also available.
 – Min. sash height for multipoint locking 2,010 mm.
 – Stainless steel forend with end caps.
 – Lock 1-turn.
 – Square pin 9 mm.
 – ISO plate with integrated latch bolt slide, for panic inward without latch bolt slide.
 – Classification DIN 18251-3 class 3.
 – Tested in RAICO doors up to burglar resistance class RC3 acc. to DIN EN 1627 ff.

 – PU contains:
  A Hookbolt-bar bolt lock manual locking, hookbolt - bar bolt.

 B Strike plate with latch support, adjustable.
 C ISO plate.

  D 2 pieces strike plate.

 – Accessories:
 –  Pusher sets see chapter Standard locks.

  –  E-opener, connection cable and cable transition see Product range.
  –  Accessories for burglar-resistant execution see table Fitting overview

for burglar-resistant doors.

Execution example to determine the requested version
No. 395290 – Opening direction A – DIN direction R – Technical specification 010 – Colour 00 =  Version 395290.AR01000
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Locking systems with panic function according to EN 179 and EN 1125
Hookbolt-bar bolt lock

Single-sash elements and active leaf for two-winged elements

Fixation

No. Article PU Sash height Demand

908016 Countersunk screw St 4.2x19 100 pc(s)

≤ 2,399 17 pc(s)

2,400 to 2,599 22 pc(s)

2,600 to 2,950 22 pc(s)
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Locking systems with panic function according to EN 179 and EN 1125
Automatic deadlock
Single-sash elements, active leaf for two-winged elements with partial panic function

No. Article PU

395200 Panic E automatic deadlock SH ≤ 2,399, single-sash 1 set

395201 Panic E automatic deadlock SH 2,400 to 2,599, single-sash 1 set

395202 Panic E automatic deadlock SH 2,600 to 2,950, single-sash 1 set

395203 Panic E automatic dead lock SH ≤ 2,399, single sash, CLL 1 set

395204 Panic E automatic dead lock SH 2,400 to 2,599, single sash, CLL 1 set

395205 Panic E automatic dead lock SH 2,600 to 2,950, single sash, CLL 1 set

395210 Panic B automatic deadlock SH ≤ 2,399, single-sash 1 set

395211 Panic B automatic deadlock SH 2,400 to 2,599, single-sash 1 set

395212 Panic B automatic deadlock SH 2,600 to 2,950, single-sash 1 set

Opening direction DIN direction Technical specification Colour

A = outward R = right
L = left

010 =  active leaf backset 34 sash profile 314391, 314506
011 =  active leaf backset 44 sash profile 314100, 314102, 314112, 314150, 

314160, 314380, 314386, 314387, 314390, 314392, 314508, 314510

00 =  no colour 
specification

Selection of the available versions

■ Technical information
 – For single-sash doors with emergency exit and panic function.

– For two-winged doors with partial panic function at the active leaf.
– Packages for special function panic inward also available.
– Set no. 395203, 395204 and 395205 with controlled latch locking device (CLL).
– Min. sash height for multipoint lockings 2,010 mm.
– Stainless steel forend with end caps.
– Lock 1-turn.
– Square pin 9 mm.
– ISO plate with integrated latch bolt slide.
– Classification DIN 18251-3 class 3.
– VdS-approval class A (M114339).
–  Tested in RAICO doors up to burglar resistance class RC3 according to DIN EN 1627 ff.

 –  PU contains:
  A Automatic deadlock self-locking.
  B Strike plate with latch support, adjustable.
  C ISO plate.
  D 2 pieces strike plate automatic deadbolt.
  E Magnetic set for latch bolt.

 –  Accessories:
–  Pusher sets see chapter Emergency exit and panic locks.

  –  For two-winged elements with partial panic function at the active leaf
the inactive leaf locking is also necessary, see chapter Standard locks.

  –  Accessories for burglar-resistant execution see table
Fitting overview for burglar-resistant doors.

Execution example to determine the requested version
No. 395200 – Opening direction A – DIN direction R – Technical specification 010 – Colour 00 =  Version 395200.AR01000
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Fixation

No. Article PU Sash height Demand

908016 Countersunk screw St 4.2x19 100 pc(s)

≤ 2,399 21 pc(s)

2,400 to 2,599 22 pc(s)

2,600 to 2,950 24 pc(s)

Locking systems with panic function according to EN 179 and EN 1125
Automatic deadlock

Single-sash elements, active leaf for two-winged elements with partial panic function
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Locking systems with panic function according to EN 179 and EN 1125
Automatic deadlock with A-opener
Single-sash elements, active leaf for two-winged elements with partial panic function

No. Article PU

395220 Panic E automatic deadlock A-opener SH ≤ 2,399, single-sash 1 set

395221 Panic E automatic deadlock A-opener SH 2,400 to 2,599, single-sash 1 set

395222 Panic E automatic deadlock A-opener SH 2,600 to 2,950, single-sash 1 set

395230 Panic B automatic deadlock A-opener SH ≤ 2,399, single-sash 1 set

395231 Panic B automatic deadlock A-opener SH 2,400 to 2,599, single-sash 1 set

395232 Panic B automatic deadlock A-opener SH 2,600 to 2,950, single-sash 1 set

Opening direction DIN direction Technical specification Colour

A = outward
R = right
L = left

010 =  active leaf backset 34 sash profile 314391, 314506
011 =  active leaf backset 44 sash profile 314100, 314102, 314112, 314150, 

314160, 314380, 314386, 314387, 314390, 314392, 314508, 314510

00 =  no colour 
specification

Selection of the available versions

Execution example to determine the requested version
No. 395220 – Opening direction A – DIN direction R – Technical specification 010 – Colour 00 =  Version 395220.AR01000

■ Technical information
 – For single-sash doors with emergency exit and panic function.

– For two-winged doors with partial panic function at the active leaf.
– Packages for special function panic inward also available.
– Min. sash height for multipoint lockings 2,010 mm.
– Stainless steel forend with end caps.
– Lock 1-turn
– Square pin 9 mm.
– ISO plate with integrated latch bolt slide.
– Classification DIN 18251-3 class 3.
– VdS-approval class A (M114340).
– Tested in RAICO doors up to burglar resistance class RC3 according to DIN EN 1627 ff.
– Basic connection set or connection set of the tappet contact must be ordered separately.

 –  PU contains:
  A Automatic deadlock self-locking with A-opener motor.
  B Strike plate with latch support, adjustable.
  C ISO plate.
  D 2 pieces strike plate automatic deadbolt.
  E Magnetic set for latch bolt

 –  Accessories:
–  Pusher sets see chapter Emergency exit and panic locks.

  –  Connection sets, cable transition and power supply see chapter
Accessories for locking systems.

  –  For two-winged elements with partial panic function at the active leaf
the inactive leaf locking is also necessary, see chapter Standard locks.

  –  Accessories for burglar-resistant execution see table
Fitting overview for burglar-resistant doors.
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Fixation

No. Article PU Sash height Demand

908016 Countersunk screw St 4.2x19 100 pc(s)

≤ 2,399 27 pc(s)

2,400 to 2,599 28 pc(s)

2,600 to 2,950 30 pc(s)

Connection set

No. Article PU

395330 Basic connection set for automatic lock
with A-opener 1 set

■ Technical information
 – For cap combination 1A and 2A.

– Including magnetic contact.
– For on-site power supply.
– Cable transition also required.

 –  PU contains:
  K Magnetic contact.

 L Motor connection cable with connector.
  M Structural connection cable with connector.
  N 3 pieces cable protection sleeves.

Locking systems with panic function according to EN 179 and EN 1125
Automatic deadlock with A-opener

Single-sash elements, active leaf for two-winged elements with partial panic function

Cable transition

No. Article PU

395333 Flexible cable transition 1 pc(s)

■ Technical information
 – Concealed installation in the rebate.

– Detachable, with installation tub.
 – Max. Ø for cable: 8 mm.

 –  PU contains:
  Q Cable transition.
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Selection tables escape doors

Locking systems with panic function according to EN 179 and EN 1125
Automatic deadlock
Active and inactive leaf for two-winged elements

No. Article PU
395240 Panic E automatic dead lock SH ≤ 2,399, two-winged 1 set
395241 Panic E automatic dead lock SH 2,400 to 2,599, two-winged 1 set
395242 Panic E automatic dead lock SH 2,600 to 2,950, two-winged 1 set
395243 Panic E automatic dead lock SH ≤ 2,399, two-winged, CLL 1 set
395244 Panic E automatic dead lock SH 2,400 to 2,599, two-winged, CLL 1 set
395245 Panic E automatic dead lock SH 2,600 to 2,950, two-winged, CLL 1 set
395246 Panic E automatic dead lock SH ≤ 2,399, two-winged, CLL, LM 1 set
395247 Panic E automatic dead lock SH 2,400 to 2,599, two-winged, CLL, LM 1 set
395248 Panic E automatic dead lock SH 2,600 to 2,950, two-winged, CLL, LM 1 set
395280 Panic E automatic dead lock SH ≤ 2,399, two-winged, LM 1 set
395281 Panic E automatic dead lock SH 2,400 to 2,599, two-winged, LM 1 set
395282 Panic E automatic dead lock SH 2,600 to 2,950, two-winged, LM 1 set
395250 Panic B automatic dead lock SH ≤ 2,399, two-winged 1 set
395251 Panic B automatic dead lock SH 2,400 to 2,599, two-winged 1 set
395252 Panic B automatic dead lock SH 2,600 to 2,950, two-winged 1 set
395253 Panic B automatic dead lock SH ≤ 2,399, two-winged, LM 1 set
395254 Panic B automatic dead lock SH 2,400 to 2,599, two-winged, LM 1 set
395255 Panic B automatic dead lock SH 2,600 to 2,950, two-winged, LM 1 set

Opening direction DIN direction Technical specification Colour

A = outward R = right
L = left

015 =  two-winged panic door with active leaf backset 34 (sash profile 314391, 
314506) and inactive leaf with profile change (sash profile 314108, 314399)

016 =  two-winged panic door with active leaf backset 44 (sash profile 314390, 
314508) and inactive leaf with profile change (sash profile 314100, 314380)

017 =  two-winged panic door with active leaf backset 34 (sash profile 314391, 
314506) and inactive leaf with dummy mullion profile (314518)

018 =  two-winged pan. door with active leaf backs. 44 (sash prof. 314390, 314392, 
314508, 314510) and inactive leaf with dummy mullion (314518, 314520)

00 =  no colour 
specification

Selection of the available versions

■ Technical information
 – For two-winged full panic doors with emergency exit and panic function on both wings.

– Set no. 395243, 395244, 395245 with controlled latch locking device (CLL).
– Set no. 395246, 395247, 395248 with controlled latch locking device (CLL) and latch monitoring (LM).

 – Set no. 395253, 395254, 395255 and 395280, 395281, 395282 with latch monitoring (LM).
– Min. sash height for multipoint lockings 2,010 mm.
– Stainless steel forend with end caps.
– Lock 1-turn.
– Square pin 9 mm.
– ISO plate with integrated latch bolt slide.
– Classification DIN 18251-3 class 3.
– VdS-approval class A (M114339).
– Tested in RAICO doors up to burglar resistance class RC3 according to DIN EN 1627 ff.
– Bar inlay below must be ordered separately.
– Pushing flap and run-on rest absolutely necessary.
– Connecting cable for LM (10 m) contained in set, cable transition has to be ordered separately.

 –  PU contains:
  A Automatic deadlock self-locking.
  B Drive dead bolt with latch support, not adjustable. 
  C ISO plate.
  D 2 pieces strike plate automatic deadbolt.
  E Magnetic set for latch bolt.
  F Locking bar massive below.
  G Locking bar tube with glide-pin above.
  H Switching lock.
  I Strike plate above.

 J ISO plate above.
 –  Accessories:

–  Pusher sets see chapter Emergency exit and panic locks.
  – Accessories for burglar-resistant execution see table Fitting overview for burglar-resistant doors.

Execution example to determine the requested version
No. 395240 – Opening direction A – DIN direction R – Technical specification 015 – Colour 00 =  Version 395240.AR01500
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Locking systems with panic function according to EN 179 and EN 1125
Automatic deadlock

Active and inactive leaf for two-winged elements

Bar inlay below: for execution with sill

No. Article PU

395311 Bar inlay sill outward opening 1 pc(s)

395313 Bar inlay sill outward opening RC 1 pc(s)

■ Technical information
 – Floor connection with sill.
 –  PU contains:
  W  Bar inlay.

Bar inlay below: for execution without sill

No. Article PU

395312 Bottom shoot bolt adjustable 1 pc(s)

■ Technical information
 – Floor connection without sill.
 –  PU contains:
  X Eccentric strike plate.

Pushing flap

No. Article PU

395340 Pushing flap 1 pc(s)

395341 Run-on rest with pin for pushing flap 1 pc(s)

■ Technical information
 –  For two-winged emergency exit and panic locks 

absolutely necessary.
 –  PU contains:
  P Pushing flap (395340).

 Q Run-on rest (395341).

Fixation

No. Article PU Sash height Demand

9080163 Countersunk screw St 4.2x19 100 pc(s)
≤ 2,399 23 pc(s)

2,400 to 2,599 24 pc(s)
2,600 to 2,950 26 pc(s)

9080181 Countersunk screw St 4.2x32 100 pc(s) – 1 pc(s)
9025122 Countersunk screw St 3.9x16 100 pc(s) – 2 pc(s)

1 For the fixation of the run-on rest.
2 For the fixation of the bar inlay, only necessary for the execution with sill (not for no. 395313).
3 2 pcs. additionally required for no. 395313.

Cable transition

No. Article PU

395333 Flexible cable transition 1 pc(s)

■ Technical information
 – Concealed installation in the rebate.

– Detachable, with installation tub.
 – Max. Ø for cable: 8 mm.

 –  PU contains:
  R Cable transition.
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Locking systems with panic function according to EN 179 and EN 1125
Automatic deadlock with A-opener
Active and inactive leaf for two-winged elements

No. Article PU
395260 Panic E automatic dead lock A-opener SH ≤ 2,399, two-winged 1 set
395261 Panic E automatic dead lock A-opener SH 2,400 to 2,599, two-winged 1 set
395262 Panic E automatic dead lock A-opener SH 2,600 to 2,950, two-winged 1 set
395263 Panic E automatic dead lock A-opener SH ≤ 2,399, two-winged, LM 1 set
395264 Panic E automatic dead lock A-opener SH 2,400 to 2,599, two-winged, LM 1 set
395265 Panic E automatic dead lock A-opener SH 2,600 to 2,950, two-winged, LM 1 set
395270 Panic B automatic dead lock A-opener SH ≤ 2,399, two-winged 1 set
395271 Panic B automatic dead lock A-opener SH 2,400 to 2,599, two-winged 1 set
395272 Panic B automatic dead lock A-opener SH 2,600 to 2,950, two-winged 1 set
395273 Panic B automatic dead lock A-opener SH ≤ 2,399, two-winged, LM 1 set
395274 Panic B automatic dead lock A-opener SH 2,400 to 2,599, two-winged, LM 1 set
395275 Panic B automatic dead lock A-opener SH 2,600 to 2,950, two-winged, LM 1 set

Opening direction DIN direction Technical specification Colour

A = outward R = right
L = left

015 =  two-winged panic door with active leaf backset 34 (sash profile 314391, 
314506) and inactive leaf with profile change (sash profile 314108, 314399)

016 =  two-winged panic door with active leaf backset 44 (sash profile 314390, 
314508) and inactive leaf with profile change (sash profile 314100, 314380)

017 =  two-winged panic door with active leaf backset 34 (sash profile 314391, 
314506) and inactive leaf with dummy mullion profile (314518)

018 =  two-winged panic door with active leaf backset 44 (sash profile 314390, 
314392, 314508, 314510) and inactive leaf with dummy mullion profile 
(314518, 314520)

00 =  no colour 
specification

Selection of the available versions

■ Technical information
 – For two-winged full panic doors with emergency exit and panic function on both wings.

– Min. sash height for multipoint lockings 2,010 mm.
– Set no. 395263, 395264, 395265 and 395273, 395274, 395275 with latch monitoring (LM).
– Stainless steel forend with end caps.
– Lock 1-turn.
– Square pin 9 mm.
– ISO plate with integrated latch bolt slide.
– Classification DIN 18251-3 class 3.
– VdS-approval class A (M114340).
– Tested in RAICO doors up to burglar resistance class RC3 according to DIN EN 1627 ff.
– Basic connection set or connection set of the tappet contact must be ordered separately.
– Additional cable transition necessary for E-opener with LM in the inactive leaf.
– Bar inlay for sill must be ordered separately.
– Pushing flap and run-on rest absolutely necessary.
– Connecting cable for LM (10 m) contained in set, cable transition has to be ordered separately.

 –  PU contains:
  A Automatic deadlock self-locking with A-opener.
  B Drive dead bolt with latch support, not adjustable.
  C ISO plate.
  D 2 pieces strike plate automatic deadbolt.
  E Magnetic set for latch bolt.
  F Locking bar massive below.
  G Locking bar tube with glide-pin above.
  H Switching lock.
  I Strike plate above.

 J ISO plate above.

 –  Accessories:
–  Pusher sets see chapter Emergency exit and panic locks.

  –  Connection sets, cable transition and power supply see chapter Accessories for locking systems.
  –  Accessories for burglar-resistant execution see table Fitting overview for burglar-resistant doors.

Execution example to determine the requested version
No. 395260 – Opening direction A – DIN direction R – Technical specification 015 – Colour 00 =  Version 395260.AR01500
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Connection set
No. Article PU

395330 Basic conn. set f. automatic lock with A-opener 1 pc(s)

Locking systems with panic function according to EN 179 and EN 1125
Automatic deadlock with A-opener

Active and inactive leaf for two-winged elements

■ Technical information
 – For cap combination 1A and 2A.

– Including magnetic contact.
– For on-site power supply.
– Cable transition also required.

 –  PU contains:
  K Magnetic contact.

 L Motor connection cable with connector.
 M Structural connection cable with connector.
 N 3 pieces cable protection sleeves.

Pushing flap
No. Article PU

395340 Pushing flap 1 pc(s)
395341 Run-on rest with pin for pushing flap 1 pc(s)

■ Technical information
 –  For two-winged emergency exit / panic locks absolutely necessary.
 –  PU contains:
  O Pushing flap (395340).

 P Run-on rest (395341).

Bar inlay below: for execution with sill
No. Article PU

395311 Bar inlay sill outward opening 1 pc(s)
395313 Bar inlay sill outward opening RC 1 pc(s)

■ Technical information
 – Floor connection with sill.
 –  PU contains:
  W Bar inlay.

Bar inlay below: for execution without sill
No. Article PU

395312 Bottom shoot bolt adjustable 1 pc(s)

■ Technical information
 – Floor connection without sill.
 –  PU contains:
  X Bottom shoot bolt.

Fixation

No. Article PU Sash height Demand

9080163 Countersunk screw St 4.2x19 100 pc(s)

≤ 2,399 29 pc(s)

2,400 to 2,599 30 pc(s)

2,600 to 2,950 32 pc(s)

9080181 Countersunk screw St 4.2x32 100 pc(s) – 1 pc(s)

9025122 Countersunk screw St 3.9x16 100 pc(s) – 2 pc(s)
1 For the fixation of the run-on rest.
2 For the fixation of the bar inlay, only necessary for the execution with sill (not for no. 395313).
3 2 pcs. additionally required for no. 395313.

Cable transition
No. Article PU

395333 Flexible cable transition 1 pc(s)4

4 Additional cable transition necessary for LM in inactive leaf.

■ Technical information
 – Concealed installation in the rebate.

– Detachable, with installation tub.
 – Max. Ø for cable: 8 mm.
 –  PU contains:
  Q Cable transition.
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General information
Overview door closer
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Closing force acc. to EN 1154 EN 2-6 EN 2-6 EN 2-6 EN 2-6 EN 3-6 EN 3-6

Max. door sash width [mm] 1,400 1,400 1,400 1,400 1,400 1,400

Max. door sash weight [kg] n. s. n. s. n. s. n. s. 180 180

Barrier free acc. to DIN 18040
up to a max. sash width [mm]

EN 4 
1100

EN 4 
1100

EN 4
1100

EN 4 
1100

Application possibilities and max. opening angle

Door leaf attachment, concealed1
■

120°
■

120°

Door leaf attachment, hinge side
■

180°
■

180°

Transom mounting, hinge side
■

180°

Door leaf attachment, opposite hinge side1
■

110°
■

105°

Transom mounting, opposite hinge side
■

110°

Functions

Closing force, adjustable ■ ■ ■ ■ ■ ■

Back check, adjustable2 ■ ■ ■ ■ ■ ■

Hydraulic latching action, adjustable ■ ■ ■ ■ ■ ■

Closing speed, adjustable ■ ■ ■ ■ ■ ■

Accessories

Mounting plate Türschließer ■ ■ ■ ■

Mounting plate Gleitschiene ■ ■

Mechanical lock

Mechanical opening restrictor

■  ■  = yes/required
    = optional

n. s. = not specified
1  The maximum opening angle of the door

must be restricted by a door stop!
2  Back check is not effective for transom

mounting on opposite hinge side.
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General information
Size of door closer and adjustment options

  The standards stipulate that the door closer size (closing force of the closer) must be selected appropriate to the door width. The next
highest size must be selected if the structural (door height, door weight) or local conditions  (wind influence) makes this necessary.

■  Allocation of sash width to dimension of door closer

Door closer size Sash width

EN 1 up to 750

EN 2 >   750 up to   850

EN 3 >   850 up to   950

EN 4 >   950 up to 1100

EN 5 > 1100 up to 1250

EN 6 > 1250 up to 1400

  1. Back check
  By means of the opening dampening, the swing of a violently opened door from an opening angle of 90° is absorbed considerably.

It cannot replace however a separate stop for the opening angle, so that the assembly of a door stopper or other structual measures 
is recommended.

  2. Closing speed
  The speed to close the door by the door closer can be adjusted individually.

  3. Latching action
  The door movement becomes door fastenings accelerated in the area of the last degrees (appr. 10°) to overcome closing

resistances such as air resistance in front of it.

■ Adjustment options
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Upper door closer
Slide rail door closer TS 5000

Single-sash elements, two-winged elements without closing sequence control – with and without panic function

Execution example to determine the requested version
No. 395500 – Opening direction U – DIN direction U – Technical specification 000 – Colour 20 = Version 395500.UU00020

No. Article PU

395500 Upper door closer GEZE TS 5000 1 set

Opening direction DIN direction Technical specification Colour

U = universal U = universal 000 =   no specification necessary
20 =  silver anodized E6/EV1
31 = white powder coated RAL 9016
91 = special colour

Selection of the available versions

■ Technical information
 – Mounting plate for closer must be ordered separately.

 –  Single-sash elements:
- Blade mounting hinge side i. o.: SW ≥ 600 mm.
- Transom mounting opposite hinge side o. o.: SW ≥ 700 mm.

 –  Two-winged elements without closing sequence control
– only for use on the active leaf:
- Blade mounting hinge side i. o.: SW ≥ 450 mm.
- Transom mounting opposite hinge side o. o.: SW ≥ 700 mm.

 –  Two-winged elements without closing sequence control
– for use on the active and inactive leaf:
- Use of 2 sets necessary.
-  Blade mounting hinge side i. o.: SW ≥ 450 mm.

SW active leaf + SW inactive leaf ≥ 1,200 mm.
  - Transom mounting opposite hinge side o. o.: SW ≥ 700 mm.

 –  PU contains:
  A  Upper door closer.
  B  Slide rail with lever.

 – Fixation screws.

 –  Accessories:
–  More accessories see Product range.

Fixation

No. Article PU Demand

910101 Countersunk head blind rivet nut M5x12 100 pc(s) 6 pc(s)

Mounting plate closer

No. Article PU

395570 Mounting plate closer 1 pc(s)

■ Technical information
 – For upper door closer GEZE TS 5000.

– For upper door closer GEZE TS 5000 L.

 –  PU contains:
  C Mounting plate.

Selection of the available versions analog table door closer.
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Upper door closer
Slide rail door closer TS 5000 L
Single-sash elements, two-winged elements without closing sequence control – with and without panic function

Execution example to determine the requested version
No. 395501 – Opening direction U – DIN direction U – Technical specification 000 – Colour 20 = Version 395501.UU00020

No. Article PU

395501 Upper door closer GEZE TS 5000 L 1 set

Opening direction DIN direction Technical specification Colour

U = universal U = universal 000 =   no specification necessary
20 =  silver anodized E6/EV1
31 = white powder coated RAL 9016
91 = special colour

Selection of the available versions

■ Technical information
 – Mounting plate closer must be ordered separately.
 –  For blade mounting outward opening the mounting plate

of the slide rail must be ordered separately.
 – Single-sash elements:

 -  Blade mounting opposite hinge side o. o.: SW ≥ 650 mm.
Interior view sash ≥ 58 mm.

  - Transom mounting hinge side i. o.: SW ≥ 750 mm.
 –  Two-winged elements without closing sequence control

– only for use on active leaf:
-  Blade mounting opposite hinge side o. o.: SW ≥ 450 mm.

Interior view sash ≥ 58 mm.
  - Transom mounting hinge side i. o.: SW ≥ 750 mm.
 –  Two-winged elements without closing sequence control

– for use on active and inactive leaf:
- Use of 2 sets necessary.
-  Blade mounting opposite hinge side o. o.: SW ≥ 450 mm. SW active leaf + SW inactive leaf ≥ 1,300 mm.

Interior view sash ≥ 58 mm.
  - Transom mounting hinge side i. o.: SW ≥ 750 mm.
 –  PU contains:
  A  Upper door closer.
  B  Slide rail with lever.

 – Fixation screws.
 –  Accessories:

–  More accessories see Product range.

Fixation

No. Article PU Demand

910101 Countersunk head blind rivet nut M5x12 100 pc(s) 6 pc(s)

Mounting plate closer

No. Article PU

395570 Mounting plate closer 1 pc(s)

■ Technical information
 – For upper door closer GEZE TS 5000 and for upper door closer GEZE TS 5000 L.
 –  PU contains:
  C Mounting plate.

Selection of the available versions analog table door closer.

Mounting plate slide rail

No. Article PU

395571 Mounting plate slide rail 1 pc(s)

■ Technical information
 –  For outward opening elements and blade mounting opposite hinge side.
 – For upper door closer GEZE TS 5000 L.
 –  PU contains:
  D Mounting plate.

Selection of the available versions analog table door closer.
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Upper door closer
Slide rail door closer TS 5000 ISM

Two-winged elements inward opening with closing sequence control  – with and without panic function

Execution example to determine the requested version
No. 395502 – Opening direction U – DIN direction U – Technical specification 000 – Colour 20 = Version 395502.UU00020

No. Article PU

395502 Upper door closer GEZE TS 5000 w. closer sequence control 1 set

Opening direction DIN direction Technical specification Colour

U = universal U = universal 000 =   no specification necessary
20 =  silver anodized E6/EV1
31 = white powder coated RAL 9016
91 = special colour

Selection of the available versions

■ Technical information
 –  2 pieces mounting plates must be ordered separately.
 –  Blade mounting hinge side i. o.: SW ≥ 450 mm.

Interior view outer frame ≥ 54 mm.
SW active leaf + SW inactive leaf ≥ 1,300 mm.

 –  PU contains:
  A 2 pieces upper door closer.
  B  Slide rail with levers and integrated mechanic closing sequence control.
  – Fixation screws.

 –  Accessories:
–  More accessories see Product range.

Mounting plate closer

No. Article PU

395570 Mounting plate closer 1 pc(s)

■ Technical information
 – For upper door closer GEZE TS 5000.

– For upper door closer GEZE TS 5000 L.
 –  PU contains:
  C Mounting plate.

Selection of the available versions analog table door closer.

Fixation

No. Article PU Demand

910101 Countersunk head blind rivet nut M5x12 100 pc(s) 15 pc(s)
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Upper door closer
Slide rail door closer TS 5000 L-ISM VPK
Two-winged elements outward opening with closing sequence control – with and without panic function

Execution example to determine the requested version
No. 395503 – Opening direction U – DIN direction U – Technical specification 000 – Colour 20 = Version 395503.UU00020

No. Article PU

395503 Upper door closer GEZE TS 5000 L with closing sequence control 1 set

Selection of the available versions

■ Technical information
 –  2 pieces mounting plates must be ordered separately.
 – Mounting plate slide rail must be ordered separately.
 –  Blade mounting opposite hinge side o. o.: SW ≥ 450 mm. 

Interior view sash ≥ 58 mm.
SW active leaf + SW inactive leaf ≥ 1,750 mm.

 –  PU contains:
  A 2 pieces upper door closer.

 B  Slide rail with levers and integrated
mechanical closing sequence control.

  – Fixation screws.

 –  Accessories:
–  More accessories

see Product range.

Fixation

No. Article PU Demand

910101 Countersunk head blind rivet nut M5x12 100 pc(s) 15 pc(s)

Mounting plate closer

No. Article PU

395570 Mounting plate closer 1 pc(s)

■ Technical information
 – For upper door closer GEZE TS 5000 and for upper door closer GEZE TS 5000 L.

 –  PU contains:
  C Mounting plate.

Selection of the available versions analog table door closer.

Mounting plate slide rail

No. Article PU

395572 Mounting plate slide rail closing sequence control 1 pc(s)

■ Technical information
 –  For outward opening elements and blade mounting opposite hinge side.
 – For upper door closer GEZE TS 5000 L.

 –  PU contains:
  D Mounting plate.

Selection of the available versions analog table door closer.

Opening direction DIN direction Technical specification Colour

U = universal U = universal 000 =   no specification necessary
20 =  silver anodized E6/EV1
31 = white powder coated RAL 9016
91 = special colour
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Upper door closer
Concealed door closer BOXER

Single-sash elements, two-winged elements without closing sequence control 
with and without panic function

Execution example to determine the requested version
No. 395515 – Opening direction I – DIN direction U – Technical specification 000 – Colour 00 = Version 395515.IU00000

No. Article PU

395515 Upper door closer GEZE BOXER single-sash 1 set

Opening direction DIN direction Technical specification Colour

I = inward
A = outward U = universal 000 =   no specification necessary 00 =  no colour specification

Selection of the available versions

■ Technical information
 – Door closer size EN 3 to 6.
 – Min. width active leaf 660 mm.
 – Min. width inactive leaf 730 mm (at use on active and inactive leaf).
 – Max. sash weight 180 kg.
 –  For inward opening the slide rail, for outward opening

the closer has to be supported.

 –  PU contains:
  A  Door closer.

 B  Slide rail with lever.
 C  2 pieces washers.

 –  Accessories:
–  More accessories see Product range.

Fixation

No. Article PU Demand

908016 Countersunk screw St 4.2x19 100 pc(s) 8 pc(s)



88 2016

B

B

FRAME+ 75 DI fi ttings
Selection tables

Upper door closer
Concealed door door closer BOXER ISM
Two-winged elements with closing sequence control – with and without panic function

Execution example to determine the requested version
No. 395516 – Opening direction I – DIN direction U – Technical specification 000 – Colour 00 = Version 395516.IU00000

No. Article PU

395516 Upper door closer GEZE BOXER two-winged 1 set

Opening direction DIN direction Technical specification Colour

I = inward
A = outward U = universal 000 =   no specification necessary 00 =  no colour specification

Selection of the available versions

■ Technical information
 – Door closer size EN 3-6.

– Min. width active leaf inward opening 820 mm, outward opening 670 mm.
– Min. width inactive leaf 775 mm.
– Max. sash weight 180 kg.
–  For inward opening the slide rail, for outward opening

the closer has to be supported.

 –  PU contains:
  A 2 pieces door closer.

 B   Slide rail with levers and integrated
mechanical closing sequence control.

  C  4 pieces washers.

 –  Accessories:
–  More accessories

see Product range.

Fixation

No. Article PU Demand

908016 Countersunk screw St 4.2x19 100 pc(s) 20 pc(s)
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Fitting systems for standard locks

Half sets 91
Pusher sets 93
Modular system tubular handle 94
Cylinder roses 95

Content
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Fitting systems for standard locks
Half-sets without panic function

Single-sash elements and active leaf for two-winged elements

Execution example to determine the requested version
No. 395400 – Opening direction U – DIN direction U – Technical specification 000 – Colour 20 = Version 395400.UU00020

No. Article PU

395400 Half set interior 1 set

Opening direction DIN direction Technical specification Colour

U = universal U = universal 000 =  no specification necessary
20 =  silver anodized E6/EV1
31 = white powder coated RAL 9016
10 = stainless steel matt

Selection of the available versions

■ Technical information
 – Bearing fixable, with return spring.

– Concealed fixation, without fixation screws.

 –  PU contains:
  A Door pusher.

 B  Pusher pin, notched.

Fixation

No. Article PU Demand

904259 Countersunk sheet metal screw M5x20 100 pc(s) 2 pc(s)

910101 Countersunk head blind rivet nut M5x12 100 pc(s) 2 pc(s)
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Fitting systems for standard locks
Exterior half-set
Single-sash elements and active leaf for two-winged elements

Execution example to determine the requested version
No. 395402 – Opening direction U – DIN direction U – Technical specification 000 – Colour 20 = Version 395402.UU00020

No. Article PU

395402 Half-set exterior fixed knob 1 pc(s)

Opening direction DIN direction Technical specification Colour

U = universal U = universal 000 =  no specification necessary
20 =  silver anodized E6/EV1
10 = stainless steel matt

Selection of the available versions

■ Technical information
 – Fixed.

– Concealed fixation, without fixation screws.

 –  PU contains:
  A Knob.

Fixation

No. Article PU Demand

904259 Countersunk sheet metal screw M5x20 100 pc(s) 2 pc(s)

910101 Countersunk head blind rivet nut M5x12 100 pc(s) 2 pc(s)
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Fitting systems for standard locks
Pusher sets without panic function

Single-sash elements and active leaf for two-winged elements

Execution example to determine the requested version
No. 395401 – Opening direction U – DIN direction U – Technical specification 000 – Colour 20 = Version 395401.UU00020

No. Article PU

395401 Pusher set 1 set

Opening direction DIN direction Technical specification Colour

U = universal U = universal 000 =  no specification necessary
20 =  silver anodized E6/EV1
31 = white powder coated RAL 9016
10 = stainless steel matt

Selection of the available versions

■ Technical information
 – Bearing fixable, with return spring.

– Concealed fixation, without fixation screws.

 –  PU contains:
  A 2 pieces door pusher.

 B  Pusher pin, notched.

Fixation

No. Article PU Demand

904259 Countersunk sheet metal screw M5x20 100 pc(s) 4 pc(s)

910101 Countersunk head blind rivet nut M5x12 100 pc(s) 4 pc(s)
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Fitting systems for standard locks
Modular system tubular handle

No. Article PU

395615 Mounting set unilateral, standard 2 pc(s)

395616 Mounting set unilateral, heavy 2 pc(s)

■ Technical information
 – For modular system push handle.
 – For the fixation of support.
 – No. 395616 For doors exposed to high stresses.

 –  PU contains:
  No. 395615:  2 pieces threaded pin.

2 pieces cap nut.

  No. 395616:  2 pieces self-drilling threaded sleeve.
2 pieces shim.
2 pieces threaded rod M8.
2 pieces cap nut.

Fixation

No. Article PU

395610 Reinforcement tube, L=3,000 1 pc(s)

395611 Distance sleeve 1 pc(s)

■ Technical information
 – For modular system push handle.
 –  For the reinforcement of push handles L > 1,500 mm

and for doors exposed to high stress.
 – Length reinforcement tube = external tube – 100 mm.
 – Space between distance sleeves appr. 350 mm.

C, D Reinforcement

No. Article PU

395605 Straight support 90°, inside wound 1 pc(s)

■ Technical information
 – For modular system push handle.
 – Mounting set has to be ordered separately.
 – Requirement per push handle: 2 pieces.

B Handle supports

No. Article PU

395600 Tubular handle stainless steel L=2,500 mm 1 pc(s)

395601 Tubular handle stainless steel L=3,000 mm 1 pc(s)

■ Technical information
 – For modular system push handle.
 – Ø 35 mm, wall thickness 1.5 mm.
 – Surface polished, grain 800.

A Tubular handle
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Fitting systems for standard locks
PC roses without panic function

Single-sash elements and active leaf for two-winged elements

Execution example to determine the requested version
No. 395450 – Opening direction U – DIN direction U – Technical specification 000 – Colour 20 = Version 395450.UU00020

No. Article PU

395450 Cylinder rose 1 pc(s)

Opening direction DIN direction Technical specification Colour

U = universal U = universal 000 =  no specification necessary
20 =  silver anodized E6/EV1
31 = white powder coated RAL 9016
10 = stainless steel matt

Selection of the available versions

■ Technical information
 – Installation possible at the inside and outside.

– Sliding rose, concealed fixation.
– Oval, profile cylinder perforated.
– Rose height 6 mm.
– Without fixation screws.

Fixation (only for cylinder roses)

No. Article PU Demand

904259 Countersunk sheet metal screw M5x20 100 pc(s) 2 pc(s)

910101 Countersunk head blind rivet nut M5x12 100 pc(s) 2 pc(s)

Execution example to determine the requested version
No. 395451 – Opening direction U – DIN direction U – Technical specification 000 – Colour 20 = Version 395451.UU00020

No. Article PU

395451 Cylinder rose with cylinder cover 1 pc(s)

Opening direction DIN direction Technical specification Colour

U = universal U = universal 000 =  no specification necessary
20 =  silver anodized E6/EV1
31 = white powder coated RAL 9016
10 = stainless steel matt

Selection of the available versions

■ Technical information
 – Installation only possible at the outside.

– Sliding rose with plug pulling protection, concealed fixation.
– Oval, profile cylinder perforated.
– Rose height 11.5 mm (for cylinder projection from 5 to 7 mm).
– Without fixation screws.

No. Article PU

395455 PC decorative ring stainless steel 1 pc(s)

■ Technical information
 – Installation only possible at the outside.

– No additional fixation material necessary.

PC decorative ring
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Fitting systems for emergency exit and panic door locks

Half sets for emergency exit locks EN 179 99
Pusher sets for emergency exit locks EN 179
- without burglar resistance 100
- with burglar resistance 101
Half sets for panic door locks EN 1125 102
Cylinder roses 104

Content
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Fitting systems for emergency exit and panic door locks
Half-sets for emergency exit locks EN 179

Single-sash elements and active/inactive leaf for two-winged elements without burglar resistance

Execution example for determination of the requested version
No. 395410 – Opening direction U – DIN direction U – Technical specification 000 – Colour 20 = Version 395410.UU00020

No. Article PU

395410 Panic E half-set 1 set

Opening direction DIN direction Technical specification Colour

U = universal U = universal 000 =  no specification necessary
20 =  silver anodized E6/EV1
10 =  stainless steel matt

Selection of the available versions

■ Technical information
 – Firmly pivoted, with return spring.

– Concealed fixation, without fixation screws.

 –  PU contains:
  A Door pusher.

 B  Pusher pin.

Fixation

No. Article PU Demand

904259 Countersunk sheet metal screw M5x20 100 pc(s) 2 pc(s)

910101 Countersunk head blind rivet nut M5x12 100 pc(s) 2 pc(s)
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Fitting systems for emergency exit and panic door locks
Pusher sets for emergency exit locks EN 179
Single-sash elements and active leaf for two-winged elements without burglar-resistance

Execution example for determination of the requested version
No. 395411 – Opening direction U – DIN direction U – Technical specification 000 – Colour 20 = Version 395411.UU00020

No. Article PU

395411 Panic B pusher set 1 set

Opening direction DIN direction Technical specification Colour

U = universal U = universal 000 =  no specification necessary
20 =  silver anodized E6/EV1
10 =  stainless steel matt

Selection of the available versions

■ Technical information
 – Firmly pivoted, with return spring.

–  Concealed Fixation,
without fixation screws.

 –  PU contains:
  A 2 pieces door pusher.

 B  Pusher pin.

Fixation

No. Article PU Demand

904259 Countersunk sheet metal screw M5x20 100 pc(s) 4 pc(s)

910101 Countersunk head blind rivet nut M5x12 100 pc(s) 4 pc(s)
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Fitting systems for emergency exit and panic door locks
Pusher sets for emergency exit locks EN 179

Single-sash elements and active leaf for two-winged elements with burglar resistance

Execution example for determination of the requested version
No. 395413 – Opening direction U – DIN direction U – Technical specification 000 – Colour 20 = Version 395413.UU00020

No. Article PU

395413 Panic B safety set RC3 1 set

395414 Panic B safety set RC2 1 set

Opening direction DIN direction Technical specification Colour

U = universal U = universal 000 =  no specification necessary
20 =  silver anodized E6/EV1
10 =  stainless steel matt

Selection of the available versions

■ Technical information
 –  No. 395413: 

safety set DIN 18257 class ES2-ZA.
 –  No. 395414: 

safety set DIN 18257 class ES1-ZA.
 – Firmly pivoted, with return spring.

–  Concealed fixation, fixation screws included.
 –  For burglar-resistant doors with

shift function E the standard half sets
may be used.

 –  Cylinder length 70/35 mm absolutely
necessary for all versions!

 –  PU contains:
A  Backplate inside handle.
 B   Backplate outside handle

with cylinder cover.
  C  Split pusher pin.
  D  Fixation screw.
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Fitting systems for emergency exit and panic door locks
Half-sets for panic door locks EN 1125
Single-sash elements and active/inactive leaf for two-winged elements without burglar resistance

Execution example for determination of the requested version
No. 395430 – Opening direction U – DIN direction U – Technical specification 000 – Colour 20 = Version 395430.UU00020

No. Article PU

395430 Panic E half-set push bar 1 set

395431 Panic B half-set push bar 1 set

395432 Panic E half-set push bar inactive leaf 1 set

Opening direction DIN direction Technical specification Colour

U = universal U = universal 000 =  no specification necessary
20 =  silver anodized E6/EV1
10 =  stainless steel matt

Selection of the available versions

■ Technical information
 – Not possible for two-winged doors with sash profile no. 314391, 314506.

– Concealed fixation, without fixation screws.
– Execution as short plate.

 –  PU contains:
  A 2 pieces handle panels.

 B  Tubular handle.
 C  Pusher pin.

Fixation

No. Article PU Ausführung Demand

904259 Countersunk sheet metal screw M5x20 100 pc(s)
Panik E 4 pc(s)1

Panik B 6 pc(s)1

910101 Countersunk head blind rivet nut M5x12 100 pc(s)
Panik E 4 pc(s)1

Panik B 6 pc(s)1

1 Demand per sash, inactive leaf is always panic E.

External pusher

No. Article PU

395412 Panic B external pusher 1 pc(s)

■ Technical information
 – Firmly pivoted, with return spring.

–  Concealed fixation, without fixation screws.

 –  PU contains:
  D Door pusher.

Selection of the available versions analog table half-sets.
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Fitting systems for emergency exit and panic door locks
Half-sets for panic door locks EN 1125

Single-sash elements and active/inactive leaf for two-winged elements without burglar resistance

Execution example for determination of the requested version
No. 395420 – Opening direction U – DIN direction U – Technical specification 000 – Colour 10 = Version 395420.UU00010

No. Article PU

395420 Panic E half-set pushbar active and inactive leaf SW<1,350 1 set

395421 Panic B half-set pushbar SW<1,350 1 set

395423 Panic E half-set pushbar active and inactive leaf SW>1,350 1 set

395424 Panic B half-set pushbar SW>1,350 1 set

Opening direction DIN direction Technical specification Colour

U = universal U = universal 000 =  no specification necessary 10 =  stainless steel matt

Selection of the available versions

■ Technical information
 –  Set no. 395420, 395423 for active leaf

with shift function E and inactive leaf.
 –  Set no. 395421,395424 for active leaf

with switchover function B.
 –  Set no. 395423, 395424

for sash width > 1,350 mm.
 – Concealed fixation, without fixation screws.

 –  PU contains:
  A Pushbar.

 B Pusher pin.

Fixation

No. Article PU Ausführung Demand

904259 Countersunk sheet metal screw M5x20 100 pc(s)
Panik E 4 pc(s)1

Panik B 6 pc(s)1

910101 Countersunk head blind rivet nut M5x12 100 pc(s)
Panik E 4 pc(s)1

Panik B 6 pc(s)1

1 Demand pro Flügel, Standflügel ist immer Panik E.

External pusher

No. Article PU

395412 Panic B external pusher 1 pc(s)

■ Technical information
 – Firmly pivoted, with return spring.

–  Concealed fixation, without fixation screws.

 –  PU contains:
  D Door pusher.

Selection of the available versions analog table half-sets.
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Fitting systems for emergency exit and panic door locks
Profi le cylinder roses with panic function
Single-sash elements and active leaf at two-winged elements

Execution example for determination of the requested version
No. 395460 – Opening direction U – DIN direction U – Technical specification 000 – Colour 20 = Version 395460.UU00020

No. Article PU

395460 Panic cylinder rose 1 pc(s)

Opening direction DIN direction Technical specification Colour

U = universal U = universal 000 =  no specification necessary
20 =  silver anodized E6/EV1
10 =  stainless steel matt

Selection of the available versions

■ Technical information
 – Installation possible at the inside and outside.

– Sliding rose, concealed fixation.
– Oval, profile cylinder perforated.
– Rose height 7 mm.
– Without fixation screws.

Fixation

No. Article PU Demand

904259 Countersunk sheet metal screw M5x20 100 pc(s) 2 pc(s)

910101 Countersunk head blind rivet nut M5x12 100 pc(s) 2 pc(s)
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Accessories for locking systems

Connection sets for automatic locks 107
Deadbolt monitoring device for inactive leaf 109
Profi le cylinder 110

Content
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Accessories for locking systems
Connection sets for automatic locks

Basic connection set

No. Article PU

395330 Basic connection set for automatic lock with A-opener 1 set

■ Technical information
 – For cap combination 1A and 2A.

– Including magnetic contact.
– For on-site power supply.
– Cable transition additionally required.

 –  PU contains:
  K Magnetic contact.

 L Motor connection cable with plug.
 M Building connection cable with plug.
 N 3 pieces cable protection sleeve.

 –  Accessories:
–  Top-hat rail-power supply see Product range.

Fixation

No. Article PU Demand

9080161 Countersunk sheet metal screw St 4.2x19 100 pc(s) 2 pc(s)
1 Only for the fixation of the cable transition, fixation screws for magnetic contact come with the lock.

Cable transition

No. Article PU

395333 Flexible cable transition 1 pc(s)

■ Technical information
 – Concealed installation in the rebate.

– Detachable, with installation tub.
– Max. Ø for cable: 8 mm.

 –  PU contains:
  Q Cable transition, concealed.
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Accessories for locking systems
Connection sets for automatic locks
Connection set tappet contact

No. Article PU

395335 Connection set tappet contact for automatic lock with A-opener 1 set

■ Technical information
 – For cap combination 1A and 2A.

– Including magnetic contact.
– For on-site power supply.

 –  PU contains:
  K Magnetic contact.

 L Contact surface on the frame side.
 M Building connection cable with plug.
 N 3 pieces cable protection sleeve.
 O Supporting plate for contact surface.
 P Tappet contact on the sash side with cable 4 m.

 –  Accessories:
–  Top-hat rail-power supply see Product range.

Fixation

No. Article PU Demand

9080161 Countersunk sheet metal screw St 4.2x19 100 pc(s) 4 pc(s)
1 Only for the fixation of the cable transition, fixation screws for magnetic contact come with the lock.
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Accessories for locking systems
Dead bolt monitoring for inactive leaf

Two-winged doors with/without panic function

No. Article PU

395351 Additional set dead bolt monitoring for inactive leaf 1 set

■ Technical information
 – For two-winged doors with profile change or dummy mullion.

– Dead bolt monitoring on the upper espagnolette bolt.
– VdS class C (G 107060).
– Mount instead of the upper bar inlay.
– Not possible in combination with swing door drive at the inactive leaf.

 –  PU contains:
  A Edge plate for bolt switch contact.

 B ISO plate.
 C Bolt switch contact with connection cable (6 m).

 –  Accessories:
–  Top-hat rail-power supply see Product range.

Fixation

No. Article PU Demand

908016 Countersunk sheet metal screw St 4.2x19 100 pc(s) 2 pc(s)

Execution example to determine the requested version
No. 395351 – Opening direction I – DIN direction U – Technical specification 000 – Colour 00 = Version 395351.IU00000

Opening direction DIN direction Technical specification Colour

I = inward
A = outward U = universal 000 =  no specification necessary 00 =  no colour

specification

Selection of the available versions
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Accessories for locking systems
Profi le cylinder

No. Article PU

395490 Two-sided profile cylinder standard 1 pc(s)

Execution example to determine the requested version
No. 395490 – Opening direction U – DIN direction U – Technical specification 040 – Colour 00 = Version 395490.UU04000

Opening direction DIN direction Technical specification Colour

U = universal U = universal
040 = cylinder length 35/55 PC rose inward, PC decorative ring outward
041 = cylinder length 35/65 PC rose on both sides
042 = cylinder length 40/65 PC rose outward, pushbar inward

00 =  no colour
specification

Selection of the available versions

■ Technical information
 – With emergency and danger function on both sides.

– Exterior length 65 for PC rose with/without cylinder cover possible.
– Different locking.
– Anti-drilling protection.
– Including 3 keys.
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Technical Conditions

1. General Conditions
All RAICO products have been developed or selected for usage
in the construction of façades, windows, and doors. They are 
meant to be assembled by specialized companies following the 
acknowledged technical regulations, in particular as applicable to 
constructing façades, windows, and doors, and also following all 
directives, norms, regulations and recommendations which are 
standards within the industry. All RAICO documentation should be 
considered as non-binding recommendations in regard to the
planning, designing, processing, finishing and assembly of these 
products. They are intended to offer suggestions to the certified 
specialist, or inform on successful applications. The specialist must 
always check carefully whether the suggestions and documentati-
ons are appropriate also in his particular case, and in every respect.

Scope of delivery and RAICO warranty
Our scope of delivery covers the contents of our known Sales 
Terms. We assume no liability for damages caused by the use of 
system accessories, parts, and hardware which are not named 
in our product documentation as suitable original parts and hard-
ware.

Advisory service by RAICO employees
Our specialists offer free-of-charge advisory services and
recommendations. All suggestions, proposals, designs and the 
like, be it in written or oral form, calculations, drawings, sketches 
etc. provided by our employees in the course of advice given or 
by mutual correspondence, are to be considered as non-binding 
suggestions from our company, and thus result in limiting our
liability to deliberate intention and culpable negligence only. This 
limit also applies to construction designs and tender documents.

Support in cost estimation
Help regarding the estimation of costs is offered to the best of 
our knowledge and is in any case non-committal. Generally 
speaking, material prices are calculated only concerning 
RAICO’s product range. Supplements for operating costs, as 
well as times for manufacture and assembly are calculated
according to manufacturer’s instructions.

Statics
The statics information published by us, as well as the Chart on 
the greatest possible window dimensions have been prepared to 
the best of our knowledge. Construction elements dimensioned 
according to the correct application of this information and pro-
cessed expertly are thus sufficiently dimensioned in line with the 
currently applying industry norms. Supporting structures and 
enforcements must be defined according to individual static
calculations. Our suggestions and proposals regarding statics 
have to be checked by the processing specialist, by a certified 
stress analyst, or by the architect before order placement, and 
be accepted by the orderer.

2.  Requirements regarding the processing
company

Production facilities
An essential preliminary for the professional processing of RAICO 
products is the availability of appropriate technical devices and 
machinery in the company which will process RAICO materials. 
Facilities must be furnished in such a way that profiles and
construction parts will not be damaged during storage, removal 
or processing. All materials and parts must be stored in a dry 
place and in a way that they will not be subject to damage 
caused by external influences. In particular, they must be safely 
kept away from lime, mortar, dirt, steel chips, grinding sparks, 
acids, and the like. Concerning the use of solvents, the Data 
Sheet (MO 17) published by the Berufsgenossenschaft der
chemischen Industrie (the German Government Safety Organi-
zation of Chemical Industries) is binding.

Instructions and employee training
In order to keep up with newest technical standards it is essential 
to provide the necessary training - by the study of our documen-
tations on how to process our materials and products, by the
study of specialist literature, by visiting seminars etc.

Dimensions, drawings, statics
All measures such as site measuring, cutting measures, glass 
measures must be determined by the processing company
independently. It is necessary to back up details, connections 
etc. with the help of drawings, and to carry out static calculations 
for stressed profiles and bracings, and have them checked if
applicable. 

3. Norms
The basis for these Technical Conditions are the following relevant 
DIN norms (German industrial standards), or DIN EN norms
respectively, applying to the construction of façades, windows 
and doors:
DIN 1055 –  Parts 1 to Part 5, load assumptions for

buildings.
 –  Part 4 A 1 (Additional DIN 1055 Part 4),

aerodynamic form co-efficients for building 
structures

DIN 4102 –  Parts 5, 13, 18, reaction of building materials 
and components to fire

DIN 4108 –  Parts 1 to 5, heat protection in high-building
DIN 4109 – Sound proofing in high-building
DIN 12209 –  Building hardware – locks - mechanically 

actuated locks and strike plates - require-
ments and testing procedures

DIN 17611 –  Anodized semi-finished goods made of alu-
minium and forgeable aluminium alloys with 
layer thicknesses of at least 10 mm, techni-
cal delivery terms

DIN 18056 –  Window walls, dimensioning and
construction

DIN V 18073 –  Closing-off by rolling elements, sun pro-
tection devices and blinds in construction,
definition of terms and requirements

DIN 18095 – Parts 1, 2 smoke protection doors
DIN 18202 – Tolerances in high-building, buildings
DIN 18263 –  Part 1 and Part 4, locks and hardware, door 

locking devices with hydraulic
absorption

DIN 18273 –  Door handle fittings, doors with protection 
against fire and smoke

DIN 18351 –  VOB (German Construction Contract
Procedures), Part C General technical con-
tractual terms for construction work and fa-
çade works

DIN 18357 –  VOB (German Construction Contract
Procedures), Contracting rules for award of 
public works Part C, General technical re-
gulations for construction work, hardware 
works

DIN 18358 –  VOB (German Construction Contract
Procedures), Contracting rules for award of 
public works Part C, General technical re-
gulations for construction work, rolling shut-
ter works

DIN 18360 –  VOB (German Construction Contract
Procedures), Contracting rules for award of 
public works Part C, General technical re-
gulations for construction work, metal con-
struction work, locksmith works
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DIN 18361 –  VOB (German Construction Contract
Procedures), Contracting rules for award
of public works Part C, General technical re-
gulations for construction work, glazing 
works

DIN 18516 –  Parts 1, 3, 4, cladding for external walls 
ventilated at rear

DIN 18545 –  Parts 1 to 3, sealing of glazings with sealing 
compounds

DIN EN 356 –  Assault-inhibiting glazings; testing of
features inhibiting assault with cutting and 
beating tools. Testing of features inhibiting 
full-penetration throwing, classification

DIN EN 573 –  Parts 3 and 4, extruded aluminium sheets 
and sheets made of forgeable aluminium al-
loys, features and technical delivery terms

DIN EN 755 –  Parts 1 and 2, extruded aluminium sheets 
and sheets made of forgeable aluminium al-
loys, features and technical delivery terms

DIN EN 1063 –  Assault-inhibiting glazings, definition of 
terms; testing of feature inhibiting full-
penetration shots, and classification

DIN EN 1154 –  Door locking devices with hydraulic
absorption, automatic door closers with
linear operation, door closers

DIN EN 1155 –  Door closers with hydraulic absorption: 
lockable door closers with and without over-
ride

DIN EN 1522 –  Windows, doors, closings-off – inhibition of 
full-penetration shots – requirements and 
classification

DIN EN 1523 –  Windows, doors, closings-off - inhibition
of full-penetration shots – requirements and 
testing procedures

DIN EN 1627 –  Windows, doors, closings-off – burglary
inhibition – requirements and classification

DIN EN 1628 –  Windows, doors, closings-off – burglary in-
hibition – testing procedures for deter-mi-
ning the resistance against static stress

DIN EN 1629 –  Windows, doors, closings-off – burglary in-
hibition – testing procedures for deter-mi-
ning the resistance against dynamic impact

DIN EN 1630 –  Windows, doors, closings-off – burglary in-
hibition – testing procedures for deter-mi-
ning the resistance against manual
attempts at burglary

DIN EN 12152 –  Light curtain-wall façades, joint permea-bili-
ty, requirements and classifications

DIN EN 12153 –  Light curtain-wall façades, joint permea-bili-
ty, inspection method

DIN EN 12154 –  Curtain-wall façades, tightness to hard rain, 
laboratory testing under static stress

DIN EN 12179 –  Light curtain-wall façades, resistance to 
wind stress

 – Part 4: Laboratory testing
DIN EN 12207 –  Windows and doors, air permeability,

classification
DIN EN 12208 –  Windows and doors, tightness to heavy 

rain, classification
DIN EN ISO 10077-1 –  Thermo-technical qualities of windows, 

doors, and joints
TRLV –  Technical regulations for the usage of

glazings with linear supports
TRAV –  Technical regulations for the usage of

glazings with anti-fall guards

All our systems and technical products have been developed
in accordance with the preliminaries and conditions of the Deut-
sche Institut für Normung e. V. (DIN, i. e. German Institute for
Industrial Norms). In individual cases, deviations from norms
valid outside the coverage of DIN standards may occur. Our
customers are advised in any case to make comparisons with 
valid national norms and standards as well.

Quality control
The features and functions of our systems, as described and 
evaluated in test reports, certificates etc. can only be expected 
when using original RAICO products. In order to ensure perfect 
quality, only our original parts should be processed.

Regulations and recommendations
VDI (Association of German Engineers) regulation 2719 – sound 
protection Chart for determining the exposure categories regarding 
window glazing – Institut für Fenstertechnik e. V. Rosenheim
(Institute for Window Technology), explanatory notes on glazing 
– Institut des Glaserhandwerks für Verglasungstechnik und
Fensterbau (German glazing crafts institute for glazing techno-
logy and window construction).
Systems admitted by building inspection authorities must be
manufactured according to the admittance declarations (DIBt). 
Deviations from the admittance declarations must in any case
be authorized by the superior building supervision authorities.

4. Materials and products
Materials delivered by us have been manufactured according to 
applying norms and standards. Materials and products made of 
materials produced outside our area of influence are to be selected 
by the processing company at their own accountability.
Aluminium
For the manufacture of aluminium windows, façades, etc. we deliver 
anodized profiles made of AlMgSi 0.5 F 22 alloy. For specific
anodizing procedures, such as single-stage procedures, deviating 
specific alloys must be used. Specific alloys can be delivered by 
us only upon prior inquiry and agreement from our side.
Extruded aluminium sheetsare delivered in accordance with DIN 
17615. We deliver metal sheets and bands in accordance with 
DIN EN 485, Parts 1 and 2. Various materials and forms
of delivery (profiles, metal sheets, bands) are to be adjusted
according to the required looks and appearance.
Profiles made of plastic
The qualities of the used molding material corresponds at least 
to the molding material PVC-U, EDLP, 078-25-28 according to 
DIN EN ISO 1163, Parts 1 and 2. Slight flat unevenness caused 
by production are admissible inasmuch as their correct functioning 
will not be affected.

Steel
Regarding steel parts necessary for load-bearing construction 
elements and anchoring constructions, DIN 18800 Part 4 and 
DIN 18801 apply. All steel parts no longer accessible after
assembly must be galvanized. Admitted procedures are hot
galvanization and flame spraying galvanization. DIN EN ISO 1461 
applies regarding the welding spots of galvanized constructions, 
and the spots where the corrosion protection of the steel parts is 
subject to damage during assembly. Parts no longer accessible 
after assembly must have a surface protection according to
DIN 18360 fig. 3.1.8 or higher.

Joining elements

Connecting elements such as screws, bolts, rivets etc. must
be sufficiently protected against corrosion. If used together with 
aluminium they must be made of specific alloys. Aluminum may 
be used for parts exposed to less static stress.
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Under particular climatic or other environmental influences,
fixing elements made of stainless steel A4 must be used,
especially when visible outside. The processing company has
to make sure about their usage at its own accountability.

Hardware

According to our specifications, RAICO hardware and relating 
components are sufficiently dimensioned and protected against 
corrosion in regard to the expected exposure and wear. Hard-
ware parts are to be selected by the processing company according 
to the wear and tear expected under normal conditions. Only 
hardware as approved and admitted by us is to be used.
Movable hardware parts must be maintained.
Thus the wear and tear of movable parts and their susceptibility 
to corrosion will be reduced. The intervals for cleaning and care 
depend on the environmental conditions

Glass

The particular guidelines issued by glass manufacturers regarding 
the processing of insulation glass and special glass apply. Glass 
manufacturers must produce triplex glass in general, and duplex 
glass from a glass thickness of 36 mm and higher on the standing 
edge, to ensure even glass load transfer.

Sealing compounds for glazing and sealing

Used sealing compounds must be resistant to influences of age 
and climate, and have to be malleable or permanently elastic, 
depending on the applied load. They must be suitable to their
intended purpose, in line with DIN 18545 according to all applying 
individual requirements.

Sealing profiles

The sealing profiles which are used must be non-hardening and 
abrasion-proof, and must keep their elastic qualities including 
their reset force to a large extent within the existing temperature 
range. The shore hardness must remain the same with only little 
tolerances. Sealing profiles have to be resistant to normal
atmospheric influences.

Assembly of various materials

When assembling various materials, it must be ensured that
neither corrosion nor other unfavorable influences occur.
In particular it must be ensured that no disturbing sounds will
be caused by changes in length as a result of temperature influ-
ences.

5. Construction features
System profiles
We only deliver profile systems which have been tested, admitted 
and certified, if necessary, by an acknowledged test institute or 
by the DIBt. The processing company will itself select the profile 
systems to be used, considering the expected requirements. 
Profile dimensions regarding frame, wing, mullion and transom 
are to be determined according to statics for profiles and hardware. 
For blind frames and sashes, hollow profiles are to be used in 
general.

Corner connectors and T-connectors
The production of corner connectors, T-connectors, butt joints 
and angle couplings for construction elements, by welding, 
screwing and bonding, bonding with off-center pins, pressing and 
bonding, must be done in accordance with the valid regulations. For 
an adhesive a cold-hardening two-component glue is to be used. 
The joints must feature sufficient firmness, stiffness and tightness 
throughout the complete profile’s cross-section.

System drainage
The drainage of the system must be provided for. Penetrating water 
must be drained off in any case. Please refer to the drainage cross 
section as shown in RAICO’s processing guidelines.
All openings and joints in the frame (such as screw holes, notches 
of the corner connectors, and the like) must be made tight, particu-
larly regarding the lower horizontal zone. Water tightness at miter 
joints, joints and crossings of the construction must be ensured. 

Assembly of the components
Where the construction makes joints necessary, additional poly-
tuft brushes, or EPDM/chloroprene sealings respectively, must 
be used for soundless moving and gliding. Where directly joined 
or screwed profiles and components have been used, functional 
sealing bands or interlayers are to be used in order to avoid
permeability, sound emission caused by expansion, and contact 
erosion.

Static requirements
All components must absorb the affecting forces and transfer 
them to the supporting structure of the building. DIN 18056 on 
window walls, dimensions and processing applies. 

Wind loads
Wind loads must be considered according to DIN 1055, Part 4 
with the addition on increased suction coefficients (at the building 
edges), if no exceeding loads are indicated.

Superficial loads
If the load of a person leaning out affects the transom (when the 
window wing is open), the additional vertical load which is then
required must be considered as well. In case of ceiling-high infills 
the horizontal superficial loads (caused by persons pressing 
against the mullion or transom from the inside) must be accounted 
for.

Special loads
Additional loads, such as sun protection devices, scaffolds, etc. 
must be considered in the static calculations. Our standard
products and systems are not to be used in maritime environments, 
swimming pools and spas without prior modifications.

Bending
The determined flection of mullion and transom must be in
accordance with the requirements as defined in DIN 18056. Ad-
ditional requirements, especially for the utilisation of special 
glass panes, must be considered when calculating the admissible 
flection. 

Protection against heat and humidity
According to DIN 4108 on heat protection in high-building, building 
components are among light external walls when featuring weights 
of up to 300 kg/m². The resulting influences on the room climate 
must be particularly considered, above all regarding the type 
and location of heating and air conditioning, heat storage, wall 
surfaces, and the respective solar radiation. The builder’s
requirements are to be tuned to the economical and technical 
possibilities in window construction. In particular, DIN 4108
applies here. Drainage measures must be agreed. The applicable 
insulation and avoidance of thermal bridges must be considered 
when external wall claddings, carriers, supports, panels and 
other fillings are used.

Rear-ventilated wall claddings
Wall claddings and socle wainscotings ventilated from the rear 
must be done in a fashion that little quantities of water having 
penetrated the ventilation gap are led to the outside in a con-
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trolled manner. In as much as is required, anti-drumming devices 
have to be built in. The openings for entering and escaping venti-
lation air must be distributed evenly over the width, their total
resulting in a sufficient cross section. In any case, a rear-ventilated 
façade requires a perfectly insulated and airtight wall.

Sound proofing
For bigger sheet surfaces, claddings, cover profiles and window 
sills, anti-drumming materials must be used. VDI guideline 2719 
on the sound protection of windows and DIN 4109 on sound
protection in high-building are the basics. If higher requirements 
than those defined in sound-protection category 2 are demanded, 
particular requirements must be considered and agreed. 

Sun protection
Sun protection devices and the resulting construction design must 
be agreed between the processing company and the builder.

Protection against fire and smoke
Due to building regulations and obligations by local authorities 
differing regionally, protective measures against fire and smoke 
must be taken from the tender documentation, or agreed with the 
orderer.

Movement and deformation of building
and building components
Building components must not absorb loads from the structure. 
Snow loads, differences in temperature, as well as lowering and 
shrinking must be considered. Expansion joints must be done 
accounting for differences in temperature from - 20° to + 60° 
Centigrade with light surfaces of natural color; with colored and 
dark surfaces from -20° to +80° Centigrade.

6. Production
Accuracy grade, surface qualities and deformation risks have to 
be checked before cutting. For the manufacture and processing 
of our constructions we provide multiple processing guidelines, 
tools, and auxiliary means to the processing company, which 
serve as a help to reach the required quality standards. General 
basic processing instructions will not be mentioned here.
For reasons of quality assurance profile parts up to a 
length of 10 cm of each batch are taken from some parts
of the RAICO composites. 

Processing
The focus must be on the angular accuracy during cutting and 
assembly in particular. With steel profiles or heat-insulated profiles, 
fitting pieces should be used for precise cutting. The effect 
caused by released internal stress, deflection and the like in
the profiles must be checked not only before and after cutting, 
but also after milling and stamping. The cutting edges must be
deburred carefully. Especially the burs from the workpiece must 
be removed wherever they inhibit correct functioning or result
in possible accident hazards.

During production, the following issues must be carefully observed:

a) Accuracy of fit, flush corner connections and joints

b) Dimensional accuracy of profiles and components

c)  Build-in of sealings and tightness, fitting accuracy of corners 
and joints

d) Drainage (dimensioning and distribution)

e) Sealing of all profile joints, notches, and screwing

f) Fitting accuracy of the wing bearing

g) Damages to the surface

h)  Hardware must be mounted according to the newest state-of-
the-art technology and to our specific instructions in such a 
way that the smooth-running motion (by lubrification), correct 
fit of the hardware, and tightness of the component will all be 
ensured.

i)  Lubrification of all moving parts (lock bars, scissors, handles, etc.)

Function test
RAICO components, being high-quality items with long life 
cycles, should fulfill, among others, the following requirements:

Tightness against heavy rain
A window’s tightness against water penetration is defined according 
to DIN EN 12208, and is categorized by four exposure groups.
The exposure group to be chosen depends on the geographical 
location, a normal or excessive wind load, the form of the building, 
the position of the building and its height. If not agreed otherwise, 
DIN EN 12208 applies.

Hardware function
Ensuring the easy operation of all hardware.
Faultless functioning of the safety devices, or the faulty-operation 
blockers respectively.

Surface treatment of aluminium
All component surfaces have to be protected against influences 
normally expected. The processing company decides at its own 
accountability on the suitable individual surface treatment. It will 
also make sure that specific features of the construction, such as 
the combination with metals of higher value within the electro-
chemical series (Cu, Sn, Pb etc.), will be considered, as well as 
specific emissions caused by the individual location including the 
effect of sea water. We do not give any warranty for profiles 
hardware and components which have been anodized or color-
coated outside our area of influence; in particular this applies to 
combinations of heat-insulated profiles.
Anodic oxidation
The surface treatment of components made of aluminium must 
be carried out in accordance with DIN 17611. The look of the sur-
face in regard to shine, structure, color shade, and evenness, 
and the required surface treatment (E0 – E6) are to be taken from 
the tender documentation or agreed individually. 
For color shading only procedures are admissible which create 
oxidation layers that are color-fast and light resistant without
exception. For judging varieties in appearance and color, an
evaluation by means of average or limit samples must be agreed.

Please observe:
The E0 procedure is only applicable in case that there are no
demands whatsoever regarding an even, decorative surface. 
The E6 procedure may only be applied under the condition that the 
factory-packed aluminium can be transported within an assuredly 
short time from the manufacturing factory to the anodizing work-
shop. The profiles must not be exposed to humidity and/or affected 
by human sweat, or subjected to lack of packaging during trans-
port, storage, inappropriate handling and the like. If these preli-
minaries are not observed, RAICO cannot accept any warranty 
claims.

Coating
Color coating procedures of the surface of aluminium components 
are not standardized. Due to the various possible procedures, 
details are to be taken from the tender documentation, or agreed 
with the orderer and RAICO (in case we deliver surface-coated 
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profiles). Regarding high-gloss colors undesirable effects may 
be more clearly visible than in case of standard coating. This 
cannot be influenced by RAICO. At offshore locations and in
indoor swimming pools with brine water or sea water, filiform
corrosion may occur. In these cases the usage of pre-anodized 
profiles is recommended. Please inquire for more details.

Protective measures during completion time
According to VOB (Contracting Rules for Award of Public Works), 
the building owner is liable to all damages regarding his services 
until buy-off through the building owner. For temporarily protecting 
the components during completion time, in particular against 
mechanical damage or damaging effects of plaster, mortar, cement, 
color and the like, adhesive tapes, plastic foils and suitable protec-
tive paint can be used which can be removed later without leaving 
traces.

7. Transport and assembly
During transport and storage, appropriate protective measures
are to be taken in order to avoid damages. Assembly of the com-
ponents is to be done only after having finished all plastering 
work. On demand of the building owner and for a certain com-
pensation to be agreed on, the components must be protected 
against possible damage with the help of protective bands or 
foils in case later plastering work is carried out.

Fastening
Build-in and bracing must be carried out according to DIN 18056 
and DIN 18360. It must be ensured that the bracing safely trans-
fers forces from the building component to the structure. The fi-
xing elements must be adjusted to the building shell, supporting 
the adjoining profiles in such a way that they will be protected 
against torsion and bending. In case the firmness in the bracing 
spots seem doubtful, the orderer must be informed without delay 
according to VOB/B § 4, Paragraph 3 (German Construction Con-
tract Procedures). If components with moving wings, mullions and 
transoms are used, the blind frames must be mounted in such a 
way that the forces emanating from bands, bearings, mullions 
and transoms will be transferred to the structure. Each side of the 
window wall must be joined to the structure at least at two points. 
The maximum distance of the bracing spots is 80 cm. The neces-
sary assembly clearance, caused by thermal expansion of the 
building components, necessary sealing joints, and dimensional 
changes of the adjacent components has to be controlled by 
means of expansion joints. If required, gliding elements for expan-
sion compensation which are soundproof, airtight and watertight 
must be used. During mounting and plastering, door frames should 
be planned, also considering heat insulation and moisture barriers.

Sealing
If not defined otherwise in the tender documentation, the parts of 
the building which serve as brick partitions (such as windows, win-
dow walls, doors, etc.) must be sealed in the joints of the building 
structure and the components by suitable sealing materials. The 
joints must be tight and sealed according to DIN 18360 and DIN 
18540. Bigger hollow spaces at joining walls or joints in the
construction have to be rear-ventilated by using water-repellent 
bands to fill the joints, with pore blocking. Only bands are allowable 
which can change their volume elastically due to their structure.  
Exterior joints and joining walls are sealed by means of permanent 
sealing agents or EPDM foils to be glued or clamped. For proper 
processing, sealing joints must be clean, dry and greaseless. The 
sealing joints must be dimensioned according to the instructions 
given by the manufacturers producing sealing agents. 

Glazing
The glazing of window panes, panels, fillings and the like is to be 
carried out according to DIN 18361 (glazing work). Glass manufac-
turers’ guidelines on glazing procedures must be observed. The 
company in charge of window construction, if not carrying out the 
glazing itself, upon order receipt must agree on the precise manner 
and execution of glazing works with the glazing company before 
placing the order on glass. The glazing contractor has to be
informed on the selected system type, or way of mounting. The
guidelines issued by the German Institute of Glazing Crafts
referring to glazing technology and window construction, and the 
processing guidelines issued by the sub-suppliers of glass panels 
and insulation glass must be considered.

Wet glazing
For wet glazing the ‘Chart for determining the exposure catego-
ries of window glazing’, published by the German Institute for 
Window Technology must be considered.

Dry glazing
For dry glazing with duplex sealing profiles, the rebate must
generally be equipped with a ventilation system and a controlled 
drainage system towards the outside. Materials used for the 
sealing profiles will be selected according to expected exposure. 
When processing the sealing profiles it is important that the tole-
rances and dimensions of the rebate width without sealing, of the 
sealing itself, and of the filling elements (e. g. the glass pane) will 
be adjusted to each other, ensuring that the adding tolerance
values will not exceed the maximum allowances, and that they 
will remain water-tight (please see processing guidelines).
Principally, however, the guidelines on glazing are to be considered.

Pressure glazing
For pressure glazing the specific processing guidelines issued 
by glass manufacturers and system producers must be followed.

Usage of blocks
With glass panes, panels, fillings and the like, blocks made of 
plastic or impregnated water-proofed hardwood featuring a mini-
mum length of 10 cm must be used in an expert way dependent 
on the type of wing and rebate, to ensure that the wings will not 
touch and scrape. When single-sheet glazing and insulation 
glass are used, the guidelines on the use of blocks with even 
glass panes must be observed (as issued by the German Institu-
te of Glazing Crafts for Glazing Technology and Window Con-
struction).

Controlled drainage
Rain water and leak water penetrating from other building
components must be collected right above the metal construction, 
and drained off in a controlled manner. Water caused by rain, 
condensation and leak caught in the construction itself must be 
collected and drained off in a controlled manner within the lower 
horizontal of each zone, whether applying to glazing zones or 
wings with differing varieties of opening. 

When collecting this water, the maximum level the water will
rise inside the collecting chamber must be taken into account,
also considering external pressure. The rising level should be at 
least 10 mm and must be increased according to the expected
maximum external pressure. Collected water must be drained off 
in a controlled manner to the outside, preventing it to penetrate 
the building structure.
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Cleaning
Assembled components must be cleaned before buyoff, dirt
and soil caused by mounting must be removed. Only allowable 
cleaning detergents may be used. Additional cleaning procedures 
have been defined in Explanatory Note A 5 on cleaning aluminium 
in construction (issued by the German Aluminum Center).

Protective measures
To ensure faultless functioning and long life-cycles of hardware 
parts, suitable lubricants and grease have to be applied to moving 
hardware elements.

Final inspection
Before delivery of the building components to the orderer, the 
following functions must be checked:
a)  the evenness of joints between frame and window sash, and 

the even circumferential wing bearing
b) the easy motion and correct functioning of all hardware parts
c) the operation blockers
d) the correct and faultless fit of the wing seals
e) the openings for ventilation and drainage of the rebate.
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§ 1 Validity of the General Terms of Sale
1. Our Terms of Sale shall apply exclusively. They shall apply even where we unreservedly 
effect delivery to the Customer whilst aware of the Customer’s conflicting provisions or pro-
visions at variance with our Terms of Sale. Customer’s diverging General Terms of Business 
are hereby strictly opposed. These shall only form part of the Contract when their validity for 
each individual contract has been explicitly confirmed in writing by us. Our failure to reply to 
a letter of confirmation from the Customer requesting the incorporation of Customer’s Terms 
of Business into the Contract shall not lead to the Customer’s Terms of Business being 
incorporated here but rather this shall be deemed as a rejection in this respect. Conclusion of 
the Contract shall not fail due to conflicting General Terms of Business. Each provision within 
these Terms and Conditions shall be valid on its own.  Our Terms of Sale shall only apply to 
entrepreneurs pursuant to § 14, Section 1 of the German Civil Code (BGB) and to legal enti-
ties under public law or to special public funds.  2.Where colliding General Terms of Business 
tally with one another, the concurring resolutions shall apply. Beyond this, those sections of 
our Terms of Sale shall be deemed accepted where no provision in the Customer’s General 
Terms of Business collides with them. On the other hand, those provisions in the Customer’s 
General Terms of Business not fully concurring with the contractual substance of our General 
Terms of Business shall not form part of the Contract.  In all other cases jus dispositivum shall 
apply .  3.These Terms of Sale shall apply in their current version also for all future contracts 
on the delivery of goods and on subsequent deliveries between the Parties in this business 
relationship without there being a need for repeated inclusion of, or reference to, these 
Terms of Sale after the initial agreement.  4. In the case of written documents appended with 
a translation into a foreign language relating to a Contract for which German is the official 
language, the translation shall only serve as information. The German wording alone shall be 
conclusive in determining the subject of the Contract.  5. All agreements concluded between 
ourselves and the Customer for the purpose of implementing this Contract must be set down 
in writing within this Contract. Additional agreements, subsequent changes to the Contract 
and provisions of guarantees, in particular assurances of characteristics or the assumption 
of procurement risks by non-authorised persons, must all be made in writing. 
§ 2 Offers/Quotes
1. Offers made by us shall be subject to change. These represent an invitation to the Custo-
mer to place a binding offer for the conclusion of a Contract (order) and are therefore not 
yet binding for us at this stage. We are entitled to accept orders within a period of 4 weeks. 
During such time the Customer is legally bound to honour his order offer.  2. Contracts shall 
not be binding for us unless we accept the order by means of written order confirmation.  We 
shall not be required to oppose a potential Customer’s written order relating to an offer of 
this kind should the Contract fail to be concluded . 3. Descriptions and photographs of our 
goods and products in catalogues, leaflets, circulars, advertisements and price lists, insofar 
as these are not part of our quotation are always only approximate and shall only become 
subject of the Contract when this is expressly indicated and laid down in the Contract. 
Drawings, illustrations, dimensions, weights or other performance data shall only be binding 
where this is expressly agreed in writing.  4. We reserve the right to make changes at any 
time to the subject of the Contract prompted by technical progress, rationalisation or design 
requirements insofar as these changes are within those that are customary in the trade and 
are reasonable to the Customer. We also reserve the right to make those changes to colour, 
weight etc. that are customary in the trade.  5. Should a change to the subject of the Contract 
not fall within those customary in the trade and should it also not be reasonable to the Custo-
mer, the Customer shall be entitled to cancel the Contract – a right which he can exercise in 
writing within 2 weeks of receiving relevant notification from us. Cancellation at a later date 
shall be excluded due to the relevant amendment to the Contract having taken effect by then.  
§ 3 Offer Charges, Offer Documentation and Copyrights
1. As a rule, the initial processing of an offer is free-of-charge. Further offers and planning 
work shall only be free-of-charge when the delivery contract becomes valid and remains so.  
2. We reserve ownership and copyrights on illustrations, drawings, designs, sketches, calcu-
lations and other documents; access to these may not be given to third parties without our 
written consent. These may neither be copied nor reproduced in any other manner without 
our consent and on request they must be returned to us once the order has been carried out.  
3. Those moulds, samples and dies produced by us in order to fulfil the Contract shall remain 
our property. Furthermore, we shall not be obliged to surrender these to the Customer even if 
the price for these has been indicated separately in the Contract or invoice, in the absence of 
explicit contractual agreements to the contrary.  We shall be entitled to the copyrights for the 
said moulds, samples and dies.  4. With goods manufactured to the Customer’s drawings, 
specimens or other specifications, the Customer shall assume liability where patents and 
other copyrights of third parties are violated. The Customer shall undertake to release us 
from any such claims to this effect. 
§ 4 Prices
1. Unless agreed otherwise, all prices shall be net “ex works” plus statutory VAT valid at the 
invoice issue date. Additional costs such as packaging, freight, forwarding expenses, custo-
ms, assembly, insurance and bank charges shall be charged separately.  2. In the absence 
of any other agreement to the contrary, we shall be bound to the prices agreed for a period 
of 30 days.  Should costs then change (in particular due to wage settlements or changes in 
the cost of materials) once the commitment period has come to an end but prior to delivery, 
we shall be entitled to alter the agreed prices respectively. On request we shall provide 
proof of this change in costs.  3. With repeat orders prices shall be agreed upon afresh. 
Should no such agreement materialise, we shall be entitled to set the prices unilaterally at 
our discretion.  4. Where value added tax is not included in our invoice - particularly because 
notification by the Customer suggests an “intracommunity” delivery pursuant to §, 4 No. 1 b 
in conjunction with § 6 a of the German VAT law (UstG) and because we shall be subject to 
subsequent VAT (§ 6 a, IV of the German VAT law - UStG) - the Customer shall be obliged 
to pay us the sum we shall be charged in this context. This obligation shall stand regardless 
of whether we are subsequently required to pay value added tax, turnover tax on imports or 
any comparable taxes domestically or abroad.
§ 5 Lead Time, Delivery Periods, Delays, Neglect of Duty and Acts of God
1. In the absence of any contractual agreements to the contrary, agreed delivery deadlines 
shall be deemed as observed when, by this time, the delivery item left our works, was 
handed over to the forwarding agent at our works or was indicated ready for dispatch to the 
Customer. 2. Where fulfilment of the order depends on documents and permits being furnis-
hed or essential questions being clarified by the Customer, any delivery deadline consented 
to or agreed upon by us shall only remain binding once the Customer has clarified the said 
question or furnished the said documents or permits by the start of the 10th week prior to 
the delivery deadline.  What documents and clarifications are to be furnished in the context 
of this stipulation shall depend on the separate provisions of both Parties to the Contract or 
shall result from the nature of the Contract.  3. In the absence of agreements to the contrary, 
delivery periods shall commence once the order confirmation has been sent.  4. Delivery 
periods shall, however, not commence until the Customer has furnished the required docu-
ments and permits and has clarified those questions essential for the implementation of 
the Contract. What documents and permits are to be furnished and what questions are to 
be clarified by the Customer shall be determined by the individual contractual agreements 
made by the Parties or by the nature of the Contract itself.  5. Observance of the delivery 
period shall depend on the Customer fulfilling his agreed advance payment obligations. 
Beyond this, the delivery period shall likewise commence on fulfilment of those contractual 
obligations of the Customer which are laid down separately with reference to this provision 
in each individual contract or which result from the nature of the Contract. Furthermore, the 
delivery period shall only commence subsequent to the full and faultless fulfilment of all 
those contractual obligations of the Customer which are essential and necessary for the 
performance of our obligation.  6. Should we accept a request for a change to the contractual 
services expressed by the Customer subsequent to concluding the Contract, those delivery 
periods and deadlines agreed upon shall become non-binding. We shall make every effort 

to indicate to the Customer new delivery, commissioning and acceptance deadlines for the 
goods he has ordered as swiftly as possible. We shall, however, be entitled to give priority 
consideration to other obligations when finding new deadlines in this context.  7. In the event 
of delays in delivery as laid down in the above-mentioned provisions, a new delivery and/or 
assembly date shall only be binding subject to written consent by us or an authorised mem-
ber of our staff.  The same shall apply in cases where the date has become non-binding due 
to legal regulations.  8. Delivery periods shall extend appropriately or the delivery date shall 
be postponed by a reasonable period due to circumstances prompted by industrial action, 
in particular strikes or lock-outs, or due to the advent of unforeseen hindrances beyond our 
volition such as breakdowns, energy or raw material shortages, traffic disruption, energy 
supply problems, measures taken on the part of the authorities, sovereign interventions 
or orders in so far as those hindrances are proven to have a significant influence on the 
completion or delivery of the items. This shall also apply where such circumstances have 
effected upstream suppliers. The same shall apply for hindrances caused by Acts of God.  
Likewise, we cannot be held responsible for the circumstances described above where they 
occur during an already existent delay.  Should the disruption last for over 3 months, each 
Party to the Contract shall be entitled to withdraw from that hitherto unfulfilled section of the 
Contract in writing within a period of 2 weeks without recourse to claims for compensation. 
Should withdrawal arise, the outlay for work already carried out incl. material must be reim-
bursed. At the request of either Party to the Contract, the respective other Party must declare 
whether he wishes to adhere to the Contract once the 3-month delay period has expired. We 
shall be obliged to notify the Customer in writing of any delay at the earliest possible con-
venience. The same shall apply when the delay ceases to apply.  9. We always reserve the 
right to honour our delivery obligations subject to the correct and timely delivery of our own 
supplies. 10. In the event of us being responsible for a transgression or failure to observe 
the delivery periods, the Customer shall be entitled to cancel the Contract in accordance with 
legal provisions, subsequent to his setting us a deadline of at least 2 weeks in writing and 
this deadline also expiring without being met. He may cancel without setting any deadline 
where the conditions laid down in § 323, Section 2 of the German Civil Code (BGB) are met. 
Declarations of cancellation or refusal and the fixing of final deadlines can only be made in 
writing. 11. In the event of neglect of duty on our part however, we shall only be obliged to 
compensate for damages where premeditation or gross negligence can be ascribed to us or 
one of our vicarious agents employed. This shall not apply in the case of a firm deal. Legal 
provisions concerning the burden of proof shall remain unaffected by this.
§ 6 On-Demand Delivery
1. We can dispatch orders as part deliveries insofar as these remain within those custo-
mary in the trade and are reasonable to the Customer. These part deliveries must each 
be paid for separately in accordance with our terms of payment. Once we have effected 
part delivery, the Customer shall be entitled to assert his rights arising from § 5, Nos. 
10 and 11 of these General Terms of Business, also in terms of the entire Contract, 
should the conditions laid down therein prevail and the Customer have no interest in 
part delivery.  2. Should delivery on demand be agreed upon, we shall be entitled to 
cancel the Contract and/or claim for damages instead of demanding payment where the 
Customer delays in demanding delivery and we have set an appropriate deadline to no 
avail. Claims for damages shall not be permitted should the Customer not be responsi-
ble for the delay. Our claim for compensation due to delay pursuant to § 280, Section 1,
Section 2 of the German Civil Code BGB in conjunction with § 286 of the German Civil 
Code (BGB) shall remain unaffected by this. Alternatively in this case, we shall be entitled to 
demand the agreed purchase price for preparation of the entire delivery.  3. Goods ordered 
for delivery on demand must be requested in full within no more than 3 months subsequent 
to order confirmation where no other deadline has been agreed. 
§ 7 Passing of Risk and Transport
1. In the absence of other separate agreements to the contrary, delivery shall be effected ex 
works at 87772 Pfaffenhausen. This shall also apply for part deliveries.  2. Where the goods 
are sent to the Customer at his request or as agreed, the risk of accidental loss/destruction 
and accidental deterioration shall pass (insofar as this is legally permitted) to the Customer 
as soon as the goods leave our works - also in the case of part deliveries. This shall apply 
regardless of whether the goods are dispatched from the place of fulfilment or from another 
location and regardless of who bears the freight costs or who transported the goods to the 
Customer or to a forwarding agent.  3. Where those goods to be dispatched to the Custo-
mer or collected by the Customer pursuant to the above provision are surrendered to the 
forwarding agent or the Customer at the works, the risk shall then pass to the Customer 
to the extent described above.  4. In the absence of other agreements to the contrary, we 
shall determine the means of transport and the transport route chosen here without there 
being any onus on us to select the fastest and cheapest option here. Where the Customer 
so wishes we shall insure the consignment against damage incurred during transit, storage 
and assembly on behalf and at the cost of the Customer.  Where the Customer’s place of 
business is both place of performance and place of effect as a result of an explicit agree-
ment, we shall be entitled to insure the consignment against damage incurred during transit, 
storage and assembly on behalf and at the cost of the Customer. 5. Where the goods are 
transported by third parties and where the goods remain uninsured, particularly at the explicit 
request of the Customer, these goods shall be transported at the Customer’s own risk. 6. 
Insofar as we bear the transport risk pursuant to the above provisions, the Customer shall 
be obliged to facilitate the settlement of claims with insurance companies for us to the best 
of his endeavours. More specifically, the Customer must satisfy himself of the condition of 
the consignment immediately on its arrival and must have any possible damage in transit 
assessed forthwith by the relevant body (station of arrival, delivery post office, forwarding 
agent) and must relay this information to us without delay. Where the insurance company 
effects reduced payment to us due to insufficient involvement of the Customer in assessing 
the damage and in settling the claim, we shall be entitled to charge the Customer the insu-
rance company’s shortfall in payment.  7. Where the goods are ready for dispatch and where 
their dispatch or acceptance is delayed for reasons for which we are not responsible, the 
risk shall pass to the Customer on receipt of notification announcing the goods’ readiness for 
dispatch. The same shall apply where the goods are not called up for delivery within the set 
period in the case of delivery on call. 
§ 8 Acceptance
1. The Customer must take acceptance of delivered items – even those which are defective. 
Where he refuses to do so indicating the alleged defects, he shall not be entitled to derive 
claims for damages from his inability to use the said goods. He shall also bear the risk of 
further deterioration in this respect. His rights in the event of defects shall remain unaffected 
by this. Acceptance of the delivered items shall not be subject here to an acceptance of 
goods pursuant to § 640 of the German Civil Code - BGB).  2. Where delivered items 
are taken into operation without any reservations, this shall be deemed as an acceptance 
regardless of whether consignments or other services, in particular assembly, are yet to be 
effected by us.  3. In case of our exceptional  voluntary agreement given in advance and in 
writing without implying any acceptance of a statutory duty, to partially or completely accept 
goods returned to us, the following applies: Only goods returned in a faultless technical and 
optical condition coming in their original packing, in complete packing units, and without any 
missing items, will be accepted by us. The original Bill of Delivery must be included in the 
return shipment, which has to be sent by the purchaser to us free of postage and handling. 
After corresponding receipt of the goods, the customer then receives a goods credit note 
less the costs of putting back into storage, which depend on the value of the goods returned. 
In the case of a goods value of < 300 € the fee for putting back into storage is 30 %, 20 % 
for a goods value of > 300 € to < 600 €; 15 % for a goods value > 600 € to  <1,000 €; 10 % 
from a goods value of > 1,000 €.
§ 9 Terms of Payment
1. Our invoices are payable with a 2 % discount within 10 days of the invoice date or 30 days 
net, departing from the net value of the goods (as per payment received date). 2. We shall 
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only accept means of payment going beyond cash or transfers to those accounts indicated 
on the invoices for the sake of fulfilling the Contract – this shall particularly apply in the case 
of bills of exchange or cheques. All payments must be effected free of charge to us. Bank,  
discount and collection charges shall be borne by the Customer. Payment by bill of exchange 
shall be subject to prior agreement. Discount on payments by bill of exchange shall not be 
granted. The surrender of bills of exchange and cheques as such shall not be considered 
as settlement of outstanding accounts.  3. In the event of culpable default on payment sub-
sequent to the due date we can, without the need for any reminders, demand interest of 8 
percentage points above the current base interest rate from the Customer as a contractual 
penalty. Where we are in a position to prove greater delay-related damage, we shall be 
entitled to assert this claim. As soon as those pre-conditions required to lodge a claim for 
compensation prevail, our claims shall be regulated in accordance with § 11 of these General 
Terms of Business.  4. The Customer shall neither be entitled to withhold any payments 
nor to set off any payment obligations in the event of counter claims being disputed, not 
recognised by us or not legally enforceable.  5. Where the Customer defaults on payment 
for more than 10 days, where bills of exchange or cheques are not honoured punctually or 
where a substantial deterioration of the purchaser’s financial circumstances should come to 
our attention (regardless of whether this occurred prior or subsequent to conclusion of the 
Contract), we shall have the option of demanding either a) advance payment on all those 
services not yet provided (including bills receivable) or b) the provision of collateral in respect 
of these claims. For such time as these claims remain unfulfilled we shall not be obliged to 
effect further deliveries arising from current contracts.  6. Each part delivery shall be consi-
dered a separate transaction.  7. Part payments are subject to special written agreement.
§ 10 Retention of Title
1. We shall retain title of ownership on the delivered items until such time as the Customer 
has paid all claims arising from his business relationship with us (extended retention of title to 
ownership). Thus, this retention of title on the delivered items also safeguards claims lodged 
against the Customer arising from contracts not relating to the delivered items. The Custo-
mer shall secure ownership by way of security for us.  2. Where the extended retention of 
title to ownership has not become part of the Contract due to the Customer having conflicting 
General Terms of Business, delivery based upon ordinary retention of title can be used as an 
alternative.  3. The Customer may only sell the delivered items in ordinary business transac-
tions  where he is not in default of payment and where he has not suspended payments. In 
such cases resale shall not be permitted.  4. On concluding the purchase contract with us the 
Customer shall, by way of collateral, already assign to us the claims he would be entitled to 
against his buyer on the basis of the sale or any other legal reason with respect to the subject 
of the Contract along with all secondary rights, at an amount corresponding to the percen-
tage value of the subject of our Contract. The Customer shall be entitled to collect the claim 
as long as he does not default on his payments to us or has not suspended payments gene-
rally.  5. The Customer must immediately inform us in writing of any attachments, seizures 
or other dispositions by third parties on the item subject to retention of title and enclose all 
relevant documents (fieri feci etc.). Where a third party is unable to reimburse us the judicial 
and extra-judicial costs of an action pursuant to § 771 of the German Code of Civil Procedure 
(ZPO), the Customer shall be held liable to cover this shortfall incurred by us.  6. We can 
demand that the Customer makes notification of the assignment to his buyers and that he 
furnishes us with all information  and documents necessary to collect  the assigned claims.  
7. Where those Customer’s claims - arising from resale of the goods subject to our retention 
of title or from the resale of goods of which we are co-owners - are incorporated into a current 
account, the Customer must immediately assign his payment claim to us to the value of the 
current and recognised balance – i.e. to the amount of our claims against the Customer.  8. 
The Customer shall be obliged, for as long as title is retained, to treat the goods with care 
and to keep them in proper condition. Any necessary repairs must be performed immediately 
by us – with the exception of emergencies – at the Customer’s cost. We shall bear the cost 
of these repairs where we are obliged to provide services in lieu or remedy defects as part 
of the provisions laid down in these General Terms of Business relating to warranties.  9. 
We shall be entitled, at the Customer’s cost, to sufficiently insure - to reinstatement value - 
those goods subject to retention of title against theft and damage of all kinds, in particular 
fire or water damage where the Customer fails to prove he has taken insurance cover of this 
kind.  10. Where the realisable value of that collateral to which we are entitled shall exceed 
by more than 15 % the claims to be safeguarded arising from this business relationship, we 
shall be obliged, upon the Customer’s request, to release the collateral in this respect. The 
choice of collateral to be released shall fall to us.  11. The processing and transformation of 
the delivered items by the Customer shall always be performed for us. Where the delivered 
items are processed along with items not belonging to us we shall acquire co-ownership of 
the new item corresponding to the value of the delivered item in relation to the other items 
processed at the time of processing. The items arising from processing shall be subject to 
the same provisions as the items delivered subject to retention of title. 12. Where the goods 
subject to retention of title are connected to a plot of land of which the goods form an essen-
tial part, the Customer shall be obliged to allow us to view this plot of land and have access 
to it and shall be obliged to assign to us his claims in respect of the owners of the land or to 
grant other collateral securities of equal value should he be the owner of the land himself.  
Should a substantial deterioration of the financial circumstances of the Customer occur we 
shall be entitled, with the consent of the owner of the land or the landlord, to step into the 
legal position of the Customer vis-à-vis the former.  13. The assertion of our claims arising 
from ownership by way of security shall not mean cancellation of the Contract. 
§ 11 Delay of the Customer
1. Where the Customer fails to accept the goods on the agreed delivery deadline or once 
the delivery period has come to an end, due to circumstances for which he is responsible, 
we can demand compensation for the additional expenses we have incurred as a result.  2. 
In the event of default by the Customer we shall be entitled, regardless of the possibility of 
asserting a greater claim for actual damage, to demand interest on the sum for which the 
Customer is in default at 8 percentage points above the current base interest rate.  3. Where 
we are entitled to claim damages instead of performance we can, regardless of the possibi-
lity of asserting a greater claim for actual damage, demand 15 % of our price as damages 
provided the Customer fails to prove that there was no damage caused at all or damage is 
considerably lower than the lumpsum compen sation. 
§ 12 Claims for Defects
1. Where defective goods exist for which we are responsible we shall be entitled to either 
remedy the defect or to effect subsequent deliveries. Any replaced component shall trans-
fer to our ownership. 2. The assertion of claims for defects by the commercial Customer 
shall be dependent on the latter having fulfilled his due obligations in terms of examining 
the goods and giving notice of any defects pursuant to § 377 of the German Commercial 
Code (HGB). Other entrepreneurs must notify us within 14 days of receiving the goods of 
visible defects otherwise the Customer’s right to make claims for defects shall be for-feited. 
Any notification of defects must be made in writing detailing the specific defect involved. 3. 
We can refuse to remedy the defects for such time as the Customer has failed to fulfil all 
his payment obligations, with the exception of a sum corresponding to the price reduction 
on the defective goods. In this case, the Customer shall only be obliged to effect advance 
payment where we have confirmed our liability for defects within the ambit of these General 
Terms of Business to him in writing.  4. We must be given the opportunity to inspect the 
notified defects on the spot. This inspection must be performed by us without delay where 
the Customer is interested in immediate settlement of the matter. Claims for defects shall not 
be permitted where merely insignificant deviations from the properties of the goods or where 
merely an insignificant impairment of the serviceability of the goods shall prevail. 5. We can 
demand from the Customer those additional costs incurred for the purpose of subsequent 
fulfilment of obligations - in particular transport costs, tolls, work and material costs - where 
the outlay is increased as a result of transferring the goods to be delivered to location other 

than the delivery address, unless transfer occurs in accordance with the usage set out in the 
Contract. 6. Claims under the right of recourse on the part of the Customer in the case of 
the purchase of consumer goods (§ 478 of the German Civil Code - BGB) shall be excluded 
in this respect when relating to agreements made by the Customer with his buyer going 
beyond the legal claims for defects of that buyer. The Customer must inform us in good time 
of any claims for defects lodged by his buyer so that we are in a position to meet the claims 
of the buyer instead of the Customer if we so wish. 7. Where our contractual obligations also 
include assembly of the items to be delivered, an acceptance certificate must be produced 
once assembly has been completed to be signed by the Customer. This must record any 
defects the Customer has become aware of or that have become apparent by this time. 
Where these defects are not recorded our services shall be deemed accepted free from 
defects in this respect.  8. Services rendered in lieu and remedied defects shall be subject to 
the same warranty provisions governing the item originally delivered.  9. Claims for defects 
shall become statute-barred 1 year after the passing of the risk  unless we are found to have 
caused the defect due to gross negligence or with pre-meditation or to have concealed the 
defect with an intent to deceive. This shall apply for any guarantees issued by us or binding 
to us in the absence of other agreements to the contrary. The statutory time-limits for claims 
lodged under the right of recourse pursuant to § 478 of the German Civil Code (BGB) shall 
remain unaffected by this. The same shall apply for longer statutory time limitations, for the 
construction of buildings or for the delivery of goods used for a building in accordance with 
their normal purpose that have caused the building’s defectiveness. These time limitations 
shall also apply for consequential damage where the claims are not asserted here based 
upon an illegal act. Where a defective delivery shall make defect remediation necessary, 
the time limitation shall only be suspended for such time as defects have been remedied 
and shall not be reinstated again. 10. Before the Customer can assert any further claims 
or rights (cancellation, price reductions, compensation or reimbursement of expenses) we 
shall have the opportunity to be set an appropriate deadline in which to remedy the defect 
where we have not issued any guarantee worded to the contrary. Where we fail to remedy 
the defect despite at least two attempts, where we refuse to remedy the defect or where this 
remediation is not possible or not reasonable to the Customer, the Customer shall be entitled 
to cancel the Contract or to lower (reduce) remuneration. § 13 of these terms shall apply for 
the assertion of claims for compensation or reimbursement of expenses. 11. The following 
shall also apply in the event of claims based upon deficiencies in title: In the absence of 
provisions to the contrary we shall merely be obliged to effect delivery in the country of the 
delivery address unaffected by third party rights. In the event of us being responsible for vio-
lating third party copyrights we shall be entitled to either acquire at our own expense a right 
of exploitation sufficient for the agreed or precluded use and make this over to the Customer, 
to change the delivered goods in such a way as to ensure the copyright is not violated or to 
exchange the delivered goods insofar as the agreed and precluded use is not compromised. 
Where we are unable to do this, where we refuse to remedy the defect or where this fails, 
the Customer shall be entitled to lodge legal claims and assert his rights. § 13 of these terms 
shall apply for the assertion of claims for compensation or reimbursement of expenses. 12. 
Where the Customer chooses to cancel the Contract on the basis of deficiencies in title or a 
quality defect subsequent to a failure to remedy these, he shall also forfeit his right to claim 
for compensation for the defect. Where the Customer chooses to claim damages subse-
quent to a failure to remedy defects, the goods shall remain at the Customer’s premises 
insofar as this is reasonable to him. Compensation shall be limited to the difference between 
the price to the Customer and the value of the defective goods. This shall not apply where 
we have caused the contractual violation with an intent to deceive. 13. Where a selection of 
samples is sent out to the Customer for inspection, we shall only be responsible for ensuring 
the delivery is effected in accordance with the sample selection taking any adjustments into 
account. 14. Where the Customer receives erroneous assembly instructions, we shall merely 
be obliged to deliver assembly instructions free from errors and indeed only at all when the 
error in the assembly instructions is at variance with proper assembly.
§ 13 Compensation/Reimbursement of Expenses
1. The assertion of claims for compensation or reimbursement of expenses (hereinafter 
referred to as “compensation”) based upon defects in the delivered goods (warranty claims) 
shall be ruled out where we are unable to remedy the defect for reasons for which we are 
not responsible. The assertion of claims for compensation for consequential harm caused 
by a defect or consequential damages based upon a consignment of goods found defective 
shall – as a rule - depend on our being at fault with intent, gross negligence or  negligent 
neglect of duty of legal significance in the absence of another provision to the contrary. The 
same shall apply for the assertion of claims for compensation for a violation of a service life 
warranty granted by or on behalf of us (§ 443, Section 2 of the German Civil Code - BGB). 2. 
Otherwise, claims for compensation and claims for reimbursement of expenses (“claims for 
compensation”) on the Customer’s part shall be ruled out irrespective of the legal grounds for 
this - in particular those lodged on the basis of neglect of duty arising from and in connection 
with the obligatory relation, those arising from culpa in contrahendo and those arising from 
offences. This shall not apply for claims pursuant to § 1 and § 4 of the Product Liability Law, 
in the case of premeditation or gross negligence, injury to life, body or health, due to the 
taking over of a guarantee on the existence of a property (guarantee on the nature of the 
goods) or in the case of our neglect of duty that is negligent and legally significant. Under 
no condition shall we be liable beyond the legal claims. Where we are liable for negligence 
our liability shall be limited to foreseeable and typical damage. Changes to the burden of 
proof shall not be connected to these provisions in Sections 1 and 2. 3. Where our liability is 
ruled out or limited this shall also apply for the personal liability of our salaried employees, 
blue-collar staff, contract staff, representatives and vicarious agents. 4. Statutory limitation of 
claims between the Supplier and the Customer shall be governed by § 12, Section 9 insofar 
as claims relating to product liability pursuant to § 823 et seq. of the German Civil Code 
(BGB) or the Product Liability Law are not affected by this. This statutory limitation shall also 
particularly apply in the case of consequential damage. 5. We shall assume no liability for 
damage caused by unsuitable or improper use, defective commissioning or assembly carried 
out by the Customer himself, natural wear and tear, defective or negligent treatment – in 
particular through excessive use, unsuitable operating resources, replacement materials, 
defective construction work, unsuitable ground for building, chemical, electrochemical or 
electrical influences and improper modifications or maintenance performed without our 
approval. 6. We shall not be responsible for issuing any special public permits required or for 
the observance of any pollution protection laws. This shall not apply where the observance 
of these laws or the provision of special public permits have been agreed upon by us on an 
individual contractual basis. 
§ 14 Court of Jurisdiction and Place of Fulfilment
1. The place of fulfilment for all contractual obligations shall be 87772 Pfaffenhausen. 
2. Where the Customer is a merchant, a legal entity under public law or a special public 
fund, we shall be entitled to make the court of jurisdiction for all litigation arising from this 
contractual relationship alternatively Memmingen, the Customer’s place of business or – in 
the case of foreign deliveries – the capital of the country where the Customer has his place 
of business. The same shall apply where the domicile or place of habitual residence of the 
Customer at the time the action commences is not known. This shall also apply for litigation 
arising from bills of exchange and cheques.  3. Legal relationships between the Customer 
and ourselves shall be subject only to the law of the Federal Republic of Germany excluding 
the UN convention on the international sale of goods.
§ 15 Others
1. We process your personal data for the execution of your order and to provide you 
with the latest news about our range of products. You may object to the processing and 
use of your data for advertising purposes at any time (e-mail to marketing@raico.de).



1192016

Notes

Te
ch

ni
ca

l 
in

fo
rm

at
io

n



120 2016

Pictures and diagrams, measurements, and technical 
data in this catalogue have been used for illustrating 
purposes, and are thus not binding. We reserve the 
right to make changes to refl ect technical advance-
ments.

We accept no responsibility for mistakes regarding 
contents, typographical errors nor misprints which 
might have occured during producing this catalogue. 
No part of this publication may be reproduced, stored 
in a retrieval system or transmitted in any form without 
our prior permission in writing. All deliveries are 
subject to our Terms of Sales and Supply.
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